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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.13.1
BROADCAST CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of an MBS session context for a broadcast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU ( gNB-DU. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	MBS CU to DU RRC Information
	M
	
	9.3.1.225
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Broadcast MRB To Be Setup List
	
	1
	
	
	YES
	reject

	>Broadcast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID

9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters

9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters

9.3.1.45
	
	-
	

	>>BC Bearer Context F1-U TNL Info at CU
	M
	
	BC Bearer Context F1-U TNL Info

9.3.2.7
	gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	

	Supported UE Type List
	O
	
	9.3.1.290
	
	YES
	ignore

	Associated Session ID
	O
	
	9.3.1.309
	
	YES
	ignore

	Non-shared DU Served
	O
	
	9.3.1.x
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
9.3.1.x
Non-Shared DU Served
The Non-Shared DU IE indicates whether the gNB-CU also served gNB-DUs which are not shared. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Non Served DU Served
	M
	
	ENUMERATED (

true, ...)
	


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


NetworkControlledRepeaterAuthorized,

Non-Shared-DU-Served,


NotificationControl,


NRCGI,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


id-NRUESidelinkAggregateMaximumBitrateForA2X,


id-LTEUESidelinkAggregateMaximumBitrateForA2X,

id-NReRedCapUEIndication,


id-NRPaginglongeDRXInformationforRRCINACTIVE,

id-Non-Shared-DU-Served,


maxCellingNBDU,


maxnoofCandidateSpCells,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- BROADCAST CONTEXT SETUP REQUEST

--

-- **************************************************************

BroadcastContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { BroadcastContextSetupRequestIEs} },


...

}

BroadcastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-MBS-F1AP-ID



CRITICALITY reject
TYPE
GNB-CU-MBS-F1AP-ID



PRESENCE mandatory
}|


{ ID id-MBS-Session-ID




CRITICALITY reject 
TYPE
MBS-Session-ID




PRESENCE mandatory
}|


{ ID id-MBS-ServiceArea




CRITICALITY reject 
TYPE
MBS-ServiceArea




PRESENCE optional   }|


{ ID id-MBS-CUtoDURRCInformation


CRITICALITY reject
TYPE
MBS-CUtoDURRCInformation

PRESENCE mandatory
}|


{ ID id-SNSSAI






CRITICALITY reject
TYPE
SNSSAI






PRESENCE mandatory
}|


{ ID id-BroadcastMRBs-ToBeSetup-List

CRITICALITY reject
TYPE
BroadcastMRBs-ToBeSetup-List
PRESENCE mandatory
}|


{ ID id-SupportedUETypeList



CRITICALITY ignore
TYPE
SupportedUETypeList



PRESENCE
optional

}|


{ ID id-AssociatedSessionID



CRITICALITY ignore
TYPE
AssociatedSessionID



PRESENCE optional

}|


{ ID id-Non-Shared-DU-Served


CRITICALITY ignore
TYPE
Non-Shared-DU-Served



PRESENCE optional

},


...

} 

BroadcastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeSetup-ItemIEs} }

BroadcastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-BroadcastMRBs-ToBeSetup-Item
CRITICALITY reject
TYPE 
BroadcastMRBs-ToBeSetup-Item
PRESENCE mandatory
},


...

}

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

NonF1terminatingTopologyIndicator ::= ENUMERATED {


true,


...

}

Non-Shared-DU-Served ::= ENUMERATED {


true,


...

}

NR-CGI-List-For-Restart-Item ::= SEQUENCE {


nRCGI



NRCGI,


iE-Extensions

ProtocolExtensionContainer { { NR-CGI-List-For-Restart-ItemExtIEs } }
OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-NReRedCapUEIndication 






ProtocolIE-ID ::= 783

id-ERedcap-Bcast-Information 





ProtocolIE-ID ::= 784

id-NRPaginglongeDRXInformationforRRCINACTIVE

ProtocolIE-ID ::= 785
id-Non-Shared-DU-Served 






ProtocolIE-ID ::= xxx

END

-- ASN1STOP 

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


