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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.2.11
Served Cell Information NR

This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	· Not modified  -
	
	
	
	
	
	

	Additional Measurement Timing Configuration List
	O
	1 .. <maxnoofMTCItems>
	
	
	YES
	ignore

	>Measurement Timing Configuration Index
	M
	
	INTEGER (0..16)
	“0” refers to the configuration contained in the Measurement Timing Configuration IE.

Any value between “1” and “16” refers to a configuration within the Additional Measurement Timing Configuration List IE. 
	–
	

	>CSI- RS MTC Configuration List
	M
	1 .. <maxnoofCSIRSconfigurations>
	
	This list explicitly expresses the CSI-RS configurations contained in the MTC
	–
	

	>>CSI-RS Index
	M
	
	INTEGER (0..95)
	Index of CSI-RS as in MTC
	–
	

	>>CSI-RS Status
	M
	
	ENUMERATED (activated, deactivated, …)
	This IE indicates the CSI-RS transmission status of the configuration.
	–
	

	>>CSI-RS Neighbour List
	O
	1 .. <maxnoofCSIRSneighbourCells>
	
	This list expresses the cells and CSI-RSs neighbouring the CSI-RS in the CSI-RS Index IE.
	–
	

	>>>NR CGI
	M
	
	9.2.2.7
	
	–
	

	>>>CSI-RS MTC Neighbour List
	O
	1 .. < maxnoofCSIRSneighbourCellsInMTC>
	
	This list expresses the CSI-RSs served by the NR CGI, which are neighbouring the CSI-RS of the served cell and contained in the MTC indicated by the neighbouring NR cell.
	–
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	–
	

	RedCap Broadcast Information
	O
	
	BIT STRING (SIZE(8))
	The presence of this IE indicates that the intraFreqReselectionRedCap is broadcast in the SIB1 message of the corresponding cell, see TS 38.331 [10].

Each position in the bitmap indicates which RedCap UEs are allowed access, according to the setting of RedCap barring indicators in the SIB1 message, see TS 38.331 [10].

First bit = 1Rx,

second bit = 2Rx,

third bit = halfDuplex,

other bits reserved for future use. Value '1' indicates 'access allowed'. Value '0' indicates 'access not allowed”.
	YES
	ignore

	eRedCap Broadcast Information
	O
	
	BIT STRING (SIZE(8))
	The presence of this IE indicates that the intraFreqReselection-eRedCap IE is broadcast in SIB1 of the corresponding cell, see TS 38.331 [10].

Each position in the bitmap indicates which eRedCap UEs are allowed access, according to the setting of the barring indicators in SIB1, see TS 38.331 [10].

First bit = 1Rx,

second bit = 2Rx,
third bit = half-duplex,

other bits reserved for future use. Value '1' indicates 'access allowed'. Value '0' indicates 'access not allowed'.
	YES
	ignore

	Mobile IAB Cell
	O
	
	9.2.2.106
	
	YES
	ignore

	Multicast sessions with RRC_INACTIVE Reception Activated
	
	0..<maxnoofMBSsessions>
	
	Indicates the Multicast sessions for which the reception in RRC inactive state is activated.
	YES
	ignore

	>MBS Session ID
	M
	
	9.2.3.146
	
	–
	


	Range bound
	Explanation

	maxnoofMBSSsessions
	Maximum no. of MBS sessions. Value is 256


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-ECNMarkingorCongestionInformationReportingRequest,

id-TAISliceUnavailableCellList,

id-MobileIABCell,


id-ActivatedMBSSessionsWithRRCInactive,


maxEARFCN,


maxnoofAllowedAreas,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

A2XPC5FlowBitRates ::= SEQUENCE {


a2XguaranteedFlowBitRate

BitRate,


a2XmaximumFlowBitRate


BitRate,


iE-Extensions

ProtocolExtensionContainer { { A2XPC5FlowBitRates-ExtIEs} }

OPTIONAL,


...

}

A2XPC5FlowBitRates-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ActivatedMBSSessionsWithRRCInactive ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-Session-ID

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated ::= SEQUENCE (SIZE(1..maxnoofTargetSNsMinusOne)) OF AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- Served Cells NR IEs

ServedCellInformation-NR ::= SEQUENCE {


nrPCI







NRPCI,


cellID







NR-CGI,


tac








TAC,


ranac







RANAC





OPTIONAL,


broadcastPLMN





BroadcastPLMNs,


nrModeInfo






NRModeInfo,


measurementTimingConfiguration

OCTET STRING,


connectivitySupport




Connectivity-Support,



iE-Extensions





ProtocolExtensionContainer { {ServedCellInformation-NR-ExtIEs} } OPTIONAL,


...

}

ServedCellInformation-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-BPLMN-ID-Info-NR



CRITICALITY ignore
EXTENSION BPLMN-ID-Info-NR





PRESENCE optional }|


{ ID id-ConfiguredTACIndication


CRITICALITY ignore
EXTENSION ConfiguredTACIndication



PRESENCE optional }|


{ ID id-SSB-PositionsInBurst


CRITICALITY ignore
EXTENSION SSB-PositionsInBurst




PRESENCE optional }|

{ ID id-NRCellPRACHConfig



CRITICALITY ignore
EXTENSION NRCellPRACHConfig





PRESENCE optional }|


{ ID id-NPN-Broadcast-Information

CRITICALITY reject
EXTENSION NPN-Broadcast-Information


PRESENCE optional }|

{ ID id-CSI-RSTransmissionIndication
CRITICALITY ignore
EXTENSION CSI-RSTransmissionIndication

PRESENCE optional }|


{ ID id-SFN-Offset





CRITICALITY ignore
EXTENSION SFN-Offset






PRESENCE optional }|


{ ID id-Supported-MBS-FSA-ID-List

CRITICALITY ignore
EXTENSION Supported-MBS-FSA-ID-List


PRESENCE optional }|


{ ID id-NR-U-ChannelInfo-List


CRITICALITY ignore
EXTENSION NR-U-ChannelInfo-List




PRESENCE optional }|

{ ID id-Additional-Measurement-Timing-Configuration-List

CRITICALITY ignore
EXTENSION Additional-Measurement-Timing-Configuration-List

PRESENCE optional }|


{ ID id-Redcap-Bcast-Information

CRITICALITY ignore
EXTENSION Redcap-Bcast-Information


PRESENCE optional }|


{ ID id-eRedcap-Bcast-Information

CRITICALITY ignore
EXTENSION ERedcap-Bcast-Information


PRESENCE optional }|


{ ID id-MobileIABCell




CRITICALITY ignore
EXTENSION MobileIABCell






PRESENCE optional}|


{ ID id-ActivatedMBSSessionsWithRRCInactive
CRITICALITY ignore
EXTENSION ActivatedMBSSessionsWithRRCInactive


PRESENCE optional },


...

}

SFN-Offset ::= SEQUENCE {


sFN-Time-Offset




BIT STRING (SIZE(24)),


iE-Extensions

ProtocolExtensionContainer { {SFN-Offset-ExtIEs} } OPTIONAL,


...

}

SFN-Offset-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {



...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-TAISliceUnavailableCellList











ProtocolIE-ID ::= 452
id-MobileIAB-AuthorizationStatus










ProtocolIE-ID ::= 453

id-MIAB-MT-BAP-Address













ProtocolIE-ID ::= 454

id-MobileIABCell














ProtocolIE-ID ::= 455

id-ActivatedMBSSessionsWithRRCInactive









ProtocolIE-ID ::= xxx

END

-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


