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8.2.5	gNB-CU Configuration Update 
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The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation
The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.
The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.
If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for which the NR PCI IE is included.
[bookmark: _Hlk134443082]If the SSBs within the cell to be Activated List IE is included in the Cells to be Activated List Item IE within the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, only activate those SSB beams indicated by the SSB Index IE. 
If at least one requested SSB beam in the SSBs within the cell to be Activated List IE is activated, the gNB-DU includes the Cells with SSBs Activated List IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message. The gNB-CU shall consider that the SSB beams indicated by the SSBs activated List IE as activated.
If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NR CGI IE.
If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If Cells to be Activated List Item IE is included in the GNB-CU CONFIGURATION UPDATE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.
If the Cells Allowed to be Deactivated List IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, consider that it is allowed to deactivate the SSB beams within the indicated cells for network energy saving purpose.
If the gNB-CU System Information IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall include the Dedicated SI Delivery Needed UE List IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message for UEs that are unable to receive system information from broadcast.
If Dedicated SI Delivery Needed UE List IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.
[bookmark: _Hlk126586327]If the gNB-CU TNL Association To Add List IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, use it to establish the TNL association(s) with the gNB-CU. If the gNB-CU TNL Association To Add List is included in the GNB-CU CONFIGURATION UPDATE message, and if the TNL Association Transport Layer Information IE does not include the Port Number IE, the gNB-DU shall assume that port number value 38472 is used for the endpoint. The gNB-DU shall report to the gNB-CU, in the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU as follows:
-	A list of TNL address(es) with which the gNB-DU successfully established the TNL association shall be included in the gNB-CU TNL Association Setup List IE;
-	A list of TNL address(es) with which the gNB-DU failed to establish the TNL association shall be included in the gNB-CU TNL Association Failed To Setup List IE.
If the GNB-CU CONFIGURATION UPDATE message includes gNB-CU TNL Association To Remove List IE, the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by gNB-CU TNL endpoint(s) and gNB-DU TNL endpoint(s) if the TNL Association Transport Layer Address gNB-DU IE is present, or the TNL association(s) indicated by gNB-CU TNL endpoint(s) if the TNL Association Transport Layer Address gNB-DU IE is absent:
- 	if the received TNL Association Transport Layer Address IE includes the Port Number IE, the gNB-CU TNL endpoint is identified by the Endpoint IP Address IE and the Port Number IE. Otherwise, the gNB-CU TNL endpoints correspond to all gNB-CU TNL endpoints identified by the Endpoint IP Address IE and any port number(s).
- 	if the received TNL Association Transport Layer Address gNB-DU IE includes the Port Number IE, the gNB-DU TNL endpoint is identified by the Endpoint IP Address IE and the Port Number IE. Otherwise, the gNB-DU TNL endpoints correspond to all gNB-DU node TNL endpoints identified by the Endpoint IP Address IE and any port number(s).
If the gNB-CU TNL Association To Update List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, overwrite the previously stored information for the related TNL Association(s). 
- 	if the received TNL Association Transport Layer Address IE includes the Port Number IE, the gNB-CU TNL endpoint is identified by the Endpoint IP Address IE and the Port Number IE. Otherwise, the gNB-CU TNL endpoints correspond to all gNB-CU TNL endpoints identified by the Endpoint IP Address IE and any port number(s).
If in the gNB-CU CONFIGURATION UPDATE message the TNL Association usage IE is included in the gNB-CU TNL Association To Add List IE or the gNB-CU TNL Association To Update List IE, the gNB-DU node shall, if supported, use it as described in TS 38.472 [22].
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-CU CONFIGURATION UPDATE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
If Protected E-UTRA Resources List IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall protect the corresponding resource of the cells indicated by E-UTRA Cells List IE for spectrum sharing between E-UTRA and NR.
If the GNB-CU CONFIGURATION UPDATE message contains the Protected E-UTRA Resource Indication IE, the receiving gNB-DU should forward it to lower layers and use it for cell-level resource coordination. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE when expressing its desired resource allocation during gNB-DU Resource Coordination procedure. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE content valid until reception of a new update of the IE for the same gNB-DU.
If Available PLMN List IE, and optionally also Extended Available PLMN List IE, is contained in GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall overwrite the whole available PLMN list and update the corresponding system information. 
If Available SNPN ID List IE is contained in GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall overwrite the whole available SNPN ID list and update the corresponding system information.
If Cells Failed to be Activated Item IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU shall consider that the indicated cells are out-of-service as defined in TS 38.401 [4].
If the Neighbour Cell Information List IE is present in the GNB-CU CONFIGURATION UPDATE message, the receiving gNB-DU shall use the received information for Cross Link Interference management and/or NR-DC power coordination. The gNB-DU shall consider the received Neighbour Cell Information List IE content valid until reception of an update of the IE for the same cell(s). If the Intended TDD DL-UL Configuration NR IE is absent from the Neighbour Cell Information List IE, whereas the corresponding NR CGI IE is present, the receiving gNB-DU shall remove the previously stored Neighbour Cell Information IE corresponding to the NR CGI.
If the GNB-CU CONFIGURATION UPDATE message includes Transport Layer Address Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message includes Transport Layer Address Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-CU CONFIGURATION UPDATE message contains the Uplink BH Non-UP Traffic Mapping IE, the gNB-DU shall, if supported, consider the information therein for mapping of non-UP uplink traffic. 
If the IAB Barred IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, consider it as an indication of whether the cell allows IAB-node access or not.
[bookmark: _Toc20955754][bookmark: _Toc29892848][bookmark: _Toc36556785][bookmark: _Toc45832161][bookmark: _Toc51763341]If the BAP Address IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, store the received BAP address and use it as specified in TS 38.340 [30].
[bookmark: _Toc64448504][bookmark: _Toc66289163][bookmark: _Toc74154276][bookmark: _Toc81383020][bookmark: _Toc88657653][bookmark: _Toc97910565]If the CCO Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message, and the NR CGI IE contained in the Affected Cells and Beams IE is served by the gNB-DU, the gNB-DU may use it to determine a new cell and/or beam configuration.
If the CCO Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message and the NR CGI IE contained in the Affected Cells and Beams IE is not served by the gNB-DU, the gNB-DU may use it to adjust coverage of its cells.If the CCO issue detection IE set to "network energy saving" is included in the CCO Assistance Information IE, the gNB-DU may consider the indicated SSB beams by the Affected Cells and Beam IE are deactivated due to network energy saving.
If the Cells for SON IE is present in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store or update this information and it behaves as follows:
-	For each served cell indicated by the NR CGI IE included within the Cells for SON Item IE, the gNB-DU may adjust the PRACH configuration of this served cell.
-	If the Neighbour NR Cells for SON List IE is present in the Cells for SON Item IE, the gNB-DU may take the PRACH configuration of neighbour cells included in the Neighbour NR Cells for SON List IE into consideration when adjusting the PRACH configuration of the served cell.
[bookmark: _Toc99038204][bookmark: _Toc99730465]If the gNB-CU Name IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-CU. If the Extended gNB-CU Name IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-CU and shall ignore the gNB-CU Name IE if also included.
If the Beam Deactivation Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may use it to determine a beam deactivation.
[bookmark: _CR8_2_5_3][bookmark: _Toc105510584][bookmark: _Toc105927116][bookmark: _Toc106109656][bookmark: _Toc113835093][bookmark: _Toc120123936][bookmark: _Toc155980206]8.2.5.3	Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation
If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.
[bookmark: _CR8_2_5_4][bookmark: _Toc20955755][bookmark: _Toc29892849][bookmark: _Toc36556786][bookmark: _Toc45832162][bookmark: _Toc51763342][bookmark: _Toc64448505][bookmark: _Toc66289164][bookmark: _Toc74154277][bookmark: _Toc81383021][bookmark: _Toc88657654][bookmark: _Toc97910566][bookmark: _Toc99038205][bookmark: _Toc99730466][bookmark: _Toc105510585][bookmark: _Toc105927117][bookmark: _Toc106109657][bookmark: _Toc113835094][bookmark: _Toc120123937][bookmark: _Toc155980207]8.2.5.4	Abnormal Conditions
Not applicable.
<End of change>

<Start of change>
[bookmark: _Toc155980617]9.2.1.10	GNB-CU CONFIGURATION UPDATE
This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>>gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.
If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	>>MBS Broadcast Neighbour Cell List
	O
	
	9.3.1.226
	
	YES
	ignore

	>>SSBs within the cell to be Activated List
	
	0 ..1
	
	List of SSB beams within the cell requested to be activated.
	YES
	reject

	>>>SSBs within the cell to be Activated List Item
	
	0 .. < maxnoofSSBAreas>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	Identifier of SSB beam requested to be activated.
	-
	

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.

	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	>>IAB Barred
	O
	
	ENUMERATED (barred, not-barred, ...)
	Corresponds to information provided in the iab-Support contained in the PLMN-IdentityInfo IE or contained in
the NPN-IdentityInfo IE as defined in TS 38.331 [8]. The codepoint value “barred” indicates that the iab-Support is not sent in SIB1, and the codepoint value “not-barred” indicates that the iab-Support is sent in SIB1.
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>>E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>>E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Identifier IE contained in the ECGI as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA Cell Information
	M
	
	9.3.1.64
	
	-
	

	Neighbour Cell Information List
	
	0..1
	
	
	YES
	ignore

	>Neighbour Cell Information List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	-
	

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	CCO Assistance Information
	O
	
	9.3.1.211
	Indicates CCO Assistance Information for cells and beams served by the gNB-DU of the same NG-RAN node or for cells and beams not served by the gNB-DU.
	YES
	Ignore

	Cells for SON List
	O
	
	9.3.1.214
	
	YES
	ignore

	gNB-CU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-CU. 
	YES
	ignore

	Extended gNB-CU Name
	O
	
	9.3.1.206
	
	YES
	ignore

	[bookmark: _Hlk149744985]Cells Allowed to be Deactivated List
	
	0..1
	
	
	YES
	ignore

	>Cells Allowed to be Deactivated List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	Beam Deactivation Assistance Information
	O
	
	9.3.1.xxx
	Indicates Beam Deactivation Assistance Information for gNB-DU of the same NG-RAN node.
	YES
	ignore



	Range bound
	Explanation

	maxCellingNBDU
	Maximum numbers of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a cell. Value is 64. 


<End of change>

<Start of change>
[bookmark: _Toc20955183][bookmark: _Toc29991378][bookmark: _Toc36555778][bookmark: _Toc44497485][bookmark: _Toc45107873][bookmark: _Toc45901493][bookmark: _Toc99038890][bookmark: _Toc99731153][bookmark: _Toc105511284][bookmark: _Toc105927816][bookmark: _Toc106110356][bookmark: _Toc113835793][bookmark: _Toc120124641][bookmark: _Toc155980992]9.3.1.xxx	Beam Deactivation Assistance Information
This IE provides assistance information for the beam deactivation actions for gNB-DU for network energy saving.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Load threshold
	O
	
	INTEGER (0..100)
	Indicates the traffic load in percent that DU to deactivate some SSB beams.

	Time to trigger beam deactivation
	O
	
	ENUMERATED (ms0, ms40, ms64, ms80, ms100, ms128, ms160, ms256, ms320, ms480, ms512, ms640, ms1024, ms1280, ms2560, ms5120, ...)
	Indicates the duration during which load threshold should be satisfied in order to trigger deactivation.

	Deactivation hysteresis
	O
	
	INTEGER (0..30)
	This parameter is used within the entry and leave condition of an event triggered beam deactivation condition. The actual value is field value * 1 ms.

	Deactivation timer
	O
	
	INTEGER (0..5)
	Indicates the duration during which beam to stay in deactivated. The actual value is field value * 1 minutes.


<End of change>
[bookmark: _Toc74154852][bookmark: _Toc88658230][bookmark: _Toc45832586][bookmark: _Toc121161734][bookmark: _Toc120124734][bookmark: _Toc51763908][bookmark: _Toc81383596][bookmark: _Toc20956003][bookmark: _Toc66289739][bookmark: _Toc99731229][bookmark: _Toc106110436][bookmark: _Toc105511364][bookmark: _Toc99038966][bookmark: _Toc97911142][bookmark: _Toc64449080][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc105927896][bookmark: _Toc113835878]


[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc155981125]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,
	BroadcastMRBs-FailedToBeSetupMod-Item,


<Unmodified Text Omitted>


	MBSMulticastSessionReceptionState,
	F1UTunnelNotEstablished,
	MulticastCU2DUCommonRRCInfo,
[bookmark: _Hlk152270076]	NRA2XServicesAuthorized,
[bookmark: _Hlk152270104]	LTEA2XServicesAuthorized,
	NReRedCapUEIndication,
	NRPaginglongeDRXInformationforRRCINACTIVE,
	Cells-With-SSBs-Activated-List,
	Recommended-SSBs-for-Paging-List,
	Beam-Deactivation-Assistance-Information


FROM F1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	F1AP-PRIVATE-IES,
	F1AP-PROTOCOL-EXTENSION,
	F1AP-PROTOCOL-IES,
	F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers

	id-AssociatedSessionID,
	id-BroadcastMRBs-FailedToBeModified-List,
	id-BroadcastMRBs-FailedToBeModified-Item,
	id-BroadcastMRBs-FailedToBeSetup-List,
	id-BroadcastMRBs-FailedToBeSetup-Item,
	id-BroadcastMRBs-FailedToBeSetupMod-List,

<Unmodified Text Omitted>

	id-MulticastCU2DURRCInfo, 
	id-MulticastDU2CURRCInfo,
	id-MBSMulticastSessionReceptionState,
	id-F1UTunnelNotEstablished,
	id-MulticastCU2DUCommonRRCInfo,
	id-NRA2XServicesAuthorized,
	id-LTEA2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitrateForA2X,
	id-LTEUESidelinkAggregateMaximumBitrateForA2X,
	id-NReRedCapUEIndication,
	id-NRPaginglongeDRXInformationforRRCINACTIVE,
	id-Beam-Deactivation-Assistance-Information,
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofBHRLCChannels,
	maxnoofRoutingEntries,
	maxnoofChildIABNodes,
	maxnoofServedCellsIAB,
	maxnoofTLAsIAB,
	maxnoofULUPTNLInformationforIAB,
	maxnoofUPTNLAddresses,
	maxnoofSLDRBs,
	maxnoofTRPInfoTypes,
	maxnoofTRPs,
	maxnoofMRBs,
	maxnoofUEIDforPaging,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMRBsforUE,
	maxnoofServingCellMOs,
	maxnoofLTMCells




FROM F1AP-Constants;

<Unmodified Text Omitted>
<Start of change>
-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE
--
-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },
	...
}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE	TransactionID					PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List				CRITICALITY reject	TYPE	Cells-to-be-Activated-List		PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List			CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List		PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Add-List		CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Add-List	PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Remove-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Remove-List	PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Update-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Update-List	PRESENCE optional	}|
	{ ID id-Cells-to-be-Barred-List					CRITICALITY ignore	TYPE	Cells-to-be-Barred-List			PRESENCE optional	}|
	{ ID id-Protected-EUTRA-Resources-List			CRITICALITY reject	TYPE	Protected-EUTRA-Resources-List		PRESENCE optional	}|
	{ ID id-Neighbour-Cell-Information-List			CRITICALITY ignore	TYPE	Neighbour-Cell-Information-List		PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info			CRITICALITY ignore	TYPE	Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping			CRITICALITY reject	TYPE	UL-BH-Non-UP-Traffic-Mapping		PRESENCE optional	}|
	{ ID id-BAPAddress								CRITICALITY ignore  TYPE 	BAPAddress						PRESENCE optional }|
	{ ID id-CCO-Assistance-Information				CRITICALITY ignore	TYPE 	CCO-Assistance-Information		PRESENCE optional	}|
	{ ID id-CellsForSON-List						CRITICALITY ignore	TYPE	CellsForSON-List				PRESENCE optional }|
	{ ID id-gNB-CU-Name								CRITICALITY ignore	TYPE	GNB-CU-Name						PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name					CRITICALITY ignore	TYPE	Extended-GNB-CU-Name			PRESENCE optional	}|	{ ID id-Allowed-to-be-Deactivated-List			CRITICALITY ignore	TYPE	Cells-Allowed-to-be-Deactivated-List	PRESENCE optional	}|
	{ ID id-Beam-Deactivation-Assistance-Information	CRITICALITY ignore	TYPE	Beam-Deactivation-Assistance-Information	PRESENCE optional	},
	...
} 

Cells-to-be-Deactivated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Deactivated-List-ItemIEs } }
GNB-CU-TNL-Association-To-Add-List		::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Add-ItemIEs } }
GNB-CU-TNL-Association-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Remove-ItemIEs } }
GNB-CU-TNL-Association-To-Update-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Update-ItemIEs } }
Cells-to-be-Barred-List			::= SEQUENCE(SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { Cells-to-be-Barred-ItemIEs } }

Cells-Allowed-to-be-Deactivated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Allowed-to-be-Deactivated-List-ItemIEs } }

Cells-Allowed-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Allowed-to-be-Deactivated-List-Item	CRITICALITY ignore	TYPE	Cells-Allowed-to-be-Deactivated-List-Item	PRESENCE optional},
	...
}


Cells-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-to-be-Deactivated-List-Item						CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List-Item					PRESENCE mandatory	},
	...
}


GNB-CU-TNL-Association-To-Add-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Add-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Add-Item			PRESENCE mandatory	},
	...
}
<End of change>

[bookmark: _Toc146227004]9.4.5	Information Element Definitions
<Unmodified Text Omitted>
<Start of change>
BCBearerContextF1U-TNLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
Beam-Deactivation-Assistance-Information ::= SEQUENCE {
	load-threshold							Load-threshold							OPTIONAL,
	time-to-trigger-beam-deactivation		Time-to-trigger-beam-deactivation		OPTIONAL,
	deactivation-hysteresis					Deactivation-hysteresis 				OPTIONAL,
	deactivation-timer						Deactivation-timer 						OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { Beam-Deactivation-Assistance-Information-ExtIEs} }	OPTIONAL,
	...
}
Beam-Deactivation-Assistance-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	...
}

BitRate ::= INTEGER (0..4000000000000,...)
<End of change>

<Start of change>
DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

Deactivation-hysteresis ::= INTEGER (0..30)
Deactivation-timer ::= INTEGER (0..5)
DeactivationIndication ::= CHOICE {
	perUE						DeactivationIndicationList,
	deactivateAll				NULL,
	choice-extension			ProtocolIE-SingleContainer { { DeactivationIndication-ExtIEs} }
}

DeactivationIndication-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
<End of change>

<Start of change>
-- L

LTEA2XServicesAuthorized ::= SEQUENCE {
	aerialUE			AerialUE														OPTIONAL,
	controllerUE 		ControllerUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEA2XServicesAuthorized-ExtIEs} }		OPTIONAL
}

Load-threshold ::= INTEGER (0..100)
LTEA2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
<End of change>

<Start of change>
TargetCellList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Time-to-trigger-beam-deactivation ::= ENUMERATED {ms0, ms40, ms64, ms80, ms100, ms128, ms160, ms256, ms320, ms480, ms512, ms640, ms1024, ms1280, ms2560, ms5120, ...}

NSAGSupportList ::= SEQUENCE (SIZE(1.. maxnoofNSAGs)) OF NSAGSupportItem

<End of change>

[bookmark: _Toc155981128]9.4.7	Constant Definitions
<Unmodified Text Omitted>
<Start of change>
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE		ProtocolIE-ID ::= 785
id-Beam-Deactivation-Assistance-Information			ProtocolIE-ID ::= xxx



END
-- ASN1STOP 
<End of change>
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