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START OF CHANGES
[bookmark: _Toc36553353][bookmark: _Toc36555080][bookmark: _Toc45652392][bookmark: _Toc45658824][bookmark: _Toc45720644][bookmark: _Toc45798524][bookmark: _Toc45897913][bookmark: _Toc51746117][bookmark: _Toc64446381][bookmark: _Toc73982251][bookmark: _Toc88652340][bookmark: _Toc97891383][bookmark: _Toc99123526][bookmark: _Toc99662331][bookmark: _Toc105152398][bookmark: _Toc105174204][bookmark: _Toc106109202][bookmark: _Toc107409660][bookmark: _Toc112756849][bookmark: _Toc155945693]9.3.1.126	Extended RAT Restriction Information
This IE provides RAT restrictions as specified in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Primary RAT Restriction
	M
	
	BIT STRING {
e-UTRA (0),
nR (1), nR-unlicensed (2), nR-LEO (3),
nR-MEO (4),
nR-GEO (5),
nR-OTHERSAT (6)}
(SIZE(8, …))
	Each position in the bitmap represents a Primary RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bit 7 reserved for future use. 
The Primary RAT is the RAT used in the access cell, or target cell. 
	-
	

	Secondary RAT Restriction
	M
	
	BIT STRING {
e-UTRA (0),
nR (1), e-UTRA-unlicensed (2), nR-unlicensed (3)}
(SIZE(8, …))
	Each position in the bitmap represents a Secondary RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bits 4-7 reserved for future use.
A Secondary RAT is a RAT, distinct from the UE’s primary RAT, used in any cell serving the UE excluding the PCell.
	-
	

	Additional RAT Restriction
	O
	
	BIT STRING {
e-UTRA-LEO (0), e-UTRA-MEO (1), e-UTRA-GEO (2), e-UTRA-OTHERSAT (3), NB-IoT-LEO (4), NB-IoT-MEO (5), NB-IoT-GEO (6), NB-IoT-OTHERSAT (7)} (SIZE(16, ...)
	Each position in the bitmap represents a Primary RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bits 8-15 reserved for future use. 
The Primary RAT is the RAT used in the access cell, or target cell.
	YES
	reject
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[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc88652509][bookmark: _Toc97891553][bookmark: _Toc99123758][bookmark: _Toc99662564][bookmark: _Toc105152643][bookmark: _Toc105174449][bookmark: _Toc106109447][bookmark: _Toc107409905][bookmark: _Toc112757094][bookmark: _Toc155945940]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

UNCHANGED PART OMITTED

	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	id-additionalRATRestriction,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,

UNCHANGED PART OMITTED

Extended-RANNodeName	 ::= SEQUENCE {
	rANNodeNameVisibleString		RANNodeNameVisibleString					OPTIONAL,
	rANNodeNameUTF8String			RANNodeNameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-RANNodeName-ExtIEs } } OPTIONAL,	...
}

Extended-RANNodeName-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedRATRestrictionInformation ::= SEQUENCE {
	primaryRATRestriction		BIT STRING (SIZE(8, ...)),
	secondaryRATRestriction		BIT STRING (SIZE(8, ...)),
	iE-Extensions		ProtocolExtensionContainer { {ExtendedRATRestrictionInformation-ExtIEs} }	OPTIONAL,
	...
}

ExtendedRATRestrictionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-additionalRATRestriction	CRITICALITY reject	EXTENSION AdditionalRATRestriction	PRESENCE optional},
	...
}

AdditionalRATRestriction ::= BIT STRING (SIZE(16, ...))

ExtendedRNC-ID					::= INTEGER (4096..65535)

UNCHANGED PART OMITTED
NEXT CHANGE
[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc155945942]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED PART OMITTED
	
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-HFCNode-ID-new										ProtocolIE-ID ::= 362
	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-HashedUEIdentityIndexValue							ProtocolIE-ID ::= 365
	id-ExtendedMobilityInformation							ProtocolIE-ID ::= 366
	id-additionalRATRestriction								ProtocolIE-ID ::= a

END
-- ASN1STOP

END OF CHANGES
