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	Reason for change:
	1. If the Mobile IAB Authorization Status IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall consider that UE is a mobile IAB node. If the Mobile IAB Authorization Status IE is set to "not authorized" for the mobile IAB-MT, the new NG-RAN node shall refrain from establishing backhaul resources for this mobile IAB-node. However, that description has not been captured in the Retrieve UE Context procedure.
2. Due to not being aware of the F1-terminating donor-CU, the RRC-terminating donor-CU cannot send the “not authorized” status to the F1-terminating donor-CU via the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message immediately at receiving the “not authorized” status from AMF. It’s reasonable for the RRC-terminating donor-CU to send the authorization status via the IAB TMM RESPONSE message to the F1-terminating donor-CU if the IAB TMM procedure is the first Xn procedure between the F1-terminating CU and the RRC-terminating CU.
3. The RRC-terminating donor-CU can refuse the IAB TMM request for adding or modifying the offloaded traffic when the authorization status of the mIAB-MT is “not authorized”, because the BH resources anyway will be released.

	
	

	Summary of change:
	1. Capture in the Retrieve UE Context procedure that if the Mobile IAB Authorization Status IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall consider that UE is a mobile IAB node. If the Mobile IAB Authorization Status IE is set to "not authorized" for the mobile IAB-MT, the new NG-RAN node shall refrain from establishing backhaul resources for this mobile IAB-node.
2. Introduce Mobile IAB Authorization Status IE in IAB TRANSPORT MIGRATION MODIFICATION RESPONSE message. F1-terminating IAB-donor shall store it and use it as defined in TS 38.401.
3. Capture in the IAB TMM procedure that RRC-terminating donor-CU can refuse the IAB TMM request for adding or modifying the offloaded traffic when the authorization status of the mIAB-MT is “not authorized”.

Impact analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
This CR has impact on the functional point of view, will impact the retrieve UE contex procedure and the IAB TMM procedure.

	
	

	Consequences if not approved:
	1. The handling of Mobile IAB Authorization Status IE in the RETRIEVE UE CONTEXT RESPONSE message is not clear.
2. It is not efficient if the authorization status of mobile IAB-node cannot be delivered via the IAB TMM RESPONSE message.
3. It’s a waste of siganlling if RRC-terminating donor-CU refusing the IAB TMM request for adding or modifying traffic is not allowed when the authorization status of the mIAB-MT is “not authorized”.
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The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer, or to request for small data transmission. The procedure can also be used to transfer the authorization status information of the mobile IAB-node.
The procedure uses UE-associated signalling.
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
------------------------- Unchanged parts are skipped ---------------------------
If the UE is a mobile IAB-node, the old NG-RAN node shall include the Mobile IAB Authorization Status IE in the RETRIEVE UE CONTEXT RESPONSE message. If the Mobile IAB Authorization Status IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store the received mobile IAB authorization status information in the UE context and and consider that the UE is a mobile IAB node. If the Mobile IAB Authorization Status IE is set to "not authorized" for the mobile IAB-MT, the new NG-RAN node shall, if supported, refrain from establishing backhaul resources for this mobile IAB-node.
Interaction with the Retrieve UE Context Confirm procedure
If the UE Context Reference at the S-NG-RAN IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node may use it to establish dual connectivity with the S-NG-RAN node and shall trigger the Retrieve UE Context Confirm procedure to the old NG-RAN node when the UE successfully resumes on the new NG-RAN node.
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The purpose of the IAB Transport Migration Management procedure is to exchange information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, for the purpose of managing the migration of the boundary and descendant IAB-node traffic between the topologies managed by the two IAB-donors. 
The procedure is applicable to inter-donor partial migration, inter-donor RLF recovery and inter-donor topology redundancy cases. The procedure is initiated by the F1-terminating IAB-donor of the boundary IAB-node. The procedure can be used to set up, modify and release (e.g., for the purpose of revoking) the resources under the non-F1-terminating IAB-donor used for serving the offloaded traffic.
The procedure uses UE-associated signalling.
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Figure 8.5.2.2-1: IAB Transport Migration Management triggered by the F1-terminating IAB-donor, successful operation
The F1-terminating IAB-donor initiates the procedure by sending the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message to the non-F1-terminating IAB-donor.
The non-F1-terminating IAB-donor may respond with the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message by indicating:
-	Traffic accepted for offloading, within the Traffic Added List IE;
-	Already offloaded traffic accepted for modification, within the Traffic Modified List IE;
-	Traffic not accepted for offloading, within the Traffic Not Added List IE;
-	Already offloaded traffic not accepted for modification within the Traffic Not Modified List IE.
If the Traffic To Be Released Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor should release all offloaded traffic if the All Traffic Indication IE in the Traffic to Be Released Information IE is set to "true", or release only the offloaded traffic indicated by the Traffic to Be Released Item IE in the Traffic to Be Released Information IE. 
If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the Traffic to Be Released Information IE, the non-F1-terminating IAB-donor shall include the Traffic Released List IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message.
If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB IPv4 Addresses Requested IE or the IAB IPv6 Request Type IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor shall, if supported, provide the allocated TNL address via the IAB TNL Address Response IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message. If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB TNL Address To Remove List IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor shall consider that the TNL address(es) are no longer used by the F1-terminating IAB-donor.
If the IAB TNL Address Exception IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor shall, if supported, configure the related IAB-donor-DU to enable traffic re-routing over the inter-IAB-donor-DU tunnel.
If the IAB QoS Mapping Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message, the F1-terminating IAB-donor, shall, if supported, use it to set DSCP and/or IPv6 flow label fields for the downlink IP packets of the offloaded traffic.
If the Mobile IAB-MT BAP Address IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message and this is the first UE-associated signaling for the IAB-MT identified by the Mobile IAB-MT BAP Address IE, the non-F1-terminating IAB-donor, shall, if supported, ignore the Non-F1-Terminating IAB-donor UE XnAP ID IE and allocate an XnAP UE ID for the mobile IAB-MT to be used in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message and subsequent procedure(s) for this mobile IAB-MT.
If the authorization status stored for the mobile IAB-MT is “not authorized”, the non-F1-terminating IAB-donor may refuse the request of the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message for adding or modifying the traffic of offloading.
If the Mobile IAB Authorization Status IE is contained in the IAB TRANSPORT MIGRATION RESPONSE message, the F1-terminating IAB-donor, shall, if supported, store it and use it as defined in TS 38.401[2]. If the Mobile IAB-node Authorization Status IE is set to “Not Authorized”, the F1-terminating IAB-donor, shall, if supported, initiate actions to ensure that the mobile IAB node will not serve any UE(s), as defined in TS 38.401[2].
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This message is sent by the non-F1-terminating IAB-donor to the F1-terminating IAB-donor of a boundary IAB-node to provide inter-donor transport related configurations for the offloaded traffic.
Direction: non-F1-terminating IAB-donor  F1-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Not Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	Traffic Not Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	IAB TNL Address Response 
	O
	
	9.2.2.86
	
	YES
	reject

	Traffic Released List
	
	0..1
	
	
	YES
	reject

	>Traffic Released Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>BH Info List 
	O
	
	9.2.2.99
	
	–
	

	Mobile IAB Authorization Status
	O
	
	9.2.2.105
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor. The value is 1024. 



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor. The value is 1024. 
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9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE
--
-- **************************************************************

IABTransportMigrationManagementResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ IABTransportMigrationManagementResponse-IEs}},
	...
}

IABTransportMigrationManagementResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-F1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID		CRITICALITY reject		TYPE NG-RANnodeUEXnAPID						PRESENCE mandatory}|
	{ ID id-TrafficAddedList						CRITICALITY reject		TYPE TrafficAddedList							PRESENCE optional }|
	{ ID id-TrafficModifiedList						CRITICALITY reject		TYPE TrafficModifiedList						PRESENCE optional }|
	{ ID id-TrafficNotAddedList						CRITICALITY reject		TYPE TrafficNotAddedList						PRESENCE optional }|
	{ ID id-TrafficNotModifiedList					CRITICALITY reject		TYPE TrafficNotModifiedList					PRESENCE optional }|
	{ ID id-IAB-TNL-Address-Response				CRITICALITY reject		TYPE IAB-TNL-Address-Response				PRESENCE optional }|
	{ ID id-TrafficReleasedList						CRITICALITY reject		TYPE TrafficReleasedList						PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus			CRITICALITY ignore	TYPE MobileIAB-AuthorizationStatus				PRESENCE optional },
	...
}

TrafficAddedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficAdded-Item

TrafficAdded-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	non-F1-TerminatingTopologyBHInformation		Non-F1-TerminatingTopologyBHInformation,
	iE-Extensions			ProtocolExtensionContainer { {TrafficAdded-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficAdded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficModified-Item

TrafficModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	non-F1-TerminatingTopologyBHInformation		Non-F1-TerminatingTopologyBHInformation,
	iE-Extensions			ProtocolExtensionContainer { {TrafficModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficNotAddedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficNotAdded-Item

TrafficNotAdded-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	casue					Cause			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TrafficNotAdded-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficNotAdded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TrafficNotModifiedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficNotModified-Item

TrafficNotModified-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	cause					Cause		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TrafficNotModified-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficNotModified-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


TrafficReleasedList ::= SEQUENCE (SIZE(1..maxnoofTrafficIndexEntries)) OF TrafficReleased-Item

TrafficReleased-Item ::= SEQUENCE {
	trafficIndex			TrafficIndex,
	bHInfoList				BHInfoList		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { TrafficReleased-Item-ExtIEs} }	OPTIONAL,
	...
}

TrafficReleased-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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