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	Title:	
	Correction to 38.413 for QoE measurement
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	Category:
	F
	
	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	Currently LTE specification is not enhanced to support new service type in R18, so only NGAP specification is enhanced to support LTE node receiving new QoE configuration is not reasonable. NG-RAN CGI IE in Area Scope  in UE Application Layer Measurement Configuration Information indicate both NR and LTE CGI, but more clarification may be needed to indicate QoE measurements for new service type are not supported in E-UTRA cell.

	
	

	Summary of change:
	In the Semantics description of NG-RAN CGI IE in Area Scope  in UE Application Layer Measurement Configuration Information, add”QoE measurements for new service type are not supported in E-UTRA cell” to indicate E-UTRA cell is not supported in R18.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release):
The impact can be considered isolated because only semantics description is modified.

The CR is backwards compatible.

	
	

	Consequences if not approved:
	If the description is not added, it will cause a misunderstanding that the E-UTRA can support new service types or QoE measurement.
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This IE defines configuration information for the QMC functionality.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoE Reference 
	M
	
	OCTET STRING (SIZE(6))
	QoE Reference, as defined in clause 5.2 of TS 28.405 [45]. It consists of MCC+MNC+QMC ID, where the MCC and MNC are coming with the QMC activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3-bytes Octet String.
	-
	

	Service Type
	M
	
	ENUMERATED
(QMC for DASH streaming, QMC for MTSI, QMC for VR, ...)

	This IE indicates the service type of QoE measurements.



	-
	

	CHOICE Area Scope of QMC
	O
	
	
	
	-
	

	>Cell based
	
	
	
	
	-
	

	>>Cell ID List for QMC
	
	1..<maxnoofCellIDforQMC>
	
	
	-
	

	>>>NG-RAN CGI
	M
	
	9.3.1.73
	This IE can indicate the NR CGI and E-UTRA CGI. QoE measurements for new service type are not supported in E-UTRA cell.
	-
	

	Unchanged parts are omitted
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