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If both the RRC Terminating IAB-Donor gNB-ID IE and the BAP Address IE are included in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, consider the BAP address indicated by the BAP address IE is assigned by the gNB-CU of the RRC-terminating IAB-donor indicated by the RRC Terminating IAB-Donor gNB-ID IE, and use this BAP address and gNB-ID for the subsequent IAB Transport Migration Management procedure towards the RRC-terminating IAB-donor of the mobile IAB-node, as specified in TS 38.423 [28].
If the F1 SETUP REQUEST message contains the Mobile IAB-MT User Location Information IE, the gNB-CU shall, if supported, take into account when reporting UE location information to the AMF for a UE served by the mobile IAB-node.
If the NCGI to be Updated List IE is included in the F1 SETUP RESPONSE message, the gNB-DU shall, if supported, change the NCGI of the cell indicated by the Old NCGI IE to the NCGI indicated by the New NCGI IE.
…


[bookmark: _Toc20955746][bookmark: _Toc29892840][bookmark: _Toc36556777][bookmark: _Toc45832153][bookmark: _Toc51763333][bookmark: _Toc64448496][bookmark: _Toc66289155][bookmark: _Toc74154268][bookmark: _Toc81383012][bookmark: _Toc88657645][bookmark: _Toc97910557][bookmark: _Toc99038196][bookmark: _Toc99730457][bookmark: _Toc105510576][bookmark: _Toc105927108][bookmark: _Toc106109648][bookmark: _Toc113835085][bookmark: _Toc120123928][bookmark: _Toc155980198][bookmark: _Toc20955788][bookmark: _Toc29404127][bookmark: _Toc36556523][bookmark: _Toc45832667][bookmark: _Toc51763299][bookmark: _Toc64448240][bookmark: _Toc74153286][bookmark: _Toc88657337]8.2.4	gNB-DU Configuration Update
[bookmark: _Toc51763335][bookmark: _Toc64448498][bookmark: _Toc66289157][bookmark: _Toc74154270][bookmark: _Toc81383014][bookmark: _Toc88657647][bookmark: _Toc97910559][bookmark: _Toc99038198][bookmark: _Toc99730459][bookmark: _Toc105510578][bookmark: _Toc105927110][bookmark: _Toc106109650][bookmark: _Toc113835087][bookmark: _Toc120123930][bookmark: _Toc155980200]8.2.4.2	Successful Operation
…
If the RRC Terminating IAB-Donor Related Info IE is included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, consider that the BAP address indicated by the Mobile IAB-MT BAP Address IE is assigned by the gNB-CU of the RRC-terminating IAB-donor indicated  by the RRC Terminating IAB-Donor gNB-ID IE, and it shall use this  BAP address and gNB ID for the subsequent IAB Transport Migration Management procedure towards the RRC-terminating IAB-donor of the mobile IAB-node, as specified in TS 38.423 [28].
If the GNB-DU CONFIGURATION UPDATE message contains the Mobile IAB-MT User Location Information IE, the gNB-CU shall, if supported, take it into account when reporting UE location information to the AMF for a UE served by the mobile IAB-node.
If the NCGI to be Updated List IE is included in the F1 SETUP RESPONSE message, the gNB-DU shall, if supported, change the NCGI of the cell indicated by the Old NCGI IE to the NCGI indicated by the New NCGI IE.
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Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation
If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 
…
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