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If the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall consider it as a list of candidate SCells to be set up. If the SCell UL Configured IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly. If the servingCellMO IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SCell accordingly.
If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use the provided value from the gNB-CU. If the TSC Traffic Characteristics IE is included in the UE CONTEXT SETUP REQUEST message, and the Periodicity IE and Burst Arrival Time IE included in the TSC Assistance information IE conforms to the XR traffic characteristics, gNB-DU shall ignore the DRX Cycle IE and use the non-integer DRX cycle as specified in TS 38.331 [8].
If the UL Configuration IE in DRB to Be Setup Item IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take it into account for UL scheduling.
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If the SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall consider it as a list of SCells to be removed.
If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use the provided value from the gNB-CU. If the TSC Traffic Characteristics IE is included in the UE CONTEXT MODIFICATION REQUEST message, and the Periodicity IE and Burst Arrival Time IE included in the TSC Assistance information IE conforms to the XR traffic characteristics, gNB-DU shall ignore the DRX Cycle IE and use the non-integer DRX cycle as specified in TS 38.331 [8]. If the DRX configuration indicator IE is contained in the UE CONTEXT MODIFICATION REQUEST message and set to "release", the gNB-DU shall release DRX configuration.
[bookmark: _Hlk105752843]If the SL DRX Cycle list IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, use the provided value from the gNB-CU for the indicated RX UE of this UE. If the SL DRX configuration indicator IE is contained in the UE CONTEXT MODIFICATION REQUEST message and set to "release", the gNB-DU shall, if supported, release SL DRX configuration for the indicated RX UE of this UE.
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