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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _CR8_3_1][bookmark: _Toc121161315]9.2.2.15	DU-CU CELL SWITCH NOTIFICATION
This message is sent by the gNB-DU to inform the gNB-CU about the initiation of the cell switch  command to the UE. 
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	>Joint or DLTCI State ID 
	M
	
	INTEGER (0..127)
	Corresponds to the TCI-StateIdCandidateTCI-StatesId IE as defined in TS 38.331 [8].
	-
	

	>UL TCI State ID
	O
	
	INTEGER (0..63)
	Corresponds to the TCI-UL-StateId IE as defined in TS 38.331 [8].
	
	



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.16	CU-DU CELL SWITCH NOTIFICATION 
This message is sent by the gNB-CU to inform the gNB-DU about the initiation of the cell switch command to the UE. 
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR ∂CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	>Joint or DLTCI State ID
	M
	
	INTEGER (0..127)
	Corresponds to the TCI-StateIdCandidateTCI-StatesId IE as defined in TS 38.331 [8].
	-
	

	>UL TCI State ID
	O
	
	INTEGER (0..63)
	Corresponds to the TCI-UL-StateId IE as defined in TS 38.331 [8].
	
	






	

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc146227004]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN


-- L
LTMCellSwitchInformation	::= SEQUENCE {
	jointDL-tCIStateID			TCIStateID,
	uL-tCIStateID				TCIStateIDUL				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LTMCellSwitchInformation-ExtIEs } }	OPTIONAL,
	...
}

LTMCellSwitchInformation-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- T
TCIStateIDUL	::= INTEGER (0..63)


<<<<<<<<<<<<<<<ss<<<<< End of Change >>>>>>>>>>>>>>>>>>>>

