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	Reason for change:
	An LS from SA2 in R3-240022 indicates that “SA2 has not described the TL-Container in PDU Session Release as there is no Stage 2 parameter that is required during the release.”

This means that only CT4’s stage 3 specification (TS 29.585 clauses 5.2.2.2 & 7.3.3.1) describes Set Request in TL Containers during PDU session release. Note that the same CT4 specification also describes TL-Containers during PDU session establishment (clause 5.2.1.1) and PDU session modification (clause 5.2.2.1).

	
	

	Summary of change:
	1) §8.2.2: In the procedural text for PDU Session Resource Release, the references to TS 23.501 for the Downlink TL Container IE and Uplink TL Container IE are changed to TS 29.585 since the SA2 LS indicates there is no stage 2 level description in TS 23.501.
2) §8.2.1.2, 8.2.3.2: For consistency, the same changes are made in the procedural text for PDU Session Resource Setup and PDU Session Resource Modification.

	
	

	Consequences if not approved:
	Incorrect reference for TL Containers during PDU session release.
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** unmodified text skipped **
For each PDU session, if the Downlink TL Container IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, handle it as specified in TS 29.585 [56]23.501 [9] and shall include the Uplink TL Container IE in the PDU Session Resource Setup Response Transfer IE as specified in TS 29.585 [56]23.501 [9].
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For each PDU session, if the Downlink TL Container IE for a QoS flow is included in the PDU Session Resource Release Command Transfer IE of the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node shall, if supported, handle it as specified in TS 29.585 [56]23.501 [9] and shall include the Uplink TL Container IE for the indicated QoS flow in the PDU Session Resource Release Response Transfer IE as specified in TS 29.585 [56]23.501 [9].
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For each PDU session, if the Downlink TL Container IE for a QoS flow is included in the PDU Session Resource Modify Request Transfer IE contained in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall, if supported, handle it as specified in TS 29.585 [56]23.501 [9] and shall include the Uplink TL Container IE for the indicated QoS flow in the PDU Session Resource Modify Response Transfer IE as specified in TS 29.585 [56]23.501 [9].
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