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[bookmark: _Toc112687947][bookmark: _Toc105657463][bookmark: _Toc106108844]///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
[bookmark: _Toc155945709]6.5.2.1	DL PDU SET INFORMATION (PDU Type 0)
This frame format is defined to allow the NG-RAN to receive PDU Set Information and indication of End of Data Burst of a QoS flow. 
The following shows the respective DL PDU SET INFORMATION frame.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=0)
	Spare
	PSSI
	EDBI
	1

	Spare
	QoS Flow Identifier (QFI)
	1

	PSSN
	2

	PSN
	1

	EPDU
	EDB
	PSI
	0 or 1

	PSSize
	0 or 3

	Padding 
	0-3



	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=0)
	Spare
	PSSI
	1

	Spare
	QoS Flow Identifier (QFI)
	1

	PSSN
	0 or 2

	PSSN
	PSN
	

	EPDU
	Spare
	EDB
	PSI
	0 or 1

	PSSize
	0 or 3

	Padding 
	0-3



Figure 6.5.2.1-1: DL PDU SET INFORMATION (PDU Type 0) Format
[bookmark: _Toc155945711]6.5.3.1	PDU Type
Description: The PDU Type indicates the structure of the PDU Set UP frame. The field takes the value of the PDU Type it identifies; i.e. "0" for PDU Type 0. The PDU type is in bit 4 to bit 7 in the first octet of the frame.
Value range: {0= DL PDU SET INFORMATION, 1-15=reserved for future PDU type extensions}.
Field length: 4 bits.
[bookmark: _Toc155945712]6.5.3.2	Spare
Description: The spare field is set to "0" by the sender and should not be interpreted by the receiver. This field is reserved for later versions.
Value range: (0–2n-1).
Field Length: n bits.
[bookmark: _Toc155945713]6.5.3.3	QoS Flow Identifier (QFI)
Description: When present this parameter indicates the QoS Flow Identifier of the QoS flow to which the transferred packet belongs.
Value range: {0..26-1}. 
Field length: 6 bits.
[bookmark: _Toc155945714]6.5.3.5	PSSI (PDU Set Size indicator)
Description: This parameter indicates the presence of PDU Set Size (PSSize).
Value range: {0= PSSize not present, 1= PSSize present}.
Field length: 1 bit.
[bookmark: _Toc155945715]6.5.3.6	EDBI (End Data Burst indicator)
Description: This parameter indicates the presence of End of Data Burst (EDB).
Value range: {0= EDB not present, 1= EDB present}.
Field length: 1 bit.
[bookmark: _Toc155945716]6.5.3.7	End PDU of the PDU Set (EPDU)
Description: This parameter indicates whether the current PDU is the last PDU of the PDU set.
Value range: {0= all other PDUs of the PDU Set, 1= last PDU of the PDU set}.
Field length: 1 bit.
[bookmark: _Toc155945717][bookmark: OLE_LINK10]6.5.3.8	End of Data Burst (EDB)
Description: This parameter indicates the end of a Data Burst.
Value range: {0= all other PDUs of the Data Burst, 1= last PDU of the Data Burst}{0..23-1}.
Field length: 3 1 bits.
[bookmark: _Toc155945718]6.5.3.9	PDU Set Importance (PSI)
Description: This parameter indicates the importance of the current PDU Set compared to other PDU Sets within the same QoS flow. Lower values shall indicate a higher importance. PDU Set with the highest importance PDU Set is indicated by 0 and the lowest importance PDU Set is indicated by 15.
Value range: {0..24-1}.
Field length: 4 bits.
[bookmark: _Toc155945719][bookmark: _Hlk151570175]6.5.3.10	PDU Set Sequence Number (PSSN)
Description: This parameter indicates the sequence number of the PDU Set to which the current PDU belongs acting as an identifier for the PDU Set.
Value range: {0..216210-1}.
Field length: 2 octets.10 bits.
[bookmark: _Toc155945720]6.5.3.11	PDU Sequence Number within a PDU Set (PSN)
Description: This parameter indicates the sequence number of the current PDU within the PDU Set. The PSN shall be set to 0 for the first PDU in the PDU Set and incremented monotonically for every PDU in the PDU set in order of transmission from the sender.
Value range: {0..2826-1}.
Field length: 1 octet6 bits.
[bookmark: _Toc155945721]6.5.3.12	PDU Set Size (PSSize)
Description: This parameter indicates the total size of all PDUs of the PDU Set to which the current PDU belongs.
Value range: {0..224-1}.
Field length: 3 octets.


