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[bookmark: OLE_LINK1][bookmark: OLE_LINK2]/**********************Start of changes****************************************/
[bookmark: _Toc155893640][bookmark: _Toc113840026][bookmark: _Toc106130875][bookmark: _Toc105523331][bookmark: _Toc98882795]9.1.2.50	ACCESS AND MOBILITY INDICATION
This message is sent by the eNB to the eNB/en-gNB to transfer access and mobility related information.
Direction: eNB  en-gNB, eNB1  eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NR RA Report List
	
	0..1
	
	
	YES
	ignore

	>NR RA Report List Item
	
	1 .. <maxnoofRAReports>
	
	
	EACH
	ignore

	>>NR RA Report Container
	M
	
	OCTET STRING
	Includes the ra-ReportList contained in the UEInformationResponse messageas defined in subclause 6.2.2 in TS 38.331 [31].
	–
	

	>>UE Assistant Identifier
	O
	
	en-gNB UE X2AP ID
9.2.100
	
	–
	

	>>PSCell List Container
	O
	
	OCTET STRING
	Includes the PSCellIdListNR CellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [9].
	YES
	ignore



	Range bound
	Explanation

	[bookmark: OLE_LINK118]maxnoofRAReports
	Maximum no. of RA Reports, the maximum value is 64.
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