[bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #123	R3-240535
Athens, GR, 26 Feb – 01 Mar, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.413
	CR
	1100
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Correction of presence of DL Discarding

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	NR_NTN_enh-Core
	
	Date:
	2024-02-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	
The DL Discarding IE was introduced in the Early Status Transfer Transparent Container IE as a Choice branch to indicate the DL count value for which the receiving eNB should discard forwarded DL SDUs associated with lower values. In the ASN.1, its presence is optional. However, as a choice branch, its presence should be mandatory. 



	
	

	Summary of change:
	· Update the IE in the ASN.1 to be mandatory.



	
	

	Consequences if not approved:
	Wrong presence in ASN.1 for the DL Discarding IE.  
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The Early Status Transfer Transparent Container IE is an information element that is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. This IE is used for the NG DAPS handover case, and for the NG-handover with time-based trigger condition case.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Procedure Stage
	M
	
	
	
	-
	

	>First DL COUNT
	
	
	
	
	
	

	>>DRBs Subject To Early Status Transfer List
	
	1
	
	
	-
	

	>>>DRBs Subject To Early Status Transfer Item
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>>DRB ID
	M
	
	9.3.1.53
	
	-
	

	>>>>CHOICE First DL COUNT
	M
	
	
	
	-
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>>FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.3.1.109
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node forwards to the target NG-RAN node in case of 12 bit long PDCP-SN
	-
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>>FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18
9.3.1.110
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node forwards to the target NG-RAN node in case of 18 bit long PDCP-SN
	-
	

	>DL Discarding
	
	
	
	
	YES
	ignore

	>>DRBs Subject To DL Discarding List
	
	1
	
	
	-
	

	>>>DRBs Subject To DL Discarding Item
	
	1 .. <maxnoofDRBs>
	
	
	-
	

	>>>>DRB ID
	M
	
	9.3.1.53
	
	-
	

	>>>>CHOICE DL Discarding
	M
	
	
	
	-
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>>DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 
9.3.1.109
	PDCP-SN and Hyper frame number for which the receiving NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 12 bit long PDCP-SN
	-
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>>DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18
9.3.1.110
	PDCP-SN and Hyper frame number for which the receiving NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 18 bit long PDCP-SN
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


ProcedureStageChoice ::= CHOICE {
	first-dl-count			FirstDLCount,
	choice-Extensions		ProtocolIE-SingleContainer { {ProcedureStageChoice-ExtIEs} }
}

ProcedureStageChoice-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-DLDiscarding						CRITICALITY ignore	TYPE DLDiscarding									PRESENCE mandatoryoptional	},	
	...
}

DLDiscarding ::= SEQUENCE {
	dRBsSubjectToDLDiscarding					DRBsSubjectToDLDiscarding-List,
	iE-Extension								ProtocolExtensionContainer { {DLDiscarding-ExtIEs} }	OPTIONAL,
	...
}

DLDiscarding-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsSubjectToDLDiscarding-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToDLDiscarding-Item

DRBsSubjectToDLDiscarding-Item ::= SEQUENCE {
	drbID				DRB-ID,
	dlCount				DLCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToDLDiscarding-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToDLDiscarding-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
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