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	Reason for change:
	
The NR Paging Long eDRX Cycle for RRC INACTIVE IE is referring to the Tlong-eDRX,RAN defined in TS 38.304, but wherein there is no such definition. 



	
	

	Summary of change:
	· Change the Tlong-eDRX,RAN to be TeDRX, RAN as defined in TS 38.304
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	Incorrect reference of the NR Paging Long eDRX Cycle for RRC INACTIVE IE.  
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[bookmark: _Toc155960248]9.2.3.195	NR Paging Long eDRX Information for RRC INACTIVE
This IE indicates the NR Paging long eDRX parameters as defined in TS 38.304 [33].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging Long eDRX Cycle for RRC INACTIVE
	M
	
	ENUMERATED (hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	Tlong-eDRX, RAN defined in TS 38.304 [33]. Unit: [number of hyperframes].

	NR Paging Time Window for RRC_INACTIVE
	M
	
	ENUMERATED (s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, s17, s18, s19, s20, s21, s22, s23, s24, s25, s26, s27, s28, s29, s30, s31, s32, …)
	Unit: [1.28 seconds]
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