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	Reason for change:
	SA5 in R3-240055 LS on Trace functionality extension in N3IWF for non-3GPP access scenarios informed RAN3 their agreement on including the missing tracing functionality in N3IWF for signalling based 5GC trace activation mechanism.
RAN3 is requested to update specification accordingly. The change is from Rel-15.

	
	

	Summary of change:
	Remove the Trace Activation IE from the list of to be ignored IEs when INITIAL CONTEXT SETUP REQUEST message is received.
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[bookmark: _Toc20953286][bookmark: _Toc45830740][bookmark: _Toc51762191][bookmark: _Toc56516252][bookmark: _Toc81228384][bookmark: _Toc155890156]5.3	Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
For the NGAP messages transferred between the Non-3GPP access network node and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:

***************Skip the unchanged text *******************

INITIAL CONTEXT SETUP REQUEST	message:
-	the following IEs shall be ignored, when received:
[bookmark: _Hlk509393909]-	Core Network Assistance Information for RRC INACTIVE IE
-	Trace Activation IE
-	MobilityRestriction List IE
-	UE Radio Capability IE
-	Index to RAT/Frequency Selection Priority IE 
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	UE Radio Capability for Paging IE
-	Redirection for Voice EPS Fallback IE
-	Location Reporting Request Type IE
-	CN Assisted RAN Parameters Tuning IE

