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[bookmark: _Toc51776045][bookmark: _Toc56773067][bookmark: _Toc64447696][bookmark: _Toc74152352][bookmark: _Toc88654205][bookmark: _Toc99056274][bookmark: _Toc99959207][bookmark: _Toc105612393][bookmark: _Toc106109609][bookmark: _Toc112766501][bookmark: _Toc113379417][bookmark: _Toc120091970][bookmark: _Toc155982885]9.2.27	Requested SRS Transmission Characteristics
This IE contains the requested SRS configuration for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of periodic SRS transmissions.
	-
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	-
	

	CHOICE Bandwidth
	M
	
	
	
	-
	

	>FR1
	
	
	ENUMERATED (5mHz, 10mHz, 20mHz, 40mHz, 50mHz, 80mHz, 100mHz, ...)
	
	
	

	>FR2
	
	
	ENUMERATED (50mHz, 100mHz, 200mHz, 400mHz,… , 800mHz, 1600mHz, 2000mHz)
	
	
	

	SRS Resource Set List
	
	0.. 1
	
	
	-
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	-
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	-
	

	>>Periodicity List
	
	0.. 1
	
	
	-
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	-
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	-
	

	>>Spatial Relation Information
	O
	
	9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	-
	

	>>Pathloss Reference Information
	O
	
	9.2.53
	
	-
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	-
	

	SSB Information
	O
	
	9.2.54
	
	-
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)
	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore



	Condition
	Explanation

	ifResourceTypePeriodic
	This IE shall be present if the Resource Type IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoSRS-ResourceSets
	Maximum no of requested SRS Resource Sets for SRS transmission. Value is 16.

	maxnoSRS-ResourcePerSet
	Maximum no of SRS Resources per set. Value is 16.



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc155982900][bookmark: _Toc51776060][bookmark: _Toc56773082][bookmark: _Toc64447711][bookmark: _Toc74152367][bookmark: _Toc88654220][bookmark: _Toc99056289][bookmark: _Toc99959222][bookmark: _Toc105612408][bookmark: _Toc106109624][bookmark: _Toc112766516][bookmark: _Toc113379432][bookmark: _Toc120091985][bookmark: _Toc138758610]9.2.42	Time Stamp
This information element contains the time stamp. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	System Frame Number
	M
	
	INTEGER(0..1023)
	
	-
	

	CHOICE Slot Index
	M
	
	
	
	-
	

	>SCS-15
	
	
	INTEGER(0..9)
	
	-
	

	>SCS-30
	
	
	INTEGER(0..19)
	
	-
	

	>SCS-60
	
	
	INTEGER(0..39)
	
	-
	

	>SCS-120
	
	
	INTEGER(0..79)
	
	-
	

	>SCS-480
	M
	
	INTEGER(0..319)
	
	YES
	reject

	>SCS-960
	M
	
	INTEGER(0..639)
	
	YES
	reject

	 Measurement time
	O
	
	Relative Time 1900
9.2.36
	
	-
	



 

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670][bookmark: _Toc112766563][bookmark: _Toc113379479][bookmark: _Toc120092035][bookmark: _Toc155966348]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

	<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-SRSPortIndex,
	id-UETxTimingErrorMargin,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-StartRBHopping,
	id-StartRBIndex,
	id-transmissionCombn8,
	id-ExtendedResourceSymbolOffset,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-CommonTAParameters,
	id-SCS-480,
	id-SCS-960

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
-- B

[bookmark: _Hlk50051885]BandwidthSRS ::= CHOICE {
	fR1		ENUMERATED {mHz5, mHz10, mHz20, mHz40, mHz50, mHz80, mHz100, ...},
	fR2		ENUMERATED {mHz50, mHz100, mHz200, mHz400, ..., mhz800, mHz1600, mHz2000 },
	choice-extension		ProtocolIE-Single-Container { { BandwidthSRS-ExtIEs } }
}

BandwidthSRS-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
-- S


SCS-480	::= INTEGER(0..319)

SCS-960	::= INTEGER(0..639)

SCS-SpecificCarrier ::= SEQUENCE {
    offsetToCarrier                     INTEGER (0..2199,...),
    subcarrierSpacing                   ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
    carrierBandwidth                    INTEGER (1..275,...),
iE-Extensions					ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL,
	...
}

SCS-SpecificCarrier-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
} 


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL,
	...
}

TimeStamp-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-Single-Container { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},

	...
}


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

id-MeasurementPeriodicityNR-AoA									ProtocolIE-ID ::= 105
id-SRSTransmissionStatus										ProtocolIE-ID ::= 106
id-nrofSymbolsExtended											ProtocolIE-ID ::= 107
id-repetitionFactorExtended										ProtocolIE-ID ::= 108
id-StartRBHopping												ProtocolIE-ID ::= 109
id-StartRBIndex													ProtocolIE-ID ::= 110
id-transmissionCombn8											ProtocolIE-ID ::= 111
id-ExtendedResourceSymbolOffset									ProtocolIE-ID ::= 112
id-NewNRCGI														ProtocolIE-ID ::= 113
id-Mobile-TRP-LocationInformation									ProtocolIE-ID ::= 114
id-Mobile-IAB-MT-UE-ID											ProtocolIE-ID ::= 115
id-MobileAccessPointLocation										ProtocolIE-ID ::= 116
id-CommonTAParameters											ProtocolIE-ID ::= 117
id-SCS-480														ProtocolIE-ID ::= XXX
id-SCS-960														ProtocolIE-ID ::= YYY
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