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Attachments: 


1. Overall Description:
RAN3 thanks SA5 on the response of  support of Multiple Trace/MDT configurations.

RAN3 has discussed the cases and agreed that current RAN3 specification already support scenario 4&5 as clarified by SA5. For example, the trace start message contain Interfaces to Trace IE, the IE can used to enable simultaneous trigger multiple interface trace including NG-C, Xn-C,  Uu,  F1-C and E1.

Regarding the response of Scenario 3:
· Scenario 3: Multiple immediate MDT configurations with different measurements (for example, M1 in Trace Reference 1, and M4 and M5 in Trace Reference 2).
· SA5 Answer: It is possible to configure multiple MDT configurations with different measurements in one Trace Activation. 

In current RAN3 specification, only one MDT configuration can be configured in one Trace Activation. In the MDT configuration, different measurements can be configured. RAN3 would request SA5 to clarify the benefit and the difference of configure single MDT configuration with different measurements (e.g M1,M4 and M5) from configure multiple MDT configurations with different measurements.


2. Actions:
To SA5:
ACTION: 	RAN3 kindly asks SA5 to response question raised by RAN3.

3. Date of Next TSG SA WG2 Meetings:
TSG-RAN WG3 Meeting RAN3#123bis			15 - 19 April 2024		Changsha, CN
TSG-RAN WG3 Meeting RAN3#124			20 - 24 May 2024		Fukuoka City, JP

