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This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
8.2.1.2	Successful Operation
-- TEXT OMITTED –
If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23]. If multiple trace configurations are available only the most recent trace configuration shall be included in the Trace Activation IE included in the HANDOVER REQUEST message.
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The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer, or to request for small data transmission.
The procedure uses UE-associated signalling.
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-- TEXT OMITTED –
[bookmark: _Hlk134305831]If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23]. If multiple trace configurations are available only the most recent trace configuration shall be included in the Trace Activation IE included in the RETRIEVE UE CONTEXT RESPONSE message.
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8.3.1.1	General
The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.
8.3.1.1	General
-- TEXT OMITTED –
[bookmark: _Hlk134305853][bookmark: _Hlk134305774]If Trace Activation IE has previously been received for this UE, it shall be included in the S-NODE ADDITION REQUEST message. If the Trace Activation IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [23]. If multiple trace configurations are available only the most recent trace configuration shall be included in the Trace Activation IE included in the S-NODE ADDITION REQUEST message.
[bookmark: _Toc534720393][bookmark: _Toc29991334][bookmark: _Toc36555734][bookmark: _Toc44497412][bookmark: _Toc45107800][bookmark: _Toc45901420][bookmark: _Toc51850499][bookmark: _Toc56693502][bookmark: _Toc64447045][bookmark: _Toc66286539][bookmark: _Toc74151234][bookmark: _Toc88653706][bookmark: _Toc97904062][bookmark: _Toc98868088][bookmark: _Toc105174372][bookmark: _Toc106109209][bookmark: _Toc113825030][bookmark: _Toc120033186]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534720390][bookmark: _Toc29991332][bookmark: _Toc36555732][bookmark: _Toc44497410][bookmark: _Toc45107798][bookmark: _Toc45901418][bookmark: _Toc51850497][bookmark: _Toc56693500][bookmark: _Toc64447043][bookmark: _Toc66286537][bookmark: _Toc74151232][bookmark: _Toc88653704][bookmark: _Toc97904060][bookmark: _Toc98868086][bookmark: _Toc105174370][bookmark: _Toc106109207][bookmark: _Toc113825028][bookmark: _Toc120033184]8.3.14	Trace Start
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The purpose of the Trace Start procedure is to allow the M-NG-RAN node to request the S-NG-RAN node to initiate a trace session for a UE. The procedure uses UE-associated signalling.
8.3.14.2	Successful Operation
-- TEXT OMITTED –
[bookmark: _Hlk1139371][bookmark: _Hlk134305873]The Trace Start procedure is initiated by the M-NG-RAN sending the TRACE START message to the S-NG-RAN for that specific UE. Upon reception of the TRACE START message, the S-NG-RAN node shall initiate the requested trace session as described in TS 32.422 [23].  If multiple trace configurations are available only the most recent trace configuration shall be included in the Trace Activation IE included in the TRACE START message.
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