	
[bookmark: _Hlk19781073][bookmark: _Ref452454252][bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #123	R3-240810
[bookmark: _Hlk19781143]Athens, Greece, 26th February - 1st March 2024


Agenda Item:	7
Source:	ZTE
Title:	Response to R3-240441
Document for:	Discussion
1	Introduction
In this contribution, we provide our understanding and corresponding CRs on R3-240441.
2 Discussion
The Payload Protocol Identifier(PPID)  to be used by SCTP for the application layer protocol E1AP should be assigned by IANA. As assigned by IANA, the PPID for DTLS over SCTP should be 69. It is correctly point out in R3-240441, in current specification, PPID for DTLS over SCTP in E1AP is wrongly set to 67.We agree with Rakuten Mobile that the value should be corrected.
Since the value was introduced since Rel-15, the corrections should be provide from Rel-15 to Rel-18. We prepared the corresponding CRs from Rel-15 to Rel-18 in ANNEX part of this contribution.

Proposal : To agree CRs in ANNEX 1&2&3&4.
Conclusion
Proposal: To agree CRs in ANNEX 1&2&3&4.
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	Reason for change:
	The Payload Protocol Identifier(PPID)  to be used by SCTP for the application layer protocol E1AP should be assigned by IANA. As assigned by IANA, the PPID for DTLS over SCTP should be 69. However, in current specification, PPID for DTLS over SCTP in E1AP is wrongly set to 67.
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 between E1AP and IANA should be mitigated.

	
	

	Summary of change:
	To replace 67 with 69 for PPID value for E1AP DTLS over SCTP.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact with the previous version of the specification (same release).
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NOTE: 	The transport layer structure and mechanism specified in this section are also used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise. With this understanding, in this section each instance of gNB-CU-CP could be treated as eNB-CP or ng-eNB-CU-CP, and each gNB-CU-UP could be treated as eNB-UP or ng-eNB-CU-UP, for eNB or ng-eNB CP/UP separation respectively.
SCTP (IETF RFC 4960 [6]) shall be supported as the transport layer of E1 signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol E1AP is 64 and 697 for DTLS over SCTP (IETF RFC 6083 [11]). The byte order of the ppid shall be big-endian.
End of Change
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7	Transport layer
NOTE: 	The transport layer structure and mechanism specified in this section are also used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise. With this understanding, in this section each instance of gNB-CU-CP could be treated as eNB-CP or ng-eNB-CU-CP, and each gNB-CU-UP could be treated as eNB-UP or ng-eNB-CU-UP, for eNB or ng-eNB CP/UP separation respectively.
SCTP (IETF RFC 4960 [6]) shall be supported as the transport layer of E1 signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol E1AP is 64 and 697 for DTLS over SCTP (IETF RFC 6083 [11]). The byte order of the ppid shall be big-endian.
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7	Transport layer
NOTE: 	The transport layer structure and mechanism specified in this section are also used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise. With this understanding, in this section each instance of gNB-CU-CP could be treated as eNB-CP or ng-eNB-CU-CP, and each gNB-CU-UP could be treated as eNB-UP or ng-eNB-CU-UP, for eNB or ng-eNB CP/UP separation respectively.
SCTP (IETF RFC 4960 [6]) shall be supported as the transport layer of E1 signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol E1AP is 64 and 697 for DTLS over SCTP (IETF RFC 6083 [11]). The byte order of the ppid shall be big-endian.
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NOTE: 	The transport layer structure and mechanism specified in this section are also used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise. With this understanding, in this section each instance of gNB-CU-CP could be treated as eNB-CP or ng-eNB-CU-CP, and each gNB-CU-UP could be treated as eNB-UP or ng-eNB-CU-UP, for eNB or ng-eNB CP/UP separation respectively.
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