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	Reason for change:
	· S-CPAC: It is incorrect that, upon the reception of Access Success, the subsequent CPAC preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU is considered as cancelled by the gNB-CU


	
	

	Summary of change:
	· S-CPAC: Upon reception of Access Success, the subsequent CPAC preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU is NOT considered as cancelled by the gNB-CU. The other LTM preparations or subsequent CPAC preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU are kept for subsequent mobility.

Imapct analysis:
This CR has isolated impact on Access Success procedure.


	
	

	Consequences if not approved:
	The subsequent CPAC preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU is considered as cancelled.
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8.3.8.2	Successful Operation


Figure 8.3.8.2-1: Access Success procedure. Successful operation. 
The gNB-DU initiates the procedure by sending a ACCESS SUCCESS message. 
Upon reception of the ACCESS SUCCESS message, the gNB-CU shall consider that the UE successfully accessed the cell indicated by the included NR CGI IE in this gNB-DU and consider all the other CHO preparations or conditional PSCell addition or conditional PSCell change or subsequent CPAC preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU as cancelled. In case of subsequent mobility, the other preparations accepted for this UE under the same UE-associated signaling connection in this gNB-DU are kept.
Interaction with other procedure:
The gNB-CU may initiate UE Context Release procedure toward the other signalling connections or other candidate gNB-DUs for this UE, if any.
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If the ACCESS SUCCESS message refers to a context that does not exist, the gNB-CU shall ignore the message.
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