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1 Introduction

CB: # XR1_PDUSet

- Check the open Tdocs revised during online discussion

- Other issues if agreeable

(moderator - Nok)

Summary of offline disc R3-240898
2 For the Chair’s Notes
3 Discussion
3.1 CRs for separate UL/DL PDU Set QoS parameters
Please share your comments on following draft CRs that are updated based on the online comments. 

· Draft NGAP CR in R3-240889
· Draft F1AP CR in R3-240890

· Draft E1AP CR in R3-240891

· Draft XnAP CR in R3-240892
3.2 CRs for PDU Set handling
	R3-240249
	Support for transfer PDU Set Information container during data forwarding (Nokia, Nokia Shanghai Bell, ZTE, Ericsson, Qualcomm Inc., Samsung, Xiaomi, China Telecom)
	CR0041r, TS 38.420 v18.0.0, Rel-18, Cat. F

· Check the third change in R3-240420
Rev in R3-240893

	R3-240301
	Transfer PDU Set Information during data forwarding for Xn handover (ZTE, CATT, Nokia, Nokia Shanghai Bell, Ericsson, Xiaomi, Qualcomm Inc., CMCC)
	draftCR

· If the datafowarding is performed and the source NG-RAN node receives SDAP SDUs with PDU Set Information User Plane protocol in the GTP-U extension header on NG-U from the UPF and the target NG-RAN node supports PDU Set based handling, the source NG-RAN node forwards either the PDCP SDUs for DRB-level data forwarding or the SDAP SDUs for PDU-session-level data forwarding with the corresponding PDU Set Information User Plane protocol in the GTP-U extension header to the target NG-RAN node.

Rev in R3-240896

	R3-240420
	Correction to 38.420 on PDU set handling of forwarded packets (CATT, Lenovo, Huawei)
	CR0042r, TS 38.420 v18.0.0, Rel-18, Cat. F

	R3-240296
	Support of mixed PDUs handlding in Non-Homogeneous deployment (Xiaomi, Ericsson, Nokia, Nokia Shanghai Bell, ZTE, Qualcomm Inc.)
	Draft CR

· Update the title

· Check the wording on marked/unmarked PDU

Rev in R3-240897


Please share your view on following Cs that are updated based on the online comments.

· Draft TS 38.420 CR in R3-240893
(R3-240249 is updated to add the third change from R3-240420)
· Draft TS 38.300 CR in R3-240896

· Draft TS 38.300 CR in R3-240897
	
Any other comments 
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Summary

Potential proposals:

3.3 TS38.415 CR for PDU Set handling

This is for other CRs that have not been discussed during the online session.
	R3-240297
	Correction of the PDU Set Information in NG-U (Xiaomi, ZTE, Nokia, Nokia Shanghai Bell, Qualcomm Inc., Samsung)
	CR0042r, TS 38.415 v18.0.0, Rel-18, Cat. F

	R3-240123
	Discussion of corrections of UP 38.415 for Rel-18 XR PDU Set Information (NEC)
	discussion

	R3-240124
	Correction for 38.415 PDU Set Information (NEC)
	CR0040r, TS 38.415 v18.0.0, Rel-18, Cat. F

	R3-240419
	Correction to 38.415 for PDU set information and End of Bursts (CATT)
	CR0043r, TS 38.415 v18.0.0, Rel-18, Cat. F

	R3-240498
	Correction on PDU Set information (Huawei, Lenovo)
	CR0044r, TS 38.415 v18.0.0, Rel-18, Cat. F

	R3-240219
	Corrections on PDU Set Information User Plane Protocol (Lenovo, Ericsson)
	CR0041r, TS 38.415 v18.0.0, Rel-18, Cat. F

Move to 9.1.9.1


Moderator suggest to use R3-240297 as a baseline, and merge the proposal from 124/419/498/219.

Please share your comments on R3-240297, and proposal from 124/419/498/219 to be added in R3-240297. 
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Potential proposals:

3.4 Non-integer DRX cycle

	R3-240275
	Discussion on non-integer DRX cycle issue for XR (Samsung)
	Discussion

Proposal 1: RAN3 to agree that the gNB-DU ignores the DRX Cycle IE and configures the non-integer DRX cycle for UE if DRX Cycle IE is included in UE Context Setup/ Modification Request and the Periodicity and Burst Arrival Time included in TSC Assistance information conforms to the XR traffic characteristics.

	R3-240276
	Correction to TS 38.473 on non-integer DRX cycle issue for XR (Samsung)
	CR1288r, TS 38.473 v18.0.0, Rel-18, Cat. F

	R3-240165
	Support of non-inter DRX Cycles over F1 Interface (China Telecom)
	Discussion
Proposal 1: there is no need to extend the DRX Cycle IE in clause 9.3.1.24 to support non-integer cycles.

Proposal 2: the DRX Long Cycle Start Offset for non-integer cycles corresponds to the drx-NonIntegerLongCycleStartOffset-r18 also need to be included in DU to CU RRC Information IE.

	R3-240166
	Support of non-inter DRX Cycles over F1 Interface (China Telecom)
	CR1268r, TS 38.473 v18.0.0, Rel-18, Cat. F


	R3-240217
	Corrections for PDU set related issues (Lenovo)
	Discussion
Proposal 9
Introduce a new Non-Integer DRX Cycle IE in F1AP UE CONTEXT SETUP REQUEST message and UE CONTEXT MODIFICATION REQUEST message.


Please share your view on following:
· For CU -> DU: whether need enhancement to UE CONTEXT SETUP/MODIFICATION REQUEST message

· For DU -> CU: whether the DRX Long Cycle Start Offset for non-integer cycles corresponds to the drx-NonIntegerLongCycleStartOffset-r18 need to be included in DU to CU RRC Information IE
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Summary

Potential proposals:

3.5 DC

	R3-240421
	Discussion on Rel-18 XR support in DC (CATT, ZTE)
	Discussion
Our preference is to support XR DC in SN-terminated SCG bearers at the staring point.
XnAP TP for Introducing “ECN Marking or Congestion Information Reporting Request” and “ECN Marking or Congestion Information Reporting Status” into PDU-session-resource-related information for SN-terminated sessions.


	R3-240696
	Corrections to support PDU Set based handling in DC (ZTE, CATT, China Telecom)
	CR1218r, TS 38.423 v18.0.0, Rel-18, Cat. F
Add procedural texts for the PDU Set QoS Parameters IE contained in the SN addition request message and SN modification request message .


Please share your view on following: 

· Only support SN-terminated SCG bearers in Rel-18
· For XnAP:
· Introduce “ECN Marking or Congestion Information Reporting Request” and “ECN Marking or Congestion Information Reporting Status” into PDU-session-resource-related information for SN-terminated sessions.
· Add procedural texts for the PDU Set QoS Parameters IE contained in the SN addition request message and SN modification request message .
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Potential proposals:

3.6 BSR 

	R3-240579
	Introduction of new BSR table (Ericsson)
	CR1338r, TS 38.473 v18.0.0, Rel-18, Cat. F
To support CU knowledge whether the UE can use the new BSR table and the LCG(s) associated to it, new indication is need from DU to CU on the Additional BSR-Table Allowed IE  and LCG-DSR-Config IE in the DU to CU RRC Information IE


Please share your view on above proposal
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Potential proposals:

3.7 Anything else?
Please add your view on anything need to be discussed

Moderator: In case the issue was not discussed, please consider the limited time for this meeting. Of course, you are free to add the issues that we can discuss in next meeting.
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Potential proposals:

4 TBD
