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Introduction

CB: # mIAB_ASN1

Discuss documents marked as To be continued

Capture agreements for discussed documets and merge to already assigned revisions

(Moderator – ZTE)

For the Chair’s Notes

Propose to capture the following Agreement:

…

Discussion

Issue 1:   Criticality of Mobile TRP Location information IE in 38.455 (R3-240431)
In R3-240431, it is observed that Mobile TRP Location information is provided to the LMF via multiple messages. The Assigned Criticality is set to “ignore” in E-CID Measurement Result IE and TRP Measurement Result IE, but it is set to “reject” in TRP Information IE. And it is proposed that thethe Assigned Criticality should be set to “reject” for all occurrence of Mobile TRP Location information IE.

Q1: Do you agree to set the criticality of all occurrences of Mobile TRP Location information in 38.455 to “reject”?
	Company
	Yes/No 
	Comment

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Issue 2:   Criticality of Mobile TRP Location information IE in 38.473 (R3-240430)
In R3-240430, it is observed that Mobile TRP Location information is provided to the gNB-CU, then to LMF via multiple messages. The Assigned Criticality for Mobile TRP Location information IE is set to “ignore” in Positioning Measurement Result IE and E-CID Measurement Result IE, but it is set to “reject” in TRP Information IE. And it is proposed that  the Assigned Critiality should be set to “reject” for all occurrence of Mobile TRP Location information IE.

Q2: Do you agree to set the criticality of all occurrences of Mobile TRP Location information in 38.473 to “reject”?
	Company
	Yes/No 
	Comment

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Issue 3:   Criticality of RRC Terminating IAB-Donor gNB-ID  and RRC Terminating IAB-Donor Related Info IE in 38.473 (R3-240443)
There are four changes in R3-240443. The 2nd -4th changes have been covered by other CRs which have been treated online. The first change has been discussed during online session, and all companies agreed the change. The reason of the first change is copied in the below:
	Currently, the Assigned Criticality of RRC Terminating IAB-Donor gNB-ID IE in F1 SETUP REQUEST message and RRC Terminating IAB-Donor Related Info IE in GNB-DU CONFIGURATION UPDATE message are ignore. That means F1-terminating donor will ignore the procedure if it doesn’t comprehend the two IEs. However, the two IEs are used to let the F1-terminating donor know the gNB ID of RRC-terminating donor (and the BAP address) so that the F1-terminating donor can initiate TMM procedure towards the RRC-terminating donor to migrate the traffic. If the F1-terminating donor simply ignore it, the UE F1-U traffic cannot be transferred via the RRC-terminating donor. So it’s preferred to set the criticality of the two IEs as reject.  


Q3: Do you agree to set the criticality of RRC Terminating IAB-Donor gNB-ID IE and RRC Terminating IAB-Donor Related Info IE to be reject in 38.473?
	Company
	Yes/No 
	Comment

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Issue 4: Correction on mobile TRP location information in 38.473 (R3-240489)
In R3-240489, it is proposed to change the presence of the “location-Information” IE in the “Mobile-TRP-LocationInformation” IE to mandatory in ASN.1. 
Q4: Do you agree to change the presence of the “location-Information” IE in the “Mobile-TRP-LocationInformation” IE to mandatory in ASN.1?
	Company
	Yes/No 
	Comment

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Issue 5: Correct on the presence of the Location Information IE in 38.455 (R3-240490)
 In R3-240490, it is proposed to set the presence of the “Location Information” IE in the “Mobile TRP Location Information” IE to “Mandatory”.
Q5: Do you agree to set the presence of the “Location Information” IE in the “Mobile TRP Location Information” IE to “Mandatory” in 38.455?

	Company
	Yes/No 
	Comment

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Conclusion, Recommendations
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