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1	Introduction
This paper provides a TP for TR 38.743 based on the discussions in R3-243493.

Annex TP for TR 38.743
<<< start of changes >>>
[bookmark: _Toc129708869][bookmark: _Toc162258887]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]	3GPP TS 38.300: "NR; Overall description; Stage-2".
[x1]	3GPP TS 38.423: " NG-RAN; Xn application protocol (XnAP); (Release 18) ".

<<< skip unchanged text >>>
[bookmark: _Toc162258899]5	Rel-18 Leftovers and solutions
Editor Note: Such topics are listed here for further selection/down selection for normative work.
<<< skip unchanged text >>>
[bookmark: _Toc162258902]5.3	Energy saving enhancements
Editor Note: Capture the description and its potential standard impacts.
AI/ML Model  Inference for Energy Cost prediction may be supported at the source node. 
A source node can predict the Energy Cost [x1] with respect to a Handover or with respect to a number of Handovers it initiates towards a target node. A source node can request its neighbouring nodes to report Energy Cost measurements per Handover event or per number of Handover events.
We propose the following:
· Enhance Rel-18 Data Collection procedures over XnAP to convey measured Energy Cost per Handover event or per number of Handover events.
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