PAGE  

TSG-RAN Working Group 3 Meeting #13
Document
R3-001305

Hawaii, USA, 22nd – 26th May 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.433
CR
CR142
Current Version:
3.1.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN #8
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network


(at least one should be marked with an X)



Source:
Ericsson
Date: 
April 2000



Subject:
Clarification of the usage of the Common Measurement Object Type IE



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
X

Release 99
X





Release 00




Reason for 
change:

In the current NBAP specification the Dedicated Measurement Object Type and the Common Measurement Object Type are used as a choice in messages where the IE is not present. In the case of the Dedicated Measurement Object Type there is semantics clarifying the usage. However, in the case of the Common Measurement Object Type there is no semantics clarifying the usage.

This CR clarifies the usage of the Common Measurement Object Type IE in chapter 9.1 by adding semantics to the tabular format of messages related to common measurement reporting.
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9.1.18
COMMON MEASUREMENT INITIATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
reject

Transaction Id
M



–


Measurement Id
M



YES
ignore

CHOICE Common Measurement Object Type



Common Measurement Object Type that the measurement was initiated with.
YES
ignore

>"Cell" 




YES
ignore

>>Common Measurement value
M



–


>"RACH"




YES
ignore

>>Common Measurement Value
M



–


SFN
O


Common Measurement Time Reference
YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.20
COMMON MEASUREMENT REPORT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Discriminator
M



–


Message Type
M



YES
ignore

Transaction Id
M



–


Measurement Id
M



YES
ignore

CHOICE Common Measurement Object Type



Common Measurement Object Type that the measurement was initiated with.
YES
ignore

>"Cell" 




YES
ignore

>>Common Measurement value
M



–


>"RACH"




YES
ignore

>>Common Measurement Value
M



–


SFN
O


Common Measurement Time Reference
YES
ignore




