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9.2.1.x
SFN

System Frame Number of the cell, see ref. [25.402].

IE/Group Name
Presence
Range
IE type and reference
Semantics description

CFN 


Integer (0..4095)


9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfTFCs,


maxNrOfErrors,


maxCTFC-1,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxCodeNrComp-1,


maxNrOfCodeGroups,


maxNrOfTFCIGroups,


maxNrOfTFCI1Combs,


maxNrOfTFCI2Combs,


maxCTFC-DCH-1,


maxCTFC-DSCH-1,


maxNrOfSF
FROM NBAP-Constants

Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


ProtocolExtensionContainer{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

<Omitted parts of the ASN.1 module.>

-- ==========================================

--
S

-- ==========================================

ScaledMaxAdjustmentPeriod


::= INTEGER(1..50)

-- MaxAdjustmentPeriod (slots) = 10 * ScaledMaxAdjustmentPeriod 

ScaledMaxAdjustmentStep


::= INTEGER(1..10)

-- MaxAdjustmentStep (dB) = ScaledMaxAdjustmentStep / 10
ScramblingCodeChange ::= ENUMERATED {


code-change,


no-code-change,


...

}

ScramblingCodeWordNumber ::= INTEGER (0..255)

SecondaryCCPCH-SlotFormat ::= INTEGER(0..17)

S-FieldLength ::= ENUMERATED {



v1,



v2,



...

}


SFN ::= INTEGER (0..4095)
ShutdownTimer ::= INTEGER (1..3600)

-- Unit sec

SIB-DeletionIndicator ::= ENUMERATED {


noDeletion, 


deletion,


...

}

SIB-Originator ::= ENUMERATED {


nodeB, 


cRNC,


...

}

SIR-Error-Value ::= INTEGER (0..125)
SIR-Error-Value-IncrDecrThres ::= INTEGER (0..124)

SIR-Value ::= INTEGER (0..63)
-- According to mapping in 25.215/25.225
SIR-Value-IncrDecrThres ::= INTEGER (0..62)

SSDT-Cell-Identity ::= ENUMERATED {a, b, c, d, e, f, g, h}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long,


...

}

SSDT-Indication ::= ENUMERATED {


ssdt-active-in-the-UE,


ssdt-not-active-in-the-UE,

...

}

STTD-Indicator ::= ENUMERATED {


active,


inactive,


...

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-Supported,


sSDT-not-supported,

...

}

SyncCase ::= INTEGER (1..2)

-- ==========================================

--
T

-- ==========================================

<The rest of the ASN.1 module is omitted.>




