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1 Introduction

Allthough R99 should in principle be finished at the RAN-June meeting, we think there are still a number of issues left on which work should still continue in order to complete R99.

In this contribution, we listed all major (partly) open issues we are aware of excluding the issues already listed in the meeting agenda and excluding issues we have contributed on for this meeting. It might be possible to removed listed open issues due to contributions from other companies.

2 Additional open  issues

· Multiple TTI’s on one RACH (2 RACH’s on one PRACH ?);

· How many PCH’s (FDD) are there in one cell ? Currently WG3 assumes multiple, but WG2 assumes 1 ? 

· D-field size (only 1 bit supported in WG1 specs; IE in NBAP/RNSAP can probably be removed);

· Relation between UL interference included in RNSAP/NBAP RL_SETUP/ADD RESPONSE/FAILURE messages, and RSSI measurement (should be the same?) ?

· Is the DRNC required to group measurement reports when several node-B’s are involved for SRNC initiated measurements ?

· SIR error value when SIR target has changed in the midle of a measuring interval (specify averaging or indicate “value incorrect”) ? Note that this also applies to the compressed mode case.

· How to resolve the inconsistency between WG1/2 and WG3 specs on uni-directional <-> bidirectional dedicated transport channels ?

· Carrier power measurements in case of transmit diversity (should 2 values be provided) ?

· Retention capabilities of a DRNC (what does this really mean; can the DRNC request release of RL’s from SRNC?) ?

· Handling of blocking in CRNC: how can it ensure that common/dedicated resources are freed ?

· TFCI-2 control frame inserted by DRNC (who should act on timing adjustment control frames sent UL: the DRNC or the SRNC) ?

· How can the SRNC perform DL power control balancing if it is not aware of the power range set by the DRNC for each RL ?

3 Proposal

It is proposed to include this list in the status report sent to TSG-RAN. Contributions are invited to solve these open issues.
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