3GPP TSG-RA WG3 Meeting #13
Document
R3-001622

Oahu, USA. May 22nd - May 26th, 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.419
CR
4
Current Version:
3.0.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
RAN#8
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network
x

(at least one should be marked with an X)



Source:
Vodafone AirTouch & BT
Date: 
25/05/2000



Subject:
Insertion of Missing Chapter Heading



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
x

Release 99
X





Release 00




Reason for 
change:

The heading of the Information Element Definition section within the ASN.1 description was not formatted (or numbered) as a heading.



Clauses affected:
9.3.3 (and subsequent sections for renumbering)



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:



[image: image1.wmf]help.doc

  <--------- double-click here for help and instructions on how to create a CR.

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for SABP.

--

-- **************************************************************

SABP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Broadcast-Message-Content,


Category,


Cause,

Criticality-Diagnostics,


Data-Coding-Scheme,


Failure-List,


Message-Identifier,


New-Serial-Number,


No-of-Broadcasts-Completed-List,


No-of-Broadcasts-Requested,


Old-Serial-Number,


Radio-Resource-Loading-List,


Recovery-Indication,


Repetition-Period,


Serial-Number ,


Service-Areas-List

FROM SABP-IEs


ProtocolExtensionContainer{},


ProtocolIE-Container{},


SABP-PROTOCOL-EXTENSION,


SABP-PROTOCOL-IES

FROM SABP-Containers


id-Broadcast-Message-Content,


id-Category,


id-Criticality-Diagnostics,


id-Cause,


id-Data-Coding-Scheme,


id-Failure-List,


id-Message-Identifier,


id-New-Serial-Number,


id-No-of-Broadcasts-Completed-List,


id-No-of-Broadcasts-Requested,


id-Old-Serial-Number,


id-Radio-Resource-Loading-List,


id-Recovery-Indication,


id-Repetition-Period,


id-Serial-Number,


id-Service-Areas-List

FROM SABP-Constants;

-- **************************************************************

--

-- Write-Replace

--

-- **************************************************************

Write-Replace ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Write-Replace-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Extensions} } OPTIONAL,


...

}

Write-Replace-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY ignore
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-New-Serial-Number
CRITICALITY ignore
TYPE NewSerial-Number

PRESENCE mandatory } |


{ ID id-Old-Serial-Number
CRITICALITY ignore
TYPE Old-Serial-Number

PRESENCE optional } |


{ ID id-Service-Areas-List
CRITICALITY ignore
TYPE Service-Areas-List

PRESENCE mandatory } |


{ ID id-Category 


CRITICALITY ignore
TYPE Category


PRESENCE optional  } |


{ ID id-Repetition-Period
CRITICALITY ignore
TYPE Repetition-Period

PRESENCE optional  } |


{ ID id-No-of-Broadcasts-Requested






CRITICALITY ignore
TYPE No-of-Broadcasts-Requested
PRESENCE mandatory } |


{ ID id-Data-Coding-Scheme
CRITICALITY ignore
TYPE Data-Coding-Scheme

PRESENCE mandatory } |


{ ID id-Broadcast-Message-Content






CRITICALITY ignore
TYPE Broadcast-Message-Content
PRESENCE mandatory } ,


...

}

Write-Replace-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Write-Replace-Complete

--

-- **************************************************************

Write-Replace-Complete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Write-Replace-Complete-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Complete-Extensions} } OPTIONAL,


...

}

Write-Replace-Complete-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY ignore
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-New-Serial-Number
CRITICALITY ignore
TYPE New-Serial-Number

PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List







CRITICALITY ignore
TYPE No-of-Broadcasts-Completed-List
















PRESENCE mandatory  }|

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional },


...

}

Write-Replace-Complete-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Write-Replace-Failure

--

-- **************************************************************

Write-Replace-Failure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Write-Replace-Failure-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Failure-Extensions} } OPTIONAL,


...

}

Write-Replace-Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY ignore
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-New-Serial-Number
CRITICALITY ignore
TYPE New-Serial-Number

PRESENCE mandatory } |


{ ID id-Failure-List 

CRITICALITY ignore
TYPE Failure-List 
 
PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List






CRITICALITY ignore
TYPE No-of-Broadcasts-Completed-List













PRESENCE optional  } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Write-Replace-Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Kill

--

-- **************************************************************

Kill ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Kill-IEs}},


protocolExtensions

ProtocolExtensionContainer {{Kill-Extensions}}

OPTIONAL,


...

}

Kill-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier 
CRITICALITY ignore
TYPE Message-Identifier 
PRESENCE mandatory } |


{ ID id-Old-Serial-Number 
CRITICALITY ignore
TYPE Old-Serial-Number 

PRESENCE mandatory } |


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List

PRESENCE mandatory } ,


...

}

Kill-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Kill-Complete

--

-- **************************************************************

Kill-Complete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Kill-Complete-IEs}},


protocolExtensions

ProtocolExtensionContainer {{Kill-Complete-Extensions}}

OPTIONAL,


...

}

Kill-Complete-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier 
CRITICALITY ignore
TYPE Message-Identifier 
PRESENCE mandatory } |


{ ID id-Old-Serial-Number 
CRITICALITY ignore
TYPE Old-Serial-Number 

PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List






CRITICALITY ignore

TYPE No-of-Broadcasts-Completed-List
















PRESENCE mandatory }|

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Kill-Complete-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Kill-Failure

--

-- **************************************************************

Kill-Failure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Kill-Failure-IEs}},


protocolExtensions

ProtocolExtensionContainer {{Kill-Failure-Extensions}}

OPTIONAL,


...

}

Kill-Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY ignore
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Old-Serial-Number
CRITICALITY ignore
TYPE Old-Serial-Number 

PRESENCE mandatory } |


{ ID id-Failure-List 

CRITICALITY ignore
TYPE Failure-List 
 
PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List







CRITICALITY ignore
TYPE No-of-Broadcasts-Completed-List
















PRESENCE optional } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Kill-Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Load-Query

--

-- **************************************************************

Load-Query ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Load-Query-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Load-Query-Extensions}} 
OPTIONAL,


...

}

Load-Query-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List
 
PRESENCE mandatory } ,


...

}

Load-Query-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Load-Query-Complete

--

-- **************************************************************

Load-Query-Complete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Load-Query-Complete-IEs}},


protocolExtensions

ProtocolExtensionContainer {{Load-Query-Complete-Extensions}} OPTIONAL,


...

}

Load-Query-Complete-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Radio-Resource-Loading-List 








CRITICALITY ignore
TYPE Radio-Resource-Loading-List  
















PRESENCE mandatory }  |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Load-Query-Complete-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Load-Query-Failure

--

-- **************************************************************

Load-Query-Failure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Load-Query-Failure-IEs}},


protocolExtensions

ProtocolExtensionContainer {{Load-Query-Failure-Extensions}} OPTIONAL,


...

}

Load-Query-Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List
CRITICALITY ignore
TYPE Service-Areas-List

PRESENCE mandatory } |


{ ID id-Failure-List 

CRITICALITY ignore
TYPE Failure-List  

PRESENCE mandatory } |


{ ID id-Radio-Resource-Loading-List 








CRITICALITY ignore
TYPE Radio-Resource-Loading-List  













PRESENCE optional  } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Load-Query-Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Message-Status-Query

--

-- **************************************************************

Message-Status-Query ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Message-Status-Query-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Message-Status-Query-Extensions}} OPTIONAL,


...

}

Message-Status-Query-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier 
CRITICALITY ignore
TYPE Message-Identifier 
PRESENCE mandatory } |


{ ID id-Old-Serial-Number
CRITICALITY ignore
TYPE Old-Serial-Number 

PRESENCE mandatory } |


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List 
PRESENCE mandatory } ,


...

}

Message-Status-Query-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Message-Status-Query-Complete

--

-- **************************************************************

Message-Status-Query-Complete ::= SEQUENCE {


protocolIEs 


ProtocolIE-Container       {{Message-Status-Query-Complete-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Message-Status-Query-Complete-Extensions}} OPTIONAL,


...

}

Message-Status-Query-Complete-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier 
CRITICALITY ignore
TYPE Message-Identifier 
PRESENCE mandatory } |


{ ID id-Old-Serial-Number 
CRITICALITY ignore
TYPE Old-Serial-Number 

PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List







CRITICALITY ignore
TYPE No-of-Broadcasts-Completed-List 
















PRESENCE mandatory } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Message-Status-Query-Complete-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Message-Status-Query-Failure

--

-- **************************************************************

Message-Status-Query-Failure ::= SEQUENCE {


protocolIEs 


ProtocolIE-Container       {{Message-Status-Query-Failure-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Message-Status-Query-Failure-Extensions}} OPTIONAL,


...

}

Message-Status-Query-Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY ignore
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Failure-List 

CRITICALITY ignore
TYPE Failure-List  

PRESENCE mandatory } |


{ ID id-Old-Serial-Number
CRITICALITY ignore
TYPE Old-Serial-Number

PRESENCE mandatory } |


{ ID id-No-of-Broadcasts-Completed-List






CRITICALITY ignore
TYPE No-of-Broadcasts-Completed-List 
















PRESENCE optional  } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Message-Status-Query-Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset

--

-- **************************************************************

Reset ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Reset-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Reset-Extensions}} 
OPTIONAL,


...

}

Reset-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List 

PRESENCE mandatory } ,


...

}

Reset-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset-Complete

--

-- **************************************************************

Reset-Complete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Reset-Complete-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Reset-Complete-Extensions}} 
OPTIONAL,


...

}

Reset-Complete-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List 
PRESENCE mandatory } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional },


...

}

Reset-Complete-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset-Failure

--

-- **************************************************************

Reset-Failure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{Reset-Failure-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Reset-Failure-Extensions}} 
OPTIONAL,


...

}

Reset-Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Failure-List 

CRITICALITY ignore
TYPE Failure-List  

PRESENCE mandatory } |


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List 
PRESENCE optional  } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional } ,


...

}

Reset-Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Restart

--

-- **************************************************************

Restart ::= SEQUENCE {


protocolIEs 


ProtocolIE-Container       {{Restart-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Restart-Extensions}}
OPTIONAL,


...

}

Restart-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List
 
PRESENCE mandatory } |


{ ID id-Recovery-Indication 
CRITICALITY ignore
TYPE Recovery-Indication 
PRESENCE optional  } ,


...

}

Restart-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Failure

--

-- **************************************************************

Failure ::= SEQUENCE {


protocolIEs 


ProtocolIE-Container       {{Failure-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Failure-Extensions}} 
OPTIONAL,


...

}

Failure-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Service-Areas-List 
CRITICALITY ignore
TYPE Service-Areas-List 
PRESENCE mandatory } ,


...

}

Failure-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Error-Indication

--

-- **************************************************************

Error-Indication ::= SEQUENCE {


protocolIEs 


ProtocolIE-Container       {{Error-Indication-IEs}},


protocolExtensions 

ProtocolExtensionContainer {{Error-Indication-Extensions}} 
OPTIONAL,


...

}

Error-Indication-IEs SABP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier 
CRITICALITY ignore
TYPE Message-Identifier 
PRESENCE mandatory } |


{ ID id-Serial-Number

CRITICALITY ignore
TYPE Serial-Number 

PRESENCE optional  } |


{ ID id-Cause


CRITICALITY ignore
TYPE Cause

 

PRESENCE optional  } |

{ ID id-Criticality-Diagnostics


CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional },


...

}

Error-Indication-Extensions SABP-PROTOCOL-EXTENSION ::= {


...

}

END

9.3.4 Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

SABP-IEs -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxRadio-Resource-Loading-List,


maxFailure-List,


maxNo-of-Broadcasts-Completed-List,


maxNrOfErrors,


maxService-Areas-List

FROM SABP-Constants


Criticality,


ProcedureCode,


TriggeringMessage,


ProtocolIE-ID

FROM SABP-CommonDataTypes


ProtocolExtensionContainer{},–


SABP-PROTOCOL-EXTENSION

FROM SABP-Containers;

-- A

Available-Bandwidth


::= INTEGER (0..20480)

-- bits/sec

-- B

Broadcast-Message-Content ::= OCTET STRING (SIZE (1246))

-- This IE is sent from the CN to the RNC containing user information i.e.

-- the message.

-- C

Category ::= ENUMERATED { 


high-priority, 


background-priority,


normal-priority, 


default-priority,


...

}

Cause 




::= INTEGER {


parameter-not-recognised

(0),


parameter-value-invalid


(1),


valid-CN-message-not-identified 
(2),


service-area-identity-not-valid 
(3),


unrecognised-message 


(4),


missing-mandatory-element 

(5),


bss-capacity-exceeded 


(6),


rNC-memory-exceeded 


(7),


service-area-broadcast-not-supported 
(8),


service-area-broadcast-not-operational 
(9),


incompatible-DRX-parameter 

(10),


message-reference-already-used 

(11),


unspecifed-error 


(12)} (0..255)

Criticality-Diagnostics


::= SEQUENCE {


procedureCode


ProcedureCode


OPTIONAL,


triggeringMessage

TriggeringMessage

OPTIONAL,


criticalityResponse

Criticality


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs SABP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID



ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs SABP-PROTOCOL-EXTENSION ::= {


...

}

-- D

Data-Coding-Scheme


::= INTEGER (0..255)

-- E

-- F

Failure-List ::= SEQUENCE (SIZE (1..maxFailure-List)) OF Failure-List-Item

Failure-List-Item ::= SEQUENCE {


service-area-identifier

Service-Area-Identifier,


cause




Cause,



iE-Extensions

ProtocolExtensionContainer { {FailureListItemIE-ExtIEs} } OPTIONAL,



...

}

FailureListItemIE-ExtIEs SABP-PROTOCOL-EXTENSION ::= {

...

}

-- G

-- H

-- I

-- J

-- K

-- L

-- M

Message-Identifier ::= OCTET STRING (SIZE (2))

-- This IE identifies the source/type of a CN message and is passed

-- transparently from the CN to the UE.

-- N

New-Serial-Number



::= Serial-Number

No-of-Broadcasts-Completed-List ::=
SEQUENCE (SIZE (1..maxNo-of-Broadcasts-Completed-List)) OF 


No-of-Broadcasts-Completed-List-Item

No-of-Broadcasts-Completed-List-Item ::= SEQUENCE {


service-area-identifier

Service-Area-Identifier,


no-of-broadcasts-compl

INTEGER (0..65535),


no-of-broadcasts-compl-info
No-Of-Broadcasts-Compl-Info


OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NoOfBroadcastsCompletedListItemIE-ExtIEs} } OPTIONAL,



...

}

NoOfBroadcastsCompletedListItemIE-ExtIEs SABP-PROTOCOL-EXTENSION ::= {

...

}

No-Of-Broadcasts-Compl-Info

::= ENUMERATED {


overflow,


unknown,


...

} 

No-of-Broadcasts-Requested

::= INTEGER {


broadcast-indefinitely (0)

} (0..65535)

-- O

Old-Serial-Number



::= Serial-Number

-- P

-- Q

-- R

Radio-Resource-Loading-List ::= SEQUENCE (SIZE (1..maxRadio-Resource-Loading-List)) OF 


Radio-Resource-Loading-List-Item

Radio-Resource-Loading-List-Item ::= SEQUENCE {


service-area-identifier

Service-Area-Identifier,


available-bandwidth

Available-Bandwidth,


iE-Extensions

ProtocolExtensionContainer { {RadioResourceLoadingListItemIE-ExtIEs} } OPTIONAL,



...

}

RadioResourceLoadingListItemIE-ExtIEs SABP-PROTOCOL-EXTENSION ::= {

...

}

Recovery-Indication ::= ENUMERATED {


data-lost,


data-available

}

Repetition-Period


::= INTEGER (1..4096)

-- Each unit represents a repetition of one second to a maximum of

-- once per 4096 seconds (~1 hour).

-- S

Serial-Number



::= INTEGER (0..65535)

Service-Area-Identifier
::= SEQUENCE {


plmn-id



OCTET STRING (SIZE (3))






-- Digits 0 to 9, two digits per octet.          --






-- Each octet encoded 0000 to 1001.              --






-- 1111 used as filler                           --






-- Bit 4 to 1 of octet n encoding digit 2n-1.    --






-- Bit 8 to 5 of octet n encoding digit 2n.      --






-- The PLMN-ID consists of 3 digits from MCC     --






-- followed by either a filler plus 2 digits     --






-- from MNC (in case of 2 digit MNC) or 3 digits --






-- from MNC (in case of 3 digit MNC).            -- ,


lac



OCTET STRING (SIZE (2))






-- 0000 and FFFE not allowed                     -- ,


sac



OCTET STRING (SIZE (2))

}

-- **TODO** The IE type for these parameters is not known as yet

Service-Areas-List ::= SEQUENCE (SIZE (1..maxService-Areas-List)) OF Service-Area-Identifier 

-- T

-- U

-- V

-- W

-- X

-- Y

END

9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

SABP-CommonDataTypes -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

ProcedureCode

::= INTEGER (0..255)

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TriggeringMessage

::= ENUMERATED {initiating-message, successful-outcome, unsuccessful-outcome,...}

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

SABP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Write-Replace 


INTEGER ::= 0

id-Kill 



INTEGER ::= 1

id-Status-Load-Enquiry 


INTEGER ::= 2

id-Status-Message-Query 

INTEGER ::= 3

id-Restart-Indication


INTEGER ::= 4

id-Reset 



INTEGER ::= 5

id-Failure-Indication


INTEGER ::= 6

id-Error-Indication


INTEGER ::= 7

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Broadcast-Message-Content

INTEGER ::= 0

id-Category 



INTEGER ::= 1

id-Cause 



INTEGER ::= 2

id-Criticality-Diagnostics
INTEGER ::=3

id-Data-Coding-Scheme 


INTEGER ::= 4

id-Failure-List 


INTEGER ::= 5

id-Message-Identifier 


INTEGER ::= 6

id-New-Serial-Number


INTEGER ::= 7

id-No-of-Broadcasts-Completed-List 
INTEGER ::= 8

id-No-of-Broadcasts-Requested 

INTEGER ::= 9

id-Old-Serial-Number



INTEGER ::= 10

id-Radio-Resource-Loading-List 

INTEGER ::= 11

id-Recovery-Indication 


INTEGER ::= 12

id-Repetition-Period 


INTEGER ::= 13

id-Serial-Number 


INTEGER ::= 14

id-Service-Areas-List 


INTEGER ::= 15

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxRadio-Resource-Loading-List
INTEGER ::= 65535 

maxFailure-List



INTEGER ::= 65535

maxNo-of-Broadcasts-Completed-List
INTEGER ::= 65535

maxNrOfErrors



INTEGER ::= 256 

maxService-Areas-List


INTEGER ::= 65535 

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

END

9.3.7
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

SABP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


ProtocolExtensionID,


ProtocolIE-ID

FROM SABP-CommonDataTypes


maxProtocolExtensions,


maxProtocolIEs

FROM SABP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

SABP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 

UNIQUE,


&criticality


Criticality

DEFAULT ignore,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

SABP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 
UNIQUE,


&criticality


Criticality

DEFAULT ignore,


&Extension

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {SABP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {SABP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



SABP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


SABP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



SABP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, SABP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {SABP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {SABP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



SABP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


SABP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


SABP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

END
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