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8.2.8
Common Measurement Initiation

8.2.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on common resources in a Node B.

8.2.8.2
Successful Operation
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Figure 11: Common Measurement Initiation procedure: Successful Operation
The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the Node B control port.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.
[TDD- If the Time Slot Information is provided in the Common Measurement Object Type IE , the measurement request shall apply to the requested time slot individually.]

[FDD- If the Spreading Factor Information is provided in the Common Measurement Object Type IE, measurement request shall apply to the PCPCHes whose minimum allowed spreading factor (Min UL Channelisation Code Length) is equal to the value of Spreading Factor Information.
Report characteristics
The Report Characteristics IE indicates how the reporting of the measurement shall be performed.

If the Report Characteristics IE is set to 'On-Demand', the Node B shall report the result of the requested measurement immediately.

If the Report Characteristics IE is set to 'Periodic', the Node B shall periodically initiate a Measurement Reporting procedure for this measurement, with the requested report frequency.

If the Report Characteristics IE is set to 'Event A', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event D', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event E', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the COMMON MEASUREMENT INITIATION REQUEST message.

Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) -, where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

The physical layer measurement results are sampled once every measurement period. The measurement period and the accuracy are defined in [22] / [23








Response message
If the Node B was able to initiate the measurement requested by the CRNC it shall respond with the COMMON MEASUREMENT INITIATION RESPONSE message sent over the Node B control port. The message shall include the same Measurement Id that was used in the measurement request. Only in the case when the Report Characteristics IE is set to "On-Demand", the COMMON MEASUREMENT INITIATION RESPONSE message shall contain the measurement result.

8.2.8.3
Unsuccessful Operation
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Figure 12: Common Measurement Initiation procedure: Unsuccessful Operation
If the Common Measurement Type received in the Common Measurement Type IE is not defined in ref. [4] or [5] to be measured on the Common Measurement Object Type received in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the Node B shall regard the Common Measurement Initiation procedure as failed. For measurements not defined in ref. [4] or [5] the Node B shall regard the measurenment as failed unless the Common Measurement Object Type IE has the following value(s):

Common Measurement Type
Common Measurement Object Type

Acknowledged PRACH preambles Value
“RACH”

If the requested measurement cannot be initiated, the Node B shall send a COMMON MEASUREMENT INITIATION FAILURE message sent over the Node B control port. The message shall include the same Measurement Id that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.
Typical cause values are as follows:

Radio Network Layer Cause

-
Measurement not supported for the object.

-
Measurement Temporaily not Available

8.3.8
Dedicated Measurement Initiation

8.3.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on dedicated resources in a Node B.

The Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in chapter 3.1.

8.3.8.2
Successful Operation
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Figure 38: Dedicated Measurement Initiation procedure: Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the communication control port assigned to the Node B communication context.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the request. Unless specified below the meaning of the parameters are given in other specifications.

If the Node B Communication Context ID IE equals the reserved value 'All NBCC', this measurement request shall apply for all current and future Node B Communication Contexts controlled via the Communication Control Port on which the DEDICATED MEASUREMENT INITIATION REQUEST message was received. Otherwise, this measurement request shall apply for the requested Node B Communication Context ID only.

If the Dedicated Measurement Object Type IE is set to “RL”, the measurement reports shall give the measurement result for each of the indicated Radio Links.

[FDD - If the Dedicated Measurement Object Type IE is set to “RLS”, the measurement reports shall give the measurement result for each of the indicated Radio Link Sets.]
If the Dedicated Measurement Object Type IE is set to “ALL RL”, the measurement reports shall give the measurement result for each of the current and future Radio Links within the Node B Communication Context.

[FDD - If the Dedicated Measurement Object Type IE is set to “ALL RLS”, the measurement reports shall give the measurement result for each of the existing and future Radio Link Sets within the Node B Communication Context.]

[TDD - If DPCH Id is provided within the RL Information the measurement request shall apply for the requested physical channel individually.]

Report characteristics 
The Report Characteristics IE is set to how the reporting of the measurement shall be performed.

If the Report Characteristics IE is set to 'On-Demand', the Node B shall return the result of the measurement immediately.

If the Report Characteristics IE is set to 'Periodic', the Node B shall periodically initiate a Measurement Report procedure for this measurement, with the requested report frequency.

If the Report Characteristics IE is set to 'Event A', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event D', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event E', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message.

Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall  be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

The physical layer measurement results are sampled once every measurement period. The measurement period and the accuracy are defined in [22] / [23].








Response message
If the Node B was able to initiate the measurement requested by the CRNC it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message using the communication control port assigned to the Node B communication context. The message shall include the same Measurement Id that was used in the measurement request. 

Only in the case when Report Characteristics IE is set to "On-Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. In this case also the Dedicated Measurement Object IE shall be included if it was included in the request message.

9.2.1.11
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Common Measurement Type


ENUMERATED (RSSI, Transmitted Carrier Power, Acknowledged PRACH preambles , Timeslot ISCP, Acknowledged PCPCH Access Preambles, Detected PCPCH Access Preambles, …)


9.2.1.12
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

>Transmitted Carrier Power Value
C MeasValue

INTEGER(0..100)
According to mapping in [4] and [5]

>RSSI Value
C MeasValue

INTEGER(0..621)
According to mapping in [4] and [5]

>Acknowledged PRACH preambles Value
C MeasValue

INTEGER(0..240, …) 
According to definition in [4], and mapping in [22].

>Timeslot ISCP (TDD only)
C MeasValue

INTEGER(0..81)
According to mapping in [5]

>Acknowledged PCPCH Access Preambles (FDD only)
C MeasValue

INTEGER(0..15)
According to mapping in [4]

>Detected PCPCH Access Preambles (FDD only)
C MeasValue

INTEGER(0..240)
According to mapping in [4]

Condition
Explanation

MeasValue
Only one measurement value can be present at the same time.

9.2.1.24
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Dedicated measurement Value





>SIR value
C MeasValue

INTEGER(0..63)
According to mapping in [4] and [5]

>SIR error Value
C MeasValue

INTEGER(0..125)
According to definition in [4], [5] and mapping in [22], [23].










>Transmitted Code Power Value
C MeasValue

INTEGER(0..127)
According to mapping in [4] and [5]

>RSCP
C MeasValue

INTEGER(0..81)
According to mapping in [5]

>Rx Timing Deviation
C MeasValue

INTEGER(0..2047)
According to mapping in [5]

>Round Trip Time
C MeasValue

INTEGER(0..8191)
According to mapping in [4]

Condition
Explanation

MeasValue
Only one measurement value can be present at the same time.

9.2.1.43
Measurement Increase/Decrease Threshold

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

RSSI
C – Threshold

INTEGER(0..620)
0: 0 dB

1: 0.1 dB

2: 0.2 dB

…

620: 62dB

Transmitted Carrier Power
C – Threshold

INTEGER(0..100)
According to mapping in [4] and [5]

Acknowledged PRACH preambles
C – Threshold

INTEGER(0..240,…)
According to definition in [4], and mapping in [22].

Timeslot ISCP
C – Threshold

INTEGER(0..80)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

80: 40dB

SIR
C – Threshold

INTEGER(0..62)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

SIR Error
C – Threshold

INTEGER(0..124)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

124: 62 dB



Transmitted Code Power
C – Threshold

INTEGER(0..112,…)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

112: 56 dB

RSCP
C – Threshold

INTEGER(0..80)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

80: 40dB

Round Trip Time
C – Threshold

INTEGER(0..8190)
0: 0 chips

1: 0.25 chips

2: 0.5 chips

…

8190: 2047.5 chips

Acknowledged PCPCH Access Preambles
C – Threshold

INTEGER(0..15)
According to mapping in [4] (FDD only)

Detected PCPCH Access Preambles
C – Threshold

INTEGER(0..240)
According to mapping in [4] (FDD only)

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

9.2.1.44
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E or F.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

RSSI
C – Threshold

INTEGER(0..621)
According to mapping in [4] and [5]

Transmitted Carrier Power
C – Threshold

INTEGER(0..100)
According to mapping in [4] and [5]

Acknowledged PRACH preambles
C – Threshold

INTEGER(0..240,…)
According to definition in [4], and mapping in [22]..

Timeslot ISCP
C – Threshold

INTEGER(0..81)
According to mapping in [5] (TDD only)

SIR
C – Threshold

INTEGER(0..63)
According to mapping in [4] and [5]

SIR Error
C – Threshold

INTEGER(0..125)
According to definition in [4], [5] and mapping in [22], [23].











Transmitted Code Power
C – Threshold

INTEGER(0..127)
According to mapping in  [4] and [5]

RSCP
C – Threshold

INTEGER(0..81)
According to mapping in [5] (TDD only)

Rx Timing Deviation
C - Threshold

INTEGER(0..2047)
According to mapping in [5] (TDD only)

Round Trip Time
C – Threshold

INTEGER(0..8191)
According to mapping in [4]

(FDD only)

Acknowledged PCPCH Access Preambles
C – Threshold

INTEGER(0..15)
According to mapping in [4] (FDD only)

Detected PCPCH Access Preambles
C – Threshold

INTEGER(0..240)
According to mapping in [4] (FDD only)

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxCodeNrComp-1,


maxNrOfCodeGroups,


maxNrOfTFCIGroups,


maxNrOfTFCI1Combs,


maxNrOfTFCI2Combs,


maxNrOfTFCI2Combs-1,

maxNrOfSF,


maxTGPS
FROM NBAP-Constants

Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


ProtocolExtensionContainer{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

Acknowledged-PCPCH-access-preambles ::= INTEGER (0..15)

-- According to mapping in [4]
Acknowledged-PRACH-preambles-Value ::= INTEGER(0..240,...)
-- The number of L1 acknowledged random access tries per every 20 ms period.

AddorDeleteIndicator ::= ENUMERATED {


add,


delete,


...

}

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN







CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}
Active-Pattern-Sequence-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSI


TGPSI,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AICH-TransmissionTiming ::= ENUMERATED {


v0,


v1

}

APPreambleSignature ::= INTEGER (0..15)

APSubChannelNumber ::= INTEGER (0..11)
AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}

-- ==========================================

--
B

-- ==========================================

BCCH-ModificationTime ::= INTEGER  (0..511)

-- Time = BCCH-ModificationTime * 8

-- Range 0 to 4088, step 8

-- All SFN values in which MIB may be mapped are allowed

BindingID ::= OCTET STRING (SIZE (1..4, ...))

BetaCD ::= INTEGER (0..15)
BlockingPriorityIndicator ::= ENUMERATED {


high,


normal,


low,


...

}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

BlockSTTD-Indicator ::= ENUMERATED {


active,


inactive

}

BurstType ::= ENUMERATED {


type1 (1),


type2 (2),


...

}

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


ul-scramblingcode-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAlocated,


nodeB-Resources-unavailable,


insufficient-physical-channel-resources,


measurement-not-supported-for-the-object,


combining-resources-not-available,

reconfiguration-not-allowed,


requested-configuration-not-supported,


synchronisation-failure,


sIB-Origination-in-Node-B-not-Supported,

unspecified,


priority-transport-channel-established,


bCCH-scheduling-error,

measurement-temporarily-not-available,

no-closed-loop-timing-adjustment-mode-configured,

invalid-CM-settings,

...

}

CauseTransport ::= ENUMERATED {


transport-link-failure,


transmission-port-not-available,


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

CDSubChannelNumbers ::= BIT STRING (SIZE (12))
CellParameterID ::= INTEGER (0..127)

CFN ::= INTEGER (0..255)

Channel-Assignment-Indication ::= ENUMERATED {


cA-Active,


cA-Inactive

}
ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...
}
CommonChannelsCapacityConsumptionLaw ::= SEQUENCE (SIZE(1..maxNrOfSF)) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65535)

}

CommonMeasurementType ::= ENUMERATED  {


rssi,


transmitted-carrier-power,


acknowledged-prach-preambles,


time-slot-iscp,


acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles,

...

}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


rssi






RSSI-Value,


acknowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


time-slot-iscp



TimeSlot-ISCP-Value,


acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}

CommonPhysicalChannelID ::= INTEGER (0..255)

CommonTransportChannelID ::= INTEGER (0..255)

CommunicationControlPortID ::= INTEGER (0..65535)

Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD::= ENUMERATED {


on,


off

}

-- on=deactivate
ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 

ConstantValue ::= INTEGER (-10..10)

-- -10 dB - +10 dB

-- unit dB

-- step 1 dB
CPCH-Allowed-Total-Rate ::= ENUMERATED {


v15,


v30, 


v60,


v120,


v240,


v480,


v960,


v1920,


v2880,


v3840,


v4800,


v5760,


...

}
CPCHScramblingCodeNumber ::= INTEGER (0..79)

CPCH-UL-DPCCH-SlotFormat ::= INTEGER (0..2)
CriticalityDiagnostics ::= SEQUENCE {


procedureCode



ProcedureCode



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


criticalityResponse

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityResponses
CriticalityDiagnostics-IE-List,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse
Criticality,



iE-ID



ProtocolIE-ID,



repetitionNumber
RepetitionNumber

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

-- ==========================================

--
D

-- ==========================================

DCH-ID ::= INTEGER (0..255)
DedicatedChannelsCapacityConsumptionLaw ::= SEQUENCE ( SIZE(1..maxNrOfSF) ) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65535)

}

DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


round-trip-time,

rx-timing-deviation,

...

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,

rSCP







RSCP-Value,

roundTripTime





Round-Trip-Time-Value,

rxTimingDeviationValue



Rx-Timing-Deviation-Value,

...

}

Detected-PCPCH-access-preambles ::= INTEGER (0..240)

-- According to mapping in [4]
D-FieldLength ::= ENUMERATED {

v1,


v2,


...

}

DeltaSIR



::= INTEGER (0..30)

-- Step 0.1 (Range 0..3).
DiversityControlField ::= ENUMERATED {


may,


must,


must-not,


...

}

DiversityMode ::= ENUMERATED {


none, 


sTTD,


closed-loop-mode1,


closed-loop-mode2,


...

}

DL-DPCH-SlotFormat ::= INTEGER (0..16)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DL-or-Global-CapacityCredit ::= INTEGER (0..65535)

DL-Power ::= INTEGER (-350..150)

-- DL-Power = power * 10

-- If Power <=-35 DL-Power shall be set to -350

-- if Power >=15 DL-Power shall be set to 150

-- Unit dB, Range -35dB .. +15dB, Step +0.1dB

DLPowerAveragingWindowSize ::= INTEGER (1..60)
DL-ScramblingCode ::= INTEGER (0..15)

-- 0= Primary scrambling code of the cell, 1..15= Secondary scrambling code --

DL-TimeslotISCP ::= INTEGER (0..91)
DL-TPC-Pattern01Count ::= INTEGER (0..30,...)
Downlink-Compressed-Mode-Method 
::= ENUMERATED {


puncturing,


sFdiv2,


higher-layer-scheduling
}
DPCH-ID ::= INTEGER (0..239)

DSCH-ID ::= INTEGER (0..255)
-- to do

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH

DSCH-TFS ::= INTEGER

-- ==========================================

--
E

-- ==========================================

-- ==========================================

--
F

-- ==========================================

FDD-DL-ChannelisationCodeNumber ::= INTEGER(0.. 255)

-- The maximum value is equal to the DL spreading factor -1--

FDD-S-CCPCH-Offset ::= INTEGER (0..149)

-- 0: 0 chip, 1: 256 chip, 2: 512 chip, .. ,149: 38144 chip [7] --

FDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size0-5,


step-size1,


step-size1-5,

step-size2,

...

}
FirstRLS-Indicator ::= ENUMERATED {


first-RLS,


not-first-RLS,


...

}
FrameHandlingPriority ::= INTEGER (0..15)

-- 0=lower priority, 15=higher priority --

FrameOffset ::= INTEGER (0..255)

-- ==========================================

--
G

-- ==========================================

GapLength



::= INTEGER (1..14)

GapDuration



::= INTEGER (1..144)
-- ==========================================

--
H

-- ==========================================

-- ==========================================

--
I

-- ==========================================

IB-SG-DATA ::= BIT STRING

IB-SG-POS ::= INTEGER (0..2046)
-- Only even positions allowed
IB-SG-REP ::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048}

IB-Type ::= ENUMERATED {


mib, 


sib1, 


sib2,


sIB3,


sIB4,


sIB5,


sIB6,


sIB7,


sIB8,


sIB9,


sIB10,


sIB11,

sib12,


sIB13,


sIB13dot1,


sIB13dot2,


sIB13dot3,


sIB13dot4,


sIB14,

...

}

IndicationType ::= ENUMERATED {


noFailure,


serviceImpacting,


...

}

ITPPRM

::= ENUMERATED {


mode-0,


mode-1

}
-- ==========================================

--
J

-- ==========================================

-- ==========================================

--
K

-- ==========================================

-- ==========================================

--
L

-- ==========================================

Local-Cell-ID ::= INTEGER (0..268435455)

-- ==========================================

--
M

-- ==========================================

MaximumDL-PowerCapability ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB
MaximumTransmissionPower ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB

MaxNrOfUL-DPDCHs ::= INTEGER (1..6)

Max-Number-of-PCPCHes ::= INTEGER (1..64)
MaxPRACH-MidambleShifts ::= ENUMERATED {


shift4,


shift8,


...

}

MeasurementAvailabilityIndicator
::= ENUMERATED {


measurementAvailable,

measurementnotAvailable

}
MeasurementFilterCoefficient ::= ENUMERATED {k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19}
-- Measurement Filter Coefficient to be used for measurement

MeasurementID ::= INTEGER (0..1048575)

MidambleShift ::= INTEGER (0..15)
MinSpreadingFactor ::= ENUMERATED {



v4,



v16,



v32,



v64,



v128,



v256,



v512,



...

}
MinUL-ChannelisationCodeLength ::= ENUMERATED {

v4,


v8,


v16,


v32,


v64,


v128,

v256,


...

}

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible,


...

}

-- ==========================================

--
N

-- ==========================================

NEOT ::= INTEGER (0..8)

NFmax ::= INTEGER (1..64)
N-INSYNC-IND ::= INTEGER (1..256)

N-OUTSYNC-IND ::= INTEGER (1..256)
NodeB-CommunicationContextID ::= INTEGER (0..1048575)

NStartMessage ::= INTEGER (1..8)
-- ==========================================

--
O

-- ==========================================

-- ==========================================

--
P

-- ==========================================

PagingIndicatorLength ::= ENUMERATED {


v2,


v4,


v8

}

PayloadCRC-PresenceIndicator ::= ENUMERATED {


cRC-Included,


cRC-NotIncluded,


...

}

PCCPCH-Power ::= INTEGER (-150..400)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dBm

PCP-Length ::= ENUMERATED{


v0,


v8

}
PDSCH-CodeMapping ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


signallingMethod




CHOICE {



code-Range





PDSCH-CodeMapping-PDSCH-CodeMappingInformationList,



tFCI-Range





PDSCH-CodeMapping-DSCH-MappingInformationList,



explicit






PDSCH-CodeMapping-PDSCH-CodeInformationList


},


iE-Extensions






ProtocolExtensionContainer  { { PDSCH-CodeMapping-ExtIEs} }

OPTIONAL,


...
}
PDSCH-CodeMapping-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-CodeMapping-CodeNumberComp ::= INTEGER (0..maxCodeNrComp-1)

PDSCH-CodeMapping-SpreadingFactor ::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256,


...

}

PDSCH-CodeMapping-PDSCH-CodeMappingInformationList ::= SEQUENCE (SIZE (1..maxNrOfCodeGroups)) OF


SEQUENCE {



spreadingFactor



PDSCH-CodeMapping-SpreadingFactor,


multi-CodeInfo



PDSCH-Multi-CodeInfo,



start-CodeNumber



PDSCH-CodeMapping-CodeNumberComp,


stop-CodeNumber



PDSCH-CodeMapping-CodeNumberComp,


iE-Extensions




ProtocolExtensionContainer  { { PDSCH-CodeMapping-PDSCH-CodeMappingInformationList-ExtIEs} }

OPTIONAL,


...

}

PDSCH-CodeMapping-PDSCH-CodeMappingInformationList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-CodeMapping-DSCH-MappingInformationList ::= SEQUENCE (SIZE (1..maxNrOfTFCIGroups)) OF


SEQUENCE {



maxTFCI-field2-Value


PDSCH-CodeMapping-MaxTFCI-Field2-Value,



spreadingFactor



PDSCH-CodeMapping-SpreadingFactor,



multi-CodeInfo



PDSCH-Multi-CodeInfo,



codeNumber




PDSCH-CodeMapping-CodeNumberComp,



iE-Extensions




ProtocolExtensionContainer  { { PDSCH-CodeMapping-DSCH-MappingInformationList-ExtIEs} }

OPTIONAL,


...

}

PDSCH-CodeMapping-DSCH-MappingInformationList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-CodeMapping-MaxTFCI-Field2-Value ::= INTEGER (1..1023)

PDSCH-CodeMapping-PDSCH-CodeInformationList ::= SEQUENCE (SIZE (1..maxNrOfTFCI2Combs)) OF


SEQUENCE {



spreadingFactor



PDSCH-CodeMapping-SpreadingFactor,



multi-CodeInfo



PDSCH-Multi-CodeInfo,



codeNumber




PDSCH-CodeMapping-CodeNumberComp,



iE-Extensions




ProtocolExtensionContainer  { { PDSCH-CodeMapping-PDSCH-CodeInformationList-ExtIEs} }

OPTIONAL,


...

}

PDSCH-CodeMapping-PDSCH-CodeInformationList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCH-Multi-CodeInfo ::= INTEGER (1..16)

PDSCH-ID ::= INTEGER (0..255)
PDSCHSet-ID ::= INTEGER (0..255)
PICH-Mode ::= ENUMERATED {


v18,

v36,

v72,


v144,


...

}
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}
PowerOffset ::= INTEGER (0..24)

-- PowerOffset = offset * 0.25

-- Unit dB, Range 0dB .. +6dB, Step +0.25dB

PowerRaiseLimit ::= INTEGER (0..10)
PRACH-Midamble ::= ENUMERATED {


inverted,


direct,


...

}

PreambleSignatures ::= BIT STRING (SIZE (16))

-- Bit 0=P0, Bit 1=P1, .. ,Bit 15=P15 [9] --

PreambleThreshold ::= INTEGER (0..72)

-- 0= 0dB, 1= 0.5dB, ... , 72= 36dB

PrimaryCPICH-Power ::= INTEGER(-100..500)

-- step 0.1 (Range –10.0..50.0) Unit is dBm
PrimaryScramblingCode ::= INTEGER (0..511)

PropagationDelay ::= INTEGER (0..255)

-- Unit: chips, step size 3 chips

-- example: 0 = 0chip, 1 = 3chips
SCH-TimeSlot ::= INTEGER (0..6)

PunctureLimit ::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100%

PUSCH-ID ::= INTEGER (0..255)
PUSCHSet-ID ::= INTEGER (0..255)
-- ==========================================

--
Q

-- ==========================================

QE-Selector ::= ENUMERATED {


selected,


non-selected
}
-- ==========================================

--
R

-- ==========================================

RACH-SlotFormat ::= ENUMERATED {


v0,


v1,


v2,


v3,


...

}
RACH-SubChannelNumbers ::= BIT STRING (SIZE (12))

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 11=Sub Channel Number 11
RepetitionLength ::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64,


...

}

RepetitionNumber ::= INTEGER (0..255)
RefTFCNumber ::= INTEGER (0..3)
ReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



ReportCharacteristicsType-ReportPeriodicity,


event-a



ReportCharacteristicsType-EventA,

event-b



ReportCharacteristicsType-EventB,


event-c



ReportCharacteristicsType-EventC,


event-d



ReportCharacteristicsType-EventD,


event-e



ReportCharacteristicsType-EventE,


event-f



ReportCharacteristicsType-EventF,


...

}
ReportCharacteristicsType-EventA ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventA-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventA-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventB ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventB-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventC ::= SEQUENCE {


measurementIncreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventC-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventC-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventD ::= SEQUENCE {


measurementDecreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventD-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventE ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventE-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventE-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventF ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventF-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventF-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold ::= CHOICE {


rssi






RSSI-Value-IncrDecrThres,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


acknowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


timesslot-iscp



TimeSlot-ISCP-Value-IncrDecrThres,


sir






SIR-Value-IncrDecrThres,


sir-error




SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}
ReportCharacteristicsType-MeasurementThreshold ::= CHOICE {


rssi






RSSI-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


timesslot-iscp



TimeSlot-ISCP-Value,


sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


round-trip-time




Round-Trip-Time-Value,

rx-timing-deviation



Rx-Timing-Deviation-Value,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}



_1004448572.doc


















Common Measurement 



INITIATION FAILURE







Common Measurement INITIATION Request







Node B







CRNC
























_1004452157.doc


CRNC







Node B







DEDICATED Measurement INITIATION Request







DEDICATED Measurement INITIATION resPONSE








































_1012372079.unknown

_1004448555.doc


CRNC







Node B







Common Measurement INITIATION Request







Common Measurement INITIATION resPONSE








































