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9.2.3.1
Burst Type

Defines the burst type of the physical channel, see ref. [12].

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Burst Type


ENUMERATED (Type1, Type2, Type3)


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfErrors,


maxRateMatching,


maxNrOfPoints,

maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count

FROM RNSAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolExtensionContainer{},


RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN

CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}

Active-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSI


TGPSI,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
AllocationRetentionPriority

::= FrameHandlingPriority

AllowedQueuingTime


::= INTEGER (0..60)

-- seconds

-- B

BetaCD ::= INTEGER (0..15)
BindingID



::= OCTET STRING (SIZE (1..4,...))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

Block-STTD-Indicator
::= ENUMERATED {


active,


inactive

}
BurstType ::= ENUMERATED {


type1 (1),


type2 (2),


type3 (3)

}

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


no-closed-loop-timing-adjustment-mode-configured,

measurement-temporaily-not-available,

invalid-CM-settings,

unspecified,


...

}

CauseTransport ::= ENUMERATED {


transmission-link-failure,


transmission-port-not-available,


unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellIndividualOffset
::= INTEGER (-20..20)

CellParameterID



::= INTEGER (0..127)

CFN




::= INTEGER (0..255)

ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding

}

ChipOffset



::= INTEGER (0..38399)

ClosedLoopMode1-SupportIndicator
::= ENUMERATED {


closedLoop-Mode1-Supported,


closedLoop-Mode1-not-Supported

}

ClosedLoopMode2-SupportIndicator
::= ENUMERATED {


closedLoop-Mode2-Supported,


closedLoop-Mode2-not-Supported

}

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...

}
CodeNumber ::= INTEGER (0..maxCodeNumComp-1)
CodingRate ::= ENUMERATED {


half,


third
}

CRC-Size 



::= ENUMERATED {

v0,


v8,


v12,


v16,


v24

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode



ProcedureCode


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


criticalityResponse


Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CTFC




::= INTEGER (0..maxCTFC)

CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC




LAC,


iE-Extensions

ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC




LAC,


rAC




RAC,


iE-Extensions

ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

C-RNTI




::= INTEGER (0..65535)

-- D

DCH-ID




::= INTEGER (0..255)

DedicatedMeasurementType ::= ENUMERATED { 


sir, 


sir-error, 


transmitted-code-power, 


rSCP, 


round-trip-time,

rx-timing-deviation,

... 

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value


SIR-Value,


sIR-ErrorValue


SIR-Error-Value,


transmittedCodePowerValue
Transmitted-Code-Power-Value,

rSCP



RSCP-Value,
-- TDD only


roundTripTime

Round-Trip-Time-Value,  -- FDD only

rxTimingDeviationValue
Rx-Timing-Deviation-Value,
-- TDD only

...

}

DeltaSIR



::= INTEGER (0..30)

-- Step 0.1 (Range 0..3).
DiversityControlField


::= ENUMERATED {


may,


must,


must-not

}

DiversityMode



::= ENUMERATED {


none,


sTTD,


closedLoopMode1,


closedLoopMode2

}

DL-DPCH-SlotFormat


::= INTEGER (0..16)

DL-SIRTarget



::= UL-SIR

DL-Power



::= INTEGER (-350..150)

-- Value = DL-Power / 10

-- Unit dB, Range –35dB .. +15dB, Step +0.1dB

D-RNTI




::= INTEGER (0..1048575)

D-RNTI-ReleaseIndication ::= ENUMERATED {


release-D-RNTI,


not-release-D-RNTI
}

DL-ScramblingCode


::= INTEGER (0..15)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

Downlink-Compressed-Mode-Method 
::= ENUMERATED {


puncturing,


sFdiv2,


higher-layer-scheduling
}
DPCH-ID




::= INTEGER (0..239)

DPCHConstantValue ::= INTEGER (-10..10)

-- Unit dB, Step 1dB
DRACControl

::= ENUMERATED {


requested,


not-requested

}

DRXCycleLengthCoefficient



::= INTEGER (2..12)

D-FieldLength



::= ENUMERATED {


v1,


v2

}

DSCH-ID




::= INTEGER (0..255)
-- E

EventA ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventA-ExtIEs} } OPTIONAL,


...

}

EventA-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventB ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventB-ExtIEs} } OPTIONAL,


...

}

EventB-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
EventC ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

MeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventC-ExtIEs} } OPTIONAL,

...

}

EventC-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventD ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

MeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventD-ExtIEs} } OPTIONAL,


...

}

EventD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventE ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventE-ExtIEs} } OPTIONAL,


...

}

EventE-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventF ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventF-ExtIEs} } OPTIONAL,


...

}

EventF-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- F

FACH-InitialWindowSize


::= INTEGER { unlimited(255) } (0..255)

-- Number of frames MAC-c-sh SDUs.

-- 255 = Unlimited number of FACH data frames

FDD-DL-ChannelisationCodeNumber

::= INTEGER (0..255)

FDD-S-CCPCH-Offset


::= INTEGER (0..149)

FDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size0-5,


step-size1,


step-size1-5,


step-size2,

...
}
SchedulingPriorityIndicator 


::= INTEGER { lowest(0), highest(15) } (0..15)

FirstRLS-Indicator ::= ENUMERATED {


first-RLS,


not-first-RLS,


...

}
FrameHandlingPriority


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameOffset



::= INTEGER (0..255)

-- Frames

-- G

GapLength



::= INTEGER (1..14)

GapDuration



::= INTEGER (1..144)
GA-Cell ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinate

GeographicalCoordinate,



iE-Extensions


ProtocolExtensionContainer { {GA-Cell-ExtIEs} } OPTIONAL,



...


}

GA-Cell-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-AccessPointPosition ::= SEQUENCE {


geographicalCoordinate

GeographicalCoordinate,


iE-Extensions


ProtocolExtensionContainer { {GA-AccessPoint-ExtIEs} } OPTIONAL,


...

}

GA-AccessPoint-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GeographicalCoordinate ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude


INTEGER (0..8388607),


longitude


INTEGER (-8388608..8388607),


iE-Extensions


ProtocolExtensionContainer { {GeographicalCoordinate-ExtIEs} } OPTIONAL,


...

}

GeographicalCoordinate-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- H

-- I

IB-SG-POS
::= INTEGER (0..4095)
IB-SG-REP
::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048}
IMSI

::= OCTET STRING (SIZE(3..8))

ITPPRM

::= ENUMERATED {


mode-0,


mode-1

}
ISCP


::= INTEGER (0..91)

-- According to maping in 25.225
-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFF'H))

LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}
L3-Information



::= BIT STRING

-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MaximumAllowedULTxPower

::= INTEGER (-50..33)

MaxTFCIvalue



::= INTEGER (1..1023)
MeasurementAvailabilityIndicator
::= ENUMERATED {


measurementAvailable,

measurementnotAvailable

}

MeasurementFilterCoefficient ::=  ENUMERATED{k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19}
-- Measurement Filter Coefficient to be used for measurement
MeasurementID



::= INTEGER (0..1048575)

Multi-code-info



::= INTEGER (1..16)
MultipleURAsIndicator ::= ENUMERATED {


multiple-URAs-exist,


single-URA-exists
}

AdjustmentPeriod


::= INTEGER(1..300)

-- Unit Frame
ScaledAdjustmentRatio


::= INTEGER(0..100)

-- AdjustmentRatio  = ScaledAdjustmentRatio / 100
MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot
MeasurementChangeTime

::= INTEGER (1..6000)

-- The MeasurementChangeTime  gives the MeasurementChangeTime
-- in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unis is ms, Step is 10 ms

MeasurementHysteresisTime

::= INTEGER (1..6000)

-- The MeasurementHysteresisTime  gives the

-- MeasurementHysteresisTime in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10ms

MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

...

}
MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


round-trip-time




Round-Trip-Time-Value,

rx-timing-deviation



Rx-Timing-Deviation-Value,

...

}
MidambleShift



::= INTEGER (0..15)

MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- N

NrOfDLchannelisationcodes
::= INTEGER (1..8)
NrOfTransportBlocks


::= INTEGER (0..4095)

-- O

-- P

PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-included,


crc-not-included

}

PCCPCH-Power ::= INTEGER (-150..400)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dBm
PDSCHCodeMapping ::= SEQUENCE {


dL-ScramblingCode

DL-ScramblingCode,


signallingMethod

PDSCHCodeMapping-SignallingMethod,


iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-ExtIEs} } OPTIONAL,


...

}

PDSCHCodeMapping-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHCodeMapping-SignallingMethod ::= CHOICE {


pDSCHCodeMapping-SignallingMethod-CodeRange

PDSCHCodeMapping-SignallingMethod-CodeRange,


pDSCHCodeMapping-SignallingMethod-TFCIRange

PDSCHCodeMapping-SignallingMethod-TFCIRange,


pDSCHCodeMapping-SignallingMethod-Explicit

PDSCHCodeMapping-SignallingMethod-Explicit

 }
PDSCHCodeMapping-SignallingMethod-CodeRange ::= SEQUENCE (SIZE (1..maxNoCodeGroups)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



start-CodeNumber

CodeNumber,



stop-CodeNumber


CodeNumber,



...


}

PDSCHCodeMapping-SignallingMethod-TFCIRange ::= SEQUENCE (SIZE (1..maxNoTFCIGroups)) OF

SEQUENCE {



maxTFCIvalue


MaxTFCIvalue,



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



...


}

PDSCHCodeMapping-SignallingMethod-Explicit ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



...


}
Periodic ::= SEQUENCE {


reportPeriodicity

ReportPeriodicity,


iE-Extensions


ProtocolExtensionContainer { {Periodic-ExtIEs} } OPTIONAL,


...

}

Periodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PLMN-ID ::= OCTET STRING (SIZE(3))
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}

PowerOffset



::= INTEGER (0..24)

PRACH-Midamble ::= ENUMERATED {


inverted,


direct,


...

}

PRACH-MinimumSpreadingFactor 
::= ENUMERATED {


v32,


v64,


v128,


v256,


...

}

PreambleSignatures


::= BIT STRING (SIZE (16))

-- Bit 0=P0, Bit 1=P1, .. ,Bit 15=P15 See ref. [21] --
PrimaryCPICH-Power


::= INTEGER (-100..500)

-- step 0.1 (Range –10.0..50.0) Unit is dBm

PrimaryCPICH-EcNo


::= INTEGER (-30..30)

PrimaryCCPCH-RSCP


::= INTEGER (0..91)

-- According to maping in [14]

PrimaryScramblingCode


::= INTEGER (0..511)

PropagationDelay


::= INTEGER (0..255)

SyncCase ::= ENUMERATED {


case1,


case2
}

PunctureLimit



::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100
-- Q

QE-Selector ::= ENUMERATED {


selected,


non-selected

}

-- R

RAC




::= OCTET STRING (SIZE(1))

RACH-SubChannelNumbers 


::= BIT STRING (SIZE (12))

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 11=Sub Channel Number 11
RANAP-RelocationInformation

::= BIT STRING

RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RB-Identity





::= INTEGER (0..15)
RefTFCNumber ::= INTEGER (0..15)
RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64

}

RepetitionNumber ::= INTEGER (0..255)

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF,


...

}

ReportPeriodicity ::= CHOICE {


ten-msec 



INTEGER (1..6000),

-- The Report Periodicity gives the reporting periodicity in number of 10 ms periods.

-- E.g. value 6000 means 60000ms (i.e. 1min)

-- Unit ms, Step 10ms

min



INTEGER (1..60)

-- Unit min, Step 1min
}

RL-ID




::= INTEGER (0..31)

RL-Set-ID



::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)

RPM

::= ENUMERATED {


mode-0,


mode-1

}
Round-Trip-Time-IncrDecrThres ::= INTEGER(0..8190)

Round-Trip-Time-Value ::= INTEGER(0..8191)

-- According to mapping in 25.215
RSCP-Value ::= INTEGER (0..81)

-- According to mapping in [14]
RSCP-Value-IncrDecrThres ::= INTEGER (0..80)
Rx-Timing-Deviation-Value ::= INTEGER (0..2047)
-- S

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC




LAC,


sAC




SAC,


iE-Extensions

ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

SAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-TimeSlot



::= INTEGER (0..6)
ScramblingCodeNumber ::= INTEGER (0..15)
SIR-Error-Value


::= INTEGER (0..125)
SIR-Error-Value-IncrDecrThres


::= INTEGER (0..124)

SIR-Value



::= INTEGER (0..63)

-- According to mapping in 25.215/25.225

SIR-Value-IncrDecrThres ::= INTEGER (0..62)
SecondaryCCPCH-SlotFormat

::= INTEGER (0..17)

-- refer to 25.211

SN




::= TimeSlot

S-FieldLength



::= ENUMERATED {


v1,


v2

}

SpreadingFactor


::= INTEGER (4| 8| 16| 32| 64| 128| 256)
S-RNTI




::= INTEGER (0..1048575)

-- From 0 to 2^20-1

SSDT-CellID ::= ENUMERATED {


a,


b,


c,


d,


e,


f,


g,


h

}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long

}

SSDT-Indication ::= ENUMERATED {


sSDT-active-in-the-UE,


sSDT-not-active-in-the-UE

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-supported,


sSDT-not-supported 

}

STTD-Indicator
::= ENUMERATED {


active,


inactive

}

STTD-SupportIndicator
::= ENUMERATED {


sTTD-Supported,


sTTD-not-Supported

}

-- T

TDD-ChannelisationCode 


::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,


...

}
TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}
TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32

}

TFCI-Presence ::= ENUMERATED {


present,


not-present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split

}

TGD




::= INTEGER (0|15..269)

-- 0 = Undefined, only one transmission gap in the transmission gap pattern sequence 

TGPRC 



::= INTEGER (0..63)

-- 0 = infinity

TGPSI



::= INTEGER (1.. maxTGPS)

TGSN



::= INTEGER (0..14)
TimeSlot



::= INTEGER (0..14)

ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

Transmission-Gap-Pattern-Sequence-Information ::= SEQUENCE (SIZE (1..maxTGPS)) OF


SEQUENCE {



tGPSI


TGPSI,



tGSN


TGSN,


tGL1


GapLength,


tGL2


GapLength
OPTIONAL,


tGD



TGD,


tGPL1


GapDuration,


tGPL2


GapDuration
OPTIONAL,


rPM



RPM,


iTPPRM


ITPPRM,


uL-DL-mode

UL-DL-mode,


downlink-Compressed-Mode-Method

Downlink-Compressed-Mode-Method

OPTIONAL,




-- This IE is only present if the value of the UL/DL mode IE is "DL only" or "UL/DL"


uplink-Compressed-Mode-Method

Uplink-Compressed-Mode-Method

OPTIONAL,




-- This IE is only present if the value of the UL/DL mode IE is "UL only" or "UL/DL"


dL-FrameType

DL-FrameType,



delta-SIR1

DeltaSIR,


delta-SIR-after1
DeltaSIR,



delta-SIR2

DeltaSIR
OPTIONAL,


delta-SIR-after2
DeltaSIR
OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {Transmission-Gap-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,



...


}

Transmission-Gap-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmission-Gap-Pattern-Sequence-Information-Response 
::= ENUMERATED{

code-change,
nocode-change

}
TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80

}

TransmitDiversityIndicator ::= ENUMERATED {


active,


inactive

}

TransportBearerID

::= INTEGER (0..4095)

TransportBearerRequestIndicator

::= ENUMERATED {


bearer-requested,


bearer-not-requested

}

TransportBlockSize


::= INTEGER (0..5000)

-- Unit is bits

TransportFormatCombination-Beta ::= CHOICE {


signalledGainFactors 
SEQUENCE {



betaC




BetaCD,



betaD




BetaCD,


    refTFCNumber


RefTFCNumber
OPTIONAL


},


refTFCNumber


RefTFCNumber

}
TFCS ::= SEQUENCE {


tFCSvalues


CHOICE {



no-Split-in-TFCI


TFCS-TFCSList,



split-in-TFCI



SEQUENCE {




transportFormatCombination-DCH

TFCS-DCHList,




signallingMethod




CHOICE {





tFCI-Range





TFCS-MapingOnDSCHList,





explicit






TFCS-DSCHList




}



}


},


iE-Extensions

ProtocolExtensionContainer  { { TFCS-ExtIEs} }

OPTIONAL,


...

}

TFCS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-TFCSList ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



tFC-Beta

TransportFormatCombination-Beta 
OPTIONAL,



iE-Extensions

ProtocolExtensionContainer  { { TFCS-TFCSList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFCSList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-CTFC ::= INTEGER (0..maxCTFC)

TFCS-DCHList ::= SEQUENCE (SIZE (1..maxTFCI1Combs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



iE-Extensions

ProtocolExtensionContainer  { { TFCS-DCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-DCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-MapingOnDSCHList ::= SEQUENCE (SIZE (1..maxNoTFCIGroups)) OF


SEQUENCE {



maxTFCI-field2-Value

TFCS-MaxTFCI-field2-Value,



cTFC-DSCH



TFCS-CTFC,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-MapingOnDSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-MapingOnDSCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-MaxTFCI-field2-Value ::= INTEGER (1..maxTFCI2Combs-1)

TFCS-DSCHList ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF


SEQUENCE {



cTFC-DSCH



TFCS-CTFC,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-DSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-DSCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE is only present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent --


notApplicable

NULL,


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeInterval,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalList-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmitted-Code-Power-Value ::= INTEGER (0..127)

-- According to mapping in 25.215/25.225
Transmitted-Code-Power-Value-IncrDecrThres ::= INTEGER (0..112,...)
TransportFormatManagement ::= ENUMERATED {


cell-based,


ue-based,


...

}
TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeInterval,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


notApplicable


NULL,


...

}

SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))

TrCH-SrcStatisticsDescr

::= ENUMERATED {


speech,


rRC,


unknown,


...

}

TxDiversityIndicator
::= ENUMERATED {


true,


false

}

-- U

UARFCN




::= INTEGER (0..16383,...)

-- Corresponds to: 0.0Hz..3276.6Mhz. See 25.101, 25.105

UL-DL-mode ::= ENUMERATED {


ul-only,


dl-only,


both-ul-and-dl

}

Uplink-Compressed-Mode-Method 
::= ENUMERATED {


sFdiv2,


higher-layer-scheduling
}
UL-SIR




::= INTEGER (-82..173)

-- The UL-SIR gives the UL-SIR in number of 0.1 dB steps.

-- E.g. Value 173 means 17.3 dB

-- Unit dB. Step 0.1 dB.
UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCCH-SlotFormat


::= INTEGER (0..5)

UL-FP-Mode ::= ENUMERATED {


normal,


silent
}

UL-InterferenceLevel

::= INTEGER (-1280..-600)

-- The UL-InterferenceLevel gives the UL-InterferenceLevel in number

-- of 0.1 dBm steps.

-- E.g. Value -600 means -60 dBm

-- Unit dBm. Step 0.1 dBm.
UL-ScramblingCode ::= SEQUENCE {


ul-ScramblingCodeNumber

UL-ScramblingCodeNumber,


ul-ScramblingCodeLength

UL-ScramblingCodeLength,


iE-Extensions


ProtocolExtensionContainer { {UL-ScramblingCode-ExtIEs} } OPTIONAL

}

UL-ScramblingCode-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long

}

UL-ScramblingCodeNumber


::= INTEGER (0..16777215)

URA-ID




::= INTEGER (0..65535)

USCH-ID




::= INTEGER (0..255)
-- V

-- W

-- X

-- Y

-- Z

END
9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

RNSAP-CommonDataTypes -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProcedureID ::= SEQUENCE {


procedureCode


ProcedureCode,


ddMode



ENUMERATED { tdd, fdd, common }

}

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TransactionID

::= CHOICE {


shortTransActionId
INTEGER (0..127),


longTransActionId
INTEGER (0..32767)

}
TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome, outcome }

END
--9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitiationFDD



INTEGER ::= 0

id-commonTransportChannelResourcesInitiationTDD



INTEGER ::= 1

id-commonTransportChannelResourcesRelease




INTEGER ::= 2

id-compressedModeCommandFDD








INTEGER ::= 4

id-downlinkPowerControl









INTEGER ::= 6

id-downlinkSignallingTransfer







INTEGER ::= 7

id-errorIndication










INTEGER ::= 8

id-measurementFailure









INTEGER ::= 9

id-measurementInitiation








INTEGER ::= 10

id-measurementReporting









INTEGER ::= 11

id-measurementTermination








INTEGER ::= 12

id-pagingRequest










INTEGER ::= 13

id-physicalChannelReconfiguration






INTEGER ::= 14

id-privateMessage










INTEGER ::= 15

id-radioLinkAddition









INTEGER ::= 16

id-radioLinkDeletion









INTEGER ::= 17

id-radioLinkFailure










INTEGER ::= 18

id-radioLinkRestoration









INTEGER ::= 19

id-radioLinkSetup










INTEGER ::= 20

id-srnsRelocationCommit









INTEGER ::= 21

id-synchronisedRadioLinkReconfigurationCancellation


INTEGER ::= 22

id-synchronisedRadioLinkReconfigurationCommit



INTEGER ::= 23

id-synchronisedRadioLinkReconfigurationPrepare



INTEGER ::= 24

id-unSynchronisedRadioLinkReconfiguration




INTEGER ::= 25

id-uplinkSignallingTransfer








INTEGER ::= 26

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 








INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs








INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16
maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfSCCPCHs






INTEGER ::= 10
maxNrOfULTs







INTEGER ::= 15
maxNrOfDLTs







INTEGER ::= 15
maxRNCinURA-1






INTEGER ::= 15
maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













INTEGER ::= 4

id-BindingID















INTEGER ::= 5

id-C-ID

















INTEGER ::= 6

id-C-RNTI
















INTEGER ::= 7

id-CFN

















INTEGER ::= 8

id-CN-CS-DomainIdentifier












INTEGER ::= 9

id-CN-PS-DomainIdentifier












INTEGER ::= 10

id-Cause
















INTEGER ::= 11

id-CellItem-PagingRqst













INTEGER ::= 12

id-CombiningItem-RL-AdditionFailureFDD









INTEGER ::= 15

id-CombiningItem-RL-AdditionRspFDD










INTEGER ::= 16

id-CombiningItem-RL-AdditionRspTDD










INTEGER ::= 17

id-CombiningItem-RL-SetupFailureFDD










INTEGER ::= 18

id-CombiningItem-RL-SetupRspFDD











INTEGER ::= 19

id-CriticalityDiagnostics












INTEGER ::= 20

id-D-RNTI
















INTEGER ::= 21

id-D-RNTI-ReleaseIndication












INTEGER ::= 22

id-DCH-AddList-RL-ReconfPrepFDD











INTEGER ::= 26

id-DCH-AddList-RL-ReconfPrepTDD











INTEGER ::= 27

id-DCH-AddList-RL-ReconfRqstFDD











INTEGER ::= 28

id-DCH-AddList-RL-ReconfRqstTDD











INTEGER ::= 29

id-DCH-DeleteList-RL-ReconfPrepFDD










INTEGER ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










INTEGER ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










INTEGER ::= 33

id-DCH-Information-RL-SetupRqstFDD










INTEGER ::= 34

id-DCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 35

id-DCH-ModifyList-RL-ReconfPrepFDD










INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfRqstFDD










INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstTDD










INTEGER ::= 42

id-DCH-InformationResponseListIE-RL-SetupRspTDD







INTEGER ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






INTEGER ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 53

id-DL-CodeInformationListIE-PhyChReconfRqstFDD







INTEGER ::= 54

id-DL-CodeInformationListIE-RL-AdditionFailureFDD






INTEGER ::= 55

id-DL-CodeInformationListIE-RL-AdditionRspFDD







INTEGER ::= 56

id-DL-CodeInformationListIE-RL-ReconfReadyFDD







INTEGER ::= 57

id-DL-CodeInformationListIE-RL-SetupFailureFDD







INTEGER ::= 58

id-DL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 64

id-DL-SIRTarget















INTEGER ::= 66

id-DLReferencePower














INTEGER ::= 67

id-DLReferencePowerList-DL-PC-Rqst










INTEGER ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








INTEGER ::= 69

id-DRXCycleLengthCoefficient











INTEGER ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








INTEGER ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








INTEGER ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








INTEGER ::= 73

id-DedicatedMeasurementType












INTEGER ::= 74

id-DiversityIndicationItem-RL-AdditionFailureFDD






INTEGER ::= 75

id-DiversityIndicationItem-RL-AdditionRspFDD







INTEGER ::= 76

id-DiversityIndicationItem-RL-AdditionRspTDD







INTEGER ::= 77

id-DiversityIndicationItem-RL-SetupFailureFDD







INTEGER ::= 78

id-DiversityIndicationItem-RL-SetupRspFDD








INTEGER ::= 79

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 80

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 81

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 83

id-IMSI

















INTEGER ::= 84

id-L3-Information














INTEGER ::= 85

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspFDD






INTEGER ::= 86

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD






INTEGER ::= 87

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspFDD





INTEGER ::= 88

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD





INTEGER ::= 89

id-AdjustmentPeriod














INTEGER ::= 90

id-MaxAdjustmentStep













INTEGER ::= 91

id-MeasurementFilterCoefficient











INTEGER ::= 92

id-MeasurementID














INTEGER ::= 93

id-MultipleURAsIndicator












INTEGER ::= 94

id-Neighbouring-CellInformationItem-RL-SetupFailureFDD





INTEGER ::= 95
id-Neighbouring-CellInformationItem-RL-SetupRsp







INTEGER ::= 96

id-NonCombiningItem-RL-AdditionFailureFDD








INTEGER ::= 97

id-NonCombiningItem-RL-AdditionRspFDD









INTEGER ::= 98

id-NonCombiningItem-RL-AdditionRspTDD









INTEGER ::= 99

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD







INTEGER ::= 100

id-NonCombiningOrFirstRLItem-RL-SetupRspFDD








INTEGER ::= 101

id-PagingArea-PagingRqst












INTEGER ::= 102

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD


INTEGER ::= 103

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD


INTEGER ::= 104

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD
INTEGER ::= 105

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
INTEGER ::= 106

id-PowerAdjustmentType













INTEGER ::= 107

id-ProcedureScope-DL-PC-Rqst











INTEGER ::= 108

id-RANAP-RelocationInformation











INTEGER ::= 109

id-RL-Information-PhyChReconfRqstFDD









INTEGER ::= 110

id-RL-Information-PhyChReconfRqstTDD









INTEGER ::= 111

id-RL-Information-RL-AdditionRqstFDD









INTEGER ::= 112

id-RL-Information-RL-AdditionRqstTDD









INTEGER ::= 113

id-RL-Information-RL-DeletionRqst










INTEGER ::= 114

id-RL-Information-RL-FailureInd











INTEGER ::= 115

id-RL-Information-RL-ReconfPrepFDD










INTEGER ::= 116

id-RL-Information-RL-RestoreInd











INTEGER ::= 117

id-RL-Information-RL-SetupRqstFDD










INTEGER ::= 118

id-RL-Information-RL-SetupRqstTDD










INTEGER ::= 119

id-RL-InformationItem-DM-Rprt











INTEGER ::= 120

id-RL-InformationItem-DM-Rqst











INTEGER ::= 121

id-RL-InformationItem-DM-Rsp











INTEGER ::= 122

id-RL-InformationItem-RL-SetupRqstFDD









INTEGER ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








INTEGER ::= 124

id-RL-InformationList-RL-DeletionRqst









INTEGER ::= 125

id-RL-InformationList-RL-ReconfPrepFDD









INTEGER ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








INTEGER ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








INTEGER ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








INTEGER ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







INTEGER ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







INTEGER ::= 131

id-RL-InformationResponseItem-RL-ReconfRsp








INTEGER ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







INTEGER ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







INTEGER ::= 135

id-RL-InformationResponseList-RL-ReconfRsp








INTEGER ::= 136

id-RL-InformationResponseList-RL-SetupRspFDD







INTEGER ::= 137

id-RLItem-DM-Rprt














INTEGER ::= 138

id-RLItem-DM-Rqst














INTEGER ::= 139

id-RLItem-DM-Rsp














INTEGER ::= 140

id-RL-ReconfigurationFailure-RL-ReconfFail








INTEGER ::= 141

id-RL-Set-InformationItem-DM-Rprt










INTEGER ::= 143

id-RL-Set-InformationItem-DM-Rqst










INTEGER ::= 144

id-RL-Set-InformationItem-DM-Rsp










INTEGER ::= 145

id-RL-Set-Information-RL-FailureInd










INTEGER ::= 146

id-RL-Set-Information-RL-RestoreInd










INTEGER ::= 147

id-RL-SetItem-DM-Rprt













INTEGER ::= 148

id-RL-SetItem-DM-Rqst













INTEGER ::= 149

id-RL-SetItem-DM-Rsp













INTEGER ::= 150

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind







INTEGER ::= 151

id-ReportCharacteristics












INTEGER ::= 152

id-Reporting-Object-RL-FailureInd










INTEGER ::= 153

id-Reporing-Object-RL-RestoreInd










INTEGER ::= 154

id-S-RNTI
















INTEGER ::= 155

id-SAI

















INTEGER ::= 156

id-SRNC-ID
















INTEGER ::= 157

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD








INTEGER ::= 158

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





INTEGER ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




INTEGER ::= 162

id-TransportBearerID













INTEGER ::= 163

id-TransportBearerRequestIndicator










INTEGER ::= 164

id-TransportLayerAddress












INTEGER ::= 165

id-UC-ID
















INTEGER ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







INTEGER ::= 167

id-UL-CCTrCH-InformationAddItem-RL-ReconfRqstTDD






INTEGER ::= 168

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 169

id-UL-CCTrCH-InformationAddList-RL-ReconfRqstTDD






INTEGER ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 183

id-UL-SIRTarget















INTEGER ::= 184

id-URA-ID
















INTEGER ::= 185

id-URAItem-PagingRqst













INTEGER ::= 186

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




INTEGER ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




INTEGER ::= 190
id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 191

id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD



INTEGER ::= 192

id-Active-Pattern-Sequence-Information









INTEGER ::= 193

id-AdjustmentRatio














INTEGER ::= 194
id-All-RLItem-DM-Rqst













INTEGER ::= 195

id-All-RLItem-Set-DM-Rqst












INTEGER ::= 196

id-CauseLevel-RL-AdditionFailureFDD










INTEGER ::= 197

id-CauseLevel-RL-AdditionFailureTDD










INTEGER ::= 198

id-CauseLevel-RL-ReconfFailure











INTEGER ::= 199

id-CauseLevel-RL-SetupFailureFDD










INTEGER ::= 200
id-CauseLevel-RL-SetupFailureTDD










INTEGER ::= 201
id-DCH-InformationResponseListIE-RL-ReconfReadyFDD






INTEGER ::= 202
id-DCH-InformationResponseListIE-RL-ReconfReadyTDD






INTEGER ::= 203
id-DCH-InformationResponseListIE-RL-ReconfRsp







INTEGER ::= 204
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






INTEGER ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






INTEGER ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 210
id-DL-CodeInformationListIE-RL-ReconfResp








INTEGER ::= 211
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 214
id-DSCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 215
id-DSCH-Add-RL-ReconfPrepFDD











INTEGER ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 217
id-DSCH-Delete-RL-ReconfPrepFDD











INTEGER ::= 218
id-DSCH-InformationItem-RL-SetupRqstFDD









INTEGER ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 221
id-DSCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 222
id-DSCH-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 223
id-DSCH-InformationResponseListIE-RL-AdditionFailureFDD





INTEGER ::= 224
id-DSCH-InformationResponseListIE-RL-SetupFailureFDD





INTEGER ::= 225
id-DSCH-Information-RL-SetupRqstFDD










INTEGER ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 227
id-DSCH-Modify-RL-ReconfPrepFDD











INTEGER ::= 228
id-DSCHToBeAddedOrModifiedIE-RL-ReconfReadyFDD







INTEGER ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 230
id-GA-AccessPointPosition












INTEGER ::= 231
id-GA-Cell
















INTEGER ::= 232
id-GeneralCauseItem-RL-AdditionFailureFDD








INTEGER ::= 233
id-GeneralCauseItem-RL-AdditionFailureTDD








INTEGER ::= 234
id-GeneralCauseItem-RL-ReconfFailure









INTEGER ::= 235
id-GeneralCauseItem-RL-SetupFailureFDD









INTEGER ::= 236
id-GeneralCauseItem-RL-SetupFailureTDD









INTEGER ::= 237
id-MeasurementAvailableItem-DedicatedMeasurementReport





INTEGER ::= 238

id-MeasurementnotAvailableItem-DedicatedMeasurementReport




INTEGER ::= 239

id-Neighbouring-CellInformationItem-RL-AdditionFailureFDD




INTEGER ::= 240
id-Neighbouring-CellInformationItem-RL-AdditionRsp






INTEGER ::= 241
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspFDD





INTEGER ::= 242
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD





INTEGER ::= 243
id-RLItem-RL-FailureInd













INTEGER ::= 244
id-RLItem-RL-RestoreInd













INTEGER ::= 245
id-RL-SetItem-RL-FailureInd












INTEGER ::= 246
id-RL-SetItem-RL-RestoreInd












INTEGER ::= 247
id-RLSpecificCauseItem-RL-AdditionFailureFDD







INTEGER ::= 248
id-RLSpecificCauseItem-RL-AdditionFailureTDD







INTEGER ::= 249
id-RLSpecificCauseItem-RL-ReconfFailure









INTEGER ::= 250
id-RLSpecificCauseItem-RL-SetupFailureFDD








INTEGER ::= 251
id-RLSpecificCauseItem-RL-SetupFailureTDD








INTEGER ::= 252
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspFDD




INTEGER ::= 253
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD




INTEGER ::= 254
id-Transmission-Gap-Pattern-Sequence-Information






INTEGER ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







INTEGER ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







INTEGER ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




INTEGER ::= 266
id-USCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 270
id-USCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 273
END
--9.3.7
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

RNSAP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID


FROM RNSAP-CommonDataTypes


maxPrivateIEs,


maxProtocolExtensions,


maxProtocolIEs

FROM RNSAP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

RNSAP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&criticality


Criticality,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

RNSAP-PROTOCOL-IES-PAIR ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&firstCriticality

Criticality,


&FirstValue,


&secondCriticality

Criticality,


&SecondValue,


&presence


Presence

}

WITH SYNTAX {


ID



&id


FIRST CRITICALITY 

&firstCriticality


FIRST TYPE


&FirstValue


SECOND CRITICALITY 

&secondCriticality


SECOND TYPE


&SecondValue


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

RNSAP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 



UNIQUE,


&criticality


Criticality,


&Extension,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Private IEs

--

-- **************************************************************

RNSAP-PRIVATE-IES ::= CLASS {


&id



PrivateIE-ID,


&criticality


Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE


&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {RNSAP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {RNSAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



RNSAP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


RNSAP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



RNSAP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



RNSAP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

RNSAP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


RNSAP-PROTOCOL-IES-PAIR.&FirstValue
        ({IEsSetParam}{@id}),


secondCriticality

RNSAP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


RNSAP-PROTOCOL-IES-PAIR.&SecondValue
        ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



RNSAP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


RNSAP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


RNSAP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs

--

-- **************************************************************

PrivateIE-Container {RNSAP-PRIVATE-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {RNSAP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id



RNSAP-PRIVATE-IES.&id


({IEsSetParam}),


criticality


RNSAP-PRIVATE-IES.&criticality

({IEsSetParam}{@id}),


value


RNSAP-PRIVATE-IES.&Value

({IEsSetParam}{@id})

}

END
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