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Introduction

Following on from the 'Iub optional IE handling and extensibility' ad hoc reported in tdoc R3-002221, it was agreed that the identification of optional IE's requiring extra descriptive text provided in that document for NBAP should also be done for RNSAP.

This document aims to identify the optional IE's in 25.423 where extra descriptive text and/or clarification is felt to be needed. As with NBAP, each instance of an optional parameter (marked as O or with repetition 0..X) has been classified as either well-documented
, or in need of work
 (either new text or clarification). 

Summary of Procedures

The following highlighted procedures need at least some work:

Class 1

Elementary Procedure
Initiating Message
Successful Outcome
Unsuccessful Outcome



Response message
Response message
Timer

Radio Link Setup
RADIO LINK SETUP REQUEST
RADIO LINK SETUP RESPONSE
RADIO LINK SETUP FAILURE


Radio Link Addition
RADIO LINK ADDITION REQUEST
RADIO LINK ADDITION RESPONSE
RADIO LINK ADDITION FAILURE


Radio Link Deletion
RADIO LINK DELETION REQUEST
RADIO LINK DELETION RESPONSE



Synchronised Radio Link Reconfiguration Preparation
RADIO LINK RECONFIGURATION PREPARE
RADIO LINK RECONFIGURATION READY
RADIO LINK RECONFIGURATION FAILURE


Unsynchronised Radio Link Reconfiguration
RADIO LINK RECONFIGURATION REQUEST
RADIO LINK RECONFIGURATION RESPONSE
RADIO LINK RECONFIGURATION FAILURE


Physical Channel Reconfiguration
PHYSICAL CHANNEL RECONFIGURATION REQUEST
PHYSICAL CHANNEL RECONFIGURATION COMMAND
PHYSICAL CHANNEL RECONFIGURATION FAILURE


Measurement Initiation
DEDICATED MEASUREMENT INITIATION REQUEST
DEDICATED MEASUREMENT INITIATION RESPONSE
DEDICATED MEASUREMENT INITIATION FAILURE


Compressed Mode Preparation [FDD]
COMPRESSED MODE PREPARE
COMPRESSED MODE READY
COMPRESSED MODE FAILURE


Common Transport Channel Resources Initiation
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE
COMMON TRANSPORT CHANNEL RESOURCES FAILURE


Class 2

Elementary Procedure
Initiating Message

Uplink Signalling Transfer
UPLINK SIGNALLING TRANSFER INDICATION

Downlink Signalling Transfer
DOWNLINK SIGNALLING TRANSFER REQUEST

SRNS Relocation Commit
SRNS RELOCATION COMMIT

Paging
PAGING REQUEST

Synchronised Radio Link Reconfiguration Commit
RADIO LINK RECONFIGURATION COMMIT

Synchronised Radio Link Reconfiguration Cancellation
RADIO LINK RECONFIGURATION CANCEL

Radio Link Failure
RADIO LINK FAILURE INDICATION

Radio Link Restoration
RADIO LINK RESTORE INDICATION

Measurement Reporting
DEDICATED MEASUREMENT REPORT

Measurement Termination
DEDICATED MEASUREMENT TERMINATION REQUEST

Measurement Failure
DEDICATED MEASUREMENT FAILURE INDICATION

Downlink Power Control [FDD]
DL POWER CONTROL REQUEST

Compressed Mode Commit [FDD]
COMPRESSED MODE COMMIT

Compressed Mode Cancellation [FDD]
COMPRESSED MODE CANCEL

Common Transport Channel Resources Release
COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

Error Indication
ERROR INDICATION

Issues Identified During Analysis

During the analysis, a number of errors were spotted as detailed below. It is proposed that companies allocated to address the optional IE descriptive text also solve these.

RADIO LINK SETUP

· The TDD radio link setup procedure refers to a DL TX power level being (possibly) received, but no such IE is present in the RADIO LINK SETUP REQUEST message.

· The DSCH text is currently tagged TDD - why?

· The neighbour cell information group in the TDD RADIO LINK SETUP RESPONSE message incorrectly has a presence indicator.

· The neighbour cell information group in the FDD RADIO LINK FAILURE message incorrectly has a presence indicator.

RADIO LINK ADDITION

· The procedure text describes the PRIMARY CCPCH Ec/No IE in the FDD RADIO LINK ADDITION REQUEST message and the message contains PRIMARY CPICH Ec/No.

SYNCHRONISED RADIO LINK RECONFIGURATION PREPARE

· The procedure text for the FDD RADIO LINK RECONFIGURATION PREPARE message refers to a UL CHANNELISATION CODE IE but the message contains a MIN UL CHANNELISATION CODE LENGTH IE.
· The procedure text for the FDD RADIO LINK RECONFIGURATION PREPARE message refers to a UL DPCCH Structure IE but the message contains a UL DPCCH SLOT FORMAT IE.
· The procedure text for the FDD RADIO LINK RECONFIGURATION PREPARE message refers to a DL DPCCH Structure IE but the message contains a DL DPCCH SLOT FORMAT IE.
· In the FDD RADIO LINK RECONFIGURATION PREPARE message the group 'DSCH Info' inside the master group 'DSCH to modify' has the range <0> to <maxnoDSCHs>. However, if the group 'DSCH to modify' has a value 1 then surely there must be at least 1 corresponding 'DSCH Info' group - so shouldn't the range start at 1?

PHYSICAL CHANNEL RECONFIGURATION

· In the PHYSICAL CHANNEL RECONFIGURATION COMMAND message the assigned criticality for the criticality diagnostics is mis-spelt.

MEASUREMENT INITIATION

· In the DEDICATED MEASUREMENT INITIATION RESPONSE message there is a note in the semantics description for the TRANSACTION ID IE - has this been solved?

· Was a CR submitted to change the tabular structure of the DEDICATED MEASUREMENT INITIATION RESPONSE message? At present it shows that a measurement result is always returned in this message - but this is only true for the 'on demand' measurement.

9
Elements for RNSAP Communication

9.1
Message Functional Definition and Content

9.1.1
General

This subclause defines the structure of the messages required for the RNSAP protocol in tabular format. The corresponding ASN.1 definition is presented in section 9.3. In case there is contradiction between the tabular format in section 9.1 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional IEs, where the tabular format shall take precedence.
9.1.2
Message Contents

9.1.2.1
Presence
An information element can be of the following types:

M 
The information element is mandatory, i.e. always present in the message

O 
The information element is optional, i.e. may or may not be present in the message independently on the presence or value of other information elements in the same message

C# 
The presence of the information element is conditional to the presence or to the value of another information element, as reported in the table below the message containing the explanation of the condition.

In case of an information element group, the group is preceded by a name for the info group (in bold). It is also indicated how many times a group may be repeated in the message and whether the group is conditional. Each group may be also repeated within one message. The presence field of the information elements inside one group defines if the information element is mandatory, optional or conditional if the group is present.

9.1.2.2
Criticality

Each information element or Group of information elements may have a criticality information applied to it.
Following cases are possible:

–
No criticality information is applied explicitly.

YES
Criticality information is applied. 'YES' is usable only for non-repeatable information elements.

GLOBAL
The information element and all its repetitions together have one common criticality information. 'GLOBAL' is usable only for repeatable information elements.

EACH
Each repetition of the information element has its own criticality information. It is not allowed to assign different criticality values to the repetitions. 'EACH' is usable only for repeatable information elements.

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information

1


YES
reject

>UL Scrambling Code
M

9.2.2.53

–


>Min UL Channelisation Code Length 
M

9.2.2.25

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.24

–


>Puncture Limit
M

9.2.1.46
For the UL.
–


>TFCS
M

TFCS for the UL 9.2.1.63

–


>UL DPCCH Slot Format
M

9.2.2.52

–


>Uplink SIR Target
O

Uplink SIR

9.2.1.69

–


>Diversity mode
M

9.2.2.8

–


>D Field Length
C-FB

9.2.2.5

–


>SSDT Cell Identity Length
O

9.2.2.41

–


>S Field Length
O

9.2.2.36

–


DL DPCH Information

1


YES
reject

>TFCS
M

TFCS for the DL.

9.2.1.63

–


>DL DPCH Slot Format
M

9.2.2.9

–


>Number of DL channelisation codes
M



–


>TFCI Signalling Mode
M

9.2.2.46

–


>TFCI Presence
C- SlotFormat

9.2.1.55

–


>Multiplexing  Position
M

9.2.2.26

–


>Power Offset Information

1


–


>>PO1
M

Power Offset
9.2.2.30
Power offset for the TFCI bits.
–


>>PO2
M

Power Offset
9.2.2.30
Power offset for the TPC bits.
–


>>PO3
M

Power Offset
9.2.2.30
Power offset for the pilot bits.
–


>FDD TPC Downlink Step Size
M

9.2.2.16

–


>Limited Power Increase
M

9.2.1.33

–


DCH Information

1..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention  Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.2.34

–


>>DRAC control
M

9.2.2.13

–


DSCH Information

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


EACH
reject

>>DSCH ID
M



–


>>TrCh Source

Statistics Descriptor
M



–


>>Transport Format 

Set
M


For DSCH
–


>>Allocation/Retention

Priority
M



–


>>Scheduling Priority

Indicator
M



–


>>BLER 
M



–


>PDSCH RL ID
M

RL ID




>TFCS
M

TFCS for the DL.
For DSCH
–


RL Information

1…<maxnoofRLs>


EACH
notify

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>First RLS Indicator
M



-


>Frame Offset
M

9.2.1.30

–


>Chip Offset
M

9.2.2.1

–


>Propagation Delay
O

9.2.2.33

–


>Diversity Control Field
C – NotFirstRL

9.2.2.6

–


>Initial DL TX Power
O

DL Power

9.2.2.10

–


>Primary CPICH Ec/No
O

9.2.2.32

–


>SSDT Cell Identity 
O

9.2.2.40

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.50

–


Transmission Gap Pattern Sequence Information
O



YES
reject

Active Pattern Sequence Information
O



YES
reject

Condition
Explanation

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4

FB
This IE is present only if Feed Back mode diversity is activated.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

Range bound
Explanation

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofRLs
Maximum number of RLs for one UE.

9.1.3.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and USCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the UL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and DSCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the DL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


>TDD TPC Downlink Step Size
M

9.2.3.10

–


DCH Information

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH  ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped 
–


>>CCTrCH  ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M



–


DSCH Information

0 to <maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH ID
M


DL CCTrCH in which the DSCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For DSCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>BLER
M



–


USCH Information

0 to  <maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH ID
M


UL CCTrCH in which the USCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For USCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>RB Info

1 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M



–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>Frame Offset
M

9.2.1.30

–


>Primary CCPCH RSCP
O

9.2.3.5

–


>Time slot ISCP Info

0..<maxnoofDLts>


–


>>Time slot
M



–


>>Time slot ISCP
M



–


Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxnoofRBs
Maximum number of Radio Bearers for one UE.

MaxnoofCCTrCHs
Maximum number of  CCTrCH for one UE.

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

RL Information Response

1..<maxnoofRLs>


EACH
ignore

>RL ID
M

9.2.1.49

–


>RL Set ID
M

9.2.2.35

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference Level
M

9.2.1.68

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code

 Number
M

9.2.2.14

–


>>TFCS
M

9.2.1.63
For the DL.
–


>>Secondary CCPCH Slot Format
M

9.2.2.38

–


>>TFCI presence
C - SlotFormat

9.2.1.55

–


>>Multiplexing Position
M

9.2.2.26

–


>>STTD Indicator
M

9.2.2.44

–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS


9.2.1.64
For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG_REP
M

9.2.2.4

–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB_SG_POS
M

9.2.2.20

–


>DL Code Information

1..

<maxnoofDLCodes


–


>>DL Scrambling Code 
M

9.2.2.8

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>Transmission Gap Pattern Sequence Information Response
O



–


>Diversity Indication
C-NotFirstRL

9.2.2.7

–


>CHOICE diversity Indication







>>Combining




YES
ignore

>>>RL ID
M

9.2.1.49
Reference RL ID for the combining
–


>>Non Combining or First RL




YES
ignore

>>>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included
–


>>>>DCH ID
M

9.2.1.16

–


>>>>Binding ID
M

9.2.1.3

–


>>>>Transport Layer Address
M

9.2.1.62

–


>SSDT Support Indicator
M

9.2.2.43

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Closed loop timing adjustment mode
O



-


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>DSCH Information Response 

0..1


YES
ignore

>>DSCH Information

1..<MaxnoofDSCHs>


–


>>>DSCH ID
M



–


>>>Priority Indicator 

1..16

Provide Information for each priority class used
–


>>>>Scheduling Priority Indicator
M


For DSCH
–


>>>>MAC-c/sh SDU Length

1..<MaxNbMAC-c/shSDULength>


–


>>>>>MAC-c/sh SDU Length
M



–


>>>Binding ID
M



–


>>>Transport Layer Address
M



–


>>PDSCH code mapping
M


PDSCH code mapping to be used
–


>Neighbouring Cell Information

0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>C-Id
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]



>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Cell Individual Offset
O

9.2.1.7




>>>Tx Diversity Indicator
M

9.2.2.50




>>>STTD Support Indicator
O

9.2.2.45




>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2




>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3




>>Per TDD Cell Information

0..<maxnoofTDDneighbours>





>>>C-Id
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
O

Uplink SIR

9.2.1.69

YES
ignore

Downlink SIR Target
O

Uplink SIR

9.2.1.69

YES
ignore

Criticality Diagnostics
B

9.2.1.13

YES
ignore

Condition
Explanation

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell.

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell.

MaxFACHCount
Maximum number of FACH's mapped onto secondary CCPCH's

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.4.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

RL Information Response

1


YES
ignore

>RL ID
M

9.2.1.49

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference per Time Slot

1 .. <maxnoofULts>

Interference Level for each UL time slot within the Radio Link
–


>>Time Slot
M

9.2.1.56

–


>>UL Interference Level
M

9.2.1.68

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code 
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DSCH Information Response

0 .. <Maxnoof DSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Priority Indicator

1..16

Provide Information for each priority class used
–


>>>Scheduling Priority Indicator
M


For DSCH
–


>>>MAC-c/sh SDU Length 

1..<MaxNbMAC-c/shSDULength>


–


>>>>MAC-c/sh SDU Length
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–


>>Transport Format Management
M



–


>USCH Information Response

0 .. <Maxnoof USCHs>


GLOBAL
ignore

>>USCH ID
M



–


>>Binding ID
M



–


>>Transport Layer

Address
M



–


>>Transport Format Management
M



–


>Neighbouring Cell Information
O
0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Tx Diversity Indicator
M

9.2.2.50




>>>STTD Support Indicator
O

9.2.2.45

–


>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2

–


>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3

–


>>Per TDD Cell Information

0..<maxnoofTDDneighbours>


–


>>>C-Id 
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
M

Uplink SIR

9.2.1.69

–


Downlink SIR Target
M

Uplink SIR

9.2.1.69

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofDPCHs
Maximum number of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

MaxnoofCCTrCHs
Maximum number of CCTrCH for one UE.

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1...<maxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause 
M

9.2.1.5

–


>>Successful RL Information Response

0..<maxnoofRLs-1>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>RL Set ID
M

9.2.2.35

–


>>>SAI
M

9.2.1.52

–


>>>UL Interference Level
M

9.2.1.68

–


>>>DL Code Information

1..<maxnoofDLCodes


GLOBAL
ignore

>>>>DL Scrambling Code 
M

9.2.2.8

–


>>>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>>Diversity Indication
M

9.2.2.7

–


>>>CHOICE diversity Indication




–


>>>>Combining




YES
ignore

>>>>>RL ID
M

9.2.1.49
Reference RL ID for the combining
–


>>>>Non Combining First RL




YES
ignore

>>>>>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


>>>>>>DCH ID
M

9.2.1.16

–


>>>>>>Binding ID
M

9.2.1.3

–


>>>>>>Transport Layer Address
M

9.2.1.62

–


>>>SSDT Support Indicator
M

9.2.2.43

–


>>>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Closed loop timing adjustment mode
O



-


>>>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>>>DSCH Information Response

0..<maxnoofDSCHs>


GLOBAL
ignore

>>>>DSCH ID
M



–


>>>>Binding ID
M



–


>>>>Transport Layer Address
M



–


>>>Neighbouring Cell Information
O
0..<maxnoofneighbouringRNCs>


EACH
ignore

>>>>RNC-Id
M

9.2.1.50

–


>>>>CN PS Domain Identifier
O

9.2.1.12

–


>>>>CN CS Domain Identifier
O

9.2.1.11

–


>>>>Per FDD Cell Information

0..<maxnoofFDDneighbours>


–


>>>>>C-Id
M

9.2.1.6

–


>>>>>UARFCN 
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]
–


>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Primary Scrambling Code
M

9.2.1.45

–


>>>>>Primary CPICH Power
O

9.2.1.44

–


>>>>>Cell Individual Offset
O

9.2.1.7

–


>>>>>Tx Diversity Indicator
M

9.2.2.50

–


>>>>>STTD Support Indicator
O

9.2.2.45

–


>>>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2

–


>>>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3

–


>>>>Per TDD Cell Information

0..<maxnoofTDDneighbours>


–


>>>>>C-Id
M

9.2.1.6

–


>>>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Cell Parameter ID
M

9.2.1.8

–


>>>>>Sync Case
M

9.2.1.54

–


>>>>>Time Slot
C-Case1

9.2.1.56

–


>>>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>>>Block STTD Indicator
M



–


>>>>>Cell Individual Offset
O

9.2.1.7

–


>>>>>DPCH Constant Value
O

9.2.1.23

–


>>>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
O

Uplink SIR

9.2.1.69

YES
ignore

Downlink SIR Target
O

Uplink SIR

9.2.1.69

YES
Ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

9.1.5.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1


YES
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause 
M

9.2.1.5

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


Uplink SIR Target
M

Uplink SIR

9.2.1.69

YES
reject

RL Information 

1..<maxnoofRLs-1>


EACH
notify

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>Frame Offset
M

9.2.1.30

–


>Chip Offset
M

9.2.2.1

–


>Diversity Control  Field
M

9.2.2.6

–


>Primary CPICH Ec/No
O

9.2.2.32

–


>SSDT Cell Identity
O

9.2.2.40




>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.50

–


Active Pattern Sequence Information
O


Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or  none of the transmission gap sequences is activated.
YES
reject

Range bound
Explanation

MaxnoofRLs
Maximum number of radio links for one UE

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

9.1.6.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>Frame Offset
M

9.2.1.30

–


>Diversity Control  Field
M

9.2.2.6

–


>Primary CCPCH RSCP
O

9.2.3.5

–


>Time slot ISCP Info

0..<maxnoofDLts>


–


>>Time slot
M



–


>>Time slot ISCP
M



–


Range bound
Explanation

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information Response

1..<maxnoofRLs-1>


EACH
ignore

>RL ID
M

9.2.1.49

–


>RL Set ID
M

9.2.2.35

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference Level
M

9.2.1.68

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code

 Number
M

9.2.2.14

–


>>TFCS
M

9.2.1.63
For the DL.
–


>>Secondary CCPCH Slot Format
M

9.2.2.38

–


>>TFCI presence
C - SlotFormat

9.2.1.55

–


>>Multiplexing Position
M

9.2.2.26

–


>>STTD Indicator
M

9.2.2.44

–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS


9.2.1.64
For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG_EP
M

9.2.2.21

–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB_SG_POS
M

9.2.2.20

–


>DL Code Information

1..<maxnoofDLCodes>


GLOBAL
ignore

>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>Transmission Gap Pattern Sequence Information Response
O



–


>Diversity Indication
M

9.2.2.7

YES
ignore

>CHOICE diversity indication







>>Combining




YES
ignore

>>>RL ID
M

9.2.1.49
Reference RL-Id
–


>>Non combining




YES
ignore

>>>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


>>>>DCH ID
M

9.2.1.16

–


>>>>Binding ID
M

9.2.1.3

–


>>>>Transport Layer Address
M

9.2.1.62

–


>SSDT Support Indicator
M

9.2.2.43

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Closed loop timing adjustment mode
O



-


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>Neighbouring Cell Information

0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>


–


>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>Tx Diversity Indicator
M

9.2.2.50

–


>>>STTD Support Indicator
O

9.2.2.45

–


>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2

–


>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3

–


>>Per TDD Cell Information

0..<maxnoofTDDneighbours>


–


>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

MaxFACHCount
Maximum number of FACH's mapped onto secondary CCPCH's

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.7.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information Response

1


YES
ignore

>RL ID
M

9.2.1.49

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference per Time Slot

1 .. <maxnoofULts>

Interference Level for each UL time slot within the Radio Link
–


>>Time Slot
M

9.2.1.56

–


>>UL Interference Level
M

9.2.1.68

–


>UL CCTrCH Information

0..<maxnoof CCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information

1..<maxnoOfDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>DL CCTrCH Information

0..<maxnoof CCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

1..<maxnoOfDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>Diversity Indication
M

9.2.2.7

YES
ignore

>CHOICE diversity indication







>>Combining




YES
ignore

>>>RL ID
M

9.2.1.49
Reference RL
–


>>Non combining




YES
ignore

>>>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


>>>>DCH ID
M

9.2.1.16

–


>>>>Binding ID
M

9.2.1.3

–


>>>>Transport Layer Address
M

9.2.1.62

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>DSCH Information Response

0 .. <Maxnoof DSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Priority Indicator

1..16

Provide Information for each priority class used
–


>>>Scheduling Priority Indicator
M


DSCH priority indicator
–


>>>MAC-c/sh SDU Length

1..<MaxNbMAC-c/shSDULength>


–


>>>>MAC-c/sh SDU Length
M



–


>>CHOICE Diversity

Indication




–


>>>Non combining




–


>>>>BindingID
M



–


>>>>Transport 
Layer Address
M



–


>USCH Information Response

0 .. <Maxnoof USCHs>


GLOBAL
ignore

>>USCH ID
M



–


>>CHOICE Diversity

Indication




–


>>>Non

combining




–


>>>>BindingID
M



–


>>>>Transport 
Layer Address
M



–


>Neighbouring Cell Information

0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>


–


>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>Tx Diversity Indicator
M

9.2.2.50

–


>>>STTD Support Indicator
O

9.2.2.45

–


>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2

–


>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3

–


>>Per TDD Cell Information

0..<maxnoofTDDneighbours>


–


>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1

Case2
This IE is present only if Sync Case = Case2.

Range Bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

MaxnoOfDPCHs
Maximum number of DPCH in one CCTrCH

MaxnoofCCTrCHs
number of CCTrCH for one UE.

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1..<maxnoofRLs-1>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause
M

9.2.1.5

–


>>>Successful RL Information Response

0..<maxnoofRLs-2>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>RL Set ID
M

9.2.2.35

–


>>>SAI
M

9.2.1.52

–


>>>UL Interference Level
M

9.2.1.68

–


>>>DL Code Information

1..<maxnoofDLCodes>


GLOBAL
ignore

>>>>DL Scrambling Code
M

9.2.2.8

–


>>>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>>Diversity Indication
M

9.2.2.7

YES
ignore

>>>CHOICE diversity indication







>>>>Combining




YES
ignore

>>>>>RL ID
M

9.2.1.49
Reference RL-Id
–


>>>>Non combining




YES
ignore

>>>>>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


>>>>>>DCH ID
M

9.2.1.16

–


>>>>>>Binding ID
M

9.2.1.3

–


>>>>>>Transport Layer Address
M

9.2.1.62

–


>>>SSDT Support Indicator
M

9.2.2.43

–


>>>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Closed loop timing adjustment mode
O



-


>>>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>>>Neighbouring Cell Information

0..<maxnoofneighbouringRNCs>


EACH
ignore

>>>>RNC-Id
M

9.2.1.50

–


>>>>CN PS Domain Identifier
O

9.2.1.12

–


>>>>CN CS Domain Identifier
O

9.2.1.11

–


>>>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>>>C-Id
M

9.2.1.6




>>>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]



>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Primary Scrambling Code
M

9.2.1.45

–


>>>>>Primary CPICH Power
O

9.2.1.44

–


>>>>>Cell Individual Offset
O

9.2.1.7




>>>>>Tx Diversity Indicator
M

9.2.2.50




>>>>>STTD Support Indicator
O

9.2.2.45




>>>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2




>>>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3




>>>>Per TDD Cell Information

0..<maxnoofTDDneighbours>





>>>>>C-Id
M

9.2.1.6




>>>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Cell Parameter ID
M

9.2.1.8

–


>>>>>Sync Case
M

9.2.1.54

–


>>>>>Time Slot
C-Case1

9.2.1.56

–


>>>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>>>Block STTD Indicator
M



–


>>>>>Cell Individual Offset
O

9.2.1.7

–


>>>>>DPCH Constant Value
O

9.2.1.23

–


>>>>>PCCPCH Power
O

9.2.1.43

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

9.1.8.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1


YES
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause
M

9.2.1.5

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.9
RADIO LINK DELETION REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information 

1..<maxnoofRLs>


EACH
notify

>RL ID
M

9.2.1.49

–


Range bound
Explanation

MaxnoofRLs
Maximum number of radio links for one UE

9.1.10
RADIO LINK DELETION RESPONSE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information

0..1


YES
reject

>UL Scrambling Code
O

9.2..2.53

–


>UL SIR Target
O

Uplink SIR

9.2.1.69

–


>Min UL Channelisation Code Length
O

9.2.2.25

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.24

–


>Puncture Limit
O

9.2.1.46
For the UL.
–


>TFCS
O

9.2.1.63
TFCS for the UL.
–


>UL DPCCH Slot Format
O

9.2.2.52

–


>SSDT Cell Identity Length
O

9.2.2.41

–


>S-Field Length
O

9.2.2.36

–


DL DPCH Information

0..1


YES
reject

>TFCS
O

9.2.1.63
TFCS for the DL.
–


>DL DPCH Slot Format
O

9.2.2.9

–


>Number of DL channelisation codes
O



–


>TFCI Signalling Mode
O

9.2.2.46

–


>TFCI Presence
C- SlotFormat

9.2.1.55

–


>MultiplexingPosition
O

9.2.2.26

–


>Limited Power Increase
O

9.2.1.33

–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
O

9.2.1.67

–


>ToAWS
O

9.2.1.58

–


>ToAWE
O

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


>>DRAC Control
O

9.2.2.13

–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER
M

9.2.1.3
For the UL.
–


>>BLER
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.2.34

–


>>DRAC Control
M

9.2.2.13

–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


DSCH to modify

0..1


YES
reject

>DSCH Info

0..<maxnoofDSCHs>


–


>>DSCH ID
M



–


>>TrCh Source

Statistics Descriptor
O






>>Transport

Format Set
O


For DSCH
–


>>Allocation/

Retention Priority
O



–


>>Scheduling

Priority Indicator
O



–


>>BLER
O



–


>PDSCH RL ID
O

RL ID

–


>Transport Format Combination Set
O


For DSCH
–


DSCH to add

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


–


>>DSCH ID
M



–


>>TrCh Source

Statistics

Descriptor
M



–


>>Transport

Format Set
M


For DSCH
–


>>Allocation/

Retention Priority
M



–


>>Scheduling

Priority Indicator
M



–


>>BLER
M



–


>PDSCH RL ID
M

RL ID




>Transport Format Combination Set
M


For DSCH
–


DSCHs to delete

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


–


>>DSCH ID
M



–


RL Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M

9.2.1.49

–


>SSDT Indication
O

9.2.2.41

–


>SSDT Cell Identity
C - SSDTIndON

9.2.2.40

–


Transmission Gap Pattern Sequence Information
O



YES
reject

Condition
Explanation

SSDTIndON
The IE may be present if the SSDT Indication is set to 'SSDT Active in the UE'.

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.11.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL CCTrCH to add

0..<maxnoofCCTrCHs>

For DCH and USCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the UL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.40

–


UL CCTrCH to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


>TFCS
O


For the UL.
–


>TFCI Coding
O



–


>Puncture Limit
O



–


UL CCTrCH to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DL CCTrCH to add

0..<maxnoofCCTrCHs>

For DCH and DSCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the DL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


DL CCTrCH to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


>TFCS
O


For the DL.
–


>TFCI Coding
O



–


>Puncture Limit
O



–


DL CCTrCH to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
O

9.2.1.67

–


>ToAWS
O

9.2.1.58

–


>ToAWE
O

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH ID
O

9.2.3.2
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
O

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER
M

9.2.1.3
For the UL.
–


>>BLER
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


DSCHs to Modify

0..<maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH Id
O


DL CCTrCH in which the DSCH is mapped.
–


>TrCh Source Statistics Descriptor
O



–


>Transport Format Set
O



–


>Allocation/Retention Priority
O



–


>Scheduling Priority Indicator
O



–


>BLER 
O



–


DSCHs to Add

0..<maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH Id
M


DL CCTrCH in which the DSCH is mapped.
–


>TrCh Source Statistics Descriptor
M






>Transport Format Set
M






>Allocation/Retention Priority
M






>Scheduling Priority Indicator
M






>BLER 
M



–


DSCHs to Delete

0..<maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


USCHs to Modify

0..<maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH Id
O


UL CCTrCH in which the USCH is mapped.
–


>TrCh Source Statistics Descriptor
O



–


>Transport Format Set
O



–


>Allocation/Retention  Priority
O



–


>Scheduling Priority Indicator
O



–


>BLER 
O



–


>RB Info

1 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M



–


USCHs to Add

0..<maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH Id
M


UL CCTrCH in which the USCH is mapped.
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M



–


>Allocation/Retention  Priority
M



–


>Scheduling Priority Indicator
M



–


>BLER 
M



–


>RB Info

1 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M



–


USCHs to Delete

0..<maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxnoofRBs
Maximum number of Radio Bearers for one UE.

9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

>RL ID
M

9.2.1.49

–


>Maximum Uplink SIR
O

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
O

Uplink SIR

9.2.1.69

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code

 Number
M

9.2.2.14

–


>>TFCS
M

9.2.1.63
For the DL.
–


>>Secondary CCPCH Slot Format
M

9.2.2.38

–


>>TFCI Presence
C - SlotFormat

9.2.1.55

–


>>Multiplexing Position
M

9.2.2.26

–


>>STTD Indicator
M

9.2.2.44

–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS


9.2.1.64
For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG_REP
M

9.2.2.21

–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB_SG_POS
M

9.2.2.20

–


>Downlink Code Information

0..<maxnoofDLCodes>


GLOBAL
ignore

>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>Transmission Gap Pattern Sequence Information Response
O



–


>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DSCH to be Added or Modified

0..1


YES
ignore

>>DSCH Information

1 .. <Maxnoof DSCHs>


–


>>>DSCH ID
M



–


>>>Priority Indicator 

1..16

Provide Information for each priority class used
–


>>>>Scheduling Priority Indicator
M


DSCH priority indicator
–


>>>>MAC-c/sh SDU Length

1..<MaxNbMAC-c/shSDULength>


–


>>>>>MAC-c/sh SDU Length
M



–


>>>Binding ID
M



–


>>>Transport Layer Address
M



–


>>PDSCH code

mapping
M


PDSCH code mapping to be used
–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

MaxFACHCount
Maximum number of FACH's mapped onto secondary CCPCH's

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.12.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


RL Information Response

0..1


YES
ignore

>RL ID
M

9.2.1.49

–


>Maximum Uplink SIR 
O

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
O

Uplink SIR

9.2.1.69

–


>UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH to be added

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>>UL DPCH to be modified

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>>>TDD Channelisation Code
O



–


>>>Burst Type
O



–


>>>Midamble Shift
O



–


>>>Time Slot
O



–


>>>TDD Physical Channel Offset
O



–


>>>Repetition Period
O



–


>>>Repetition Length
O



–


>>>TFCI Presence
O



–


>>UL DPCH to be deleted

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH to be added

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>> Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>>DL DPCH to be modifed

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>>>TDD Channelisation Code
O



–


>>>Burst Type
O



–


>>>Midamble Shift
O



–


>>>Time Slot
O



–


>>>TDD Physical Channel Offset
O



–


>>> Repetition Period
O



–


>>>Repetition Length
O



–


>>>TFCI Presence
O



–


>>DL DPCH to be deleted

0..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included. 

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DSCH to be Added or Modified

0 .. <Maxnoof DSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Priority Indicator

1..16

Provide Information for each priority class used
–


>>>Scheduling Priority Indicator
M


DSCH priority indicator
–


>>>MAC-c/sh SDU Length

1..<MaxNbMAC-c/shSDULength>


–


>>>>MAC-c/sh SDU Length
M



–


>>Binding ID
M



–


>>Transport Layer

Address
M



–


>USCH to be Added or Modified

0 .. <Maxnoof USCHs>


GLOBAL
ignore

>>USCH ID
M



–


>>Binding ID
M



–


>>Transport Layer

Address
M



–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

Maxnoof DPCHs
Maximum number of DPCHs in one CCTrCH.

9.1.13
RADIO LINK RECONFIGURATION COMMIT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID 
M

9.2.1.59

–


CFN
M

9.2.1.9

YES
ignore

Active Pattern Sequence Information
O



YES
ignore

9.1.14
RADIO LINK RECONFIGURATION FAILURE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


CHOICE cause level







>General




YES
ignore

>>Cause
M

9.2.1.5

YES
ignore

>>RLs Causing Reconfiguration Failure

0..<maxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause
M

9.2.1.5

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.15
RADIO LINK RECONFIGURATION CANCEL

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID 
M

9.2.1.59

–


9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information 

0..1


YES
reject

>TFCS
O

9.2.1.63
TFCS for the UL.
–


DL DPCH Information 

0..1


YES
reject

>TFCS
O

9.2.1.63
TFCS for the DL.
–


>TFCI Signalling Mode
O

9.2.2.46

–


>Limited Power Increase
O

9.2.1.33

–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


>>DRAC Control
O

9.2.2.13




DCHs to add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER
M

9.2.1.3
For the UL.
–


>>BLER
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.2.34

–


>>DRAC Control
M

9.2.2.13

-


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


Transmission Gap Pattern Sequence Information
O



YES
reject

Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

9.1.16.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL CCTrCH Information to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS 
M

9.2.1.63

–


UL CCTrCH Information to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DL CCTrCH Information to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63

–


DL CCTrCH Information to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH ID
O

9.2.3.2
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
O

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>CCTrCH ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER
M

9.2.1.3
For the UL.
–


>>BLER
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

9.1.17
RADIO LINK RECONFIGURATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

>RL ID
M

9.2.1.49

–


>Maximum Uplink SIR
O

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
O

Uplink SIR

9.2.1.69

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code

 Number
M

9.2.2.14

–


>>TFCS
M

9.2.1.63
For the DL.
–


>>Secondary CCPCH Slot Format
M

9.2.2.38

–


>>TFCI Presence
C - SlotFormat

9.2.1.55

–


>>Multiplexing Position
M

9.2.2.26

–


>>STTD Indicator
M

9.2.2.44

–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS


9.2.1.64
For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG_REP
M

9.2.2.21

–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB_SG_POS
M

9.2.2.20

–


>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DL Code Information

0..

<maxnoofDLCodes


GLOBAL
ignore

>>DL Scrambling Code 
M



–


>>FDD DL Channelisation Code Number
M



–


>>Transmission Gap Pattern Sequence Information Response
M



–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofRLs 
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.18
RADIO LINK FAILURE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


CHOICE Reporting Object
M


Object for which the Failure shall be reported.
YES
ignore

>"RL"




YES
ignore

>>RL Information
M
1 .. <MaxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause 
M

9.2.1.5

–


>"RL Set"




YES
ignore

>>RL Set Information

1 .. <MaxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.35

–


>>>Cause 
M

9.2.1.5

–


Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofRLSets
Maximum number of RL Sets for one UE.

9.1.19
RADIO LINK RESTORE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


CHOICE Reporting Object
M


Object for which the Restoration shall be reported.
YES
ignore

>"RL"




YES
ignore

>>RL Information

1 .. <MaxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>"RL Set"




YES
ignore

>>RL Set Information

1 .. <MaxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.35

–


Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofRLSets
Maximum number of RL Sets for one UE.

9.1.20
DL POWER CONTROL REQUEST [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Power Adjustment Type
M

9.2.2.28

YES
ignore

DL Reference Power
C-Common

DL Power

9.2.2.10

YES
ignore

DL Reference Power Information
C-Individual
1..<maxnoofRLs>


GLOBAL
ignore

>RL ID
M

9.2.1.49

–


>DL Reference Power
M

DL Power

9.2.2.10

–


Max Adjustment Step
C-CommonOrIndividual

9.2.2.23

YES
ignore

Adjustment Period
C-CommonOrIndividual

9.2.2.22

YES
ignore

Adjustment Ratio
C-CommonOrIndividual



YES
ignore

Condition
Explanation

Common
This IE is present only ''Adjustment Type " equals to 'Common'

Individual
This IE is present only ''Adjustment Type " equals to 'Individual'

CommonOrIndividual
This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

Range Bound
Explanation

MaxnoofRLs 
Maximum number of RLs for one UE.

9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>DL Code Information

1 ..

<maxnoofDLCodes>


GLOBAL
notify

>>DL Scrambling Code 
M

9.2.2.11

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


Range bound
Explanation

MaxnoofDLcodes
Maximum number of DL codes for one UE

9.1.21.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>UL CCTrCH Information

1.. <maxnoofCCTrCHs>


GLOBAL
reject

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information

1..<MaxnoofDPCHs>


EACH
notify

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
O

9.2.3.8

–


>>>Burst Type
O

9.2.3.1

–


>>>Midamble Shift
O

9.2.3.4

–


>>>Time Slot
O

9.2.1.56

–


>>>TDD Physical Channel Offset
O

9.2.3.9

–


>>>Repetition Period
O

9.2.3.7

–


>>>Repetition Length
O

9.2.3.6

–


>>>TFCI Presence
O

9.2.1.55

–


>DL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
reject

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

1..<MaxnoofDPCHs>


EACH
notify

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code 
O

9.2.3.8

–


>>>Burst Type
O

9.2.3.1

–


>>>Midamble Shift
O

9.2.3.4

–


>>>Time Slot
O

9.2.1.56

–


>>>TDD Physical Channel Offset
O

9.2.3.9

–


>>>Repetition Period
O

9.2.3.7

–


>>>Repetition Length
O

9.2.3.6

–


>>>TFCI Presence
O

9.2.1.55

–


Range bound
Explanation

MaxnoofDPCHs
Maximum number of DPCHs for one CCTrCH.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

9.1.22
PHYSICAL CHANNEL RECONFIGURATION COMMAND

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


CFN
M

9.2.1.9

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
rignore

9.1.23
PHYSICAL CHANNEL RECONFIGURATION FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


Cause
M

9.2.1.5

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.24
UPLINK SIGNALLING TRANSFER INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


UC-Id
M

9.2.1.71

YES
ignore

SAI
M

9.2.1.52

YES
ignore

Cell GAI
O



YES
Ignore

C-RNTI
M

9.2.1.14

YES
ignore

S-RNTI
M

9.2.1.54

YES
ignore

D-RNTI
O

9.2.1.24

YES
ignore

L3 Information
M

9.2.1.32

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

URA ID
M

9.2.1.70

YES
ignore

Multiple URAs Indicator
M

9.2.1.41

YES
ignore

RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA-1>


GLOBAL
ignore

>RNC-Id
M

9.2.1.50

–


Range bound
Explanation

MaxRNCinURA
Maximum number of RNC in one URA 

9.1.25
DOWNLINK SIGNALLING TRANSFER REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


C-Id
M

9.2.1.6

YES
ignore

D-RNTI
M

9.2.1.24

YES
ignore

L3 Information
M

9.2.1.32

YES
ignore

D-RNTI Release Indication
M

9.2.1.25

YES
ignore

9.1.26
RELOCATION COMMIT

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


D-RNTI
O

9.2.1.24

YES
ignore

RANAP Relocation Information
O

9.2.1.47

YES
ignore

9.1.27
PAGING REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


CHOICE paging area




YES
ignore

>"URA"




YES
ignore

>>URA-ID
M

9.2.1.70

–


>"Cell"




YES
ignore

>>C-Id
M

9.2.1.6

–


SRNC-Id
M

RNC-Id

9.2.1.50

YES
ignore

S-RNTI
M

9.2.1.53

YES
ignore

IMSI
M

9.2.1.31

–


DRX Cycle Length Coefficient
M

9.2.1.26

YES
ignore

9.1.28
DEDICATED MEASUREMENT INITIATION REQUEST

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


Measurement Id
M

9.2.1.37

YES
reject

Dedicated Measurement Object Type
M

9.2.1.17

YES
reject

CHOICE Dedicated Measurement Object Type




YES
ignore

>"RL" 




YES
reject

>>RL Information

1..<maxnoofRLs>


EACH
reject

>>>RL-ID
M

9.2.1.49

–


>>>DPCH ID
O

9.2.3.3

–


>"RLS"




YES
reject

>>RL Set Information

1..<maxnoofRLSets>


EACH
reject

>>>RL-Set-ID
M

9.2.2.35

–


Dedicated Measurement Type
M

9.2.1.18

YES
reject

Measurement Filter Coefficient
O

9.2.1.36

YES
reject

Report Characteristics
M

9.2.1.48

YES
reject

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs a measurement can be started on.

MaxnoofRLSets
Maximum number of individual RL Sets a measurement can be started on.

9.1.29
DEDICATED MEASUREMENT INITIATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59
Are both transaction id and Measurement id needed ?
–


Measurement Id
M

9.2.1.37

YES
ignore

CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with
YES
ignore

>"RL" or "ALL RL"




YES
ignore

>>RL Information

1..<maxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>DPCH ID
O

9.2.3.3

–


>>>Dedicated Measurement Value
M

9.2.1.19

–


>"RLS" or "ALL RLS"




YES
ignore

>>RL Set Information

1..<maxnoofRLSets>


EACH
ignore

>>>RL Set ID 
M

9.2.2.35

–


>>>Dedicated Measurement Value
M

9.2.1.19

–


CFN
O

9.2.1.9
Dedicated Measurement Time Reference
YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs the measurement can be started on.

MaxnoofRLSets
Maximum number of individual RL Sets the measurement can be started on.

9.1.30
DEDICATED MEASUREMENT INITIATION FAILURE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


Measurement Id
M

9.2.1.37

YES
ignore

Cause
M

9.2.1.5

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.31
DEDICATED MEASUREMENT REPORT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Measurement Id
M

9.2.1.37

YES
ignore

CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with
YES
ignore

>"RL" or "ALL RL"




YES
ignore

>>RL Information

1..<maxnoofRLs>


EACH
ignore

>>>RL-ID
M

9.2.1.49

–


>>>DPCH ID
O

9.2.3.3

–


>>>CHOICE Measurement Availability Indicator







>>>>"Measurement Available"




YES
ignore

>>>>>Dedicated Measurement Value
M

9.2.1.19

–


>>>>"Measurement not Available"

NULL


YES
ignore

>"RLS" or "ALL RLS"




YES
ignore

>>RL Set Information

1..<maxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.35

–


>>>CHOICE Measurement Availability Indicator







>>>>"Measurement Available"




YES
ignore

>>>>>Dedicated Measurement Value
M

9.2.1.19

–


>>>>"Measurement not Available"

NULL





CFN
O

9.2.1.9
Dedicated Measurement Time Reference
YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs the measurement can be started on.

MaxnoofRLSets
Maximum number of individual RL Sets the measurement can be started on.

9.1.32
DEDICATED MEASUREMENT TERMINATION REQUEST

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Measurement Id
M

9.2.1.37

YES
ignore

9.1.33
DEDICATED MEASUREMENT FAILURE INDICATION

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Measurement Id
M

9.2.1.37

YES
ignore

Cause
M

9.2.1.5

YES
ignore

9.1.34
COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


D-RNTI
M

9.2.1.24

YES
ignore

C-RNTI
O

9.2.1.14
Release of an individual C-RNTI.
YES
ignore

9.1.35
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


D-RNTI
M

9.2.1.25

YES
reject

C-ID
O



YES
reject

Transport Bearer Request Indicator
M

9.2.1.61
Request a new transport bearer or to use an existing bearer for the user plane.
YES
reject

Transport Bearer ID
M

9.2.1.60
Indicates the Iur transport bearer to be used for the user plane.
YES
reject

9.1.36
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE

9.1.36.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
ignore

C-RNTI
O



YES
ignore

FACH Info for UE Selected S-CCPCH

0..1


YES
ignore

>Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>MAC-c/sh SDU Length

1..<MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>FACH Initial Window Size
M

9.2.1.27

–


FACH Info for  DRNC Selected S-CCPCH

0..1


YES
ignore

>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [7]
–


>DL Scrambling Code
M

9.2.2.8

–


>FDD DL Channelisation Code Number
M

9.2.2.14

–


>TFCS
M

9.2.1.63
For the DL.
–


>Secondary CCPCH Slot Format
M

9.2.2.38

–


>Multiplexing Position
M

9.2.2.26

–


>STTD Indicator
M

9.2.2.44

–


>Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>MAC-c/sh SDU Length

1..<MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>FACH Initial Window Size
M

9.2.1.27

–


RACH Info for DRNC Selected PRACH

0..1


YES
ignore

>Preamble Signatures
M



–


>RACH Minimum Spreading Factor
M



–


>Scrambling Code Number
M



–


>Puncture Limit
M



–


>RACH Sub channel Numbers
M



–


URA ID
O



YES
ignore

Multiple URAs Indicator
O



YES
ignore

RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA-1>


GLOBAL
ignore

>RNC-Id
M



–


Transport Layer Address
O

9.2.1.62

YES
ignore

Binding Identity
O

9.2.1.3

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range Bound
Explanation

MaxnoofMACcshSDUlengthsperPriority
Maximum number of different MAC-c/sh SDU Lengths.

MaxRNCinURA
Maximum number of RNC in one URA.

9.1.36.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
ignore

C-RNTI
O



YES
ignore

FACH Info for UE Selected S-CCPCHs

1


YES
ignore

>Priority Indicator & Initial  Window Size

1 .. 16

Provide Information for each priority class used
GLOBAL
ignore

>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>MAC-c/sh SDU Length

1..< MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>FACH Initial Window Size
M

9.2.1.27

–


FACH Info for DRNC Selected group of S-CCPCHs

0 .. 1


YES
ignore

>TFCS
M

9.2.1.63
For DL CCTrCH supporting several Secondary CCPCHs
–


>Secondary CCPCH
M
1.. <MaxnoofSCCPCHs>


GLOBAL
ignore

>>TDD Channelisation Code 
M

9.2.2.8

–


>>Time Slot
M

9.2.1.56

–


>>Burst Type
M

9.2.3.1

–


>>Midamble shift
M

9.2.3.4

–


>>TDD Physical Channel Offset
M

9.2.3.9

–


>>Repetition Period
M

9.2.3.7

–


>>Repetition Length
M

9.2.3.6

–


>>Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

>>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>>MAC-c/sh SDU Length

1..< MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>>FACH Initial Window Size
M

9.2.1.27

–


RACH Info for DRNC Selected PRACH

0..1


YES
ignore

>TDD Channelisation Code 
M



–


>Time Slot
M



–


>PRACH Midamble 
O



–


URA ID
O



YES
ignore

Multiple URAs Indicator
O



YES
ignore

RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA-1>


GLOBAL
ignore

>RNC-Id
M



–


Transport Layer Address
O

9.2.1.62

YES
ignore

Binding Identity
O

9.2.1.3

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range Bound
Explanation

MaxnoofMSCcshSDUlengthsperPriority
Maximum number of different MAC-c/sh SDU Lengths.

MaxnoofSCCPCHs
TBD

MaxRNCinURA
Maximum number of RNC in one URA.

9.1.37
COMMON TRANSPORT CHANNEL RESOURCES FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
ignore

Cause
M

9.2.1.5

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.1.38
COMPRESSED MODE COMMAND [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Active Pattern Sequence Information
M



YES
ignore

9.1.39
ERROR INDICATION

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


Cause
C_ifalone

9.2.1.5

YES
ignore

Criticality Diagnostics
C_ifalone

9.2.1.13

YES
ignore

Condition
Explanation

C_ifalone
At least either of Cause IE or Criticality Diagnostics IE shall be present.

� Marked in green


� Marked in red





