1

TSG-RAN Working Group 3 Meeting #16 
TSGR3#16(00)2639
Windsor, UK, 16th - 20th October 2000
Agenda Item:
rb-12.9
Source: 
Samsung Electronics
Title: 
Text proposal of TR 25.938  for Requirements

Document for:
Discussion and Approval
Introduction
At the RAN#9 meeting, Technical Report 25.840 v1.0.0 for Terminal Power Saving Feature was endorsed[1]. Gated DPCCH transmission was proposed as one of the solutions and was included in the TR.

WG1 has discussed the benefit of the Gated DPCCH transmisson associated with DSCH. Simulation results in the TR show that the Gated DPCCH transmission with DSCH has the gain on Uplink Interference Reduction as well as on UE battery life Improvement.

At the RAN#9 meeting, Technical Report 25.938 v0.1.0 for Terminal Power Saving Feature (Iur/Iub aspects) was also noted[2]. 
In this contribution, requirements for Terminal power saving features in TR 25.840 is presented as a text proposal to be added in TR 25.938. 
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Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

3.2
Symbols

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CFN
Connection Frame Number

DPCCH
Dedicated Physical Control Channel

DSCH
Downlink Shared Channel
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Introduction

4.1
Background

Terminal power saving feature is one of the work items for the WCDMA Release 2000. In this technical report , the requirements and detail solutions are described 
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Requirements 
This section describes the requirements to the solutions of terminal power saving feature. 
5.1 General requirements

· The solution should be described in the TR 25.840 [1] and provided by Leading WG.

5.2 Gated DPCCH Transmission Scheme with DSCH in FDD
Required changes in Node B and UE are given in [1]. For support of gated DPCCH Transmission, the following functionality’s should be provided.

· Setting Gated DPCCH Transmission scheme in a cell

· Initiation and termination of Gated DPCCH Transmission scheme

· Soft handover during gating 
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