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1 Introduction

This document identifies some aspects of the measurements performed in low chip rate TDD.

2 Proposal

It is proposed to discuss and include the following text proposal into the section 10 ‘Iub/Iur aspects of measurements’ of the proposed technical report 25.937 for UTRA TDD Low Chip Rate Option Iub/Iur protocol aspects.

10
Iub/Iur aspects of Measurements

10.1
Introduction

This aspect includes the following bullets listed in [R3-002003]

· Ranges and accuracy have to be adapted for the low chip rate option.
In principle, this issue relates to

· measurements to be performed by Node B and to be reported to DRNC/SRNC, and

· measurements performed by UE, reported to SRNC or CRNC, and used by SRNC, DRNC or Node B.
Due to the different power control and uplink synchronisation concept, different measurements are expected.
10.2
Requirements

10.3
Study areas

10.4
Agreements and associated contributions

10.5
Specification impact and associated Change Requests

[25423] UTRAN Iur interface RNSAP signalling;

[25433] UTRAN Iub interface NBAP signalling;
[25427] UTRAN Iur and Iub interface user plane protocols for DCH data streams;
[25435] UTRAN Iub interface user plane protocols for CCH data streams
[25425] UTRAN Iur interface user plane protocols for CCH data streams
10.6
Open issues
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