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9.1.37
RADIO LINK SETUP RESPONSE

9.1.37.1
FDD message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

CRNC Communication Context ID
M

9.2.1.18

YES
ignore

Transaction ID
M

9.2.1.62

–


Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
ignore

Communication Control Port ID
M

9.2.1.15

YES
ignore

RL Information Response

1 to  <maxnoofRLs>


EACH
ignore

>RL ID
M

9.2.1.53

–


>RL Set ID
M

9.2.2.39




>RSSI
M

9.2.2.39A

–


>Diversity Indication
C-NotFirstRL

9.2.2.8

–


>CHOICE diversity Indication







>>Combining




YES
ignore

>>>RL ID
M

9.2.1.53
Reference RL ID for the combining
–


>>Non Combining or First RL




YES
Ignore

>>>DCH Information Response

1 to <maxnoofDCHs>

Only one DCH per set of coordinated DCH shall be included
–


>>>>DCH ID
M

9.2.1.20

–


>>>>Binding ID
M

9.2.1.4

–


>>>>Transport Layer Address
M

9.2.1.63

–


>DSCH Information Response

0 to <Numof DSCH>


GLOBAL
ignore

>>DSCH ID
M

9.2.1.27

–


>>Binding ID
M

9.2.1.4

–


>>Transport Layer Address
M

9.2.1.63

–


>SSDT Support Indicator
M

9.2.2.46

–


TFCI2 bearer information Response

0..1





>Binding ID
M

9.2.1.4

-


>Transport Layer Address
M

9.2.1.63

-


Criticality diagnostics
O

9.2.1.17

YES
ignore

Condition
Explanation

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofDCHs 
Maximum number of DCH per UE. 

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

9.3.3
PDU Definitions

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID





CRITICALITY
ignore


TYPE
CommunicationControlPortID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-SetupRspFDD

CRITICALITY
ignore


TYPE
RL-InformationResponseList-RL-SetupRspFDD

PRESENCE
mandatory
}|


{ ID
id-TFCI2-BearerInformationResponse-RL-SetupRspFDD
CRITICALITY
ignore


TYPE
TFCI2-BearerInformationResponse-RL-SetupRspFDD
PRESENCE
optional
}|

{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkSetupResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container{{ RL-InformationResponseItemIE-RL-SetupRspFDD }}

RL-InformationResponseItemIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-SetupRspFDD


CRITICALITY

ignore

TYPE
RL-InformationResponseItem-RL-SetupRspFDD

PRESENCE
mandatory}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


rL-Set-ID









RL-Set-ID,

rSSI










RSSI-Value,

diversityIndication



DiversityIndication-RL-SetupRspFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in

-- the tabular message format in subclause 9.1.


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL,


sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining








Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL





NonCombiningOrFirstRL-RL-SetupRspFDD,


...

}

Combining-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ CombiningIE-RL-SetupRspFDD }}

CombiningIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE CombiningItem-RL-SetupRspFDD

PRESENCE mandatory }
}
CombiningItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrFirstRL-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ NonCombiningOrFirstRLIE-RL-SetupRspFDD }}

NonCombiningOrFirstRLIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrFirstRLItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE NonCombiningOrFirstRLItem-RL-SetupRspFDD

PRESENCE mandatory }
}
NonCombiningOrFirstRLItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL ,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspFDD
DCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


bindingID









BindingID,


transportLayerAddress






TransportLayerAddress,


iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspFDD }}

DSCH-InformationResponseListIEs-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-SetupRspFDD   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-SetupRspFDD

PRESENCE mandatory }
}
DSCH-InformationResponseListIE-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-SetupRspFDD
DSCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


bindingID









BindingID,


transportLayerAddress






TransportLayerAddress,


iE-Extensions








ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
TFCI2-BearerInformationResponse-RL-SetupRspFDD ::= SEQUENCE {


bindingID









BindingID,


transportLayerAddress






TransportLayerAddress,


iE-Extensions








ProtocolExtensionContainer { { TFCI2-BearerInformationResponse-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}
TFCI2-BearerInformationResponse-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
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