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Reason for change:

The values of SSDT Support Indicator IE & SSDT Indication IE need extensibility.




Summary of change:

Extension mark(…) was added in both IEs.




Consequences if 

not approved:
SSDT Support Indicator IE & SSDT Indication IE is not flexible and cannot support future function.




Clauses affected:

9.2.2.42, 9.2.2.43, 9.3.4
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Other comments:



9.2.2.42
SSDT Indication

The SSDT Indication indicates whether SSDT is in use by the UE or not.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

SSDT Indication


ENUMERATED(SSDT Active in the UE, SSDT not Active in the UE,…)


9.2.2.43
SSDT Support Indicator

The SSDT Support Indicator indicates whether a RL supports SSDT or not.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

SSDT Support Indicator


ENUMERATED (SSDT Supported, SSDT not supported,…)


9.3.4
Information Element Definitions

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- S

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC




LAC,


sAC




SAC,


iE-Extensions

ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

SAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-TimeSlot



::= INTEGER (0..6)
ScaledAdjustmentRatio


::= INTEGER(0..100)

-- AdjustmentRatio  = ScaledAdjustmentRatio / 100
ScramblingCodeNumber ::= INTEGER (0..15)
SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}
SIR-Error-Value


::= INTEGER (0..125)
SIR-Error-Value-IncrDecrThres


::= INTEGER (0..124)

SIR-Value



::= INTEGER (0..63)

-- According to mapping in 25.215/25.225

SIR-Value-IncrDecrThres ::= INTEGER (0..62)
SecondaryCCPCH-SlotFormat

::= INTEGER (0..17,...)

-- refer to 25.211

SN




::= TimeSlot

S-FieldLength



::= ENUMERATED {


v1,


v2,


...

}

SpreadingFactor


::= INTEGER (4| 8| 16| 32| 64| 128| 256)
S-RNTI




::= INTEGER (0..1048575)

-- From 0 to 2^20-1

SSDT-CellID ::= ENUMERATED {


a,


b,


c,


d,


e,


f,


g,


h

}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long

}

SSDT-Indication ::= ENUMERATED {


sSDT-active-in-the-UE,


sSDT-not-active-in-the-UE,

...

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-supported,


sSDT-not-supported, 


...

}

STTD-Indicator
::= ENUMERATED {


active,


inactive

}

STTD-SupportIndicator
::= ENUMERATED {


sTTD-Supported,


sTTD-not-Supported

}

SyncCase ::= INTEGER (1..2,...)

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
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