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7
Functions of RNSAP

The RNSAP protocol has the following functions:

-
Radio Link Management. This function allows the SRNC to manage radio links using dedicated resources in a DRNS;

-
Physical Channel Reconfiguration. This function allows the DRNC to reallocate the physical channel resources for a Radio Link;

-
Radio Link Supervision. This function allows the DRNC to report failures and restorations of a Radio Link;

-
Compressed Mode Control [FDD]. This function allows the SRNC to control the usage of compressed mode within a DRNS;

-
Measurements on Dedicated Resources. This function allows the SRNC to initiate measurements on dedicated resources in the DRNS. The function also allows the DRNC to report the result of the measurements;

-
DL Power Drifting Correction [FDD]. This function allows the SRNC to adjust the DL power level of one or more Radio Links in order to avoid DL power drifting between the Radio Links;

-
CCCH Signalling Transfer. This function allows the SRNC and DRNC to pass information between the UE and the SRNC on a CCCH controlled by the DRNS;

-
Paging. This function allows the SRNC to page a UE in a URA or a cell in the DRNS;

-
Common Transport Channel Resources Management. This function allows the SRNC to utilise Common Transport Channel Resources within the DRNS (excluding DSCH resources for FDD);

-
Relocation Execution. This function allows the SRNC to finalise a Relocation previously prepared via other interfaces;

· Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.
· DL Power Timeslot Correction [TDD]. This function enables the DRNS to apply an individual offset to the transmission power in each timeslot according to the downlink interference level at the UE.
The mapping between the above functions and RNSAP elementary procedures is shown in the table 1.

Table 1: Mapping between functions and RNSAP elementary procedures

Function
Elementary Procedure(s)

Radio Link Management
a) Radio Link Setup 
b) Radio Link Addition 
c) Radio Link Deletion
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

Physical Channel Reconfiguration
Physical Channel Reconfiguration

Radio Link Supervision
a) Radio Link Failure
b) Radio Link Restoration

Compressed Mode Control [FDD]
a) Radio Link Setup 
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

Measurements on Dedicated Resources
a) Measurement Initiation
b) Measurement Reporting
c) Measurement Termination
d) Measurement Failure

DL Power Drifting Correction [FDD]
Downlink Power Control

CCCH Signalling Transfer
a) Uplink Signalling Transfer
b) Downlink Signalling Transfer

Paging
Paging

Common Transport Channel Resources Management
a) Common Transport Channel Resources Initiation
b) Common Transport Channel Resources Release

Relocation Execution
Relocation Commit

Reporting of General Error Situations
Error Indication

DL Power Timeslot Correction [TDD]
Downlink Power Timeslot Control

8
RNSAP Procedures

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 2: Class 1

Elementary Procedure
Initiating Message
Successful Outcome
Unsuccessful Outcome



Response message
Response message
Timer

Radio Link Setup
RADIO LINK SETUP REQUEST
RADIO LINK SETUP RESPONSE
RADIO LINK SETUP FAILURE


Radio Link Addition
RADIO LINK ADDITION REQUEST
RADIO LINK ADDITION RESPONSE
RADIO LINK ADDITION FAILURE


Radio Link Deletion
RADIO LINK DELETION REQUEST
RADIO LINK DELETION RESPONSE



Synchronised Radio Link Reconfiguration Preparation
RADIO LINK RECONFIGURATION PREPARE
RADIO LINK RECONFIGURATION READY
RADIO LINK RECONFIGURATION FAILURE


Unsynchronised Radio Link Reconfiguration
RADIO LINK RECONFIGURATION REQUEST
RADIO LINK RECONFIGURATION RESPONSE
RADIO LINK RECONFIGURATION FAILURE


Physical Channel Reconfiguration
PHYSICAL CHANNEL RECONFIGURATION REQUEST
PHYSICAL CHANNEL RECONFIGURATION COMMAND
PHYSICAL CHANNEL RECONFIGURATION FAILURE


Measurement Initiation
DEDICATED MEASUREMENT INITIATION REQUEST
DEDICATED MEASUREMENT INITIATION RESPONSE
DEDICATED MEASUREMENT INITIATION FAILURE


Compressed Mode Preparation [FDD]
COMPRESSED MODE PREPARE
COMPRESSED MODE READY
COMPRESSED MODE FAILURE


Common Transport Channel Resources Initiation
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE
COMMON TRANSPORT CHANNEL RESOURCES FAILURE


The need for Timers will be defined on a per procedure basis. The content of this column is thus FFS.

Table 3: Class 2

Elementary Procedure
Initiating Message

Uplink Signalling Transfer
UPLINK SIGNALLING TRANSFER INDICATION

Downlink Signalling Transfer
DOWNLINK SIGNALLING TRANSFER REQUEST

SRNS Relocation Commit
SRNS RELOCATION COMMIT

Paging
PAGING REQUEST

Synchronised Radio Link Reconfiguration Commit
RADIO LINK RECONFIGURATION COMMIT

Synchronised Radio Link Reconfiguration Cancellation
RADIO LINK RECONFIGURATION CANCEL

Radio Link Failure
RADIO LINK FAILURE INDICATION

Radio Link Restoration
RADIO LINK RESTORE INDICATION

Measurement Reporting
DEDICATED MEASUREMENT REPORT

Measurement Termination
DEDICATED MEASUREMENT TERMINATION REQUEST

Measurement Failure
DEDICATED MEASUREMENT FAILURE INDICATION

Downlink Power Control [FDD]
DL POWER CONTROL REQUEST

Compressed Mode Commit [FDD]
COMPRESSED MODE COMMIT

Compressed Mode Cancellation [FDD]
COMPRESSED MODE CANCEL

Common Transport Channel Resources Release
COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

Error Indication
ERROR INDICATION

Downlink Power Timeslot Control [TDD]
DL POWER TIMESLOT CONTROL REQUEST

8.3.x
Downlink Power Timeslot Control [TDD]

8.3.x.1
General

The purpose of this procedure is to enable the DRNS to use the indicated DL Timeslot ISCP values when deciding the DL TX Power for each timeslot.
This procedure shall use the signalling bearer connection for the relevant UE context.

The Downlink Power Timeslot Control procedure can be initiated by the SRNC at any time after establishing a Radio Link. If the SRNC has initiated deletion of the last Radio Link in this DRNS, the Downlink Power Timeslot Control procedure shall not be initiated.
8.3.x.2
Successful Operation
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Figure 1: Downlink Power Timeslot Control procedure, Successful Operation

The Downlink Power Timeslot Control procedure is initiated by the SRNC sending a DL POWER TIMESLOT CONTROL REQUEST message to the DRNC.

Upon reception, the DRNS shall use the indicated DL Timeslot ISCP value when deciding the DL TX Power for each timeslot as specified in [22], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. 

8.3.x.3
Abnormal Conditions

-

9.1.x
DL POWER TIMESLOT CONTROL REQUEST [TDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


DL Timeslot ISCP Information

1..<maxnoofDLts>


GLOBAL
ignore

>RL ID
M

9.2.1.49

–


>Time slot
M

9.2.1.56

–


>DL Timeslot ISCP
M

9.2.3.12




Range bound
Explanation

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.2.1.40
Message Type
The Message Type uniquely identifies the message being sent.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type





>Procedure ID

1



>>Procedure Code
M

ENUMERATED (RL Setup, 

RL Addition, 

RL Deletion, 

Synchronised RL Reconfiguration Preparation, 

Synchronised RL Reconfiguration Commit, 

Synchronised RL Reconfiguration Cancel, 

Unsynchronised RL Reconfiguration Request, 

RL Failure, 

RL Restoration, 

DL Power Control, 
DL Power Timeslot Control,
Physical Channel Reconfiguration, 

UL Signalling Transfer, 

DL Signalling Transfer, 

Relocation Commit, 

Paging, 

Measurement Initiation, 

Measurement Reporting, 

Measurement Termination, 

Measurement Failure, 

Common Transport Channel Resources Initiation, 

Common Transport Channel Resources Release, 

Compressed Mode Command, 

Error Indication, …) 


>>Ddmode
M

ENUMERATED (FDD, TDD, Common)
Common = common to FDD and TDD.

>Type of Message
M

ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)


9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

RNSAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


TransactionID

FROM RNSAP-CommonDataTypes


CommonTransportChannelResourcesFailure,


CommonTransportChannelResourcesRequest,


CommonTransportChannelResourcesReleaseRequest,


CommonTransportChannelResourcesResponseFDD,


CommonTransportChannelResourcesResponseTDD,


CompressedModeCommand,

DedicatedMeasurementFailureIndication,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,


DownlinkSignallingTransferRequest,


ErrorIndication,


PagingRequest,


PhysicalChannelReconfigurationCommand,


PhysicalChannelReconfigurationFailure,


PhysicalChannelReconfigurationRequestFDD,


PhysicalChannelReconfigurationRequestTDD,


PrivateMessage,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


RadioLinkFailureIndication,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReadyFDD,


RadioLinkReconfigurationReadyTDD,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkRestoreIndication,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RelocationCommit,


UplinkSignallingTransferIndicationFDD,


UplinkSignallingTransferIndicationTDD
FROM RNSAP-PDU-Contents


id-commonTransportChannelResourcesInitiationFDD,


id-commonTransportChannelResourcesInitiationTDD,


id-commonTransportChannelResourcesRelease,


id-compressedModeCommandFDD,

id-downlinkPowerControl,


id-downlinkPowerTimeslotControlTDD,


id-downlinkSignallingTransfer,


id-errorIndication,


id-measurementFailure,


id-measurementInitiation,


id-measurementReporting,


id-measurementTermination,


id-pagingRequest,


id-physicalChannelReconfiguration,


id-privateMessage,


id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkRestoration,


id-radioLinkSetup,


id-srnsRelocationCommit,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPrepare,


id-unSynchronisedRadioLinkReconfiguration,


id-uplinkSignallingTransferFDD,


id-uplinkSignallingTransferTDD

FROM RNSAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome




OPTIONAL,


&procedureID


ProcedureID 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


[OUTCOME


&Outcome]


PROCEDURE ID


&procedureID


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

RNSAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


succesfulOutcome
SuccessfulOutcome,


unsuccesfulOutcome
UnsuccessfulOutcome,


outcome


Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&Outcome

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURES RNSAP-ELEMENTARY-PROCEDURE ::= {


RNSAP-ELEMENTARY-PROCEDURES-CLASS-1


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-2


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-3


,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 RNSAP-ELEMENTARY-PROCEDURE ::= {


radioLinkSetupFDD








|


radioLinkSetupTDD








|


radioLinkAdditionFDD







|


radioLinkAdditionTDD







|


radioLinkDeletion








|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


physicalChannelReconfigurationFDD




|


physicalChannelReconfigurationTDD




|


measurementInitiation







|


commonTransportChannelResourcesInitiationFDD

|


commonTransportChannelResourcesInitiationTDD

,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 RNSAP-ELEMENTARY-PROCEDURE ::= {


uplinkSignallingTransferFDD






|


uplinkSignallingTransferTDD






|

downlinkSignallingTransfer






|


srnsRelocationCommit







|


paging











|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|


radioLinkRestoration







|


measurementReporting







|


measurementTermination







|


measurementFailure








|


downlinkPowerControlFDD







|


downlinkPowerTimeslotControlTDD





|


compressedModeCommandFDD






|

commonTransportChannelResourcesRelease



|


errorIndication









|


privateMessage









,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 RNSAP-ELEMENTARY-PROCEDURE ::= {


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

radioLinkSetupFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode fdd }


CRITICALITY

reject

}

radioLinkSetupTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode tdd }


CRITICALITY

reject

}

radioLinkAdditionFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode fdd }


CRITICALITY

reject

}

radioLinkAdditionTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode tdd }


CRITICALITY

reject

}

radioLinkDeletion RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkDeletionRequest


SUCCESSFUL OUTCOME
RadioLinkDeletionResponse


PROCEDURE ID

{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY

reject

}

synchronisedRadioLinkReconfigurationPreparationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyFDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPrepare, ddMode fdd }


CRITICALITY

reject

}

synchronisedRadioLinkReconfigurationPreparationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyTDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPrepare, ddMode tdd }


CRITICALITY

reject

}

unSynchronisedRadioLinkReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponse

UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd }


CRITICALITY

reject

}

unSynchronisedRadioLinkReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponse

UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd }


CRITICALITY

reject

}

physicalChannelReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode fdd }


CRITICALITY

reject

}

physicalChannelReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode tdd }


CRITICALITY

reject

}

measurementInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME
DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


PROCEDURE ID

{ procedureCode id-measurementInitiation, ddMode common }


CRITICALITY

reject

}

commonTransportChannelResourcesInitiationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseFDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitiationFDD, ddMode common }


CRITICALITY

reject

}

commonTransportChannelResourcesInitiationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseTDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitiationTDD, ddMode tdd }


CRITICALITY

reject

}

uplinkSignallingTransferFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UplinkSignallingTransferIndicationFDD


PROCEDURE ID

{ procedureCode id-uplinkSignallingTransferFDD, ddMode fdd }


CRITICALITY

ignore

}

uplinkSignallingTransferTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UplinkSignallingTransferIndicationTDD


PROCEDURE ID

{ procedureCode id-uplinkSignallingTransferTDD, ddMode tdd }


CRITICALITY

ignore

}
downlinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DownlinkSignallingTransferRequest


PROCEDURE ID

{ procedureCode id-downlinkSignallingTransfer, ddMode common }


CRITICALITY

ignore

}

srnsRelocationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationCommit


PROCEDURE ID

{ procedureCode id-srnsRelocationCommit, ddMode common }


CRITICALITY

ignore

}

paging RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PagingRequest


PROCEDURE ID

{ procedureCode id-pagingRequest, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCommit


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCancellation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCancel


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common }


CRITICALITY

ignore

}

radioLinkFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkFailureIndication


PROCEDURE ID

{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY

ignore

}

radioLinkRestoration RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkRestoreIndication


PROCEDURE ID

{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY

ignore

}

measurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementReport


PROCEDURE ID

{ procedureCode id-measurementReporting, ddMode common }


CRITICALITY

ignore

}

measurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementTerminationRequest


PROCEDURE ID

{ procedureCode id-measurementTermination, ddMode common }


CRITICALITY

ignore

}

measurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementFailureIndication


PROCEDURE ID

{ procedureCode id-measurementFailure, ddMode common }


CRITICALITY

ignore

}

downlinkPowerControlFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DL-PowerControlRequest


PROCEDURE ID

{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY

ignore

}

downlinkPowerTimeslotControlTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DL-PowerTimeslotControlRequest

PROCEDURE ID

{ procedureCode id-downlinkPowerTimeslotControlTDD, ddMode tdd }


CRITICALITY

ignore

}

compressedModeCommandFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCommand


PROCEDURE ID

{ procedureCode id-compressedModeCommandFDD, ddMode fdd }


CRITICALITY

ignore

}

commonTransportChannelResourcesRelease RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesReleaseRequest


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesRelease, ddMode common }


CRITICALITY

ignore

}

errorIndication RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE ID

{ procedureCode id-errorIndication, ddMode common }


CRITICALITY

ignore

}

privateMessage RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


PROCEDURE ID

{ procedureCode id-privateMessage, ddMode common }


CRITICALITY

ignore

}

END
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************


•


•

partly omitted


•


•


id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD,

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-timeSlot-ISCPList-DL-PC-Rqst-TDD,


id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-Transmission-Gap-Pattern-Sequence-Information,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-SIRTarget,


id-URA-ID,


id-URAItem-PagingRqst,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-USCH-AddList-RL-ReconfPrepTDD,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-InformationList-RL-SetupRqstTDD,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD
FROM RNSAP-Constants;


•


•


•

partly omitted


•


•

-- **************************************************************

--

-- DOWNLINK POWER CONTROL REQUEST

--

-- **************************************************************

DL-PowerControlRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DL-PowerControlRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DL-PowerControlRequest-Extensions}}                   OPTIONAL,


...

}

DL-PowerControlRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PowerAdjustmentType


CRITICALITY ignore
TYPE PowerAdjustmentType



PRESENCE mandatory} |
    { ID id-DLReferencePower


CRITICALITY ignore
TYPE DL-Power






PRESENCE conditional} |

-- This IE is present only 'Adjustment Type' equals to 'Common'

{ ID id-DLReferencePowerList-DL-PC-Rqst

CRITICALITY ignore
TYPE DL-ReferencePowerInformationList-DL-PC-Rqst
PRESENCE conditional} |


-- This IE is present only 'Adjustment Type' equals to 'Individual'

{ ID id-MaxAdjustmentStep


CRITICALITY ignore
TYPE MaxAdjustmentStep


PRESENCE conditional
} |

-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentPeriod


CRITICALITY ignore
TYPE AdjustmentPeriod


PRESENCE conditional
}|


-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentRatio


CRITICALITY ignore
TYPE ScaledAdjustmentRatio


PRESENCE conditional
},


-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

...

}

DL-ReferencePowerInformationList-DL-PC-Rqst 

::= RL-IE-ContainerList1 { {DL-ReferencePowerInformation-DL-PC-Rqst-IEs} }

DL-ReferencePowerInformation-DL-PC-Rqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformation-DL-PC-Rqst
CRITICALITY ignore
TYPE DL-ReferencePowerInformation-DL-PC-Rqst
PRESENCE mandatory
},


...

}

DL-ReferencePowerInformation-DL-PC-Rqst ::= SEQUENCE {


rL-ID





RL-ID,


dl-Reference-Power




DL-Power,


iE-Extensions




ProtocolExtensionContainer { {DL-ReferencePowerInformation-DL-PC-Rqst-ExtIEs} } OPTIONAL,


...

}

DL-ReferencePowerInformation-DL-PC-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-PowerControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK POWER TIMESLOT CONTROL REQUEST TDD

--

-- **************************************************************

DL-PowerTimeslotControlRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DL-PowerTimeslotControlRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DL-PowerTimeslotControlRequest-Extensions}}                   OPTIONAL,


...

}

DL-PowerTimeslotControlRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-timeSlot-ISCPList-DL-PC-Rqst-TDD
CRITICALITY ignore
TYPE TimeSlot-ISCPList-DL-PC-Rqst-TDD
PRESENCE optional},

...

}

TimeSlot-ISCPList-DL-PC-Rqst-TDD ::= SEQUENCE (SIZE (1..maxNrOfDLTs)) OF Timeslot-ISCPItem-DL-PC-Rqst-TDD
Timeslot-ISCPItem-DL-PC-Rqst-TDD::= SEQUENCE {


rL-ID





RL-ID,


timeSlot




TimeSlot,


dl-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions



ProtocolExtensionContainer { { Timeslot-ISCPItem-DL-PC-Rqst-TDD-ExtIEs} } OPTIONAL,


...
}
Timeslot-ISCPItem-DL-PC-Rqst-TDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-PowerTimeslotControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}


•


•


•

partly omitted


•


•


•
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitiationFDD



INTEGER ::= 0

id-commonTransportChannelResourcesInitiationTDD



INTEGER ::= 1

id-commonTransportChannelResourcesRelease




INTEGER ::= 2

id-compressedModeCommandFDD








INTEGER ::= 4

id-downlinkPowerControl









INTEGER ::= 6

id-downlinkPowerTimeslotControlTDD






INTEGER ::= 4
id-downlinkSignallingTransfer







INTEGER ::= 7

id-errorIndication










INTEGER ::= 8

id-measurementFailure









INTEGER ::= 9

id-measurementInitiation








INTEGER ::= 10

id-measurementReporting









INTEGER ::= 11

id-measurementTermination








INTEGER ::= 12

id-pagingRequest










INTEGER ::= 13

id-physicalChannelReconfiguration






INTEGER ::= 14

id-privateMessage










INTEGER ::= 15

id-radioLinkAddition









INTEGER ::= 16

id-radioLinkDeletion









INTEGER ::= 17

id-radioLinkFailure










INTEGER ::= 18

id-radioLinkRestoration









INTEGER ::= 19

id-radioLinkSetup










INTEGER ::= 20

id-srnsRelocationCommit









INTEGER ::= 21

id-synchronisedRadioLinkReconfigurationCancellation


INTEGER ::= 22

id-synchronisedRadioLinkReconfigurationCommit



INTEGER ::= 23

id-synchronisedRadioLinkReconfigurationPrepare



INTEGER ::= 24

id-unSynchronisedRadioLinkReconfiguration




INTEGER ::= 25

id-uplinkSignallingTransferFDD







INTEGER ::= 26

id-uplinkSignallingTransferTDD







INTEGER ::= 27
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 








INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs








INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16

maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfSCCPCHs






INTEGER ::= 10
maxNrOfULTs







INTEGER ::= 15
maxNrOfDLTs







INTEGER ::= 15
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













INTEGER ::= 4

id-BindingID















INTEGER ::= 5

id-C-ID

















INTEGER ::= 6

id-C-RNTI
















INTEGER ::= 7

id-CFN

















INTEGER ::= 8

id-CN-CS-DomainIdentifier












INTEGER ::= 9

id-CN-PS-DomainIdentifier












INTEGER ::= 10

id-Cause
















INTEGER ::= 11

id-CellItem-PagingRqst













INTEGER ::= 12

id-CombiningItem-RL-AdditionFailureFDD









INTEGER ::= 15

id-CombiningItem-RL-AdditionRspFDD










INTEGER ::= 16

id-CombiningItem-RL-AdditionRspTDD










INTEGER ::= 17

id-CombiningItem-RL-SetupFailureFDD










INTEGER ::= 18

id-CombiningItem-RL-SetupRspFDD











INTEGER ::= 19

id-CriticalityDiagnostics












INTEGER ::= 20

id-D-RNTI
















INTEGER ::= 21

id-D-RNTI-ReleaseIndication












INTEGER ::= 22

id-DCH-AddList-RL-ReconfPrepFDD











INTEGER ::= 26

id-DCH-AddList-RL-ReconfPrepTDD











INTEGER ::= 27

id-DCH-AddList-RL-ReconfRqstFDD











INTEGER ::= 28

id-DCH-AddList-RL-ReconfRqstTDD











INTEGER ::= 29

id-DCH-DeleteList-RL-ReconfPrepFDD










INTEGER ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










INTEGER ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










INTEGER ::= 33

id-DCH-Information-RL-SetupRqstFDD










INTEGER ::= 34

id-DCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 35

id-DCH-ModifyList-RL-ReconfPrepFDD










INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfRqstFDD










INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstTDD










INTEGER ::= 42

id-DCH-InformationResponseListIE-RL-SetupRspTDD







INTEGER ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






INTEGER ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 53

id-DL-CodeInformationListIE-PhyChReconfRqstFDD







INTEGER ::= 54

id-DL-CodeInformationListIE-RL-AdditionFailureFDD






INTEGER ::= 55

id-DL-CodeInformationListIE-RL-AdditionRspFDD







INTEGER ::= 56

id-DL-CodeInformationListIE-RL-ReconfReadyFDD







INTEGER ::= 57

id-DL-CodeInformationListIE-RL-SetupFailureFDD







INTEGER ::= 58

id-DL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 64

id-DLReferencePower














INTEGER ::= 67

id-DLReferencePowerList-DL-PC-Rqst










INTEGER ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








INTEGER ::= 69

id-DRXCycleLengthCoefficient











INTEGER ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








INTEGER ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








INTEGER ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








INTEGER ::= 73

id-DedicatedMeasurementType












INTEGER ::= 74

id-DiversityIndicationItem-RL-AdditionFailureFDD






INTEGER ::= 75

id-DiversityIndicationItem-RL-AdditionRspFDD







INTEGER ::= 76

id-DiversityIndicationItem-RL-AdditionRspTDD







INTEGER ::= 77

id-DiversityIndicationItem-RL-SetupFailureFDD







INTEGER ::= 78

id-DiversityIndicationItem-RL-SetupRspFDD








INTEGER ::= 79

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 80

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 81

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 83

id-IMSI

















INTEGER ::= 84

id-L3-Information














INTEGER ::= 85

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspFDD






INTEGER ::= 86

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD






INTEGER ::= 87

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspFDD





INTEGER ::= 88

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD





INTEGER ::= 89

id-AdjustmentPeriod














INTEGER ::= 90

id-MaxAdjustmentStep













INTEGER ::= 91

id-MeasurementFilterCoefficient











INTEGER ::= 92

id-MeasurementID














INTEGER ::= 93

id-MultipleURAsIndicator












INTEGER ::= 94

id-Neighbouring-CellInformationItem-RL-SetupFailureFDD





INTEGER ::= 95
id-Neighbouring-CellInformationItem-RL-SetupRsp







INTEGER ::= 96

id-NonCombiningItem-RL-AdditionFailureFDD








INTEGER ::= 97

id-NonCombiningItem-RL-AdditionRspFDD









INTEGER ::= 98

id-NonCombiningItem-RL-AdditionRspTDD









INTEGER ::= 99

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD







INTEGER ::= 100

id-NonCombiningOrFirstRLItem-RL-SetupRspFDD








INTEGER ::= 101

id-PagingArea-PagingRqst












INTEGER ::= 102

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD


INTEGER ::= 103

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD


INTEGER ::= 104

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD
INTEGER ::= 105

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
INTEGER ::= 106

id-PowerAdjustmentType













INTEGER ::= 107

id-ProcedureScope-DL-PC-Rqst











INTEGER ::= 108

id-RANAP-RelocationInformation











INTEGER ::= 109

id-RL-Information-PhyChReconfRqstFDD









INTEGER ::= 110

id-RL-Information-PhyChReconfRqstTDD









INTEGER ::= 111

id-RL-Information-RL-AdditionRqstFDD









INTEGER ::= 112

id-RL-Information-RL-AdditionRqstTDD









INTEGER ::= 113

id-RL-Information-RL-DeletionRqst










INTEGER ::= 114

id-RL-Information-RL-FailureInd











INTEGER ::= 115

id-RL-Information-RL-ReconfPrepFDD










INTEGER ::= 116

id-RL-Information-RL-RestoreInd











INTEGER ::= 117

id-RL-Information-RL-SetupRqstFDD










INTEGER ::= 118

id-RL-Information-RL-SetupRqstTDD










INTEGER ::= 119

id-RL-InformationItem-DM-Rprt











INTEGER ::= 120

id-RL-InformationItem-DM-Rqst











INTEGER ::= 121

id-RL-InformationItem-DM-Rsp











INTEGER ::= 122

id-RL-InformationItem-RL-SetupRqstFDD









INTEGER ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








INTEGER ::= 124

id-RL-InformationList-RL-DeletionRqst









INTEGER ::= 125

id-RL-InformationList-RL-ReconfPrepFDD









INTEGER ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








INTEGER ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








INTEGER ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








INTEGER ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







INTEGER ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







INTEGER ::= 131

id-RL-InformationResponseItem-RL-ReconfRsp








INTEGER ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







INTEGER ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







INTEGER ::= 135

id-RL-InformationResponseList-RL-ReconfRsp








INTEGER ::= 136

id-RL-InformationResponseList-RL-SetupRspFDD







INTEGER ::= 137

id-RLItem-DM-Rprt














INTEGER ::= 138

id-RLItem-DM-Rqst














INTEGER ::= 139

id-RLItem-DM-Rsp














INTEGER ::= 140

id-RL-ReconfigurationFailure-RL-ReconfFail








INTEGER ::= 141

id-RL-Set-InformationItem-DM-Rprt










INTEGER ::= 143

id-RL-Set-InformationItem-DM-Rqst










INTEGER ::= 144

id-RL-Set-InformationItem-DM-Rsp










INTEGER ::= 145

id-RL-Set-Information-RL-FailureInd










INTEGER ::= 146

id-RL-Set-Information-RL-RestoreInd










INTEGER ::= 147

id-RL-SetItem-DM-Rprt













INTEGER ::= 148

id-RL-SetItem-DM-Rqst













INTEGER ::= 149

id-RL-SetItem-DM-Rsp













INTEGER ::= 150

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-IndFDD






INTEGER ::= 151

id-ReportCharacteristics












INTEGER ::= 152

id-Reporting-Object-RL-FailureInd










INTEGER ::= 153

id-Reporing-Object-RL-RestoreInd










INTEGER ::= 154

id-S-RNTI
















INTEGER ::= 155

id-SAI

















INTEGER ::= 156

id-SRNC-ID
















INTEGER ::= 157

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD








INTEGER ::= 158

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





INTEGER ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




INTEGER ::= 162

id-TransportBearerID













INTEGER ::= 163

id-TransportBearerRequestIndicator










INTEGER ::= 164

id-TransportLayerAddress












INTEGER ::= 165

id-UC-ID
















INTEGER ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







INTEGER ::= 167

id-UL-CCTrCH-InformationAddItem-RL-ReconfRqstTDD






INTEGER ::= 168

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 169

id-UL-CCTrCH-InformationAddList-RL-ReconfRqstTDD






INTEGER ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 183

id-UL-SIRTarget















INTEGER ::= 184

id-URA-ID
















INTEGER ::= 185

id-URAItem-PagingRqst













INTEGER ::= 186

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




INTEGER ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




INTEGER ::= 190

id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 191

id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD



INTEGER ::= 192

id-Active-Pattern-Sequence-Information









INTEGER ::= 193

id-AdjustmentRatio














INTEGER ::= 194
id-All-RLItem-DM-Rqst













INTEGER ::= 195

id-All-RLItem-Set-DM-Rqst












INTEGER ::= 196

id-CauseLevel-RL-AdditionFailureFDD










INTEGER ::= 197

id-CauseLevel-RL-AdditionFailureTDD










INTEGER ::= 198

id-CauseLevel-RL-ReconfFailure











INTEGER ::= 199

id-CauseLevel-RL-SetupFailureFDD










INTEGER ::= 200
id-CauseLevel-RL-SetupFailureTDD










INTEGER ::= 201
id-DCH-InformationResponseListIE-RL-ReconfReadyFDD






INTEGER ::= 202
id-DCH-InformationResponseListIE-RL-ReconfReadyTDD






INTEGER ::= 203
id-DCH-InformationResponseListIE-RL-ReconfRsp







INTEGER ::= 204
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






INTEGER ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






INTEGER ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 210
id-DL-CodeInformationListIE-RL-ReconfResp








INTEGER ::= 211
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 214
id-DSCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 215
id-DSCH-Add-RL-ReconfPrepFDD











INTEGER ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 217
id-DSCH-Delete-RL-ReconfPrepFDD











INTEGER ::= 218
id-DSCH-InformationItem-RL-SetupRqstFDD









INTEGER ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 221
id-DSCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 222
id-DSCH-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 223
id-DSCH-InformationResponseListIE-RL-AdditionFailureFDD





INTEGER ::= 224
id-DSCH-InformationResponseListIE-RL-SetupFailureFDD





INTEGER ::= 225
id-DSCH-Information-RL-SetupRqstFDD










INTEGER ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 227
id-DSCH-Modify-RL-ReconfPrepFDD











INTEGER ::= 228
id-DSCHToBeAddedOrModifiedIE-RL-ReconfReadyFDD







INTEGER ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 230
id-GA-AccessPointPosition












INTEGER ::= 231
id-GA-Cell
















INTEGER ::= 232
id-GeneralCauseItem-RL-AdditionFailureFDD








INTEGER ::= 233
id-GeneralCauseItem-RL-AdditionFailureTDD








INTEGER ::= 234
id-GeneralCauseItem-RL-ReconfFailure









INTEGER ::= 235
id-GeneralCauseItem-RL-SetupFailureFDD









INTEGER ::= 236
id-GeneralCauseItem-RL-SetupFailureTDD









INTEGER ::= 237
id-MeasurementAvailableItem-DedicatedMeasurementReport





INTEGER ::= 238

id-MeasurementnotAvailableItem-DedicatedMeasurementReport




INTEGER ::= 239

id-Neighbouring-CellInformationItem-RL-AdditionFailureFDD




INTEGER ::= 240
id-Neighbouring-CellInformationItem-RL-AdditionRsp






INTEGER ::= 241
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspFDD





INTEGER ::= 242
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD





INTEGER ::= 243
id-RLItem-RL-FailureInd













INTEGER ::= 244
id-RLItem-RL-RestoreInd













INTEGER ::= 245
id-RL-SetItem-RL-FailureInd












INTEGER ::= 246
id-RL-SetItem-RL-RestoreInd












INTEGER ::= 247
id-RLSpecificCauseItem-RL-AdditionFailureFDD







INTEGER ::= 248
id-RLSpecificCauseItem-RL-AdditionFailureTDD







INTEGER ::= 249
id-RLSpecificCauseItem-RL-ReconfFailure









INTEGER ::= 250
id-RLSpecificCauseItem-RL-SetupFailureFDD








INTEGER ::= 251
id-RLSpecificCauseItem-RL-SetupFailureTDD








INTEGER ::= 252
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspFDD




INTEGER ::= 253
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD




INTEGER ::= 254
id-Transmission-Gap-Pattern-Sequence-Information






INTEGER ::= 255
id-timeSlot-ISCPList-DL-PC-Rqst-TDD










INTEGER ::= 0
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







INTEGER ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







INTEGER ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




INTEGER ::= 266
id-USCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 270
id-USCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 273
id-DL-Physical-Channel-Information-RL-SetupRqstTDD






INTEGER ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






INTEGER ::= 275

id-ClosedLoopMode1-SupportIndicator










INTEGER ::= 276
id-ClosedLoopMode2-SupportIndicator










INTEGER ::= 277
id-RNCsWithCellsInTheAccessedURA-List-UL-ST-IndTDD






INTEGER ::= 278
id-STTD-SupportIndicator












INTEGER ::= 279
END
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