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Reason for change:


LOCATION REPORT message is used as the response for the LOCATION REPORTING CONTROL message. In case the LOCATION REPORTING CONTROL Request Type IE corresponds to reports upon change of  Service Area, RNC shall report each time the UE Service Area is changed.

As described in Successful Operation section of Location Report procedure in TS 25.413, 

In case reporting at change of Service Area is requested by the CN, then the RNC shall issue a LOCATION REPORT message 
· whenever the information given in the previous LOCATION REPORT message or INITIAL UE MESSAGE is not anymore valid. 
· after a performed relocation as soon as SAI becomes available in the new SRNC.

The second bullet is ambiguous and can be misunderstood. In case of  Inter MSC Handover, as mentionned in TS23.009 “during relocation execution, i.e. while the UE is not in communication with the network, the 3G_MSC‑A shall queue all outgoing RANAP messages until the communication with the UE is resumed.”. 

On the other words, the LOCATION REPORTING CONTROL message (with Request Type IE = reporting at change of Service Area ) is sent only at the end of the relocation execution. Then, one can understand that the RNC shall issue LOCATION REPORT message ONLY at the next change of Service Area. So, the current Service Area is not reported to the CN.






Summary of change:


Even without change of Service Area, the RNC shall issue a LOCATION REPORT message systematically to the CN after the relocation.






Consequences if 


not approved:
The CN may be not informed about the current Service Area after a Relocation.
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Other comments:




8.20
Location Report

8.20.1
General

The purpose of the Location Report procedure is to provide the UE's location information to the CN. The procedure uses connection oriented signalling.

8.20.2
Successful Operation
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Figure 1: Location Report procedure

The serving RNC shall initiate the procedure by generating a LOCATION REPORT message. The LOCATION REPORT message may be used as a response for the LOCATION REPORTING CONTROL message. Also, when a user enters or leaves a classified zone set by O&M, e.g. zone where a disaster occurred, a LOCATION REPORT message shall be sent to the CN including the Service Area of the UE in the Area Identity IE. The Cause IE shall indicate the appropriate cause value to CN, e.g. ‘User Restriction Start Indication’ and ‘User Restriction End Indication’. The CN shall react to the LOCATION REPORT message with CN vendor specific actions.

In case reporting at change of Service Area is requested by the CN, then the RNC shall issue a LOCATION REPORT message 
· whenever the information given in the previous LOCATION REPORT message or INITIAL UE MESSAGE is not anymore valid. 
· after a performed relocation as soon as SAI becomes available in the new SRNC without waiting for change of Service Area.
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