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9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1 FDD Message

9.1.3.2 TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


SRNC-Id
M

RNC-Id

9.2.1.50

YES
reject

S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL Physical Channel Information
O
1

Mandatory in Rel.3

EACH
reject

>Maximum Timeslot per frame
M

9.2.3.3A
For the UL



>Minimum Spreading Factor
M

9.2.3.4A
For the UL



>Maximum number of UL physical channels per timeslot
M

9.2.3.3B




DL Physical Channel Information
O
1

Mandatory in Rel.3
EACH
reject

>Maximum Timeslot per frame
M

9.2.3.3A
For the DL



>Minimum Spreading Factor
M

9.2.3.4A
For the DL



>Maximum number of DL physical channels per frame
M

9.2.3.3C




UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and USCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the UL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and DSCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the DL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


>TDD TPC Downlink Step Size
M

9.2.3.10

–


>TPC CCTrCH List

1 to <maxnoCCTrCH>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.2

–


DCH Information

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH  ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped 
–


>>CCTrCH  ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
C-CoorDCH

9.2.1.46A

–


DSCH Information

0 to <maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH ID
M


DL CCTrCH in which the DSCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For DSCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>BLER
M



–


USCH Information

0 to  <maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH ID
M


UL CCTrCH in which the USCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For USCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>RB Info

1 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M



–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>Frame Offset
M

9.2.1.30

–


>Primary CCPCH RSCP
O

9.2.3.5

–


>Time slot ISCP Info

0..<maxnoofDLts>


–


>>Time slot
M



–


>>DL Timeslot ISCP
M

9.2.3.12

–


Condition
Explanation

CoorDCH
This IE is present only this DCH is part of a set of coordinated DCHs (number of instances of DCH Specific Info is greater than 1)

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxnoofRBs
Maximum number of Radio Bearers for one UE.

MaxnoofCCTrCHs
Maximum number of  CCTrCH for one UE.

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

9.1.4.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

RL Information Response

1


YES
ignore

>RL ID
M

9.2.1.49

–


>URA ID
M

9.2.1.70

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference per Time Slot
O
1 .. <maxnoofULts>

Interference Level for each UL time slot within the Radio Link.

Mandatory in Rel.3
–


>>Time Slot
M

9.2.1.56

–


>>UL Timeslot ISCP
M

9.2.3.13A

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>Maximum DL TX Power
M

DL Power

9.2.2.10

–


>Minimum DL TX Power
M

DL Power

9.2.2.10

–


    >Timing Adjustment Required
M

9.2.3.12A

–


>UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information

0..1


YES
ignore

>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TDD DPCH Offset
M

9.2.3.8A

–


>>>UL Timeslot Information

1 to <maxnoOfTS


–


>>>>Time Slot
M

9.2.1.56

–


>>>>Midamble Shift and Burst Type
M

9.2.3.4

–


>>>>TFCI Presence
M

9.2.1.55

–


>>>>UL Code Information

1 to <maxnoOfDPCH>


–


>>>>>DPCH ID
M

9.2.3.3

–


>>>>>TDD Channelisation Code
M

9.2.3.8

–


>DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH
GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

0..1


YES
ignore

>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TDD DPCH Offset
M

9.2.3.x

–


>>>DL Timeslot Information

1 to <maxnoOfTS


–


>>>>Time Slot
M

9.2.1.56

–


>>>>Midamble Shift and Burst Type
M

9.2.3.4

–


>>>>TFCI Presence
M

9.2.1.55

–


>>>>DL Code Information

1 to <maxnoOfDPCH>


–


>>>>>DPCH ID
M

9.2.3.3

–


>>>>>TDD Channelisation Code
M

9.2.3.8

–


>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DSCH Information Response

0 .. <Maxnoof DSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Priority Indicator

1..16

Provide Information for each priority class used
–


>>>Scheduling Priority Indicator
M


For DSCH
–


>>>MAC-c/sh SDU Length 

1..<MaxNbMAC-c/shSDULength>


–


>>>>MAC-c/sh SDU Length
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–


>>Transport Format Management
M



–


>USCH Information Response

0 .. <Maxnoof USCHs>


GLOBAL
ignore

>>USCH ID
M



–


>>Binding ID
M



–


>>Transport Layer

Address
M



–


>>Transport Format Management
M



–


>Neighbouring Cell Information
O
0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>C-Id
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Tx Diversity Indicator
M

9.2.2.50




>>>STTD Support Indicator
O

9.2.2.45

–


>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2

–


>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3

–


>>Per TDD Cell Information

0..<maxnoofTDDneighbours>


–


>>>C-Id 
M

9.2.1.6

–


>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
M

Uplink SIR

9.2.1.69

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofDPCHs
Maximum number of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

MaxnoofCCTrCHs
Maximum number of CCTrCH for one UE.

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

MaxnoofTS
Maximum number of Timeslots for a UE

9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

9.1.21.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>UL CCTrCH Information

1.. <maxnoofCCTrCHs>


GLOBAL
reject

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information
O
1

Mandatory in Rel. 3
YES
notify

>>>Repetition Period
O

9.2.3.7

–


>>>Repetition Length
O

9.2.3.6

–


>>>TDD DPCH Offset
O

9.2.3.8A

–


>>>UL Timeslot Information

0 to <maxnoOfTS


–


>>>>Time Slot
M

9.2.1.56

–


>>>>Midamble Shift and Burst Type
O

9.2.3.4

–


>>>>TFCI Presence
O

9.2.1.55

–


>>>>UL Code Information

0 to <maxnoOfDPCH>


–


>>>>>DPCH ID
M

9.2.3.3

–


>>>>>TDD Channelisation Code
M

9.2.3.8

–


>DL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
reject

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

0-1

Mandatory for Rel. 3
YES
notify

>>>Repetition Period
O

9.2.3.7

–


>>>Repetition Length
O

9.2.3.6

–


>>>TDD DPCH Offset
O

9.2.3.8A

–


>>>DL Timeslot Information

0 to <maxnoOfTS


–


>>>>Time Slot
M

9.2.1.56

–


>>>>Midamble Shift and Burst Type
O

9.2.3.4

–


>>>>TFCI Presence
O

9.2.1.55

–


>>>>DL Code Information

0 to <maxnoOfDPCH>


–


>>>>>DPCH ID
M

9.2.3.3

–


>>>>>TDD Channelisation Code
M

9.2.3.8

–


Range bound
Explanation

MaxnoofDPCHs
Maximum number of DPCHs for one CCTrCH.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

MaxnoofTS
Maximum number of Timeslots for a UE

9.1.36
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE

9.1.36.1
FDD Message

9.1.36.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
ignore

C-RNTI
O



YES
ignore

FACH Info for UE Selected S-CCPCHs

1


YES
ignore

>Priority Indicator & Initial  Window Size

1 .. 16

Provide Information for each priority class used
GLOBAL
ignore

>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>MAC-c/sh SDU Length

1..< MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>FACH Initial Window Size
M

9.2.1.27

–


FACH Info for DRNC Selected group of S-CCPCHs

0 .. 1


YES
ignore

>TFCS
M

9.2.1.63
For DL CCTrCH supporting several Secondary CCPCHs
–


>Secondary CCPCH
O
1.. <MaxnoofSCCPCHs>

Mandatory in Rel. 3
GLOBAL
ignore

>>TDD Channelisation Code 
M

9.2.2.8

–


>>Time Slot
M

9.2.1.56

–


>>Midamble shift and Burst Type
M

9.2.3.4

–


>>TDD Physical Channel Offset
M

9.2.3.9

–


>>Repetition Period
M

9.2.3.7

–


>>Repetition Length
M

9.2.3.6

–


>>Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

>>>FACH Priority Indicator
M

Scheduling Priority Indicator 9.2.1.28

–


>>>MAC-c/sh SDU Length

1..< MaxnoofMACcshSDUlengthsperPriority>


GLOBAL
ignore

>>>>MAC-c/sh SDU Length
M

9.2.1.34

–


>>>FACH Initial Window Size
M

9.2.1.27

–


RACH Info for DRNC Selected PRACH

0..1


YES
ignore

>TDD Channelisation Code 
M



–


>Time Slot
M



–


>PRACH Midamble 
O



–


URA ID
O



YES
ignore

Multiple URAs Indicator
O



YES
ignore

RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA-1>


GLOBAL
ignore

>RNC-Id
M



–


Transport Layer Address
O

9.2.1.62

YES
ignore

Binding Identity
O

9.2.1.3

YES
ignore

Criticality Diagnostics
O

9.2.1.13

YES
ignore

Range Bound
Explanation

MaxnoofMSCcshSDUlengthsperPriority
Maximum number of different MAC-c/sh SDU Lengths.

MaxnoofSCCPCHs
TBD

MaxRNCinURA
Maximum number of RNC in one URA.

9.3.3
PDU Definitions

<  Unchanged text omitted here. >

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID









CRITICALITY reject
TYPE RNC-ID












PRESENCE mandatory} |

{ ID id-S-RNTI









CRITICALITY reject
TYPE S-RNTI 











PRESENCE mandatory} |


{ ID id-D-RNTI









CRITICALITY reject
TYPE D-RNTI












PRESENCE optional
} |


{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE optional
} |


{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE optional
} |

{ ID id-AllowedQueuingTime






CRITICALITY reject
TYPE AllowedQueuingTime 








PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD 
PRESENCE optional
} |


{ ID id-DCH-InformationList-RL-SetupRqstTDD


CRITICALITY reject
TYPE DCH-InformationList-RL-SetupRqstTDD 


PRESENCE optional
} |


{ ID id-DSCH-InformationList-RL-SetupRqstTDD

CRITICALITY reject
TYPE DSCH-InformationList-RL-SetupRqstTDD


PRESENCE optional
} |


{ ID id-USCH-InformationList-RL-SetupRqstTDD

CRITICALITY reject
TYPE USCH-InformationList-RL-SetupRqstTDD


PRESENCE optional
} |

{ ID id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory},


...

}

UL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-UL



MaxNrTimeslots,


minimumSpreadingFactor-UL

MinimumSpreadingFactor,


maxNrULPhysicalchannels


MaxNrULPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-DL



MaxNrTimeslots,


minimumSpreadingFactor-DL

MinimumSpreadingFactor,


maxNrDLPhysicalchannels


MaxNrDLPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationList-RL-SetupRqstTDD


::= CCTrCH-IE-ContainerList1 { {UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD 
PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD


::= CCTrCH-IE-ContainerList1 { {DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD
PRESENCE mandatory
 },


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


tdd-TPC-DownlinkStepSize

TDD-TPC-DownlinkStepSize,

cCTrCH-TPCList




CCTrCH-TPCList-RL-SetupRqstTDD,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID






CCTrCH-ID,


iE-Extensions





ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationList-RL-SetupRqstTDD 


::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstTDD

DCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstTDD,


iE-Extensions





ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...

}

DCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstTDD

DCH-SpecificItem-RL-SetupRqstTDD ::=
SEQUENCE {

dCH-ID







DCH-ID,



ul-cCTrCH-ID





CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID





CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector


OPTIONAL,

-- This IE is present only if DCH is part of set of Coordinated DCHs

iE-Extensions





ProtocolExtensionContainer { {DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstTDD ::=  SEQUENCE (SIZE (0..maxNoOfDSCHs)) OF DSCH-InformationItem-RL-SetupRqstTDD
DSCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationList-RL-SetupRqstTDD ::=  SEQUENCE (SIZE (0..maxNoOfUSCHs)) OF USCH-InformationItem-RL-SetupRqstTDD
USCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-CCTrCH-ID





CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


rb-Info







RB-Info,


iE-Extensions





ProtocolExtensionContainer { {USCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

USCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RB-Info ::= SEQUENCE (SIZE(1..maxNoOfRB)) OF RB-Identity
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


timeSlot-ISCPList-RL-SetupRqstTDD
TimeSlot-ISCPList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlot-ISCPList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfDLTs)) OF Timeslot-ISCPItem-RL-SetupRspTDD

Timeslot-ISCPItem-RL-SetupRspTDD ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,

iE-Extensions



ProtocolExtensionContainer { { Timeslot-ISCPItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...
}
Timeslot-ISCPItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

<  Text omitted here. >

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-ID





URA-ID,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-InterferencePerTimeslot
UL-InterferenceList-RL-SetupRspTDD
OPTIONAL,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

timingAdjustmentRequired
TimingAdjustmentRequired,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-CellInformationList


Neighbouring-CellInformationList-RL-SetupRsp OPTIONAL,


-- note: refer to "Neighbouring-CellInformationList-RL-SetupRsp" in the "RL Seup Response FDD

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-InterferenceList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfULTs)) OF UL-InterferenceItem-RL-SetupRspTDD

UL-InterferenceItem-RL-SetupRspTDD ::= SEQUENCE {


timeSlot




TimeSlot,


iSCP





UL-TimeslotISCP,

iE-Extensions




ProtocolExtensionContainer { { UL-InterferenceItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-InterferenceItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD
UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-InformationList-RL-SetupRspTDD


UL-Timeslot-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationList-RL-SetupRspTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem-RL-SetupRspTDD
UL-Timeslot-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


uL-Code-InformationList-RL-SetupRspTDD


UL-Code-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationList-RL-SetupRspTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationItem-RL-SetupRspTDD
UL-Code-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {UL-Code-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-Code-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-InformationList-RL-SetupRspTDD


UL-Timeslot-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationList-RL-SetupRspTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF DL-Timeslot-InformationItem-RL-SetupRspTDD
DL-Timeslot-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


dL-Code-InformationList-RL-SetupRspTDD


DL-Code-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-Timeslot-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-Timeslot-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationList-RL-SetupRspTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF DL-Code-InformationItem-RL-SetupRspTDD
DL-Code-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {DL-Code-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-Code-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-SetupRspTDD}}
DCH-InformationResponseListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DCH-InformationResponseListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspTDD

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationList-RL-SetupRspTDD}}

DSCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-SetupRspTDD

DSCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


priorityIndicator

PriorityIndicator-RL-SetupRspTDD,


bindingID



BindingID,


transportLayerAddress
TransportLayerAddress,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityIndicator-RL-SetupRspTDD ::=  SEQUENCE (SIZE(1..16)) OF PriorityIndicatorItem-RL-SetupRspTDD

PriorityIndicatorItem-RL-SetupRspTDD ::= SEQUENCE {


schedulingPriorityIndicator

SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths


MAC-c-sh-SDU-LengthList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {PriorityIndicatorItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

PriorityIndicatorItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

MAC-c-sh-SDU-LengthList-RL-SetupRspTDD ::= SEQUENCE(SIZE(1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-Length
USCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationList-RL-SetupRspTDD}}

USCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-SetupRspTDD 

USCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID,


transportLayerAddress

TransportLayerAddress,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

< Text omitted here. >

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstTDD
CRITICALITY reject
TYPE RL-Information-PhyChReconfRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


ul-CCTrCH-Information



UL-CCTrCH-InformationList-PhyChReconfRqstTDD,


dl-CCTrCH-Information



DL-CCTrCH-InformationList-PhyChReconfRqstTDD,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= ProtocolIE-Single-Container { {UL-CCTrCH-InformationListIEs-PhyChReconfRqstTDD} }

UL-CCTrCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

CRITICALITY reject
TYPE UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

PRESENCE mandatory
}
}
UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-PhyChReconfRqstTDD
UL-CCTrCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-PhyChReconfRqstTDD
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationList-PhyChReconfRqstTDD ::= ProtocolIE-Single-Container {{UL-DPCH-InformationListIEs-PhyChReconfRqstTDD}}

UL-DPCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-PhyChReconfRqstTDD   CRITICALITY notify
TYPE UL-DPCH-InformationItem-PhyChReconfRqstTDD

PRESENCE mandatory }
}
UL-DPCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod

OPTIONAL,


repetitionLength



RepetitionLength

OPTIONAL,


tDD-DPCHOffset




TDD-DPCHOffset


OPTIONAL,


uL-Timeslot-InformationList-PhyChReconfRqstTDD


UL-Timeslot-InformationList-PhyChReconfRqstTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationList-PhyChReconfRqstTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem-PhyChReconfRqstTDD
UL-Timeslot-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType

OPTIONAL,


tFCI-Presence




TFCI-Presence

OPTIONAL,


uL-Code-InformationList-PhyChReconfRqstTDD


UL-Code-InformationList-PhyChReconfRqstTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationList-PhyChReconfRqstTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationItem-PhyChReconfRqstTDD
UL-Code-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {UL-Code-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Code-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= ProtocolIE-Single-Container { {DL-CCTrCH-InformationListIEs-PhyChReconfRqstTDD} }

DL-CCTrCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

CRITICALITY reject
TYPE DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

PRESENCE mandatory
}
}
DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-PhyChReconfRqstTDD
DL-CCTrCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-PhyChReconfRqstTDD
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationList-PhyChReconfRqstTDD ::= ProtocolIE-Single-Container {{DL-DPCH-InformationListIEs-PhyChReconfRqstTDD}}
DL-DPCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-PhyChReconfRqstTDD   CRITICALITY notify
TYPE DL-DPCH-InformationItem-PhyChReconfRqstTDD

PRESENCE mandatory }
}
DL-DPCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod

OPTIONAL,


repetitionLength



RepetitionLength

OPTIONAL,


tDD-DPCHOffset




TDD-DPCHOffset


OPTIONAL,


dL-Timeslot-InformationList-PhyChReconfRqstTDD


DL-Timeslot-InformationList-PhyChReconfRqstTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationList-PhyChReconfRqstTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF DL-Timeslot-InformationItem-PhyChReconfRqstTDD
DL-Timeslot-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType

OPTIONAL,


tFCI-Presence




TFCI-Presence

OPTIONAL,


dL-Code-InformationList-PhyChReconfRqstTDD


DL-Code-InformationList-PhyChReconfRqstTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-Timeslot-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Timeslot-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationList-PhyChReconfRqstTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF DL-Code-InformationItem-PhyChReconfRqstTDD
DL-Code-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {DL-Code-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Code-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PhysicalChannelReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

< Text omitted here. >

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE TDD

--

-- **************************************************************

CommonTransportChannelResourcesResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesResponseTDD-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE optional
} |

{ ID id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD

PRESENCE optional
} |


{ ID id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD

PRESENCE optional
} |


{ ID id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD

CRITICALITY ignore
TYPE RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD

PRESENCE optional
} |

{ ID id-URA-ID




CRITICALITY ignore
TYPE URA-ID




PRESENCE optional
} |


{ ID id-MultipleURAsIndicator


CRITICALITY ignore
TYPE MultipleURAsIndicator


PRESENCE optional
} |


{ ID id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD

PRESENCE optional
} |

{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD ::= SEQUENCE {


priorityIndicatorAndInitialWindowSizes

PriorityIndicatorAndInitialWindowSizeList-CTCH-ResourceRspTDD,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityIndicatorAndInitialWindowSizeList-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ PriorityIndicatorAndInitialWindowSizeListIEs-CTCH-ResourceRspTDD }}

PriorityIndicatorAndInitialWindowSizeListIEs-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE
PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD
PRESENCE mandatory
}
}
PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD ::= SEQUENCE (SIZE (1..16)) OF PriorityIndicatorAndInitialWindowSizeItem-CTCH-ResourceRspTDD

PriorityIndicatorAndInitialWindowSizeItem-CTCH-ResourceRspTDD ::= SEQUENCE {


fACH-PriorityIndicator


SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths



MAC-c-sh-SDU-LengthList-CTCH-ResourceRspTDD,

fACH-InitialWindowSize


FACH-InitialWindowSize,

iE-Extensions




ProtocolExtensionContainer { {PriorityIndicatorAndInitialWindowSizeItem-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

PriorityIndicatorAndInitialWindowSizeItem-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MAC-c-sh-SDU-LengthList-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ MAC-c-sh-SDU-LengthListIEs-CTCH-ResourceRspTDD }}

MAC-c-sh-SDU-LengthListIEs-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE
MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD
PRESENCE mandatory
}
}
MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD  ::= SEQUENCE (SIZE (1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-LengthItem-CTCH-ResourceRspTDD

MAC-c-sh-SDU-LengthItem-CTCH-ResourceRspTDD ::= SEQUENCE {


mAC-c-sh-SDU-Length



MAC-c-sh-SDU-Length,

iE-Extensions




ProtocolExtensionContainer { {MAC-c-sh-SDU-LengthList-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

MAC-c-sh-SDU-LengthList-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD ::= SEQUENCE {


dl-TFCS





TFCS,


secondaryCCPCHs




SecondaryCCPCHList-CTCH-ResourceRspTDD
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCCPCHList-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ SecondaryCCPCHListIEs-CTCH-ResourceRspTDD }}

SecondaryCCPCHListIEs-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE
SecondaryCCPCHListIE-CTCH-ResourceRspTDD
PRESENCE mandatory
}
}
SecondaryCCPCHListIE-CTCH-ResourceRspTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF SecondaryCCPCHItem-CTCH-ResourceRspTDD

SecondaryCCPCHItem-CTCH-ResourceRspTDD ::= SEQUENCE {


tDD-ChannelisationCode



TDD-ChannelisationCode,


timeSlot




TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


priorityIndicatorAndInitialWindowSizeList-option
PriorityIndicatorAndInitialWindowSizeList-option-CTCH-ResourceRspTDD,


iE-Extensions




ProtocolExtensionContainer { {SecondaryCCPCHItem-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

SecondaryCCPCHItem-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityIndicatorAndInitialWindowSizeList-option-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ PriorityIndicatorAndInitialWindowSizeListIEs-option-CTCH-ResourceRspTDD }}

PriorityIndicatorAndInitialWindowSizeListIEs-option-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
CRITICALITY
ignore
TYPE
PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
PRESENCE mandatory
}
}
PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD ::= SEQUENCE (SIZE (1..16)) OF PriorityIndicatorAndInitialWindowSizeItem-option-CTCH-ResourceRspTDD

PriorityIndicatorAndInitialWindowSizeItem-option-CTCH-ResourceRspTDD ::= SEQUENCE {


fACH-PriorityIndicator


SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths



MAC-c-sh-SDU-LengthList-option-CTCH-ResourceRspTDD,

fACH-InitialWindowSize


FACH-InitialWindowSize,

iE-Extensions




ProtocolExtensionContainer { {PriorityIndicatorAndInitialWindowSizeItem-option-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

PriorityIndicatorAndInitialWindowSizeItem-option-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

MAC-c-sh-SDU-LengthList-option-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ MAC-c-sh-SDU-LengthListIEs-option-CTCH-ResourceRspTDD }}

MAC-c-sh-SDU-LengthListIEs-option-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE
MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD
PRESENCE mandatory
}
}
MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD ::= SEQUENCE (SIZE (1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-LengthItem-option-CTCH-ResourceRspTDD

MAC-c-sh-SDU-LengthItem-option-CTCH-ResourceRspTDD ::= SEQUENCE {


mAC-c-sh-SDU-Length



MAC-c-sh-SDU-Length,

iE-Extensions




ProtocolExtensionContainer { {MAC-c-sh-SDU-LengthItem-option-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

MAC-c-sh-SDU-LengthItem-option-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD ::= SEQUENCE {


tDD-ChannelisationCode


TDD-ChannelisationCode,


timeSlot





TimeSlot,


pRACH-Midamble




PRACH-Midamble
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD-ExtIEs } } OPTIONAL,


...

}

RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD ::= SEQUENCE (SIZE (0..maxRNCinURA-1)) OF RNCsWithCellsInTheAccessedURA-Item-CTCH-ResourceRspTDD

RNCsWithCellsInTheAccessedURA-Item-CTCH-ResourceRspTDD ::= SEQUENCE {


rNC-ID






RNC-ID,


iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CommonTransportChannelResourcesResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}




3GPP


