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Reason for change:
(

Diffserv reference is IETF RFC 2475 (12/1998): "An Architecture for Differentiated Services", but that RFC is only informational.
The reference should be IETF RFC 2474 “Definition of the Differentiated Services Field (DS Field) in the IPv4 and IPv6 Headers” which is a “standards track” RFC.




Summary of change:
(

Change reference [19] into IETF RFC 2474 “Definition of the Differentiated Services Field (DS Field) in the IPv4 and IPv6 Headers”.
There is no backwards compatibility problems arising from these changes.




Consequences if 
(

not approved:
Implementations of different vendors may be different, and interworking may be geopardised.
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 Other core specifications
(



affected:
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2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]
ITU-T Recommendation I.361 (2/1999): "B-ISDN ATM Layer Specification".

[2]
ITU-T Recommendation I.363.2 (9/1997): "B-ISDN ATM Adaptation Layer Type 2 Specification".

[3]
ITU-T Recommendation I.363.5 (8/1996): "B-ISDN ATM Adaptation Layer Type 5 Specification".

[4]
ITU-T Recommendation I.366.1 (6/1998): "Segmentation and Reassembly Service Specific Convergence Sublayer for the AAL Type 2".

[5]
ITU-T Recommendation E.164 (5/1997): "Numbering Plan for the ISDN Era".

[6]
ITU-T Recommendation Q.2110 (7/1994): "B-ISDN ATM Adaptation Layer-Service Specific Connection Oriented Protocol (SSCOP)".

[7]
ITU-T Recommendation Q.2140 (2/1995): "B-ISDN ATM Adaptation Layer-Service Specific Coordination Function for Support of Signalling at the Network Node Interface (SSCF-NNI)".

[8]
ITU-T Recommendation Q.2150.1 (1999): "B-ISDN ATM Adaptation Layer-Signalling Transport Converter for the MTP3b".

[9]
ITU-T Recommendation Q.2210 (7/1996): "Message Transfer Part level 3 functions and messages using the services of ITU-T Recommendation Q.2140".

[10]
ITU-T Recommendation Q.2630.1 (1999): "AAL type 2 Signalling Protocol (Capability Set 1)".

[11]
ITU-T Recommendation X.213 (8/1997): "Information Technology-Open Systems Interconnection-Network Service Definitions".

[12]
IETF RFC 768 (8/1980): "User Datagram Protocol".

[13]
IETF RFC 791 (9/1981): "Internet Protocol".

[14]
IETF RFC 2684 (9/1999): "Multiprotocol Encapsulation over ATM Adaptation Layer 5".

[15]
IETF RFC 2225 (4/1998): "Classical IP and ARP over ATM".

[16]
IETF RFC 2460 (12/1998): "Internet Protocol, Version 6 (IPv6) Specification".

[17]
3GPP TS 29.060: "3GPP; TSG CN; GPRS; GPRS Tunnelling Protocol (GTP)".

[18]
IETF RFC 793 (9/1981): "TCP, Transmission Control Protocol".

[19]
IETF RFC 2474 (12/1998): “Definition of the Differentiated Services Field (DS Field) in the IPv4 and IPv6 Headers”
[20]
ITU-T Implementor's guide (12/99) for recommendation Q.2210 (07/96).
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