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1 Introduction

This contribution addresses the RRM issue 3; DPC Rate Reduction in soft handover. The contribution aims to close the WI and propose the needed CRs.

2 Discussion

It was agreed in the RAN3 #18 meeting  that the initial DPC mode configuration will be signaled in the Radio Link Setup procedure (on Iub and Iur) and in the Radio Link Addition Procedure (on Iur), and that the DPC mode will be changed by the User Plane Radio Interface Parameter Update procedure.

3 Proposals

It is proposed to modify the TR 25.935 according to the following:

3.1 Agreements and associated contributions

It is agreed that the solution described in the study area is accepted as the DPC Rate Reduction procedure.  

3.2 Specification Impact and associated Change Requests


Table 1: Affected Release 4 specifications and the related Change Requests

3G TS
Title
Remarks

3G TS 25.427 
UTRAN Iub/Iur Interface User Plane Protocol for DCH Data Streams 
Change of the DPC mode in the Radio Interface Parameter Update procedure

3G TS 25.423 
UTRAN Iur Interface RNSAP Signalling 
Request for the DPC mode change support and setup of the initial DPC mode value for the Radio Link

3G TS 25.433 
UTRAN Iub Interface NBAP Signalling 
Request for the DPC mode change support and setup of the initial DPC mode value for the Radio Link
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