PAGE  

3GPP TSG-RAN3 #19 Meeting 
Tdoc R3-011059

Cardiff, Wales, 26 February – 02 March 2001

	CR-Form-v3

	CHANGE REQUEST

	

	(

	25.423
	CR
	337
	(

rev
	1
	(

Current version:
	3.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Introduction of the Common Measurement Procedures in RNSAP 

	
	

	Source:
(

	BT/Nortel

	
	

	Work item code:
(

	LCS1-UEpos-IubIur &

RANimp-RRMopt
	
	Date: (

	27/02/2001

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	This CR is the merge of CR 327 and CR 323 on 25.423.

	
	

	Summary of change:
(

	R1: Editorial corrections, corrections to the ASN.1 and comment in the cover sheet added.

R0: Introduction of Common Measurement Procedures in RNSAP.

This change is backward compatible.

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	3.1, 3.3, 7, 8.1, 8.5, 9.1, 9.2.1, 9.2.1.28A, 9.2.1.37, 9.2.1.38, 9.2.1.39, 9.2.1.40, 9.2.1.48, 9.3.2, 9.3.3, 9.3.4, 9.3.6 + some new sections.

	
	

	Other specs
(

	
	 Other core specifications
(

	

	Affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	If this CR is approved then CR327 and CR323 must be withdrawn.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Elementary Procedure: RNSAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between two RNCs. An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success or failure);

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e. absence of expected response). Whether or not any Class 1 procedure will have a timer on RNSAP is FFS. To de sorted out when discussing the details of the error cases.

Class 2 EPs are considered always successful.

Prepared Reconfiguration: A Prepared Reconfiguration exists when the Synchronised Radio Link Reconfiguration Preparation procedure has been completed successfully. The Prepared Reconfiguration does not exist any more after either of the procedures Synchronised Radio Link Reconfiguration Commit or Synchronised Radio Link Reconfiguration Cancellation has been completed.

UE Context: The UE Context contains the necessary information for the DRNC for communication with a specific UE. The UE Context is created by the Radio Link Setup procedure or by the Uplink Signalling Transfer procedure when the UE makes its first access in a cell controlled by the DRNS. The UE Context is deleted by the Radio Link Deletion procedure or by the Common Transport Channel Resources Release procedure when neither any Radio Links nor any common transport channels are established towards the concerning UE. The UE Context is identified by the SCCP Connection for messages using connection oriented mode of the signalling bearer and the D-RNTI for messages using connectionless mode of the signalling bearer, unless specified otherwise in the procedure text.

Distant RNC Context: The Distant RNC context is created by the first Common Measurement Initiation Procedure or Information Exchange Initiation Procedure initiated by one RNC and requested from another RNC. The Distant RNC Context is deleted after the Common Measurement Termination, the Common Measurement Failure, the Information Exchange Termination or the Information Exchange Failure procedure when there is no more Common Measurement and no more Information to be provided by the requested RNC to the requesting RNC. The Distant RNC Context is identified by an SCCP connection as, for common measurements and information exchange, only the connection oriented mode of the signalling bearer is used.
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ASN.1
Abstract Syntax Notation One

BLER
Block Error Rate

CCCH
Common Control Channel

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

CM

Compressed Mode

CN
Core Network

CPICH
Common Pilot Channel

CRNC
Controlling RNC

DCH
Dedicated Channel

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DRNC
Drift RNC

DRNS
Drift RNS

DRX
Discontinuous Reception

DSCH
Downlink Shared Channel

EP
Elementary Procedure

FACH
Forward Access Channel

FDD
Frequency Division Duplex

FP
Frame Protocol

GPS
Global Positioning System

IE
Information Element

LCS
LoCation Services
MAC
Medium Access Control

PCPCH
Physical Common Packet Channel

PDU
Protocol Data Unit

PRACH
Physical Random Access Channel

RAB
Radio Access Bearer

RACH
Random Access Channel

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

SCH
Synchronisation Channel

SDU
Signalling Data Unit

SFN
System Frame Number

SRNC
Serving RNC

SRNS
Serving RNS

SSDT
Site Selection Diversity Transmit

TDD
Time Division Duplex

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment

UL
Uplink

URA
UTRAN Registration Area

USCH
Uplink Shared Channel

UTRAN
UMTS Terrestrial Radio Access Network

7
Functions of RNSAP

The RNSAP protocol has the following functions:

-
Radio Link Management. This function allows the SRNC to manage radio links using dedicated resources in a DRNS;

-
Physical Channel Reconfiguration. This function allows the DRNC to reallocate the physical channel resources for a Radio Link;

-
Radio Link Supervision. This function allows the DRNC to report failures and restorations of a Radio Link;

-
Compressed Mode Control [FDD]. This function allows the SRNC to control the usage of compressed mode within a DRNS;

-
Measurements on Dedicated Resources. This function allows the SRNC to initiate measurements on dedicated resources in the DRNS. The function also allows the DRNC to report the result of the measurements;

-
DL Power Drifting Correction [FDD]. This function allows the SRNC to adjust the DL power level of one or more Radio Links in order to avoid DL power drifting between the Radio Links;

-
CCCH Signalling Transfer. This function allows the SRNC and DRNC to pass information between the UE and the SRNC on a CCCH controlled by the DRNS;

-
Paging. This function allows the SRNC to page a UE in a URA or a cell in the DRNS;

-
Common Transport Channel Resources Management. This function allows the SRNC to utilise Common Transport Channel Resources within the DRNS (excluding DSCH resources for FDD);

-
Relocation Execution. This function allows the SRNC to finalise a Relocation previously prepared via other interfaces;

-
Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.
-
DL Power Timeslot Correction [TDD]. This function enables the DRNS to apply an individual offset to the transmission power in each timeslot according to the downlink interference level at the UE.
· Measurements on Common Resources. This function allows an RNC to request from another RNC to initiate measurements on Common Resources. The function also allows the requested RNC to report the result of the measurements.
The mapping between the above functions and RNSAP elementary procedures is shown in the table 1.

Table 1: Mapping between functions and RNSAP elementary procedures

	Function
	Elementary Procedure(s)

	Radio Link Management
	a) Radio Link Setup 
b) Radio Link Addition 
c) Radio Link Deletion
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation
h) Radio Link Pre-emption

	Physical Channel Reconfiguration
	Physical Channel Reconfiguration

	Radio Link Supervision
	a) Radio Link Failure
b) Radio Link Restoration

	Compressed Mode Control [FDD]
	a) Radio Link Setup 
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

	Measurements on Dedicated Resources
	a) Measurement Initiation
b) Measurement Reporting
c) Measurement Termination
d) Measurement Failure

	DL Power Drifting Correction [FDD]
	Downlink Power Control

	CCCH Signalling Transfer
	a) Uplink Signalling Transfer
b) Downlink Signalling Transfer

	Paging
	Paging

	Common Transport Channel Resources Management
	a) Common Transport Channel Resources Initiation
b) Common Transport Channel Resources Release

	Relocation Execution
	Relocation Commit

	Reporting of General Error Situations
	Error Indication

	Measurements on Common Resources
	a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

	DL Power Timeslot Correction [TDD]
	Downlink Power Timeslot Control


8
RNSAP Procedures

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 2: Class 1

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message
	Timer

	Radio Link Setup
	RADIO LINK SETUP REQUEST
	RADIO LINK SETUP RESPONSE
	RADIO LINK SETUP FAILURE
	

	Radio Link Addition
	RADIO LINK ADDITION REQUEST
	RADIO LINK ADDITION RESPONSE
	RADIO LINK ADDITION FAILURE
	

	Radio Link Deletion
	RADIO LINK DELETION REQUEST
	RADIO LINK DELETION RESPONSE
	
	

	Synchronised Radio Link Reconfiguration Preparation
	RADIO LINK RECONFIGURATION PREPARE
	RADIO LINK RECONFIGURATION READY
	RADIO LINK RECONFIGURATION FAILURE
	

	Unsynchronised Radio Link Reconfiguration
	RADIO LINK RECONFIGURATION REQUEST
	RADIO LINK RECONFIGURATION RESPONSE
	RADIO LINK RECONFIGURATION FAILURE
	

	Physical Channel Reconfiguration
	PHYSICAL CHANNEL RECONFIGURATION REQUEST
	PHYSICAL CHANNEL RECONFIGURATION COMMAND
	PHYSICAL CHANNEL RECONFIGURATION FAILURE
	

	Measurement Initiation
	DEDICATED MEASUREMENT INITIATION REQUEST
	DEDICATED MEASUREMENT INITIATION RESPONSE
	DEDICATED MEASUREMENT INITIATION FAILURE
	

	
	
	
	
	

	Common Transport Channel Resources Initialisation
	COMMON TRANSPORT CHANNEL RESOURCES REQUEST
	COMMON TRANSPORT CHANNEL RESOURCES RESPONSE
	COMMON TRANSPORT CHANNEL RESOURCES FAILURE
	

	Common Measurement Initiation
	COMMON MEASUREMENT INITIATION REQUEST
	COMMON MEASUREMENT INITIATION RESPONSE
	COMMON MEASUREMENT INITIATION FAILURE
	


The need for Timers will be defined on a per procedure basis. The content of this column is thus FFS.

Table 3: Class 2

	Elementary Procedure
	Initiating Message

	Uplink Signalling Transfer
	UPLINK SIGNALLING TRANSFER INDICATION

	Downlink Signalling Transfer
	DOWNLINK SIGNALLING TRANSFER REQUEST

	Relocation Commit
	RELOCATION COMMIT

	Paging
	PAGING REQUEST

	Synchronised Radio Link Reconfiguration Commit
	RADIO LINK RECONFIGURATION COMMIT

	Synchronised Radio Link Reconfiguration Cancellation
	RADIO LINK RECONFIGURATION CANCEL

	Radio Link Failure
	RADIO LINK FAILURE INDICATION

	Radio Link Restoration
	RADIO LINK RESTORE INDICATION

	Measurement Reporting
	DEDICATED MEASUREMENT REPORT

	Measurement Termination
	DEDICATED MEASUREMENT TERMINATION REQUEST

	Measurement Failure
	DEDICATED MEASUREMENT FAILURE INDICATION

	Downlink Power Control [FDD]
	DL POWER CONTROL REQUEST

	Compressed Mode Command [FDD]
	COMPRESSED MODE COMMAND

	
	

	Common Transport Channel Resources Release
	COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

	Error Indication
	ERROR INDICATION

	Downlink Power Timeslot Control [TDD]
	DL POWER TIMESLOT CONTROL REQUEST

	Radio Link Pre-emption
	RADIO LINK PREEMPTION REQUIRED INDICATION

	Common Measurement Reporting
	COMMON MEASUREMENT REPORT

	Common Measurement Termination
	COMMON MEASUREMENT TERMINATION REQUEST

	Common Measurement Failure
	COMMON MEASUREMENT FAILURE INDICATION


8.5.x
Common Measurement Initiation

8.5.x.1
General

This procedure is used by an RNC to request the initiation of measurements of common resources to another RNC. The requesting RNC is referred to as RNC1 and the RNC to which the request is sent is referred to as RNC2.
This procedure uses the signalling bearer connection for the relevant Distant RNC Context.
8.5.x.2
Successful Operation
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Figure x: Common Measurement Initiation procedure: Successful Operation
The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the RNC1 to the RNC2.

Upon reception, the RNC2 shall initiate the requested measurement according to the parameters given in the request.
Unless specified below, the meaning of the parameters are given in other specifications.
[TDD- If the Time Slot Information is provided in the Common Measurement Object Type IE , the measurement request shall apply to the requested time slot individually.]

If the Common Measurement Type IE is not set to ‘SFN-SFN Observed Time Difference’ and the SFN Reporting Indicator IE is set to "FN Reporting Required", the SFN IE shall be included in the measurement report or in the measurement response, the latter only in the case the Report Characteristics IE is set to 'On-Demand'. The reported SFN shall be the SFN at the time when the measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [26]. If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then the SFN Reporting Indicator IE is ignored.
If the SFN IE is provided, it indicates the frame for which the first measurement shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [26]. Furthermore, if the SFN IE is present and if the Common Measurement Object Type IE is set to “UP Neighbouring Cell”, then the SFN IE relates to the Radio Frames of the Reference Cell identified by the first UTRAN Cell Identifier IE.
Common measurement type

If the Common Measurement Type IE is set to 'SFN-SFN Observed Time Difference', then the RNC2 shall initiate the SFN-SFN Observed Time Difference measurements between the reference cell identified by C-ID IE and the neighbouring cells identified by the UTRAN Cell Identifier IE (UC-Id).
If the Common Measurement Type IE is set to ‘load’, the RNC2 shall initiate measurements of uplink and downlink load on the measured object. If either uplink or downlink load satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink measurements.

Report characteristics
The Report Characteristics IE indicates how the reporting of the measurement shall be performed.

If the Report Characteristics IE is set to 'On-Demand', the RNC2 shall report the result of the requested measurement immediately.

If the Report Characteristics IE is set to 'Periodic', the RNC2 shall periodically initiate a Measurement Reporting procedure for this measurement, with the requested report frequency. Furthermore, if the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then all the available measurements shall be reported in the Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE and the neighbouring cells with no measurement result available shall be reported in the Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE.
If the Report Characteristics IE is set to 'Event A', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the RNC2 shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the RNC2 shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event D', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event E', the RNC2 shall initiate the Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the RNC2 shall initiate the Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the RNC2 shall initiate the Common Measurement Reporting procedure (Report B) as well as terminating any corresponding periodic reporting. If 'Measurement Threshold 2' is not present, the RNC2 shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the RNC2 shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the RNC2 shall initiate the Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided the RNC2 shall also initiate the Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the RNC2 shall initiate the Common Measurement Reporting procedure (Report B) as well as terminating any corresponding periodic reporting. If 'Measurement Threshold 2' is not present, the RNC2 shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the RNC2 shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'On Modification', the RNC2 shall report the result of the requested measurement immediately. Then the RNC2 shall initiate the Common Measurement Reporting procedure in accordance to the following conditions:

1.
If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS':

· If the TUTRAN-GPS Change Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, calculate the change of TUTRAN-GPS value (Fn). The RNC2 shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of  Fn rises above the threshold indicated by the TUTRAN-GPS Change Limit IE. The change of TUTRAN-GPS value (Fn) is calculated according to the following:

Fn=0  for n=0

Fn = (Mn – Mn-1) mod 37158912000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1        for n>0
Fn is the change of the TUTRAN-GPS value expressed in unit [1/16 chip] when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .

Mn-1 is the previous measurement result received from the physical layer measurements, measured at SFNn-1 .

M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

M0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

· If the Predicted TUTRAN-GPS Deviation Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the RNC2 shall, each time a new measurement result is received from the physical layer measurement, update the Pn and Fn . The RNC2 shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GPS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b   for n=0

Pn = ( (1+a) * ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Pn-1 ) mod 37158912000000  for   n>0

Fn = min(abs(Mn – Pn), abs(Mn – Pn – 37158912000000), abs(Mn – Pn + 37158912000000))   for n>0

Pn is the predicted TUTRAN-GPS value when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GPS Drift Rate value.

b is the last reported TUTRAN-GPS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GPS value (Pn ) when n measurements have been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .
M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GPS Drift Rate is determined by the Node B in an implementation-dependent way after point B (see model of physical layer measurements in [26]).
2.
If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’:

· If the SFN-SFN Change Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, calculate the change of SFN-SFN value (Fn). The RNC2 shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the SFN-SFN Change Limit IE. The change of the SFN-SFN value is calculated according to the following:

Fn=0  for n=0

Fn = (Mn – a) mod 40960     for n>0

Fn is the change of the SFN-SFN value expressed in unit [1/16 chip] when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .

M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

· If the Predicted SFN-SFN Deviation Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, update the Pn and Fn . The RNC2 shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when Fn rises above the threshold indicated by the Predicted SFN-SFN Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b   for n=0

Pn = (( a * (15*((SFNn – SFNn-1) mod 4096) + (TSn – TSn-1))*2560*16+ Pn-1 ) mod 40960) – 20480    for   n>0

Fn = min(abs(Mn – Pn), abs(Mn – Pn – 40960), abs(Mn – Pn + 40960))   for n>0

Pn is the predicted SFN-SFN value when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN Drift Rate value.

b is the last reported SFN-SFN value.

Fn is the deviation of the last measurement result from the predicted SFN-SFN value (Pn ) when n measurements has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at the Time Slot TSn of the Frame SFNn.
M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

The SFN-SFN Drift Rate is determined by the Node B in an implementation-dependent way after point B (see model of physical layer measurements in [26]).

If the Report Characteristics IE is not set to 'On-Demand', the RNC2 is required to perform reporting for a common measurement object, in accordance with the conditions provided in the COMMON MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no common measurement object(s) for which a measurement is defined exists any more the RNC2 shall terminate the measurement locally without reporting this to RNC1.
If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the RNC2 shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the COMMON MEASUREMENT INITIATION REQUEST message.

Common measurement accuracy
If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frames for LCS', then the UTRAN GPS Timing Measurement Minimum Accuracy Class IE included in the Report Characteristics IE indicates the minimum accuracy class required in the measurements.
· If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates ‘Class A’, then the concerned RNC2 shall perform the measurement with the highest supported accuracy according to any of the accuracy classes A, B or C.
· If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates the ’Class B’, then the concerned RNC2 shall perform the measurements with the highest supported accuracy according to class B or C.
· If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates ‘Class C’, then the concerned RNC2 shall perform the measurements with the highest supported accuracy according to class C only.

If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then the concerned RNC2 shall initiate the SFN-SFN observed Time Difference measurements between the reference cell identified by UC-ID IE and the neighbouring cells identified by their UC-ID. The Report Characteristics IE applies to each of these measurements.
Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) -, where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Response message
If the RNC2 was able to initiate the measurement requested by RNC1 it shall respond with the COMMON MEASUREMENT INITIATION RESPONSE message sent. The message shall include the same Measurement ID that was used in the measurement request. Only in the case when the Report Characteristics IE is set to "On-Demand" or “On Modification”, the COMMON MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. It shall also the Common Measurement Achieved Accuracy IE in the Common Measurement Value IE if the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS'.

Furthermore, if the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then all the available measurements shall be reported in the Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE and the neighbouring cells with no measurement result available shall be reported in the Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE.
8.5.x.3
Unsuccessful Operation
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Figure x: Common Measurement Initiation procedure: Unsuccessful Operation
If the Common Measurement Type received in the Common Measurement Type IE is not 'load', and if the Common Measurement Type received in the Common Measurement Type IE is not defined in ref. [11] or [15] to be measured on the Common Measurement Object Type received in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the RNC2 shall regard the Common Measurement Initiation procedure as failed.

If the requested measurement cannot be initiated, the RNC2 shall send a COMMON MEASUREMENT INITIATION FAILURE message. The message shall include the same Measurement ID that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.
If the Common Measurement Type IE is set to 'SFN-SFN Observed Time Difference', but the Neighbouring Cell Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.

If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS', but the TUTRAN-GPS Measurement Minimum Accuracy Class IE in the Common Measurement Accuracy IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.
Typical cause values are as follows:

Radio Network Layer Cause

-
Measurement not supported for the object.

-
Measurement Temporarily not Available
8.5.x.4
Abnormal Conditions

-

8.5.x
Common Measurement Reporting
8.5.x.1
General

This procedure is used by an RNC to report the result of measurements requested by another RNC using the Common Measurement Initiation.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.x.2
Successful Operation
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Figure x: Common Measurement Reporting procedure: Successful Operation
If the requested measurement reporting criteria are met, the RNC2 shall initiate a Measurement Reporting procedure. Unless specified below, the meaning of the parameters are given in other specifications.

The Common Measurement ID IE shall be set to the Common Measurement ID provided by RNC1 when initiating the measurement with the Common Measurement Initiation procedure.

If the achieved measurement accuracy does not fulfil the given accuracy requirement, the Measurement not available shall be reported.
The RNC2 shall include the Common Measurement Achieved Accuracy IE in the Common Measurement Value IE if the measurement was initiated for the 'UTRAN GPS Timing of Cell Frame for LCS' measurement type by the Common Measurement Initiation procedure.
8.5.x.3
Abnormal Conditions

-
8.5.x
Common Measurement Termination
8.5.x.1
General

This procedure is used by an RNC to terminate a measurement previously requested by the Common Measurement Initiation procedure.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.x.2
Successful Operation
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Figure x: Common Measurement Termination procedure: Successful Operation

This procedure is initiated with a COMMON MEASUREMENT TERMINATION REQUEST message.

Upon reception, RNC2 shall terminate reporting of measurements corresponding to the Common Measurement ID.

8.5.x.3
Abnormal Conditions

-
8.5.x
Common Measurement Failure

8.5.x.1
General

This procedure is used by an RNC to notify another RNC that a measurement previously requested by the Common Measurement Initiation procedure can no longer be reported.
This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.x.2
Successful Operation
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Figure x: Common Measurement Failure procedure: Successful Operation
This procedure is initiated with a COMMON MEASUREMENT FAILURE INDICATION message, sent from RNC2 to RNC1 to inform the RNC1 that a previously requested measurement can no longer be reported. RNC2 has locally terminated the indicated measurement.
8.5.x.3
Abnormal Conditions

-
9.1.x
COMMON MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	reject

	Common Measurement Object Type
	M
	
	9.2.1.x
	
	YES
	reject

	CHOICE Common Measurement Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>UTRAN Cell Identifier
	M
	
	9.2.1.71
	
	–
	

	>>Neighbouring Cell Measurement Information
	
	0..<maxnoofMeasNCells>
	
	
	–
	

	>>> Neighbouring FDD Cell Measurement Information
	C-CellInfo
	
	9.2.1.x
	
	–
	

	>>> Neighbouring TDD Cell Measurement Information
	C-CellInfo
	
	9.2.1.x
	
	–
	

	>>Time Slot
	O
	
	9.2.1.56
	TDD Only
	
	

	Common Measurement Type
	M
	
	9.2.1.x
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.41
	
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	SFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	SFN
	O
	
	9.2.1.x
	
	YES
	reject

	Common Measurement Accuracy
	O
	
	9.2.1.x
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


	Condition
	Explanation

	CellInfo
	Only one Neighbouring Cell Measurement Information IE can be present at the same time.


9.1.x
COMMON MEASUREMENT INITIATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Common Measurement Object Type
	O
	
	
	Common Measurement Object Type that the measurement was initiated with.
	YES
	ignore

	>Cell 
	
	
	
	
	–
	

	>>Common Measurement value
	M
	
	9.2.1.x
	
	–
	

	SFN
	O
	
	9.2.1.x
	Common Measurement Time Reference
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	Common Measurement Achieved Accuracy
	O
	
	Common Measurement Accuracy

9.2.1.x
	
	YES
	ignore


9.1.x
COMMON MEASUREMENT INITIATION FAILURE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	Ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	Ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	Ignore


9.1.x
COMMON MEASUREMENT REPORT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Common Measurement Object Type
	M
	
	
	Common Measurement Object Type that the measurement was initiated with.
	YES
	ignore

	>Cell 
	
	
	
	
	–
	

	>>Common Measurement Value Information
	M
	
	9.2.1.x
	
	–
	

	SFN
	O
	
	9.2.1.x
	Common Measurement Time Reference
	YES
	ignore


9.1.x
COMMON MEASUREMENT TERMINATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore


9.1.x
COMMON MEASUREMENT FAILURE INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore


9.2.1.28A
FN reporting indicator

Frame Number reporting indicator.

Indicates if the SFN or CFN shall be included together with the reported measurement value.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FN reporting indicator
	
	
	ENUMERATED(FN reporting required, FN reporting not required)
	


9.2.1.37
Measurement ID

The Measurement Id uniquely identifies a dedicated measurement within a UE Context or a common measurement within a Distant RNC Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement ID
	
	
	INTEGER(0 .. 2^20-1)
	


9.2.1.38
Measurement Increase/Decrease Threshold

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

	Information Element / Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SIR
	C – Threshold
	
	INTEGER(0..62)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

	SIR Error
	C – Threshold
	
	INTEGER(0..124)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

124: 62 dB

(FDD only)

	Transmitted Code Power
	C – Threshold
	
	INTEGER(0..112,...)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

112: 56 dB

	RSCP
	C – Threshold
	
	INTEGER(0..80)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

80: 40dB
(TDD only)

	Round Trip Time
	C – Threshold
	
	INTEGER(0..32766)
	0: 0 chips

1: 0.0625 chips

2: 0.1250 chips

…

32766: 2047.875 chips
(FDD only)

	Load
	C-Threshold
	
	INTEGER(0..9)
	Units are the same as for the Uplink Load Value IE and Dowlink Load Value IE.

	Transmitted Carrier Power
	C-Threshold
	
	INTEGER(0..100)
	According to mapping in [23] and [24].

	Received Total Wide Band Power
	C-Threshold
	
	INTEGER(0..620)
	0: 0dB

1: 0.1dB

2: 0.2dB

...

620: 62dB

	UL Timeslot ISCP
	C-Threshold
	
	INTEGER(0..126)
	0: 0dB

1: 0.5dB

2: 1dB

...

126: 63dB
Only applicable for TDD


	Condition
	Explanation

	Threshold
	Only one measurement threshold can be present at the same time.


9.2.1.39
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification.

	Information Element / Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SIR
	C – Threshold
	
	INTEGER(0..63)
	According to mapping in ref. [23] and [24].

	SIR Error
	C – Threshold
	
	INTEGER(0..125)
	According to mapping in [23], (FDD only) 

	Transmitted Code Power
	C – Threshold
	
	INTEGER(0..127)
	According to mapping in ref. [23] and [24].

	RSCP
	C – Threshold
	
	INTEGER(0..81)
	According to mapping in ref. [24] (TDD only)

	Rx Timing Deviation
	C - Threshold
	
	INTEGER(0..2047)
	According to mapping in [24] (TDD only)

	Round Trip Time
	C – Threshold
	
	INTEGER(0..32767)
	According to mapping in [23]

(FDD only)

	TUTRAN-GPS Measurement Threshold Information
	C – Threshold
	
	9.2.1.x
	

	SFN-SFN Measurement Threshold Information
	C – Threshold
	
	9.2.1.x
	

	Load
	C-Threshold
	
	INTEGER(0..9)
	0 is the minimum indicated load, and 9 is the maximum indicated load.

	Transmitted Carrier Power
	C-Threshold
	
	INTEGER(0..100)
	According to mapping in [23] and [24].

	Received Total Wide Band Power
	C-Threshold
	
	INTEGER(0..621)
	According to mapping in [23] and [24].

	UL Timeslot ISCP
	C-Threshold
	
	INTEGER(0..127)
	According to mapping in [24].
Only applicable for TDD.


	Condition
	Explanation

	Threshold
	Only one measurement threshold can be present at the same time.


9.2.1.40
Message Type
The Message Type uniquely identifies the message being sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message Type
	
	
	
	

	>Procedure ID
	
	1
	
	

	>>Procedure Code
	M
	
	ENUMERATED (RL Setup, 

RL Addition, 

RL Deletion, 

Synchronised RL Reconfiguration Preparation, 

Synchronised RL Reconfiguration Commit, 

Synchronised RL Reconfiguration Cancel, 

Unsynchronised RL Reconfiguration Request, 

RL Failure, 

RL Restoration, 

DL Power Control, 

DL Power Timeslot Control,
Physical Channel Reconfiguration, 

UL Signalling Transfer, 

DL Signalling Transfer, 

Relocation Commit, 

Paging, 

Measurement Initiation, 

Measurement Reporting, 

Measurement Termination, 

Measurement Failure, 

Common Transport Channel Resources Initiation, 

Common Transport Channel Resources Release, 

Compressed Mode Command, 

Error Indication, …
Common Measurement Initiation, 

Common Measurement Reporting, 

Common Measurement Termination, 

Common Measurement Failure) 
	

	>>Ddmode
	M
	
	ENUMERATED (FDD, TDD, Common, …)
	Common = common to FDD and TDD.

	>Type of Message
	M
	
	ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
	


9.2.1.48
Report Characteristics

The Report Characteristics, defines how the reporting shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Report Characteristics
	
	
	
	

	>Report Characteristics Type
	
	
	ENUMERATED(On Demand, Periodic, Event A, Event B, Event C, Event D, Event E, Event F,

…, On Modification,)
	

	>Periodic Report Information
	C – Periodic
	
	
	

	>>Report Periodicity
	M
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	>Event A
	C – Event A
	
	
	

	>>Measurement Threshold
	M
	
	Measurement Threshold
	The threshold for which the DRNS shall trigger a measurement report.

	>>Measurement Hysteresis Time
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	

	>Event B
	C – Event B
	
	
	

	>>Measurement Threshold
	M
	
	Measurement Threshold
	The threshold for which the DRNS shall trigger a measurement report.

	>>Measurement Hysteresis Time
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	

	>Event C
	C – Event C
	
	
	

	>> Measurement Increase/Decrease Threshold
	M
	
	Measurement Increase/Decrease Threshold
	

	>>Measurement Change Time
	M
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	The time within which the measurement entity shall rise, in order to trigger a measurement report.

	>Event D
	C – Event D
	
	
	

	>> Measurement Increase/Decrease Threshold
	M
	
	Measurement Increase/Decrease Threshold
	

	>>Measurement Change Time
	M
	
	ENUMERATED (10ms…1min,…)

step 10ms,… 
	The time within which the measurement entity shall fall, in order to trigger a measurement report.

	>Event E
	C – Event E
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold
	

	>>Measurement Hysteresis Time 
	O
	
	ENUMERATED (10ms…1min,…)

step 10ms,…
	The hysteresis time in ms

	>>Report Periodicity
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	>Event F
	C – Event F
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold
	

	>>Measurement Hysteresis Time 
	O
	
	ENUMERATED (10ms…1min,…)

step 10ms,…
	The hysteresis time in ms

	>>Report Periodicity
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	>On Modification
	C - On Modification
	
	
	

	>>Measurement Threshold
	
	
	Measurement Threshold
9.2.1.39
	


	Condition
	Explanation

	C-Periodic
	Valid if Report Characteristics Type IE indicates "periodic"

	C-Event A
	Valid if Report Characteristics Type IE indicates "Event A"

	C-Event B
	Valid if Report Characteristics Type IE indicates "Event B"

	C-Event C
	Valid if Report Characteristics Type IE indicates "Event C"

	C-Event D
	Valid if Report Characteristics Type IE indicates "Event D"

	C-Event E
	Valid if Report Characteristics Type IE indicates "Event E"

	C-Event F
	Valid if Report Characteristics Type IE indicates "Event F"

	C-On Modification
	Valid if Report Characteristics Type IE indicates ‘On Modification’


9.2.1.x
Common Measurement Accuracy 

The Common Measurement Accuracy IE indicates the accuracy of  the common measurement. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS Measurement Accuracy Class
	C-MeasurementAccuracy
	
	TUTRAN-GPS Accuracy Class

9.2.1.x
	


	Condition
	Explanation

	C-MeasurementAccuracy
	Only one IE shall be present.


9.2.1.x
Common Measurement Object Type
The Common Measurement Object type indicates the type of object that the measurement is to be performed on.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Object Type
	
	
	ENUMERATED (CELL,…)
	


9.2.1.x
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Type
	
	
	ENUMERATED (UTRAN GPS Timing of Cell Frames for LCS,

SFN-SFN Observed Time Difference, load, transmitted carrier power, received total wide band power, UL timeslot ISCP, …)
	UL timeslot ISCP shall only be used by TDD


9.2.1.x
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TUTRAN-GPS Measurement Value Information
	C MeasValue
	
	9.2.1.x
	

	SFN-SFN Measurement Value Information
	C MeasValue
	
	9.2.1.x
	

	Load Value
	C-MeasValue
	
	9.2.1.x
	

	Transmitted Carrier Power Value
	C-MeasValue
	
	Transmitted Carrier Power 9.2.1.x
	

	Received Total Wide Band Power Value
	C-MeasValue
	
	Received Total Wide Band Power 9.2.2.35A
	

	UL Timeslot ISCP Value
	C-MeasValue
	
	UL Timeslot ISCP 9.2.3.13A
	Only applicable for TDD.


	Condition
	Explanation

	MeasValue
	Only one measurement value can be present at the same time.


9.2.1.x
Common Measurement Value Information

The Common Measurement Value Information IE provides information both on whether or not the Common Measurement Value is provided in the message or not and if provided also the Common Measurement Value itself.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Measurement Availability
	M
	
	
	

	>Measurement Available
	
	
	
	

	>>Common Measurement Value
	M
	
	9.2.1.x
	

	>Measurement not Available
	
	
	NULL
	


9.2.1.x
Load Value

The Load Value IE contains the load for both the uplink and downlink.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Uplink Load Value
	M
	
	INTEGER(0..9)
	Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.

	Downlink Load Value
	M
	
	INTEGER(0..9)
	Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.


9.2.1.x
Neighbouring FDD Cell Measurement Information

This IE provides information on the FDD neighbouring cells used for the purpose of Measurements.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	UARFCN
	M
	
	9.2.1.66
	Corresponds to Nd [6]

	Primary Scrambling Code
	M
	
	9.2.1.45
	


9.2.1.x
Neighbouring TDD Cell Measurement Information

This IE provides information on the TDD neighbouring cells used for the purpose of Measurements.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	UARFCN
	M
	
	9.2.1.66
	

	Cell Parameter ID
	M
	
	9.2.1.8
	


9.2.1.x
SFN

System Frame Number of the cell, see ref. [17].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SFN 
	
	
	Integer (0..4095)
	


9.2.1.x
SFN-SFN Measurement Threshold Information

The SFN-SFN Measurement Threshold Information defines the related thresholds SFN-SFN Observed Time Difference measurements which shall trigger the Event On Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SFN-SFN Change Limit
	C - SFNSFNLimit
	
	INTEGER(1..16384,…)
	Change of SFN-SFN value compared to previously reported value, which shall trigger a new report. 

Unit in 1/16 chip.

	Predicted SFN-SFN Deviation Limit
	C-SFNSFNLimit
	
	INTEGER(1..16384,…)
	Deviation the Predicted SFN-SFN from the latest measurement result, which shall trigger a new report. 

Unit in 1/16 chip.


	Condition
	Explanation

	C- SFNSFNLimit
	At least one threshold shall be present.


9.2.1.x
SFN-SFN Measurement Value Information

The SFN-SFN Measurement Value Information IE indicates the measurement result related to SFN-SFN Observed Time Difference measurements as well as other related information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	1..<maxnoofMeasNCell>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	

	>SFN-SFN
	M
	
	INTEGER(-20480..20479)
	

	>SFN-SFN Quality
	M
	
	INTEGER(0..16383)
	Indicates the standard deviation of the SFN-SFN measurements.

	>SFN-SFN Drift Rate
	M
	
	INTEGER(-16383..16383)
	Indicates the SFN-SFN drift rate in 1/16 chip per second.
A positive value indicates that the Reference cell clock is running at a greater frequency than the measured neighbouring cell.

	>SFN-SFN Drift Rate Quality
	M
	
	INTEGER(0..16383)
	Indicates the standard deviation of the SFN-SFN drift rate measurements.

	>SFN
	M
	
	9.2.1.x
	Indicates the SFN at which this measurement has been performed.

	>Timeslot
	M
	
	9.2.1.56
	Indicates the Time Slot at which this measurement has been performed.

	Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	0..<maxnoofMeasNCell-1>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.2.1.x
Transmitted Carrier Power

The Transmitted Carrier Power IE contains the Transmitted Carrier Power in a cell, as defined in [11] & [14].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmitted Carrier Power
	
	
	INTEGER(0..100)
	According to mapping in [23] and [24].


9.2.1.x
TUTRAN-GPS Accuracy Class

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS Accuracy Class
	
	
	ENUMERATED(Accuracy Class A, Accuracy Class B, Accuracy Class C,…)
	More information about Measurement Accuracy Class is included in [23].


9.2.1.x
TUTRAN-GPS Measurement Threshold Information

The TUTRAN-GPS Measurement Threshold Information defines the related thresholds for  UTRAN GPS Timing of Cell Frame for LCS measurments shall trigger the Event On Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS Change Limit
	C - UTRANGPSLimit
	
	INTEGER(1..2^20,…)
	Change of TUTRAN-GPS value compared to previously reported value, which shall trigger a new report. 

Unit in 1/16 chip.

	Predicted TUTRAN-GPS Deviation Limit
	C-UTRANGPSLimit
	
	INTEGER(1..2^20,…)
	Deviation of the Predicted TUTRAN-GPS from the latest measurement result, which shall trigger a new report. 

Unit in 1/16 chip.


	Condition
	Explanation

	C- UTRANGPSLimit
	At least one threshold shall be present.


9.2.1.x
TUTRAN-GPS Measurement Value Information

The TUTRAN-GPS Measurement Value Information IE indicates the measurement results related to the UTRAN GPS Timing of Cell Frame for LCS measurements.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS
	M
	
	INTEGER(0..37158911999999)
	Indicates the UTRAN GPS Timing of Cell Frame for LCS. According to mapping in [23] and [24]

	TUTRAN-GPS Quality
	M
	
	INTEGER(0..2^20-1)
	Indicates the standard deviation of the TUTRAN-GPS measurements.

	TUTRAN-GPS Drift Rate
	M
	
	INTEGER(-16383..16383)
	Indicates the TUTRAN-GPS drift rate in 1/16 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GPS clock.


	TUTRAN-GPS Drift Rate Quality
	M
	
	INTEGER(0..16383)
	Indicates the standard deviation of the TUTRAN-GPS drift rate measurements.


9.3.2
Elementary Procedure Definitions

**** UNCHANGED TEXT IS OMITTED ****
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


TransactionID

FROM RNSAP-CommonDataTypes


CommonMeasurementFailureIndication,


CommonMeasurementInitiationFailure,

CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonTransportChannelResourcesFailure,


CommonTransportChannelResourcesRequest,


CommonTransportChannelResourcesReleaseRequest,


CommonTransportChannelResourcesResponseFDD,


CommonTransportChannelResourcesResponseTDD,


CompressedModeCommand,

DedicatedMeasurementFailureIndication,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,

DownlinkSignallingTransferRequest,


ErrorIndication,


PagingRequest,


PhysicalChannelReconfigurationCommand,


PhysicalChannelReconfigurationFailure,


PhysicalChannelReconfigurationRequestFDD,


PhysicalChannelReconfigurationRequestTDD,


PrivateMessage,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


RadioLinkFailureIndication,


RadioLinkPreemptionRequiredIndication,

RadioLinkReconfigurationCancel,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReadyFDD,


RadioLinkReconfigurationReadyTDD,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponseFDD,


RadioLinkReconfigurationResponseTDD,

RadioLinkRestoreIndication,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RelocationCommit,


UplinkSignallingTransferIndicationFDD,


UplinkSignallingTransferIndicationTDD
FROM RNSAP-PDU-Contents


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelResourcesInitialisation,


id-commonTransportChannelResourcesRelease,


id-compressedModeCommand,

id-downlinkPowerControl,


id-downlinkSignallingTransfer,


id-downlinkPowerTimeslotControl,

id-errorIndication,


id-measurementFailure,


id-measurementInitiation,


id-measurementReporting,


id-measurementTermination,


id-paging,


id-physicalChannelReconfiguration,


id-privateMessage,


id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkPreemption,

id-radioLinkRestoration,


id-radioLinkSetup,


id-relocationCommit,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-unSynchronisedRadioLinkReconfiguration,


id-uplinkSignallingTransfer
FROM RNSAP-Constants;

**** UNCHANGED TEXT IS OMITTED ****
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURES RNSAP-ELEMENTARY-PROCEDURE ::= {


RNSAP-ELEMENTARY-PROCEDURES-CLASS-1


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-2


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-3


,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 RNSAP-ELEMENTARY-PROCEDURE ::= {


radioLinkSetupFDD









|


radioLinkSetupTDD









|


radioLinkAdditionFDD








|


radioLinkAdditionTDD








|


radioLinkDeletion









|


synchronisedRadioLinkReconfigurationPreparationFDD

|


synchronisedRadioLinkReconfigurationPreparationTDD

|


unSynchronisedRadioLinkReconfigurationFDD



|


unSynchronisedRadioLinkReconfigurationTDD



|


physicalChannelReconfigurationFDD





|


physicalChannelReconfigurationTDD





|


measurementInitiation








|


commonTransportChannelResourcesInitialisationFDD

|


commonTransportChannelResourcesInitialisationTDD

,


...













,

commonMeasurementInitiation

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 RNSAP-ELEMENTARY-PROCEDURE ::= {


uplinkSignallingTransferFDD






|


uplinkSignallingTransferTDD






|

downlinkSignallingTransfer






|


relocationCommit








|


paging











|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|


radioLinkPreemption








|

radioLinkRestoration







|


measurementReporting







|


measurementTermination







|


measurementFailure








|


downlinkPowerControlFDD







|


downlinkPowerTimeslotControl





|

compressedModeCommandFDD






|

commonTransportChannelResourcesRelease



|


errorIndication









|


privateMessage









,


...












,


commonMeasurementFailure






|


commonMeasurementReporting






|


commonMeasurementTermination
}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 RNSAP-ELEMENTARY-PROCEDURE ::= {


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

**** UNCHANGED TEXT IS OMITTED ****
commonMeasurementInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


PROCEDURE ID


{ procedureCode id-commonMeasurementInitiation, ddMode common }


CRITICALITY



reject

}

commonMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementReport


PROCEDURE ID

{ procedureCode id-commonMeasurementReporting, ddMode common }


CRITICALITY


ignore

}

commonMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementTerminationRequest


PROCEDURE ID

{ procedureCode id-commonMeasurementTermination, ddMode common }


CRITICALITY

ignore

}

commonMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementFailureIndication


PROCEDURE ID

{ procedureCode id-commonMeasurementFailure, ddMode common }


CRITICALITY

ignore

}

END
9.3.3
PDU Definitions

**** UNCHANGED TEXT IS OMITTED ****
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AllocationRetentionPriority,


AllowedQueuingTime,


AlphaValue,

BLER,


Block-STTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellParameterID,


ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,


CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-ScramblingCode,


DL-Timeslot-Information,


DL-TimeSlot-ISCP-Info,

DPCH-ID,


DRACControl,


DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DiversityControlField,


DiversityMode,


DSCH-FDD-Information,


DSCH-FDD-InformationResponse,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

SchedulingPriorityIndicator,

FACH-FlowControlInformation,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,
    FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

IMSI,


InnerLoopDLPCStatus,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,

MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,

MeasurementFilterCoefficient,


MeasurementID,


MidambleShiftAndBurstType,


MinimumSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,

NeighbouringFDDCellMeasurementInformation,

NeighbouringTDDCellMeasurementInformation,


Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PDSCHCodeMapping,

PayloadCRC-PresenceIndicator,

PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


QE-Selector,


RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RxTimingDeviationForTA,

S-FieldLength,


S-RNTI,


SCH-TimeSlot,

SAI,

SFN,

SN,


Secondary-CCPCH-Info,

SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,

STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SecondaryCCPCH-SlotFormat,


SyncCase,


TDD-ChannelisationCode,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-UL-Code-Information,

TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimingAdvanceApplied,

ToAWE,


ToAWS,


TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

Transmission-Gap-Pattern-Sequence-ScramblingCode-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,

UARFCN,


UC-ID,


UL-DPCCH-SlotFormat,


UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-TimeSlot-ISCP-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxNrOfMeasNCell,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-ClosedLoopMode1-SupportIndicator,

id-ClosedLoopMode2-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,


id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DSCHs-to-Add-FDD,


id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Delete-RL-ReconfPrepFDD,


id-DSCH-FDD-Information,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-FDD-InformationResponse,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Modify-RL-ReconfPrepFDD,


id-DSCHsToBeAddedOrModified-FDD,


id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-GA-AccessPointPosition,


id-GA-Cell,

id-IMSI,


id-InnerLoopDLPCStatus,

id-L3-Information,

id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-Neighbouring-GSM-CellInformation,

id-PagingArea-PagingRqst,

id-FACH-FlowControlInformation,


id-PowerAdjustmentType,


id-ProcedureScope-DL-PC-Rqst,


id-PropagationDelay,


id-RANAP-RelocationInformation,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-SFN,


id-SFNReportingIndicator,

id-SRNC-ID,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-timeSlot-ISCPList-DL-PC-Rqst-TDD,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-Transmission-Gap-Pattern-Sequence-Information,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,


id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD
FROM RNSAP-Constants;

**** UNCHANGED TEXT IS OMITTED ****
-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

CommonMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID







CRITICALITY
reject


TYPE
MeasurementID







PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rqst


CRITICALITY
reject


TYPE 
CommonMeasurementObjectType-CM-Rqst

PRESENCE 
mandatory
}|


-- This IE represents both the Common Measurement Object Type IE and the choice based on the Common Measurement Object Type

-- as described in the tabular message format in subclause 9.1.

{ ID
id-CommonMeasurementType





CRITICALITY
reject


TYPE
CommonMeasurementType




PRESENCE
mandatory
}|


{ ID 
id-MeasurementFilterCoefficient




CRITICALITY
reject


TYPE
MeasurementFilterCoefficient


PRESENCE
optional
}|


{ ID
id-ReportCharacteristics





CRITICALITY
reject


TYPE
ReportCharacteristics




PRESENCE
mandatory
}|


{ ID
id-SFNReportingIndicator





CRITICALITY
reject


TYPE
FNReportingIndicator




PRESENCE
mandatory


} |


{ ID
id-SFN










CRITICALITY reject


TYPE
SFN










PRESENCE optional


}|


{ ID    id-CommonMeasurementAccuracy




CRITICALITY reject


TYPE
CommonMeasurementAccuracy



PRESENCE optional


},

...

}

CommonMeasurementInitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rqst ::= CHOICE {


cell






Cell-CM-Rqst,


...

}

Cell-CM-Rqst ::= SEQUENCE {


uC-ID






UC-ID,

neighbouringCellMeasurementInformation


SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF



CHOICE {




neighbouringFDDCellMeasurementInformation

NeighbouringFDDCellMeasurementInformation,





neighbouringTDDCellMeasurementInformation

NeighbouringTDDCellMeasurementInformation,





...




}


iE-Extensions




ProtocolExtensionContainer  { { CellItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

CellItem-CM-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

CommonMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID








PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rsp

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rsp

PRESENCE
optional
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN












PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY
ignore


TYPE
CriticalityDiagnostics





PRESENCE
optional
}|


{ ID    id-CommonMeasurementAccuracy




CRITICALITY reject


TYPE
CommonMeasurementAccuracy



PRESENCE optional


},

...

}

CommonMeasurementInitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rsp ::= CHOICE {


cell





Cell-CM-Rsp,


...

 }

Cell-CM-Rsp ::= SEQUENCE {


commonMeasurementValue





CommonMeasurementValue,

iE-Extensions







ProtocolExtensionContainer  { { CellItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

CellItem-CM-Rsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

CommonMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationFailure-Extensions}}

OPTIONAL,

...

}

CommonMeasurementInitiationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID



CRITICALITY

ignore


TYPE
MeasurementID




PRESENCE
mandatory
}|


{ ID
id-Cause





CRITICALITY

ignore


TYPE
Cause






PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CommonMeasurementInitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT REPORT

--

-- **************************************************************

CommonMeasurementReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementReport-Extensions}}

OPTIONAL,


...

}

CommonMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rprt

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rprt

PRESENCE
mandatory
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
},


...

}

CommonMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rprt ::= CHOICE {


cell






Cell-CM-Rprt,


...

 }

Cell-CM-Rprt ::= SEQUENCE {


commonMeasurementValueInformation
CommonMeasurementValueInformation,


iE-Extensions




ProtocolExtensionContainer  {{ CellItem-CM-Rprt-ExtIEs }}

OPTIONAL,


...
 }

CellItem-CM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

CommonMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementTerminationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementTerminationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY

ignore



TYPE
MeasurementID


PRESENCE
mandatory},


...

}

CommonMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

CommonMeasurementFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementFailureIndication-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CommonMeasurementFailureIndication-Extensions}}



OPTIONAL,


...

}

CommonMeasurementFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY
ignore


TYPE
MeasurementID


PRESENCE
mandatory
}|


{ ID
id-Cause




CRITICALITY
ignore


TYPE
Cause




PRESENCE
mandatory
},


...

}

CommonMeasurementFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

END
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDPCHs,

maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfTS,

maxNrOfULTs,

maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count,


maxNrOfMeasNCell,


maxNrOfMeasNCell–1,


id-Neighbouring-UMTS-CellInformationItem
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

**** UNCHANGED TEXT IS OMITTED ****
-- C

CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...

}
CommonMeasurementType ::= ENUMERATED {


uTRAN-GPS-timing-of-cell-frames-for-LCS,


sFN-SFN-observerd-time-difference,


load,


transmitted-carrier-power, 


received-total-wide-band-power,


uplink-timeslot-iscp,


...

}

CommonMeasurementValue ::= CHOICE {


tUTRANGPSMeasurementValueInformation
TUTRANGPSMeasurementValueInformation,


sFNSFNMeasurementValueInformation

SFNSFNMeasurementValueInformation,


loadValue






LoadValue,


transmittedCarrierPowerValue

INTEGER(0..100),


receivedTotalWideBandPowerValue

INTEGER(0..621),


uplinkTimeslotISCPValue



UL-Timeslot-ISCP,


...

}

CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

NULL
}

CommonMeasurementAvailable::= SEQUENCE {


commonMeasurementValue

CommonMeasurementValue,

iE-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

**** UNCHANGED TEXT IS OMITTED ****

-- L

Load-Value-IncrDecrThres ::= INTEGER(0..9)

Load-Value ::= INTEGER(0..9)

LoadValue ::= SEQUENCE {



uplinkLoadValue

INTEGER(0..9),



downlinkLoadValue
INTEGER(0..9)

}

-- M

**** UNCHANGED TEXT IS OMITTED ****
MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

... ,


load






Load-Value-IncrDecrThres 






,

transmitted-carrier-power

Transmitted-Carrier-Power-Value-IncrDecrThres 

,


received-total-wide-band-power
Received-Total-Wideband-Power-Value-IncrDecrThres
,


ul-timeslot-iscp



UL-Timeslot-ISCP-Value-IncrDecrThres
}
MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,

round-trip-time




Round-Trip-Time-Value,

...,


t-utran-gps-measurement-threshold-information

TUTRANGPSMeasurementThresholdInformation



,

sfn-sfn-measurement-threshold-information


SFNSFNMeasurementThresholdInformation




,

load











Load-Value











,


transmitted-carrier-power






Transmitted-Carrier-Power-Value






,


received-total-wide-band-power





Received-Total-Wideband-Power-Value





,


ul-timeslot-iscp








UL-Timeslot-ISCP-Value
}
**** UNCHANGED TEXT IS OMITTED ****
-- N

**** UNCHANGED TEXT IS OMITTED ****
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,

primaryScramblingCode



PrimaryScramblingCode,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}
NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

**** UNCHANGED TEXT IS OMITTED ****
-- O

OnModification ::= SEQUENCE {


measurementThreshold
MeasurementThreshold,


iE-Extensions


ProtocolExtensionContainer { {OnModification-ExtIEs} } OPTIONAL,


...

}

OnModification-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- P

**** UNCHANGED TEXT IS OMITTED ****
PredictedSFNSFNDeviationLimit ::= INTEGER (1..16384)
PredictedTUTRANGPSDeviationLimit ::= INTEGER (1..1048576)
**** UNCHANGED TEXT IS OMITTED ****
-- R

**** UNCHANGED TEXT IS OMITTED ****
Received-Total-Wideband-Power-Value ::= Received-total-wide-band-power
Received-Total-Wideband-Power-Value-IncrDecrThres ::= INTEGER(0..620)

-- Unit dB Step 0.1dB

-- e.g. value 100 means 10dB

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF,


...,


onModification

OnModification
}

**** UNCHANGED TEXT IS OMITTED ****
-- S

**** UNCHANGED TEXT IS OMITTED ****
SFN ::= INTEGER (0..4095)
SFNSFN ::= INTEGER(-20480..20479)
SFNSFNChangeLimit ::= INTEGER (1..16384)
SFNSFNDriftRate ::= INTEGER (-16383..16383)
SFNSFNDriftRateQuality ::= INTEGER (0..16383)
SFNSFNMeasurementThresholdInformation::= SEQUENCE {


sFNSFNChangeLimit




SFNSFNChangeLimit




OPTIONAL,


predictedSFNSFNDeviationLimit

PredictedSFNSFNDeviationLimit

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SFNSFNMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNMeasurementValueInformation ::= SEQUENCE {


successfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(1..maxNrOfMeasNCell)) OF


SEQUENCE {




uC-ID

UC-ID,



sFNSFN





SFNSFN,




sFNSFNQuality



SFNSFNQuality,




sFNSFNDriftRate



SFNSFNDriftRate,




sFNSFNDriftRateQuality

SFNSFNDriftRateQuality,




sFN






SFN,




timeSlot




TimeSlot,



iE-Extensions



ProtocolExtensionContainer { { SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,



...


},

unsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(0..maxNrOfMeasNCell-1)) OF



SEQUENCE {



uC-ID

UC-ID,



iE-Extensions

ProtocolExtensionContainer { { UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,



...


}


iE-Extensions

ProtocolExtensionContainer { { SFNSFNMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementValueInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNQuality ::= INTEGER (0..16383)
**** UNCHANGED TEXT IS OMITTED ****
-- T

**** UNCHANGED TEXT IS OMITTED ****
Transmitted-Carrier-Power-Value ::= INTEGER(0..100)

-- according to mapping in [23] and [24]

Transmitted-Carrier-Power-Value-IncrDecrThres ::= INTEGER(0..100)

-- according to mapping in [23] and [24]
TUTRANGPS ::= INTEGER (0..37158911999999)
TUTRANGPSChangeLimit ::= INTEGER (1..1048576)
TUTRANGPSDriftRate ::= INTEGER (-16383..16383)
TUTRANGPSDriftRateQuality ::= INTEGER (0..16383)
TUTRANGPSAccuracyClass ::= ENUMERATED {

accuracy-class-A,


accuracy-class-B,


accuracy-class-C,


...
}
TUTRANGPSMeasurementThresholdInformation ::= SEQUENCE {


tUTRANGPSChangeLimit




TUTRANGPSChangeLimit




OPTIONAL,


predictedTUTRANGPSDeviationLimit

PredictedTUTRANGPSDeviationLimit

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

TUTRANGPSMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSMeasurementValueInformation ::= SEQUENCE {



tUTRANGPS





TUTRANGPS,



tUTRANGPSQuality



TUTRANGPSQuality,



tUTRANGPSDriftRate



TUTRANGPSDriftRate,



tUTRANGPSDriftRateQuality

TUTRANGPSDriftRateQuality,



iEe-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,



...

}

TUTRANGPSMeasurementValueInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSQuality ::= INTEGER (0..1048575)
-- U

UL-Timeslot-ISCP-Value ::= UL-TimeslotISCP

UL-Timeslot-ISCP-Value-IncrDecrThres ::= INTEGER(0..126)

-- Unit dB. Step 0.5dB

-- e.g. Value 100 means 50dB

**** UNCHANGED TEXT IS OMITTED ****
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-measurementFailure









ProcedureCode ::= 7

id-measurementInitiation








ProcedureCode ::= 8

id-measurementReporting









ProcedureCode ::= 9

id-measurementTermination








ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25
id-commonMeasurementFailure








ProcedureCode ::= 26
id-commonMeasurementInitiation







ProcedureCode ::= 27
id-commonMeasurementReporting







ProcedureCode ::= 28

id-commonMeasurementTermination







ProcedureCode ::= 29

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16

maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfULTs







INTEGER ::= 15
maxNrOfDLTs







INTEGER ::= 15
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell -1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-IMSI

















ProtocolIE-ID ::= 84

id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13
id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95
id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-ProcedureScope-DL-PC-Rqst











ProtocolIE-ID ::= 108

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2
id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1
id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28
id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-S-RNTI
















ProtocolIE-ID ::= 155

id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



ProtocolIE-ID ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




ProtocolIE-ID ::= 162

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 168

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationAddList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 179
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ProtocolIE-ID ::= 180
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ProtocolIE-ID ::= 181
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ProtocolIE-ID ::= 182
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ProtocolIE-ID ::= 183
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ProtocolIE-ID ::= 184
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ProtocolIE-ID ::= 185
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ProtocolIE-ID ::= 188
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ProtocolIE-ID ::= 189
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ProtocolIE-ID ::= 190

id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



ProtocolIE-ID ::= 191

id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD



ProtocolIE-ID ::= 192

id-Active-Pattern-Sequence-Information









ProtocolIE-ID ::= 193

id-AdjustmentRatio














ProtocolIE-ID ::= 194
id-CauseLevel-RL-AdditionFailureFDD










ProtocolIE-ID ::= 197

id-CauseLevel-RL-AdditionFailureTDD










ProtocolIE-ID ::= 198

id-CauseLevel-RL-ReconfFailure











ProtocolIE-ID ::= 199

id-CauseLevel-RL-SetupFailureFDD










ProtocolIE-ID ::= 200
id-CauseLevel-RL-SetupFailureTDD










ProtocolIE-ID ::= 201
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 210
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 214
id-DSCHs-to-Add-TDD














ProtocolIE-ID ::= 215
id-DSCHs-to-Add-FDD














ProtocolIE-ID ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 217
id-DSCH-Delete-RL-ReconfPrepFDD











ProtocolIE-ID ::= 218
id-DSCH-FDD-Information













ProtocolIE-ID ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 221
id-DSCH-TDD-Information













ProtocolIE-ID ::= 222
id-DSCH-FDD-InformationResponse











ProtocolIE-ID ::= 223
id-DSCH-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 227
id-DSCH-Modify-RL-ReconfPrepFDD











ProtocolIE-ID ::= 228
id-DSCHsToBeAddedOrModified-FDD











ProtocolIE-ID ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 230
id-GA-AccessPointPosition












ProtocolIE-ID ::= 231
id-GA-Cell
















ProtocolIE-ID ::= 232
id-Transmission-Gap-Pattern-Sequence-Information






ProtocolIE-ID ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




ProtocolIE-ID ::= 266
id-USCHs-to-Add















ProtocolIE-ID ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 270
id-USCH-Information














ProtocolIE-ID ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 273
id-DL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 275

id-ClosedLoopMode1-SupportIndicator










ProtocolIE-ID ::= 276
id-ClosedLoopMode2-SupportIndicator










ProtocolIE-ID ::= 277
id-STTD-SupportIndicator












ProtocolIE-ID ::= 279
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ProtocolIE-ID ::= 14
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ProtocolIE-ID ::= 23
id-InnerLoopDLPCStatus













ProtocolIE-ID ::= 24
id-PropagationDelay














ProtocolIE-ID ::= 25
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ProtocolIE-ID ::= 36
id-timeSlot-ISCPList-DL-PC-Rqst-TDD










ProtocolIE-ID ::= 37
id-CommonMeasurementAccuracy











ProtocolIE-ID ::= 280

id-CommonMeasurementObjectType-CM-Rprt









ProtocolIE-ID ::= 281

id-CommonMeasurementObjectType-CM-Rqst









ProtocolIE-ID ::= 282

id-CommonMeasurementObjectType-CM-Rsp









ProtocolIE-ID ::= 283

id-CommonMeasurementType












ProtocolIE-ID ::= 284
id-SFN

















ProtocolIE-ID ::= 285
id-SFNReportingIndicator












ProtocolIE-ID ::= 286
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