TSG-RAN Working Group 3 Meeting #19
R3-010787

Cardiff, South Wales, UK, 26th February –2nd March 2001

Agenda Item: 
rb-3.1 b
Source: 
Ericsson
Title: 
Closing RRM issue 1 - Congestion Handling of DCH

Document for:
Decision
1 Introduction

This contribution addresses the RRM issue 1; Congestion Handling of DCH. The contribution aims at closing the issue and propose the necessary CR.

2 Discussion

During RAN WG3 #19 the remaining open issues were addressed and closed. Further more, a solution was agreed. 

3 Proposals

It is proposed to modify the TR 25.935 according to the following:

4.4
Agreements and associated contributions
The solution described in the study area section above is agreed as the solution to Congestion Handling of DCH.
4.5
Specification Impact and associated Change Requests


Table 1: Affected Release 4 specifications and the related Change Requests

3G TS
Title
Remarks

3G TS 25.423 
UTRAN Iur Interface RNSAP Signalling 
Introduction of a new procedure for Rate Control of DCHs, indicating the allowed rate of a DCH (for one or more DCHs for one UE).

The current RL Setup, Synchronised RL Reconfiguration Preparation, and Unsynchronised RL Reconfiguration procedures shall be updated to include the guaranteed rate (SRNC->DRNC) and the allowed rate (DRNC->SRNC) of a DCH.
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