3GPP TSG-RAN WG3 Meeting #19 
R3-010837

Cardiff, UK, Feb 26th – March 2nd, 2001

CR-Form-v3

CHANGE REQUEST



(

25.423
CR
329
(

rev
-
(

Current version:
3.4.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network
X
Core Network




Title:
(

Erroneous Criticality Diagnostics IE




Source:
(

Ericsson




Work item code:
(



Date: (

2001-02-22







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The IE Criticality Diagnostics can’t distinguish between multiple occurances of the same ASN.1 identity within one message. See also Tdoc R3-010834.




Summary of change:
(

The possibility to report the message structure down to the erroneous IE is introduced in the Criticality Diagnostics IE.




Consequences if 
(

not approved:
In case the same ASN.1 identity occurs in more than one place/structure within the same message, an error reported with Criticality Diagnostics for this IE will not be unambiguous.


 Additional information:
 The proposed change is not backwards compatible.




Clauses affected:
(

9.2.1.13, 9.3.4, 9.3.6




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.2.1.13
Criticality Diagnostics

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Criticality Diagnostics





>Procedure ID

0..1

Procedure ID is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

>>Procedure Code
M

INTEGER (0..255)


>>Ddmode
M

ENUMERATED (FDD, TDD, Common)
Common = common to FDD and TDD.

>Triggering Message 
O

ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication. 

> Procedure Criticality
O

ENUMERATED(reject, ignore, notify)
This Procedure Criticality is used for reporting the Criticality of the Triggering message
(Procedure). The value 'ignore' shall never be used.

>Transaction ID
O

Transaction ID


Information Element Criticality Diagnostics

0..<maxnoof errors>



>Criticality Information per level

1.. <maxnooflevels>

Information given per level in an hierachical message structure. Given from top level down to lowest reportable level (= having own criticality) for the occured error.

>>IE Criticality
C - ifLowestLevel

ENUMERATED(reject, ignore, notify)
The IE Criticality is used for reporting the criticality of the triggering IE. The value 'Ignore" shall never be used.

>>IE Id
M

INTEGER (0..65535)
The IE Id of this level’s IE containing the not understood or missing IE as defined in the ASN.1 part of the specification.

>>Repetition Number
O

INTEGER (1..256)
The repetition number of this level’s reported IE, if applicable

Condition
Explanation

IfLowestLevel
This IE shall be present on lowest reported level and only on that level.

Range bound
Explanation

Maxnooferrors
Maximum number of IE errors allowed to be reported with a single message.

maxnooflevels
Maximum no. of message levels to report.  The value for maxnooflevels is 256.

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDPCHs,

maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfTS,

maxNrOfULTs,

maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count,


id-Neighbouring-UMTS-CellInformationItem,


maxNrOfLevels

FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN

CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}

Active-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

AdjustmentPeriod


::= INTEGER(1..256)

-- Unit Frame
AllocationRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,



iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,



...

}

AllocationRetentionPriority-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
AllowedQueuingTime


::= INTEGER (1..60)

-- seconds

AlphaValue




::=
INTEGER (0..8)

-- Actual value = Alpha / 8
-- B

BCC ::= BIT STRING (SIZE (3))
BCCH-ARFCN ::= INTEGER (0..1023)
BetaCD ::= INTEGER (0..15)
BindingID



::= OCTET STRING (SIZE (1..4,...))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

Block-STTD-Indicator
::= ENUMERATED {


active,


inactive

}
BSIC ::= SEQUENCE {


nCC


NCC,


bCC


BCC

}
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellIndividualOffset
::= INTEGER (-20..20)

CellParameterID



::= INTEGER (0..127,...)

CFN




::= INTEGER (0..255)

CGI ::= SEQUENCE {


lAI


SEQUENCE {



pLMN-ID


PLMN-ID,



lAC



LAC,



iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,



...


},


cI



CI,


iE-Extensions


ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CGI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding,


...

}

ChipOffset



::= INTEGER (0..38399)

CI




::= OCTET STRING (SIZE (2))
ClosedLoopMode1-SupportIndicator
::= ENUMERATED {


closedLoop-Mode1-Supported,


closedLoop-Mode1-not-Supported

}

ClosedLoopMode2-SupportIndicator
::= ENUMERATED {


closedLoop-Mode2-Supported,


closedLoop-Mode2-not-Supported

}

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...

}
CodeNumber ::= INTEGER (0..maxCodeNumComp-1)
CodingRate ::= ENUMERATED {


half,


third,


...

}

CRC-Size 



::= ENUMERATED {

v0,


v8,


v12,


v16,


v24,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF




CriticalityList










CriticalityList ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iECriticality


Criticality



OPTIONAL


-- This IE shall be present on lowest reported level and only on that level --,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityList-ExtIEs} } OPTIONAL,



...


}
CriticalityList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-measurementFailure









ProcedureCode ::= 7

id-measurementInitiation








ProcedureCode ::= 8

id-measurementReporting









ProcedureCode ::= 9

id-measurementTermination








ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16

maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfULTs







INTEGER ::= 15
maxNrOfDLTs







INTEGER ::= 15
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-IMSI

















ProtocolIE-ID ::= 84

id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13
id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95
id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-ProcedureScope-DL-PC-Rqst











ProtocolIE-ID ::= 108

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2
id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1
id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28
id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-S-RNTI
















ProtocolIE-ID ::= 155

id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



ProtocolIE-ID ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




ProtocolIE-ID ::= 162

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 168

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationAddList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173
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