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This contribution proposes some text in chapter 7 Agreements and associated contributions of TR25.849: DSCH power control improvement in soft handover.

7 Agreements and associated contributions
1. To initiate DSCH power control improvement function during soft handover, RADIO LINK SETUP REQUEST message(RNSAP/NBAP) and RADIO LINK RECONFIGURATION PREPARE message shall be used.

2. To initiate DSCH power control improvement function during soft handover, Enhanced DSCH PC Wnd, Enhanced DSCH PC Counter, and Enhanced DSCH Power Offset information shall be delivered to Node B from SRNC.
3. To initiate DSCH power control improvement function during soft handover for the existing DSCH, Enhanced DSCH PC Indicator,Enhanced DSCH PC Wnd, Enhanced DSCH PC Counter, and Enhanced DSCH Power Offset information shall be delivered in RADIO LINK RECONFIGURATION PREPARE message.  And Indicator,Enhanced DSCH PC Wnd, Enhanced DSCH PC Counter, and Enhanced DSCH Power Offset IEs shall be conditional field based on the value of Enhanced DSCH PC Indicator IE.
4. To terminate DSCH power control improvement during soft handover, Enhanced DSCH PC Indicator information shall be delivered in RADIO LINK RECONFIGURATION PREPARE message.



