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8.7
Relocation Resource Allocation

8.7.1
General

The purpose of the Relocation Resource Allocation procedure is to allocate resources from target RNS for a relocation of SRNS. Procedure shall be co-ordinated in all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

8.7.2
Successful Operation
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Figure 1: Relocation Resource Allocation procedure. Successful operation.

The CN shall initiate the procedure by generating RELOCATION REQUEST message. In a UTRAN to UTRAN relocation, this message shall contain the information (if any) required by the UTRAN to build the same RAB configuration as existing for the UE before the relocation. The CN may indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be used in the negotiation.
The CN shall transmit the RELOCATION REQUEST message to target RNC and the CN shall start the timer TRELOCalloc.
Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources. The following information elements received in RELOCATION REQUEST message require the same special actions in the RNC as specified for the same IEs in the RAB Assignment procedure:

-
RAB-ID
-
User plane mode
-
Priority level, queuing and pre-emption indication
-
Service Handover
If the RELOCATION REQUEST message includes the PDP Type Information IE, the UTRAN may use this to configure any compression algorithms. 

The Cause IE shall contain the same value as the one received in the related RELOCATION REQUIRED message.
The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN, and which the RNC is required to store and remember for the duration of the Iu connection.

Following additional actions shall be executed in the target RNC during Relocation Resource Allocation procedure:

If the relocation type is "UE involved in relocation of SRNS":

-
The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC.
· Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value for Cause IE, e.g. "Unable to Establish During Relocation".
· The target RNC shall include information adapted to the resulting RAB configuration in the target to source RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.
· If any alternative RAB parameter values have been used when allocate the resource, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message.
If the relocation type IE is "UE not involved in relocation of SRNS":

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB exist(s) and can be used for the RAB by the target RNC.

· If existing radio bearers are not related to any RAB that is accepted by target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by radio interface protocols after completion of relocation of SRNS.
· If any alternative RAB parameter values have been used when allocate the resource, these RAB parameter values shall be included in the RAB ASSIGNMENT RESPONSE message. This shall not apply to the UTRAN initiated relocation.
After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the target RNC shall send RELOCATION REQUEST ACKNOWLEDGE message to the CN. The resources associated with the RABs indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

The RELOCATION REQUEST ACKNOWLEDGE message received by the CN may optionally contain a transparent container, which shall be transferred by CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure. 

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall pass it to the source RNC within the RRC Container IE contained in the Target RNC to Source RNC Transparent Container IE.

Transmission and reception of RELOCATION REQUEST ACKNOWLEDGE message terminates the procedure in the UTRAN and the CN respectively.

8.7.3
Unsuccessful Operation
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Figure 2: Relocation Resource Allocation procedure: Unsuccessful operation.

If the target RNC can not even partially accept the relocation of SRNS or a failure occurs during the Relocation Resource Allocation procedure in the target RNC, the target RNC shall send RELOCATION FAILURE message to the CN.

Transmission and reception of RELOCATION FAILURE message terminates the procedure in the UTRAN and the CN respectively.

When CN has received RELOCATION FAILURE message from target RNC, CN shall stop timer TRELOCalloc and shall assume possibly allocated resources within target RNC completely released.

8.7.4
Abnormal Conditions

If after reception of the RELOCATION REQUEST message, the target RNC receives another RELOCATION REQUEST message on the same Iu connection, then the target RNC shall discard the latter message and the original Relocation Resource Allocation procedure shall continue normally.

Interactions with Iu Release procedure:

If the CN decides to not continue the Relocation Resource Allocation procedure before the Relocation Resource Allocation procedure is completed, the CN shall stop timer TRELOCalloc and the CN shall, if the Iu signalling connection has been established or later becomes established, initiate the Iu Release procedure towards the target RNC with an appropriate value for the Cause IE, e.g. "Relocation Cancelled".

8.7.5
Co-ordination of Two Iu Signalling Connections

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by the target RNC when the Number of Iu Instances IE received in the Source RNC to Target RNC Transparent Container IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS.

If two CN domains are involved, the following actions shall be taken by the target RNC:

-
The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly by each CN domain within RELOCATION REQUEST message, to co-ordinate both Iu signalling connections.
-
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE message only after all expected RELOCATION REQUEST messages are received and analysed.

-
The target RNC shall ensure that there is no conflicting information in Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via different Iu signalling connections and related to the same relocation of SRNS.

-
The selection of signalling connection utilised for the Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE message need not to be dependent on the signalling connection via which the Source RNC to Target RNC Transparent Container IE in RELOCATION REQUEST message was received.

NEXT CHANGE

9.1.10
RELOCATION REQUEST

This message is sent by the CN to request the target RNC to allocate necessary resources for a relocation.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Permanent NAS UE Identity
	C – ifAvail
	
	9.2.3.1
	
	YES
	ignore

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	Source RNC To Target RNC Transparent Container
	M
	
	9.2.1.28
	
	YES
	reject

	RABs To Be Setup
	
	0 to <maxnoofRABs>
	
	
	EACH
	reject

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>NAS Synchronisation Indicator
	C – ifNASInfoProvided
	
	9.2.3.18
	
	-
	

	>RAB Parameters
	M
	
	9.2.1.3
	
	-
	

	>Data Volume Reporting
Indication
	C – ifPS
	
	9.2.1.17
	
	-
	

	> PDP Type Information
	C – ifPS
	
	9.2.1.40
	
	-
	

	>User Plane Information
	M
	
	
	
	-
	

	>>User Plane Mode
	M
	
	9.2.1.18
	
	-
	

	>>UP Mode Versions
	M
	
	9.2.1.19
	
	-
	

	>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>Iu Transport Association
	M
	
	9.2.2.2
	
	-
	

	>Service Handover
	O
	
	9.2.1.41
	
	-
	

	> Alternative RAB Parameter Values
	O
	
	9.2.1.x
	
	Yes
	Ignore

	Integrity Protection Information
	C – ifAvail
	
	9.2.1.11
	Integrity Protection Information includes key and permitted algorithms.
	YES
	Ignore

	Encryption Information
	O
	
	9.2.1.12
	Encryption Information includes key and permitted algorithms.
	YES
	Ignore

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	Ignore


	Condition
	Explanation

	IfAvail
	This IE is only present if available at the sending side.

	IfPS
	This IE is only present for RABs towards the PS domain.

	IfNASInfoProvided
	This IE is present if the relevant NAS information is provided by the CN.


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.11
RELOCATION REQUEST ACKNOWLEDGE

This message is sent by the target RNC to inform the CN about the result of the resource allocation for the requested relocation.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Target RNC To Source RNC Transparent Container
	C – IfApplNotOtherCN
	
	9.2.1.30
	
	YES
	ignore

	RABs Setup
	
	0 to <maxnoofRABs
	
	
	EACH
	reject

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>Transport Layer Address
	C – ifPS
	
	9.2.2.1
	
	-
	

	>Iu Transport Association
	C – ifPS
	
	9.2.2.2
	
	
	

	>Assigned RAB Parameter Values
	C - ifAltValuesAss
	
	9.2.1.y
	
	YES
	ignore

	RABs Failed To Setup
	
	0 to <maxnoofRABs
	
	
	EACH
	ignore

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>Cause
	M
	
	9.2.1.4
	
	-
	

	Chosen Integrity Protection Algorithm
	C - ifAvail
	
	9.2.1.13
	Indicates which algorithm that will be used by the target RNC.
	YES
	ignore

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates which algorithm that will be used by the target RNC.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore


	Condition
	Explanation

	IfPS
	This Group is only present for RABs towards the PS domain.

	IfApplNotOtherCN
	Must be included if applicable and if not sent via the other CN domain.

	IfAvail
	This IE is only present if available at the sending side.

	IfAltValuesAss
	This IE is only present if any alternative RAB parameter values have been assigned.


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.2.1.x
Alternative RAB Parameter Values

The purpose of the Alternative RAB Parameter Values IE is to indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be used in the negotiation.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Alternative RAB parameter values
	
	
	
	

	>Alternative Maximum Bit Rate Information
	O
	
	
	Included only if negotiation is allowed for this IE.

	>>Type of Alternative Maximum Bit Rate Information
	M
	
	ENUMERATED (Unspecified, Value range, Discrete values)
	Unspecified means that negotiation is allowed, but no alternative values are provided from the CN.

	>>Alternative Maximum Bit Rates
	C - ifValueRangeorDiscreteValues
	1 to <nbr- Alternative Values>
	
	For Value Range, one value limit is given here and the other given by Maximum Bit Rate in the RAB Parameters IE.
For Discrete Values, 1 to 16 discrete values can be given.

	>>>Bit Rate
	M
	1 to <nbr-SeparateTrafficDirections>
	INTEGER (1..16,000,000)
	When nbr-SeparateTrafficDirections is equal to 2, then the Bit Rate attribute for downlink is signalled first, then the Bit Rate attribute for uplink.

	>Alternative Guaranteed Bit Rate Information 
	O
	
	
	Included only if negotiation is allowed for this IE.

	>>Type of Alternative Guaranteed Bit Rate Information
	M
	
	ENUMERATED (Unspecified, Value range, Discrete values)
	Unspecified means that negotiation is allowed, but no alternative values are provided from the CN.

	>>Alternative Guaranteed Bit Rates
	C - ifValueRangeorDiscreteValues
	1 to <nbr- Alternative Values>
	
	For Value Range, one value limit is given here and the other given by Guaranteed Bit Rate in the RAB Parameters IE.

For Discrete Values, 1 to 16 discrete values can be given.

	>>>Bit Rate
	M
	1 to <nbr-SeparateTrafficDirections>
	INTEGER (0..16,000,000)
	When nbr-SeparateTrafficDirections is equal to 2, then the Bit Rate attribute for downlink is signalled first, then the Bit Rate attribute for uplink.


	Range Bound
	Explanation

	nbr-AlternativeValues
	Maximum number of alternative values. 
Value is 1 in case of Value Range and

16 in case of Discrete Values. 

	nbr-SeparateTrafficDirection
	Number of Traffic Directions being signalled separately.

Set to 2 if RAB asymmetry indicator is asymmetric bidirectional.

Set to 1 in all other cases.


	Condition
	Explanation

	ifValueRangeorDiscreteValues
	This IE is only present when a value range or discrete values are  given.


9.2.1.y
Assigned RAB Parameter Values

The purpose of the Assigned RAB Parameter Values IE is to indicate that RAB QoS negotiation has been performed for certain RAB parameters and which values that have been chosen.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Assigned RAB parameter values
	
	
	
	

	>Assigned Maximum Bit Rate
	C - ifNegPerf
	1 to <nbr-SeparateTrafficDirections>
	INTEGER (1..16,000,000)
	When nbr-SeparateTrafficDirections is equal to 2, then Assigned  Maximum Bit Rate attribute for downlink is signalled first, then Assigned Maximum Bit Rate attribute for uplink.

	>Assigned Guaranteed Bit Rate
	C - ifNegPerf
	1 to <nbr-SeparateTrafficDirections>
	INTEGER (0..16,000,000)
	When nbr-SeparateTrafficDirections is equal to 2, then Assigned Guaranteed Bit Rate for downlink is signalled first, then Assigned Guaranteed Bit Rate for uplink.


	Range Bound
	Explanation

	nbr-SeparateTrafficDirection
	Number of Traffic Directions being signalled separately.

Set to 2 if RAB asymmetry indicator is asymmetric bidirectional.

Set to 1 in all other cases.


	Condition
	Explanation

	ifNeqPerf
	This IE is only present when RAB QoS Negotiation has been performed for the RAB Parameter in question.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


DataVolumeReference,


AreaIdentity,


CN-DomainIndicator,


Cause,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ClassmarkInformation2,


ClassmarkInformation3,


DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


DRX-CycleLengthCoefficient,


EncryptionInformation,


GlobalRNC-ID,


IntegrityProtectionInformation,


IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


NAS-PDU,


NAS-SynchronisationIndicator,


NonSearchingIndication,


NumberOfSteps,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,

   
PDP-TypeInformation,


PermanentNAS-UE-ID,


RAB-ID,


RAB-Parameters,


RAC,


RelocationType,


RequestType,


SAI,


SAPI,

Service-Handover,

SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TemporaryUE-ID,


TraceReference,


TraceType,


UnsuccessfullyTransmittedDataVolume,


TransportLayerAddress,


TriggerID,


UE-ID,


UL-GTP-PDU-SequenceNumber,


UL-N-PDU-SequenceNumber,


UP-ModeVersions,


UserPlaneMode,

Alt-RAB-Parameters,


Ass-RAB-Parameters
FROM RANAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-IES,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers


maxNrOfDTs,


maxNrOfErrors,


maxNrOfIuSigConIds,


maxNrOfRABs,


maxNrOfVol,


id-AreaIdentity,

id-Alt-RAB-Parameters,


id-Ass-RAB-Parameters,

id-CN-DomainIndicator,


id-Cause,


id-ChosenEncryptionAlgorithm,


id-ChosenIntegrityProtectionAlgorithm,


id-ClassmarkInformation2,


id-ClassmarkInformation3,


id-CriticalityDiagnostics,


id-DRX-CycleLengthCoefficient,


id-DirectTransferInformationItem-RANAP-RelocInf,


id-DirectTransferInformationList-RANAP-RelocInf,


id-DL-GTP-PDU-SequenceNumber,


id-EncryptionInformation,


id-GlobalRNC-ID,


id-IntegrityProtectionInformation,


id-IuSigConId,

id-IuSigConIdItem,


id-IuSigConIdList,


id-IuTransportAssociation,


id-KeyStatus,


id-L3-Information,


id-LAI,


id-NAS-PDU,


id-NonSearchingIndication,


id-NumberOfSteps,


id-OMC-ID,


id-OldBSS-ToNewBSS-Information,


id-PagingAreaID,


id-PagingCause,


id-PermanentNAS-UE-ID,


id-RAB-ContextItem,


id-RAB-ContextList,


id-RAB-ContextFailedtoTransferItem,


id-RAB-ContextFailedtoTransferList,


id-RAB-ContextItem-RANAP-RelocInf,


id-RAB-ContextList-RANAP-RelocInf,


id-RAB-DataForwardingItem,


id-RAB-DataForwardingItem-SRNS-CtxReq,


id-RAB-DataForwardingList,


id-RAB-DataForwardingList-SRNS-CtxReq,


id-RAB-DataVolumeReportItem,


id-RAB-DataVolumeReportList,


id-RAB-DataVolumeReportRequestItem,


id-RAB-DataVolumeReportRequestList,


id-RAB-FailedItem,


id-RAB-FailedList,


id-RAB-FailedtoReportItem,


id-RAB-FailedtoReportList,


id-RAB-ID,


id-RAB-QueuedItem,


id-RAB-QueuedList,


id-RAB-ReleaseFailedList,


id-RAB-ReleaseItem,


id-RAB-ReleasedItem-IuRelComp,


id-RAB-ReleaseList,


id-RAB-ReleasedItem,


id-RAB-ReleasedList,


id-RAB-ReleasedList-IuRelComp,


id-RAB-RelocationReleaseItem,


id-RAB-RelocationReleaseList,


id-RAB-SetupItem-RelocReq,


id-RAB-SetupItem-RelocReqAck,


id-RAB-SetupList-RelocReq,


id-RAB-SetupList-RelocReqAck,


id-RAB-SetupOrModifiedItem,


id-RAB-SetupOrModifiedList,


id-RAB-SetupOrModifyItem,


id-RAB-SetupOrModifyList,


id-RAC,


id-RelocationType,


id-RequestType,


id-SAI,


id-SAPI,


id-SourceID,


id-SourceRNC-ToTargetRNC-TransparentContainer,


id-TargetID,


id-TargetRNC-ToSourceRNC-TransparentContainer,


id-TemporaryUE-ID,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TriggerID,


id-UE-ID,


id-UL-GTP-PDU-SequenceNumber

FROM RANAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

RAB-IE-ContainerList                  { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

RAB-IE-ContainerPairList              { RANAP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfRABs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

IuSigConId-IE-ContainerList           { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfIuSigConIds,   {IEsSetParam} }

DirectTransfer-IE-ContainerList   { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfDTs,    {IEsSetParam} }

-- **************************************************************

--

-- Iu RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Iu Release Command

--

-- **************************************************************

Iu-ReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCommandExtensions} } 



OPTIONAL,


...

}

Iu-ReleaseCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause
 



PRESENCE mandatory
},


...

}

Iu-ReleaseCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iu Release Complete

--

-- **************************************************************

Iu-ReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCompleteExtensions} }



OPTIONAL,


...

}

Iu-ReleaseCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList 


PRESENCE conditional



-- This group is only present if data volume reporting for PS domain is required --







} |


{ ID id-RAB-ReleasedList-IuRelComp

CRITICALITY ignore
TYPE RAB-ReleasedList-IuRelComp


PRESENCE conditional


-- This group is only present for RABs towards the PS domain when sequence numbers are available and when the release was initiated by UTRAN --





} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics  


PRESENCE optional 
},


...

}

RAB-DataVolumeReportList 



::= RAB-IE-ContainerList { {RAB-DataVolumeReportItemIEs} }

RAB-DataVolumeReportItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportItem

CRITICALITY ignore
TYPE RAB-DataVolumeReportItem


PRESENCE mandatory
},


...

}

RAB-DataVolumeReportItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-UnsuccessfullyTransmittedDataVolume

DataVolumeList

OPTIONAL


-- This IE is only present if data volume reporting for PS domain is required --,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList-IuRelComp



::= RAB-IE-ContainerList { {RAB-ReleasedItem-IuRelComp-IEs} }

RAB-ReleasedItem-IuRelComp-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleasedItem-IuRelComp


CRITICALITY ignore
TYPE RAB-ReleasedItem-IuRelComp



PRESENCE mandatory
},


...

}

RAB-ReleasedItem-IuRelComp
::= SEQUENCE {



rAB-ID





RAB-ID,



dL-GTP-PDU-SequenceNumber
DL-GTP-PDU-SequenceNumber 
OPTIONAL



--This IE is only present when available--,



uL-GTP-PDU-SequenceNumber
UL-GTP-PDU-SequenceNumber 
OPTIONAL



--This IE is only present when available--,



iE-Extensions



ProtocolExtensionContainer { {RAB-ReleasedItem-IuRelComp-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleasedItem-IuRelComp-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Iu-ReleaseCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION PREPARATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Required

--

-- **************************************************************

RelocationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequiredIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequiredExtensions} }



OPTIONAL,

        ...

}

RelocationRequiredIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RelocationType



CRITICALITY ignore
TYPE RelocationType 



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-ClassmarkInformation2


CRITICALITY ignore
TYPE ClassmarkInformation2


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-ClassmarkInformation3


CRITICALITY ignore
TYPE ClassmarkInformation3


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer









CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer PRESENCE conditional


-- This IE shall be present when initiating relocation of SRNS  --











} |


{ ID id-OldBSS-ToNewBSS-Information

CRITICALITY ignore
TYPE OldBSS-ToNewBSS-Information

PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} ,


...

}

RelocationRequiredExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Command

--

-- **************************************************************

RelocationCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCommandExtensions} }



OPTIONAL,


...

}

RelocationCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer









CRITICALITY reject
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional



-- This IE shall be included if it is received by the CN from the relocation target. --





} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE conditional


-- This IE shall be included if it is received by the CN from the relocation target. --





} |


{ ID id-RAB-RelocationReleaseList

CRITICALITY ignore
TYPE RAB-RelocationReleaseList 


PRESENCE optional
} |


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE conditional



-- This group if applicable is only present for RABs towards the PS domain --








} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-RelocationReleaseList 



::= RAB-IE-ContainerList { {RAB-RelocationReleaseItemIEs} }

RAB-RelocationReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-RelocationReleaseItem

CRITICALITY ignore
TYPE RAB-RelocationReleaseItem


PRESENCE mandatory
},


...

}

RAB-RelocationReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-RelocationReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-RelocationReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-DataForwardingList 




::= RAB-IE-ContainerList { {RAB-DataForwardingItemIEs} }

RAB-DataForwardingItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem


CRITICALITY ignore
TYPE RAB-DataForwardingItem


PRESENCE mandatory
},


...

}

RAB-DataForwardingItem ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Preparation Failure

--

-- **************************************************************

RelocationPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationPreparationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationPreparationFailureExtensions} }


OPTIONAL,

        ...

}

RelocationPreparationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationPreparationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Request

--

-- **************************************************************

RelocationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestExtensions} }



OPTIONAL,


...

}

RelocationRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID 


PRESENCE conditional


-- This IE is only present if available at the sending side --










} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer










CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer
PRESENCE mandatory
} |


{ ID id-RAB-SetupList-RelocReq


CRITICALITY reject
TYPE RAB-SetupList-RelocReq


PRESENCE optional
} |


{ ID id-IntegrityProtectionInformation

CRITICALITY ignore
TYPE IntegrityProtectionInformation 

PRESENCE conditional



-- This IE is only present if available at the sending side --










} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation 


PRESENCE optional
} |


{ ID id-IuSigConId
CRITICALITY ignore TYPE IuSignallingConnectionIdentifier  PRESENCE mandatory },


...

}

RAB-SetupList-RelocReq 




::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReq-IEs} }

RAB-SetupItem-RelocReq-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReq


CRITICALITY reject
TYPE RAB-SetupItem-RelocReq


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReq ::= SEQUENCE {


rAB-ID





RAB-ID,


nAS-SynchronisationIndicator
NAS-SynchronisationIndicator
OPTIONAL


-- This IE is present if the relevant NAS information is provided by the CN --,


rAB-Parameters




RAB-Parameters,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


pDP-TypeInformation



PDP-TypeInformation

OPTIONAL

  
-- This IE is only present for RABs towards the PS domain --,


userPlaneInformation



UserPlaneInformation,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,

service-Handover



Service-Handover

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReq-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


{ID id-Alt-RAB-Parameters
CRITICALITY ignore

EXTENSION Alt-RAB-Parameters

PRESENCE optional},

...

}

UserPlaneInformation ::= SEQUENCE {


userPlaneMode




UserPlaneMode,


uP-ModeVersions




UP-ModeVersions,


iE-Extensions




ProtocolExtensionContainer { {UserPlaneInformation-ExtIEs} }


OPTIONAL,


...

}

UserPlaneInformation-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Request Acknowledge

--

-- **************************************************************

RelocationRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestAcknowledgeExtensions} }


OPTIONAL,


...

}

RelocationRequestAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer








CRITICALITY ignore
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional


-- Must be included if applicapble and if not sent via the other CN --









} |


{ ID id-RAB-SetupList-RelocReqAck

CRITICALITY ignore
TYPE RAB-SetupList-RelocReqAck


PRESENCE optional} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE optional }|


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY ignore
TYPE ChosenIntegrityProtectionAlgorithm

PRESENCE conditional


-- This IE is only present if available at the sending side --










} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-SetupList-RelocReqAck 



::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReqAck-IEs} }

RAB-SetupItem-RelocReqAck-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReqAck

CRITICALITY reject
TYPE RAB-SetupItem-RelocReqAck


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReqAck ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


--This IE is only present for RABS towards the PS Domain


iuTransportAssociation



IuTransportAssociation
OPTIONAL,


--This IE is only present for RABS towards the PS Domain


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReqAck-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReqAck-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


{ID id-Ass-RAB-Parameters
CRITICALITY ignore

EXTENSION Ass-RAB-Parameters

PRESENCE optional


-- This IE is only present if any alternative RAB parameter values have been assigned --} ,


...

}

RAB-FailedList 





::= RAB-IE-ContainerList { {RAB-FailedItemIEs} }

RAB-FailedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-FailedItem



CRITICALITY ignore
TYPE RAB-FailedItem



PRESENCE mandatory
},


...

}

RAB-FailedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-FailedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-FailedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


9.3.4 Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfAltValues
FROM RANAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM RANAP-CommonDataTypes


ProtocolExtensionContainer{},


RANAP-PROTOCOL-EXTENSION

FROM RANAP-Containers;

-- A

AllocationOrRetentionPriority ::= SEQUENCE {


priorityLevel


PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


queuingAllowed


QueuingAllowed,


iE-Extensions


ProtocolExtensionContainer { {AllocationOrRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationOrRetentionPriority-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Alt-RAB-Parameters ::= SEQUENCE {


altMaxBitrateInf


Alt-RAB-Parameter-MaxBitrateInf 





OPTIONAL,


altGuaranteedBitRateInf

Alt-RAB-Parameter-GuaranteedBitrateInf 




OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Alt-RAB-Parameters-ExtIEs} } 
OPTIONAL,


...

}

Alt-RAB-Parameters-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Alt-RAB-Parameter-GuaranteedBitrateInf ::= SEQUENCE {


altGuaranteedBitrateType


Alt-RAB-Parameter-GuaranteedBitrateType,


altGuaranteedBitrates



Alt-RAB-Parameter-GuaranteedBitrates


OPTIONAL


-- This IE is only present when a value range or discrete values are given --,


...

}

Alt-RAB-Parameter-GuaranteedBitrateType::= ENUMERATED{


unspecified,


value-range,


discrete-values,


...

}

Alt-RAB-Parameter-GuaranteedBitrates ::= SEQUENCE (SIZE (1..maxNrOfAltValues)) OF


Alt-RAB-Parameter-GuaranteedBitrateList

Alt-RAB-Parameter-GuaranteedBitrateList
::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF GuaranteedBitrate

Alt-RAB-Parameter-MaxBitrateInf ::= SEQUENCE {


altMaxBitrateType


Alt-RAB-Parameter-MaxBitrateType,


altMaxBitrates



Alt-RAB-Parameter-MaxBitrates


OPTIONAL


-- This IE is only present when a value range or discrete values are given --,


...

}

Alt-RAB-Parameter-MaxBitrateType ::= ENUMERATED{


unspecified,


value-range,


discrete-values,


...

}

Alt-RAB-Parameter-MaxBitrates ::= SEQUENCE (SIZE (1..maxNrOfAltValues)) OF


Alt-RAB-Parameter-MaxBitrateList

Alt-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF MaxBitrate 
AreaIdentity ::= CHOICE {


sAI



SAI,


geographicalArea

GeographicalArea,


...

}

Ass-RAB-Parameters ::= SEQUENCE {


assMaxBitrates



Ass-RAB-Parameter-MaxBitrateList


OPTIONAL


-- This IE is only present when RAB QoS Negotiation has been preformed for RAB Parameter in question --,


assGuaranteedBitrates



Ass-RAB-Parameter-GuaranteedBitrateList


OPTIONAL


-- This IE is only present when RAB QoS Negotiation has been preformed for RAB Parameter in question --,

iE-Extensions


ProtocolExtensionContainer { {Ass-RAB-Parameters-ExtIEs} } 
OPTIONAL,


...

}

Ass-RAB-Parameters-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Ass-RAB-Parameter-GuaranteedBitrateList
::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF GuaranteedBitrate

Ass-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF MaxBitrate

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment




INTEGER ::= 0

id-Iu-Release





INTEGER ::= 1

id-RelocationPreparation


INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3

id-RelocationCancel




INTEGER ::= 4

id-SRNS-ContextTransfer



INTEGER ::= 5

id-SecurityModeControl



INTEGER ::= 6

id-DataVolumeReport




INTEGER ::= 7

id-Reset






INTEGER ::= 9

id-RAB-ReleaseRequest



INTEGER ::= 10

id-Iu-ReleaseRequest



INTEGER ::= 11

id-RelocationDetect




INTEGER ::= 12

id-RelocationComplete



INTEGER ::= 13

id-Paging






INTEGER ::= 14

id-CommonID






INTEGER ::= 15

id-CN-InvokeTrace




INTEGER ::= 16

id-LocationReportingControl


INTEGER ::= 17

id-LocationReport




INTEGER ::= 18

id-InitialUE-Message



INTEGER ::= 19

id-DirectTransfer




INTEGER ::= 20

id-OverloadControl




INTEGER ::= 21

id-ErrorIndication




INTEGER ::= 22

id-SRNS-DataForward




INTEGER ::= 23

id-ForwardSRNS-Context



INTEGER ::= 24

id-privateMessage




INTEGER ::= 25

id-CN-DeactivateTrace



INTEGER ::= 26

id-ResetResource




INTEGER ::= 27

id-RANAP-Relocation




INTEGER ::= 28

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfDTs






INTEGER ::= 15

maxNrOfErrors





INTEGER ::= 256

maxNrOfIuSigConIds




INTEGER ::= 250

maxNrOfPDPDirections



INTEGER ::= 2

maxNrOfPoints





INTEGER ::= 15

maxNrOfRABs






INTEGER ::= 256

maxNrOfSeparateTrafficDirections
INTEGER ::= 2

maxNrOfVol






INTEGER ::= 2 

maxNrOfAltValues




INTEGER ::= 16

maxRAB-Subflows





INTEGER ::= 7

maxRAB-SubflowCombination


INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 







INTEGER ::= 0

id-CN-DomainIndicator 






INTEGER ::= 3

id-Cause 









INTEGER ::= 4

id-ChosenEncryptionAlgorithm 




INTEGER ::= 5

id-ChosenIntegrityProtectionAlgorithm 


INTEGER ::= 6

id-ClassmarkInformation2 





INTEGER ::= 7

id-ClassmarkInformation3 





INTEGER ::= 8

id-CriticalityDiagnostics 





INTEGER ::= 9

id-DL-GTP-PDU-SequenceNumber 




INTEGER ::= 10

id-EncryptionInformation 





INTEGER ::= 11

id-IntegrityProtectionInformation 



INTEGER ::= 12

id-IuTransportAssociation 





INTEGER ::= 13

id-L3-Information 







INTEGER ::= 14

id-LAI 










INTEGER ::= 15

id-NAS-PDU 









INTEGER ::= 16

id-NonSearchingIndication 





INTEGER ::= 17

id-NumberOfSteps 







INTEGER ::= 18

id-OMC-ID 









INTEGER ::= 19

id-OldBSS-ToNewBSS-Information 




INTEGER ::= 20

id-PagingAreaID 







INTEGER ::= 21

id-PagingCause 








INTEGER ::= 22

id-PermanentNAS-UE-ID 






INTEGER ::= 23

id-RAB-ContextItem 







INTEGER ::= 24

id-RAB-ContextList 







INTEGER ::= 25

id-RAB-DataForwardingItem 





INTEGER ::= 26

id-RAB-DataForwardingItem-SRNS-CtxReq 


INTEGER ::= 27

id-RAB-DataForwardingList 





INTEGER ::= 28

id-RAB-DataForwardingList-SRNS-CtxReq 


INTEGER ::= 29

id-RAB-DataVolumeReportItem 




INTEGER ::= 30

id-RAB-DataVolumeReportList 




INTEGER ::= 31

id-RAB-DataVolumeReportRequestItem 



INTEGER ::= 32

id-RAB-DataVolumeReportRequestList 



INTEGER ::= 33

id-RAB-FailedItem 







INTEGER ::= 34

id-RAB-FailedList 







INTEGER ::= 35

id-RAB-ID 









INTEGER ::= 36

id-RAB-QueuedItem 







INTEGER ::= 37

id-RAB-QueuedList 







INTEGER ::= 38

id-RAB-ReleaseFailedList 





INTEGER ::= 39

id-RAB-ReleaseItem 







INTEGER ::= 40

id-RAB-ReleaseList 







INTEGER ::= 41

id-RAB-ReleasedItem 






INTEGER ::= 42

id-RAB-ReleasedList 






INTEGER ::= 43

id-RAB-ReleasedList-IuRelComp 




INTEGER ::= 44

id-RAB-RelocationReleaseItem 




INTEGER ::= 45

id-RAB-RelocationReleaseList 




INTEGER ::= 46

id-RAB-SetupItem-RelocReq 





INTEGER ::= 47

id-RAB-SetupItem-RelocReqAck 




INTEGER ::= 48

id-RAB-SetupList-RelocReq 





INTEGER ::= 49

id-RAB-SetupList-RelocReqAck 




INTEGER ::= 50

id-RAB-SetupOrModifiedItem 





INTEGER ::= 51

id-RAB-SetupOrModifiedList 





INTEGER ::= 52

id-RAB-SetupOrModifyItem 





INTEGER ::= 53

id-RAB-SetupOrModifyList 





INTEGER ::= 54

id-RAC 










INTEGER ::= 55

id-RelocationType 







INTEGER ::= 56

id-RequestType 








INTEGER ::= 57

id-SAI 










INTEGER ::= 58

id-SAPI 









INTEGER ::= 59

id-SourceID 








INTEGER ::= 60

id-SourceRNC-ToTargetRNC-TransparentContainer 
INTEGER ::= 61

id-TargetID 








INTEGER ::= 62

id-TargetRNC-ToSourceRNC-TransparentContainer 
INTEGER ::= 63

id-TemporaryUE-ID 







INTEGER ::= 64

id-TraceReference 







INTEGER ::= 65

id-TraceType 








INTEGER ::= 66

id-TransportLayerAddress 





INTEGER ::= 67

id-TriggerID 








INTEGER ::= 68

id-UE-ID 









INTEGER ::= 69

id-UL-GTP-PDU-SequenceNumber 




INTEGER ::= 70

id-RAB-FailedtoReportItem





INTEGER ::= 71

id-RAB-FailedtoReportList 





INTEGER ::= 72

id-KeyStatus








INTEGER ::= 75

id-DRX-CycleLengthCoefficient 




INTEGER ::= 76

id-IuSigConIdList







INTEGER ::= 77

id-IuSigConIdItem







INTEGER ::= 78

id-IuSigConId








INTEGER ::= 79

id-DirectTransferInformationItem-RANAP-RelocInf
INTEGER ::= 80

id-DirectTransferInformationList-RANAP-RelocInf
INTEGER ::= 81

id-RAB-ContextItem-RANAP-RelocInf



INTEGER ::= 82

id-RAB-ContextList-RANAP-RelocInf



INTEGER ::= 83

id-RAB-ContextFailedtoTransferItem



INTEGER ::= 84

id-RAB-ContextFailedtoTransferList



INTEGER ::= 85 

id-GlobalRNC-ID








INTEGER ::= 86

id-RAB-ReleasedItem-IuRelComp




INTEGER ::= 87 

id-Alt-RAB-Parameters






INTEGER ::= 88

id-Ass-RAB-Parameters






INTEGER ::= 89
END
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