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Reason for change:
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The definition of Relocation Type is as follows:

9.2.1.23 Relocation Type

This information element indicates whether the relocation of SRNS is to be executed with or without involvement of the UE. If the UE is involved then a radio interface handover command shall be sent to the UE to trigger the execution of the relocation. If the UE is not involved then the relocation execution is triggered via Iur.

There are two cases in which the UE is already in the target RNC, i.e. Cell/URA Update case and the case when the radio links are in the Target RNC, and Iur U-Plane is used. Here the "UE not involved in relocation of SRNS" value of Relocation Type is used. 

In the Cell/URA Update case the radio resources need to be set up, and do not exist before hand. However the explanations of the Relocation Ressource Allocation procedure does not take that into account.
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Add new explanations about successful Relocation Ressource Allocation procedure handling for "Not UE involved" case.
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not approved:
In the Cell/URA Update case, during then a "not UE involved" relocation procedure, the radio resources will not be set up by RNC and the relocation will always fail.
Additional information:
The proposed change is backwards compatible.
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8.7.2
Successful Operation
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Figure 1: Relocation Resource Allocation procedure. Successful operation.

The CN shall initiate the procedure by generating RELOCATION REQUEST message. In a UTRAN to UTRAN relocation, this message shall contain the information (if any) required by the UTRAN to build the same RAB configuration as existing for the UE before the relocation. The CN may indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be used in the negotiation.

The CN shall transmit the RELOCATION REQUEST message to target RNC and the CN shall start the timer TRELOCalloc.
Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources. The following information elements received in RELOCATION REQUEST message require the same special actions in the RNC as specified for the same IEs in the RAB Assignment procedure:

-
RAB-ID
-
User plane mode
-
Priority level, queuing and pre-emption indication
-
Service Handover
If the RELOCATION REQUEST message includes the PDP Type Information IE, the UTRAN may use this to configure any compression algorithms. 

The Cause IE shall contain the same value as the one received in the related RELOCATION REQUIRED message.
The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN, and which the RNC is required to store and remember for the duration of the Iu connection.

Following additional actions shall be executed in the target RNC during Relocation Resource Allocation procedure:

If the relocation type is "UE involved in relocation of SRNS":

-
The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC.
-
Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value for Cause IE, e.g. "Unable to Establish During Relocation".

-
The target RNC shall include information adapted to the resulting RAB configuration in the target to source RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.
-
If any alternative RAB parameter values have been used when allocate the resource, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message.
If the relocation type IE is "UE not involved in relocation of SRNS":

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB either exist(s) already, and can be used for the RAB by the target RNC, or does not exist before the relocation but can be established in order to support the RAB in the target RNC.

-
If existing radio bearers are not related to any RAB that is accepted by target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by radio interface protocols after completion of relocation of SRNS.
-
If any alternative RAB parameter values have been used when allocate the resource, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message. This shall not apply to the UTRAN initiated relocation.

After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the target RNC shall send RELOCATION REQUEST ACKNOWLEDGE message to the CN. The resources associated with the RABs indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

The RELOCATION REQUEST ACKNOWLEDGE message received by the CN may optionally contain a transparent container, which shall be transferred by CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure. 

If one or more of the RABs that the target RNC has decided to support can not be supported by the CN, then these failed RABs shall not be released towards the target RNC until the relocation is completed. 

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall pass it to the source RNC within the RRC Container IE contained in the Target RNC to Source RNC Transparent Container IE.

Transmission and reception of RELOCATION REQUEST ACKNOWLEDGE message terminates the procedure in the UTRAN and the CN respectively. 

Before reporting the successful outcome of the Relocation Resource allocation procedure, the RNC shall have executed the initialisation of the user plane mode as requested by the CN in the User Plane Mode IE. If the RNC is requested to execute the user plane initialisation for the User Plane Mode “support mode for predefined SDU sizes”, it shall initialise all RAB subflow combinations on Iu as indicated in the RAB parameters IE. If not all of the indicated RAB subflow combinations can be initialised the RAB Assignment fails with the cause value “RNC unable to establish all RFCs”. The user plane initialisation is described in ref.[6].
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