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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AICH
Acquisition Indicator Channel
A-GPS
Assisted GPS
AP-AICH
Access Preamble Acquisition Indicator Channel
ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

CCPCH
Common Control Physical Channel

CFN
Connection Frame Number

CM
Compressed Mode

CPCH
Common Packet Channel

CPICH
Common Pilot Channel
CRNC
Controlling Radio Network Controller

CSICH
CPCH Status Indicator Channel
DCH
Dedicated Channel

DL
Downlink
DGPS
Differential GPS
DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DSCH
Downlink Shared Channel

FACH 
Forward Access Channel
FDD
Frequency Division Duplex

FP
Frame Protocol
GPS
Global Positioning System
ISCP
Interference Signal Code Power
IPDL
Idle Periods in the Downlink
L1
Layer 1

L2
Layer 2

MIB                     Master Information Block
NBAP
Node B Application Part

O&M
Operation and Maintenance
PCCPCH
Primary Common Control Physical Channel
PCH 
Paging Channel
PCPCH
Physical Common Packet Channel

PDSCH
Physical Downlink Shared Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel
RL
Radio Link

RLS
Radio Link Set

RNC
Radio Network Controller

RRC
Radio Resource Control

SB
Scheduling Block

SCCPCH
Secondary Common Control Physical Channel
SCH
Synchronisation Channel
SIB                      System Information Block
SRNC
Serving Radio Network Controller

SSDT
Site Selection Diversity Transmission
STTD
Space Time Transmit Diversity
TDD
Time Division Duplex

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity
UARFCN
UTRA Absolute Radio Frequency Channel Number
UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System
USCH
Uplink Shared Channel

UTRA
Universal Terrestrial Radio Access
UTRAN
Universal Terrestrial Radio Access Network
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