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8.2.16.2 Successful Operation

<< picture and text ommitted>>
Information Block deletion
If the IB Deletion Indicator IE value is set to 'Deletion' the Node B shall delete the IB indicated by the IB Type IE and IB OC ID IE from the transmission schedule on BCCH.

Information Block update
If the SYSTEM INFORMATION UPDATE REQUEST message contains segments for an IB without IB SG REP IE and IB SG POS  IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE group repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB segments are included, then the Node B shall only update the contents of the IB segments without any modification in segment scheduling.

Information Block scheduling udate

If the SYSTEM INFORMATION UPDATE REQUEST message contains segments for an IB without IB SG REP IE and without Segment type IE and IB SG DATA IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE group repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB segments are included, then the Node B shall only update segment scheduling of the IB segments without any modification in contents of the IB segments.

If the Node B successfully completes the updating of the physical channel scheduling cycle according to the parameters given in the SYSTEM INFORMATION UPDATE REQUEST message, it shall respond to the CRNC with a SYSTEM INFORMATION UPDATE RESPONSE message.

8.2.16.3
Unsuccessful Operation
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Figure 23: System Information Update procedure: Unsuccessful Operation

If the Node B is unable to update the physical channel scheduling cycle according to all the parameters given in the SYSTEM INFORMATION UPDATE REQUEST message, it shall respond with a SYSTEM INFORMATION UPDATE FAILURE message with an appropriate cause value. No changes to the BCCH schedule are made in this case.

Node B shall reject, with cause value ‘SIB origination in Node B not supported’, requests for Node B originated system information blocks that make use of a value tag.

Node B shall reject the requested update with cause value “BCCH scheduling error” if:

-
after having handled a certainMIB/SB/SIB information IE group repetition, an illegal BCCH schedule results;

· if a MIB/SB/SIB information IE group repetition includes an IB SG REP IE or an IB SG POS IE and a IB SG DATA IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE group repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB addition is indicated. This rule shall apply even if the scheduling instructions in  IB SG REP IE and IB SG POS IE were the same as the current scheduling instructions for the concerned IB;
· if a MIB/SB/SIB information IE group repetition includes an IB SG REP IE or an IB SG POS IE, but an IB SG DATA IE is not included and an IB with the same IB Type and IB OC ID does not exist in the BCCH schedule or has been requested to be deleted from the BCCH schedule;

-
if a MIB/SB/SIB information IE group repetition includes no IB SG REP IE and IB SG POS IE and there is no IB in the BCCH schedule with the same IB Type and IB OC ID;

-
if a MIB/SB/SIB information IE group repetition includes no IB SG REP IE and IB SG POS IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID but it is requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE group repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB addition is indicated;

9.1.33
SYSTEM INFORMATION UPDATE REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	BCCH Modification Time
	O
	
	9.2.1.3
	
	YES
	reject

	MIB/SB/SIBInformation 
	
	1..

maxIB
	
	
	GLOBAL
	reject

	>IB Type
	M
	
	9.2.1.35
	
	–
	

	>IB OC ID
	M
	
	9.2.1.31A
	In one message, every occurrence of IB Type can only be deleted once and/or added once.
	_
	

	>CHOICE IB DeletionIndicator
	M
	
	
	
	_
	

	>>NoDeletion
	
	
	
	
	–
	

	>>>SIB Originator
	C-SIB
	
	9.2.1.55
	
	–
	

	>>>IB SG REP
	O
	
	9.2.1.34
	
	–
	

	>>>Segment Information
	
	1..

maxIBSEG
	
	
	GLOBAL
	reject

	>>>>IB SG POS
	O
	
	9.2.1.33
	
	–
	

	>>>>Segment type
	O
	
	9.2.1.53B
	
	–
	

	>>>>IB SG DATA
	O
	
	9.2.1.32
	
	–
	

	>>Deletion
	
	
	NULL
	
	–
	


	Range bound
	Explanation

	1..maxIB
	Maximum number of information Blocks supported in one message.

	1..maxIBSEG
	Maximum number of  segments for one Information Block


	Condition
	Explanation

	
	

	SIB
	This IE shall be present if the IB Type is equal to "SIB"
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