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Reason for change:
(

Introduction of new IEs in the extension containers results in different message contents in different specification versions. To ensure interoperability the receiving node shall be able to interprete correctly messages coming from nodes of higher specification versions. Therefore when determining the right order of the IEs the receiving node shall ignore IEs specified only in the higher specification version and consider only IEs of it’s own specification version.




Summary of change:
(

A clarification to consider only IEs specified in the specification version of the receiving node when determining the right order of the IEs has been added into chapter ‘Handling of Unknown, Unforeseen and Erroneous Protocol Data’.
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not approved:
In case this CR is not approved there might be interoperability problems between nodes of different specification versions. 

This change is backward compatible.
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10.3.6
IEs or IE groups received in wrong order or with too many occurrences

If a message with IEs or IE groups in wrong order or with too many occurrences is received, the receiving node shall behave according to the following:

-
If a message initiating a procedure is received containing IEs or IE groups in wrong order or with too many occurrences, none of the functional requests of the message shall be executed. The receiving node shall reject the procedure and report the cause value "Abstract Syntax Error (Falsely Constructed Message)" using the message normally used to report unsuccessful outcome of the procedure. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

· If a message initiating a procedure that does not have a message to report unsuccessful outcome is received containing IEs or IE groups in wrong order or with too many occurrences, the receiving node shall terminate the procedure and initiate the Error Indication procedure, and use cause value "Abstract Syntax Error (Falsely Constructed Message)".
· If a response message is received containing IEs or IE groups in wrong order or with too many occurrences, the receiving node shall initiate local error handling.

When determining the correct order only the IEs specified in the specification version used by the receiver shall be considered.
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