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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to Node B.

Upon reception of RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

[FDD – The RL Setup procedure can be used to establish one or more radio links. The procedure shall include the establishment of one or more DCHs on all radio links, and in addition, it can include the establishment of one or more DSCHs on one radio link.]

[TDD – The RL Setup procedure is used for establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, including also combinations where one or more transport channel types are not present.]
[FDD – The First RLS Indicator IE indicates if the concerning RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the Node B together with the value of the DL TPC pattern 01 count IE which the Node B has received in the Cell Setup procedure, to determine the initial TPC pattern in the DL of the concerning RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.]
[FDD – The Diversity Control Field IE indicates for each RL (except the first RL in the message) whether the Node B shall combine the concerned RL or not. If the Diversity Control Field IE is set to"May", then Node B shall decide for either of the alternatives. If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other RL. Diversity combining is applied to Dedicated Transport Channels (DCH), i.e. it is not applied to the DSCHs. When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.]

[FDD – If the received Limited Power Increase IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.]
[FDD – If the received Inner Loop DL PC Status IE is set to "Active", the Node B shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the Node B shall deactivate the inner loop DL power control for all RLs according to ref. [10]]
[TDD – If the DCH Information IE is present, the Node B shall configure the new DCH(s) according to the parameters given in the message.]
If the RADIO LINK SETUP REQUEST message includes a DCH Info IE with multiple DCH Specific Info IEs then, the Node B shall treat the DCHs in the DCH Info IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to “PhCH number 2”, and so on until the pth to "PhCH number p".]

[FDD – For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to “selected” shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have QE-Selector IE set to "non-selected" the Physical channel BER shall be used for the QE, ref. [16]].
The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.
The received Frame Handling Priority IE specified for each Transport Channel should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new RL(s) has been activated.

The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

[FDD – If the Propagation Delay IE is included, the Node B may use this information to speed up the detection of L1 synchronisation.]

[FDD – The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control.]

[1.28Mcps TDD – The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control according [19] and [21].]

 [FDD – The Node B shall start the DL transmission using the initial DL power specified in the message on each DL channelisation code of the RL until either UL synchronisation on the Uu is achieved for the RLS or a DL POWER CONTROL REQUEST message is received. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], subclause 5.2.1.2) and the power control procedure (see subclause 8.3.7), but shall always be kept within the maximum and minimum limit specified in the RADIO LINK SETUP REQUEST message.].

[TDD – The Node B shall start the DL transmission using the initial DL power specified in the message on each DL channelisation code and on each Time Slot of the RL until the UL synchronisation on the Uu is achieved for the RL. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[22], subclause 4.2.3.3), but shall always be kept within the maximum and minimum limit specified in the RL SETUP REQUEST message.]

[FDD - If the DPC Mode IE is  present in the RADIO LINK SETUP REQUEST message, the Node B shall apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed during the life time of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message,  DPC mode 0 shall be applied (see ref. [10]).]]

If the DSCH Information IE is present, the Node B shall configure the new DSCH(s) according to the parameters given in the message.

[FDD – If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the Node B shall activate SSDT, if supported, using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity for EDSCHPC IE, the Node B shall activate enhanced DSCH power control, if supported, using the SSDT Cell Identity for EDSCHPC IE and SSDT Cell Identity Length IE as well as Enhanced DSCH PC IE. If the RADIO LINK SETUP REQUEST message includes both SSDT Cell Identity IE and SSDT Cell Identity for EDSCHPC IE, then Node B shall ignore the value in SSDT Cell Identity for EDSCHPC IE]
[FDD – If the RADIO LINK SETUP REQUEST message includes the TFCI2 Bearer Information IE then the Node B shall support the establishment of a transport bearer on which the DSCH TFCI Signaling control frames shall be received.  The Node B shall manage the time of arrival of these frames according to the values of ToAWS and ToAWE specified in the IE’s.  The Binding ID IE and Transport Layer Address IE for the new bearer to be set up for this purpose shall be returned in the RADIO LINK SETUP RESPONSE message.]

[FDD – If the TFCI Signalling Mode IE within the RADIO LINK SETUP message indicates that there shall be a hard split on the TFCI field but the TFCI2 Bearer Information IE is not included in the message then the Node B shall transmit the TFCI2 field with zero power.]

[FDD - If the TFCI Signalling Mode IE within the RADIO LINK SETUP message indicates that there shall be a hard split on the TFCI and the TFCI2 Bearer Information IE is included in the message then the Node B shall transmit the TFCI2 field with zero power until Synchronization is achieved on the TFCI2 transport bearer and the first valid DSCH TFCI Signalling control frame is received on this bearer (see ref.[24]).]
[FDD – If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD – If the Downlink compressed mode method IE in one or more Transmission Gap Pattern Sequence is set to 'SF/2' in the RADIO LINK SETUP REQUEST message, the Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code in the Transmission Gap Pattern Sequence Code Information IE.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the Node B shall immediately activate the indicated Transmission Gap Pattern Sequences. For each sequence the TGCFN refers to the latest passed CFN with that value.]

[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication context.]

[TDD – If the USCH Information IE is present, the Node B shall configure the new USCH(s) according to the parameters given in the message.]

[TDD – If the [3.84Mcps TDD - DL Time Slot ISCPInfo IE] or [1.28Mcps TDD - DL Timeslot ISCP LCR IE] is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged].
If the RLs are successfully establishment, the Node B shall start reception on the new RL(s) and respond with a RADIO LINK SETUP RESPONSE message.

[FDD – The Node B shall indicate with the Diversity Indication IE whether the RL is combined or not. In case of combining, only the Reference RL ID IE shall be included to indicate one of the existing RLs that the concerned RL is combined with. In case of not combining the Node B shall include in the RL SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

[TDD – The Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

The Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DSCH of this RL.

[TDD – In case the USCH Information IE is present, the Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each USCH of this RL.]
In case of coordinated DCH, the Binding ID IE and the Transport Layer Address IE shall be specified for only one of the coordinated DCHs.

After sending of the RADIO LINK SETUP RESPONSE message the Node B shall continuously attempt to obtain UL synchronisation on the Uu and start reception on the new RL. [FDD – The Node B shall start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in [16].] [TDD – The Node B shall start transmission on the new RL immediately as specified in [16].]
[FDD – When Diversity Mode IE is "STTD", "Closedloop mode1", or "Closedloop mode2", the DRNC shall activate/deactivate the Transmit Diversity to each Radio Link in accordance with Transmit Diversity Indication IE]

[FDD – Irrespective of SSDT activation, the Node B shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the Node B.]

[FDD – The UL out-of-sync algorithm defined in [10] shall for each of the established RL Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE, and the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set].

8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of all Radio Links related to one UE-UTRAN connection within a Node B.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the message RADIO LINK RECONFIGURATION PREPARE to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Modify IEs then the Node B shall treat them each as follows:
· If the DCHs to Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.
· If the DCHs to Modify IE includes the Transport Format Set IE for the UL of a DCH, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.
· If the DCHs to Modify IE includes the Transport Format Set IE for the DL of a DCH, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.
· If the DCHs to Modify IE includes multiple DCH Specific Info IEs then the Node B shall treat the DCHs in the DCHs to Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
· If the DCHs to Modify IE includes the UL FP Mode IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· If the DCHs to Modify IE includes the ToAWS IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· If the DCHs to Modify IE includes the ToAWE IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· [TDD – If the DCHs to Modify IE includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]
· [TDD – If the DCHs to Modify IE includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Add IEs then the Node B shall treat them each as follows:
· If the DCHs to Add IE includes multiple DCH specific Info IEs then, the Node B shall treat the DCHs in the DCHs to Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
· [FDD – For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]
· For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [16]. [FDD – If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have QE-Selector IE set to ”non-selected” the Physical channel BER shall be used for the QE, ref. [16].]

· The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.
· The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated  DCHs in the new configuration.
· The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· [TDD – The Node B shall apply the CCTrCH ID IE (for the DL) in the Downlink of this DCH in the new configuration.]

· [TDD – The Node B shall apply the CCTrCH ID IE (for the UL) in the Uplink of this DCH in the new configuration.]

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Delete IEs, the Node B shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of coordinated DCHs are requested to be deleted, the Node B shall not include this set of coordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE then the Node B shall apply the parameters to the new configuration as follows: ]
· [FDD – If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the Node B shall apply this Uplink Scrambling Code to the new configuration.]
· [FDD – If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the Node B shall apply the value in the new configuration. The Node B shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

· [FDD – If the UL DPCH Information IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control when the new configuration is being used.]
· [FDD – If the UL DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration.]
· [FDD – The Node B shall use the TFCS IE for the UL (if present) when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the Uplink of the new configuration.]
· [FDD – If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the Node B shall set the new Uplink DPCCH Structure to the new configuration.]
· [FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the Node B shall apply diversity according to the given value.]

· [FDD – If the UL DPCH Information IE includes an SSDT Cell Identity Length IE and/or an S-Field Length IE, the Node B shall apply the values in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE then the Node B shall apply the parameters to the new configuration as follows:]
· [FDD – The Node B shall use the TFCS IE for the DL (if it is present) when reserving resources for the downlink of the new configuration. The Node B shall apply the new TFCS in the Downlink of the new configuration.]
· [FDD – If the DL DPCH Information IE includes the TFCI Signalling Mode IE or the TFCI Presence IE, the Node B shall use the information when building TFCIs in the new configuration.]

· [FDD – If the DL DPCH Information IE includes the DL DPCCH Slot Format IE, group the Node B shall set the new Downlink DPCCH Structure to the new configuration.]
· [FDD – If the DL DPCH Information IE includes the Multiplexing Position IE, the Node B shall apply the indicated multiplexing type in the new configuration.]
· [FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Used', the Node B shall use Limited Power Increase ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]
· [FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Not Used', the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]
· [FDD – If the DL DPCH Information IE includes the PDSCH code mapping IE then the Node B shall apply the defined mapping between TFCI values and PDSCH channelisation codes.]
· [FDD – If the DL DPCH Information IE includes the PDSCH RL ID IE then the Node B shall infer that the PDSCH for the specified user will be transmitted on the defined radio link.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]
[TDD – UL/DL CCTrCH Modification]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Modify or DL CCTrCH to Modify IEs, then the Node B shall treat them each as follows:]
· [TDD – If the IE includes any of TFCS IE, TFCI coding IE or Puncture Limit IE the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.]
· [TDD – If the IE includes any UL DPCH to add or DL DPCH to add IEs, the Node B shall include this DPCH in the new configuration.]
· [TDD – If the IE includes any UL DPCH to delete or DL DPCH to delete IEs, the Node B shall remove this DPCH in the new configuration.]

· [TDD – If the IE includes any UL DPCH to modify or DL DPCH to modify IEs, and includes any of Repetition Period IE, Repetition Length IE, or TDD DPCH Offset IE or the message includes UL/DL Timeslot Information and includes any of [3.84Mcps TDD - Midamble shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - Midamble shift LCR IE, Time Slot LCR IE], or TFCI presence IE or the message includes UL/DL Code information and includes [3.84Mcps TDD - TDD Channelisation Code IE], [1.28Mcps TDD - TDD Channelisation Code LCR IE], the Node B shall apply these specified information elements as the new values, otherwise the old values specified for this DPCH configuration are still applicable.]
· [1.28Mcps TDD – If the UL CCTrCH to Modify IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control according [19] and [21] when the new configuration is being used.]
[TDD – UL/DL CCTrCH Addition]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Add IE or DL CCTrCH to Add IE, the Node B shall include this CCTrCH in the new configuration.]

[TDD – If the UL/DL CCTrCH to Add IE includes any UL/DL DPCH Information IE, the Node B shall reserve necessary resources for the new configuration of the UL/DL DPCH(s) according to the parameters given in the message.]
[1.28Mcps TDD –The Node B shall use the UL SIR Target IE in the UL CCTrCH to Add IE as the UL SIR value for the inner loop power control for this CCTrCH according [19] and [21] in the new configuration.]
[TDD – UL/DL CCTrCH Deletion]
[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any UL or DL CCTrCH to be deleted , the Node B shall remove this CCTrCH in the new configuration.]

DSCH Addition/Modification/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH to modify, DSCH to add or DSCH to delete IEs, then the Node B shall use this information to add/modify/delete the indicated DSCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.

The Node B shall include in the RADIO LINK  RECONFIGURATION READY message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH.
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the TFCI2 Bearer Information IE then the Node B shall support the establishment of a transport bearer on which the DSCH TFCI Signaling control frames shall be received if one does not already exist or shall apply the new values if such a bearer does already exist.  The Binding ID IE and Transport Layer Address IE of any new bearer to be set up for this purpose shall be returned in the RADIO LINK RECONFIGURATION READY message. If the RADIO LINK RECONFIGURATION PREPARE message specifies that the TFCI2 transport bearer is to be deleted then the Node B shall release the resources associated with that bearer in the new configuration.
[FDD – If the TFCI Signalling Mode IE within the RADIO LINK RECONFIGURATION PREPARE message indicates that there shall be a hard split on the TFCI field but a TFCI2 transport bearer has not already been set up and TFCI2 Bearer Information IE is not included in the message then the Node B shall transmit the TFCI2 field with zero power in the new configuration.]
[FDD – If the TFCI Signalling Mode IE within the RADIO LINK RECONFIGURATION PREPARE message indicates that there shall be a hard split on the TFCI and the TFCI2 Bearer Information IE is included in the message then the Node B shall transmit the TFCI2 field with zero power until Synchronisation is achieved on the TFCI2 transport bearer and the first valid DSCH TFCI Signalling control frame is received on this bearer in the new configuration (see ref. [24]).]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DSCH Common Information IE, the Node B shall treat it as follows:]
-
[FDD - If the Enhanced DSCH PC Indicator IE is included and set to "Enhanced DSCH PC Active in the UE ", the Node B shall activate enhanced DSCH power control, if supported, using either:]

-
[FDD - the SSDT Cell Identity for EDSCHPC IE in the RL Information IE, if the SSDT Cell Identity IE is not included in the RL Information IE or]

-
[FDD - the SSDT Cell Identity IE in the RL Information IE, if both the SSDT Cell Identity IE and the SSDT Cell Identity for EDSCHPC IE are included in the RL Information IE.]

[FDD - together with the SSDT Cell Identity Length IE in UL DPCH Information IE, and Enhanced DSCH PC IE, in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Enhanced DSCH PC Indicator IE set to "Enhanced DSCH PC not Active in the UE", the Node B shall deactivate enhanced DSCH power control in the new configuration.]
[TDD – USCH Addition/Modification/Deletion:]

· [TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes USCH information for the USCHs to be added/modified/deleted then the Node B shall use this information to add/modify/delete the indicated USCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.]
· [TDD – The Node B shall include in the RADIO LINK RECONFIGURATION READY message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each USCH.]
RL Information:

If the RADIO LINK RECONFIGURATION PREPARE message includes the RL Information IE, the Node B shall treat it as follows:
· [FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

· [FDD – If the RL Information IE includes the SSDT Indication IE set to "SSDT Active in the UE", the Node B may activate SSDT using the SSDT Cell Identity IE in the new configuration.]
· [FDD – If the RL Information IE includes the SSDT Indication IE set to "SSDT not Active in the UE", the Node B shall deactivate SSDT in the new configuration.]

· [FDD - If the RL Information IE includes both SSDT Cell Identity IE and SSDT Cell Identity for EDSCHPC IE, then Node B shall ignore the SSDT Cell Identity for EDSCHPC IE.]
· [FDD – If the RL Information IE includes a DL Code Information IE containing a DL Scrambling Code IE, the Node B shall apply the scrambling code in the new configuration.]
· [FDD – If the RL Information IE includes the DL Code Information IE containing a DL Channelisation Code Number IE, the Node B shall apply the channelisation code in the new configuration.]
· [FDD – If the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]
· If the RL Information IE includes the Maximum DL Power and/or the Minimum DL Power IEs, the Node B shall apply the values in the new configuration.
General

If the requested modifications are allowed by the Node B and the Node B has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the CRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exist a Prepared Reconfiguration, as defined in subclause 3.1.

In the RADIO LINK RECONFIGURATION READY message, the Node B shall include the RL Information Response IE for each affected Radio Link.

The Node B shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address and the Binding ID for any Transport Channel being added, or any Transport Channel being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.
In case of a DCH requiring a new transport bearer on Iur, the Transport Layer Address IE and the Binding ID shall be included in the IE DCH Information Response IE.
In case of a set of coordinated DCHs requiring a new transport bearer on Iub, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCH in the set of coordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the Node B,the RL Information Response IE shall be included only for one of the combined RLs. The Transport Layer Address IE and the  Binding ID IE in the DCH Information Response IE shall be included only for one of the combined Radio Links.

9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

CRNC Communication Context ID
M

9.2.1.18
The reserved value “All CRNCCC” shall not be used.
YES
reject

Transaction ID
M

9.2.1.62

–


UL DPCH Information

1


YES
reject

>UL Scrambling Code
M

9.2.2.59

–


>Min UL Channelisation Code length
M

9.2.2.22

–


>Max Number of UL  DPDCHs
C –

CodeLen

9.2.2.21

–


>puncture Limit
M

9.2.1.50
For UL
–


>TFCS
M

9.2.1.58
for UL
–


>UL DPCCH Slot Format
M

9.2.2.57

–


> UL SIR Target
M

UL SIR

9.2.1.67A

–


>Diversity mode
M

9.2.2.9

–


>SSDT cell ID Length
O

9.2.2.45

–


>S Field Length
C-FBI

9.2.2.40

–


   >DPC mode
O

9.2.2.13C

YES
reject

DL DPCH Information

1


YES
reject

>TFCS
M

9.2.1.58
For DL
–


>DL DPCH Slot Format
M

9.2.2.10

–


>TFCI signalling mode
M

9.2.2.50

–


>TFCI presence
C-SlotFormat

9.2.1.57

–


>Multiplexing Position
M

9.2.2.23

–


>PDSCH RL ID
C-DSCH

RL ID

9.2.1.53

–


>PDSCH code mapping
C-DSCH

9.2.2.25

–


>Power Offset Information

1


–


>>PO1
M

Power Offset
9.2.2.29
Power offset for the TFCI bits
–


>>PO2
M

Power Offset
9.2.2.29
Power offset for the TPC bits
–


>>PO3
M

Power Offset
9.2.2.29
Power offset for the pilot bits
_


>FDD TPC DL Step Size
M

9.2.2.16

–


>Limited Power Increase
M

9.2.2.18A

–


>Inner Loop DL PC Status
M

9.2.2.18B

–


DCH Information
M

DCH FDD Information9.2.2.4D

YES
reject

DSCH Information
O

DSCH FDD Information 9.2.2.13B

YES
reject

TFCI2 bearer information

0..1


YES
ignore

>ToAWS
M

9.2.1.61

-


>ToAWE
M

9.2.1.60

-


RL Information

1 to  <maxnoofRLs>


EACH
notify

>RL ID
M

9.2.1.53

–


>C-ID
M

9.2.1.9

–


>First RLS Indicator
M

9.2.2.16A

–


>Frame Offset
M

9.2.1.31

–


>Chip Offset
M

9.2.2.2

–


>Propagation Delay
O

9.2.2.35

–


>Diversity Control Field
C –

NotFirstRL

9.2.1.25

–


>DL Code Information
M

FDD DL Code Information 9.2.2.14A

–


>Initial DL transmission Power
M

DL Power

9.2.1.21
Initial power on DPCH
–


>Maximum DL power
M

DL Power

9.2.1.21
Maximum allowed power on DPCH
–


>Minimum DL power
M

DL Power

9.2.1.21
Minimum allowed power on DPCH
–


>SSDT Cell Identity
O

9.2.2.44

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.53

–


>SSDT Cell Identity for EDSCHPC
C-EDSCHPC

9.2.2.44A

YES
ignore

Transmission Gap Pattern Sequence Information
C - CM_Active

9.2.2.53A

YES
reject

Active Pattern Sequence Information
O

9.2.2.A

YES
reject

DSCH Common Information
O

DSCH FDD Common Information 9.2.2.13D

YES
ignore

Condition
Explanation

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4

FBI
This IE shall be present if the UL DPCCH Slot Format IE indicates a slot format with 1 or 2 FBI bits (see ref.[7])

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

DSCH
This IE is present only if the DSCH Information IE is present

SlotFormat
This IE is only present if the DL DPCH slot format is equal to any of the value 12 to 16.

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information IE is “none”

CM_Active
This IE shall be present when the Active Pattern Sequence Information IE is present, otherwise this IE is optional.

EDSCHPC
This IE shall be present if Enhanced DSCH PC IE is present in the DSCH Common Information IE.

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

9.1.36.2
TDD message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

CRNC Communication Context ID
M

9.2.1.18
The reserved value “All CRNCCC” shall not be used.
YES
reject

Transaction ID
M

9.2.1.62

–


UL CCTrCH Information

0 to <maxno CCTrCH>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>Puncture Limit
M

9.2.1.50

–


> UL SIR Target
O

UL SIR

9.2.1.67A
Mandatory for 1.28Mcps TDD; not applicable for 3.84Mcps TDD
YES
reject

>UL DPCH Information

0..1

For 3.84Mcps TDD only
YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information
M

9.2.3.26C

–


>UL DPCH Information LCR

0..1

For 1.28Mcps TDD only
YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information LCR
M

9.2.3.26E

–


DL CCTrCH Information

0 to <maxno CCTrCH>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>Puncture Limit
M

9.2.1.50

–


>TDD TPC DL Step Size
M

9.2.3.21




>TPC CCTrCH List

0 to <maxnoCCTrCH>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.3

–


>DL DPCH information

0..1

For 3.84Mcps TDD only
YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information
M

9.2.3.4E

–


>DL DPCH information LCR

0..1

For 1.28Mcps TDD only
YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information LCR
M

9.2.3.4O

–


>>TSTD Indicator
M

9.2.1.64

–


DCH Information
O

DCH TDD Information 9.2.3.4C

YES
reject

DSCH Information
O

DSCH TDD Information 9.2.3.5A

YES
reject

USCH Information
O

9.2.3.28

YES
reject

RL Information

1


YES
reject

>RL ID
M

9.2.1.53

–


>C-ID
M

9.2.1.9

–


>Frame Offset
M

9.2.1.31

–


>Special Burst Scheduling
M

9.2.3.18A

–


>Initial DL transmission Power
M

DL Power

9.2.1.21
Initial power on DPCH
–


>Maximum DL power
M

DL Power

9.2.1.21
Maximum allowed power on DPCH
–


>Minimum DL power
M

DL Power

9.2.1.21
Minimum allowed power on DPCH
–


>DL Time Slot ISCP Info
O

9.2.3.4F
For 3.84Mcps TDD only
–


>DL Timeslot ISCP Information LCR

0 .. <MaxnoofDLtsLCR>

For 1.28Mcps TDD only
GLOBAL
reject

    >>Time slot LCR
M

9.2.3.24A

–


    >>DL Timeslot ISCP
M

9.2.3.4B

–


Range bound
Explanation

MaxnoCCTrCH
Number of CCTrCH for one UE for 3.84Mcps TDD.

MaxnoofDLtsLCR
Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD.

9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
reject

Transaction ID 
M

9.2.1.62

–


UL DPCH Information

0..1


YES
reject

>UL Scrambling code
O

9.2.2.59

–


>UL SIR Target
O

UL SIR

9.2.1.67A

–


>Min UL Channelistion Code Length
O

9.2.2.22

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.20

–


>Puncture Limit
O

9.2.1.50
For UL
–


>TFCS
O

9.2.1.58

–


>UL DPCCH Slot Format
O

9.2.2.57

–


>Diversity mode
O

9.2.2.9

–


>SSDT Cell Identity Length 
O

9.2.2.45

–


>S-Field Length
O

9.2.2.40

–


DL DPCH Information

0..1


YES
reject

>TFCS
O

9.2.1.58

–


>DL DPCH Slot Format
O

9.2.2.10

–


>TFCI Signalling Mode
O

9.2.2.50

–


>TFCI presence
C-Slot Format

9.2.1.57

–


>Multiplexing Position
O

9.2.2.23

–


>PDSCH code mapping
O

9.2.2.25

–


>PDSCH RL ID
O

RL ID

9.2.1.53

–


>Limited Power Increase
O

9.2.2.18A

–


DCHs to Modify
O

DCHs FDD to Modify 9.2.2.4E

YES
reject

DCHs to Add
O

DCH FDD Information 9.2.2.4D

YES
reject

DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.20

–


DSCH to modify

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M

9.2.1.27

–


>Transport Format Set
O

9.2.1.59
For the DL.
–


>Allocation/Retention Priority
O

9.2.1.1A

–


>Frame Handling Priority
O

9.2.1.30

–


>ToAWS
O

9.2.1.61

–


>ToAWE
O

9.2.1.60

–


>Transport Bearer Request
   Indicator
M

9.2.1.62A

–


DSCH to add
O

DSCH FDD Information 9.2.2.13B

YES
reject

DSCH to Delete

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M

9.2.1.27

–


TFCI2 bearer specific information

0..1


YES
reject

>CHOICE  TFCI2 bearer action
M



–


>>Add or modify




–


>>>ToAWS
M

9.2.1.61

–


>>>ToAWE
M

9.2.1.60

–


>>Delete


NULL

–


RL Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M

9.2.1.53

–


>DL Code Information
O

FDD DL Code Information 9.2.2.14A

–


>Maximum DL Power
O

DL Power
9.2.1.21
Maximum allowed power on DPCH
–


>Minimum DL Power
O

DL Power
9.2.1.21
Minimum allowed power on DPCH
–


>SSDT Indication
O

9.2.2.47

–


>SSDT Cell Identity
C– SSDTIndON

9.2.2.44

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.53

–


>SSDT Cell Identity for EDSCHPC
C-EDSCHPC

9.2.2.44A

YES
ignore

Transmission Gap Pattern Sequence Information
O

9.2.2.53A

YES
reject

DSCH Common Information
O

DSCH FDD Common Information 9.2.2.13D

YES
ignore

Condition
Explanation

SSDTIndON
The IE may be present if the SSDT Indication is set to 'SSDT Active in the UE'.

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4.

SlotFormat
This IE is only present if the DL DPCH slot format is equal to any of the value 12 to 16.

SF/2
This IE is present only if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2'".

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information group, unless it is equal to “none”

EDSCHPC
This IE shall be present if Enhanced DSCH PC IE is present in the DSCH Common Information IE.

Range Bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.42.2
TDD Message
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
reject

Transaction ID 
M

9.2.1.62

–


UL CCTrCH to Add

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>Puncture Limit
M

9.2.1.50

–


> UL SIR Target
O

UL SIR

9.2.1.67A
Mandatory for 1.28Mcps TDD; not applicable for 3.84Mcps TDD
YES
reject

>UL DPCH Information

0..1

For 3.84Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information
M

9.2.3.26C

–


>UL DPCH Information LCR

0..1

For 1.28Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information LCR
M

9.2.3.26E

–


UL CCTrCH to Modify

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


>TFCS
O

9.2.1.58

–


>TFCI Coding
O

9.2.3.22

–


>Puncture Limit
O

9.2.1.50

–


> UL SIR Target
O

UL SIR

9.2.1.67A
For 1.28Mcps TDD only
YES
reject

>UL DPCH to add

0..1

For 3.84Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information
M

9.2.3.26C

–


>UL DPCH to modify

0..1


YES
reject

>>Repetition Period
O

9.2.3.16

–


>>Repetition Length
O

9.2.3.15

–


>>TDD DPCH Offset
O

9.2.3.19A

–


>>UL Timeslot Information

0 to <maxnoofULts>

For 3.84Mcps TDD only
–


>>>Time Slot
M

9.2.3.23

–


>>>Midamble Shift and Burst Type
O

9.2.3.7

–


>>>TFCI Presence
O

9.2.1.57

–


>>>UL Code Information

0 to <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
O

9.2.3.19

–


>>UL Timeslot Information LCR

0 to <MaxnoofULtsLCR>

For 1.28Mcps TDD only
GLOBAL
reject

>>>Time Slot LCR
M

9.2.3.24A

–


>>>Midamble shift LCR
O

9.2.3.7A




>>>TFCI Presence
O

9.2.1.57

–


>>>UL Code Information LCR

0 to <maxnoOfDPCHLCR>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code LCR
O

9.2.3.19a

–


>UL DPCH to delete

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M

9.2.3.5

–


>UL DPCH to add LCR

0..1

For 1.28Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information LCR
M

9.2.3.26E

–


UL CCTrCH to Delete

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


DL CCTrCH to Add

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>PunctureLimit
M

9.2.1.50

–


>TPC CCTrCH List

0 to <maxnoCCTrCHs>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.3

–


>DL DPCH Information

0..1

For 3.84Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information
M

9.2.3.4E

–


>DL DPCH Information LCR

0..1

For 1.28Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information LCR
M

9.2.3.4O

–


DL CCTrCH to Modify

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3.

–


>TFCS
O

9.2.1.58

–


>TFCI Coding
O

9.2.3.22

–


>PunctureLimit
O

9.2.1.50

–


>TPC CCTrCH List

0 to <maxnoCCTrCHs>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.3

–


>DL DPCH to add

0..1

For 3.84Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information
M

9.2.3.4E

–


>DL DPCH to modify

0..1


YES
reject

>>Repetition Period
O

9.2.3.16

–


>>Repetition Length
O

9.2.3.15

–


>>TDD DPCH Offset
O

9.2.3.19A

–


>>DL Timeslot Information

0 .. <maxnoofDLts>

For 3.84Mcps TDD only
–


>>>Time Slot
M

9.2.3.23

–


>>>Midamble Shift and Burst Type
O

9.2.3.7

–


>>>TFCI Presence
O

9.2.1.57

–


>>>DL Code Information

0 .. <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
O

9.2.3.19

–


>>DL Timeslot Information LCR

0 .. <MaxnoofDLtsLCR>

For 1.28Mcps TDD only
GLOBAL
reject

>>>Time Slot LCR
M

9.2.3.24A

–


>>>Midamble shift LCR
O

9.2.3.7A




>>>TFCI Presence
O

9.2.1.57

–


>>>DL Code Information LCR

0 .. <maxnoOfDPCHLCRs>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code LCR
O

9.2.3.19a

–


>DL DPCH to delete

0.. <maxnoof DPCHs>


GLOBAL
reject

>>DPCH ID
M

9.2.3.5

–


>DL DPCH to add LCR

0..1

For 1.28Mcps TDD only
YES
reject

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information LCR
M

9.2.3.4O

–


DL CCTrCH to Delete

0.. <maxnoof CCTrCHs>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


DCHs to Modify
O

DCHs TDD to Modify 9.2.3.4D

YES
reject

DCHs to Add
O

DCH TDD Information 9.2.3.4C

YES
reject

DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.20

–


DSCH Information to modify

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M

9.2.1.27

–


>CCTrCH ID
O

9.2.3.3
DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
O

9.2.1.59

–


>Allocation/Retention Priority
O

9.2.1.1A

–


>Frame Handling Priority
O

9.2.1.30

–


>ToAWS
O

9.2.1.61

–


>ToAWE
O

9.2.1.60

–


>Transport Bearer Request
   Indicator
M

9.2.1.62A

–


DSCH Information to add
O

DSCH TDD Information 9.2.3.5A

YES
reject

DSCH Information to delete

0 .. <Maxnoof DSCHs>


GLOBAL
reject

>DSCH ID
M

9.2.1.27

–


USCH Information to modify

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M

9.2.3.27

–


>Transport Format Set
O

9.2.1.59

–


> Allocation/Retention Priority
O

9.2.1.1A

–


>CCTrCH ID
O

9.2.3.2
UL CCTrCH in which the USCH is mapped
–


>Transport Bearer Request
   Indicator
M

9.2.1.62A

–


USCH Information to add
O

USCH Information 9.2.3.28

YES
reject

USCH Information to delete

0 .. <Maxnoof USCHs>


GLOBAL
reject

>USCH ID
M

9.2.3.27

–


RL Information

0..1


YES
reject

>RL ID
M

9.2.1.53

–


>Maximum Downlink Power 
O

DL Power
9.2.1.21
Maximum allowed power on DPCH
–


>Minimum Downlink Power 
O

DL Power
9.2.1.21
Minimum allowed power on DPCH
–


9.2.1.67A
UL SIR

The UL SIR indicates a received UL SIR.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

UL SIR


ENUMERATED (-8.2 .. 17.3)
Step 0.1 dB

9.2.2 FDD specific parameters
**** Partly omitted *****
9.2.2.58
UL SIR

Void














9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

**** Partly omitted *****

id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-cell-InformationRespItem-SyncAdjustmntFailureTDD,

id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD,


id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD,

id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-Information-Add,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-InformationResponse,

id-USCH-Information,


id-DL-DPCH-LCR-Information-RL-SetupRqstTDD,

 id-DL-DPCH-LCR-InformationList-RL-SetupRqstTDD,

 id-DwPCH-LCR-Information
,

 id-DwPCH-LCR-Information-AuditRsp,

 id-DwPCH-LCR-InformationList-AuditRsp,

 id-DwPCH-LCR-Information-Cell-SetupRqstTDD,

 id-DwPCH-LCR-Information-Cell-ReconfRqstTDD,

 id-DwPCH-LCR-InformationList-ResourceStatusInd,

 id-maxFACH-Power-LCR-CTCH-SetupRqstTDD,

 id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD,

 id-FPACH-LCR-Information,

 id-FPACH-LCR-Information-AuditRsp,

 id-FPACH-LCR-InformationList-AuditRsp,

 id-FPACH-LCR-InformationList-ResourceStatusInd,


id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD,

 id-FPACH-LCR-ParametersItem-CTCH-SetupRqstTDD, 

 id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD,

 id-PCCPCH-LCR-Information-Cell-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-ReconfRqstTDD,


id-PICH-LCR-Parameters-CTCH-SetupRqstTDD,

 id-PICH-LCR-ParametersItem-CTCH-SetupRqstTDD,

  
id-PRACH-LCR-ParameterList-CTCH-SetupRqstTDD,

 id-PRACH-LCR-ParametersListIE-CTCH-SetupRqstTDD, 

 id-RL-InformationResponse-LCR-RL-SetupRspTDD
,

 id-Secondary-CCPCH-LCR-parameterListIE-CTCH-SetupRqstTDD,

 id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD,

 id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD,

 id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD,


id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD,


id-TimeSlotLCR-CM-Rqst,

 id-UL-DPCH-LCR-Information-RL-SetupRqstTDD,


id-UL-DPCH-LCR-InformationList-RL-SetupRqstTDD,

id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD,


id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationModify-AddList,


id-UL-DPCH-LCR-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD,


id-UL-SIRTarget,

id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,

maxNrOfCCTrCHs,

maxNrOfCodes,


maxNrOfCPCHs,

maxNrOfDCHs,

maxNrOfDLCodes,


maxNrOfDLTSs,

maxNrOfDLTSLCRs,

maxNrOfDPCHs,


maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPCPCHs,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfSCCPCHs,

maxNrOfSCCPCHLCRs,

maxNrOfULTSs,

maxNrOfUSCHs,


maxAPSigNum,


maxCPCHCell,

maxFACHCell,

maxFPACHCell,

maxNoofLen,

maxRACHCell,


maxPCPCHCell,

maxPRACHCell,


maxSCCPCHCell,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,

maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG
FROM NBAP-Constants;

**** Partly omitted *****
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
reject


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD

CRITICALITY
notify


TYPE
UL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 

CRITICALITY
notify


TYPE
DL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DCH-TDD-Information



CRITICALITY
reject


TYPE
DCH-TDD-Information



PRESENCE
optional
}|


{ ID
id-DSCH-TDD-Information



CRITICALITY
reject


TYPE
DSCH-TDD-Information


PRESENCE
optional
}|


{ ID
id-USCH-Information



CRITICALITY
reject


TYPE
USCH-Information


PRESENCE
optional
}|


{ ID
id-RL-Information-RL-SetupRqstTDD




CRITICALITY
reject


TYPE
RL-Information-RL-SetupRqstTDD




PRESENCE
mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Single-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

notify


TYPE
UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,

uL-DPCH-Information





UL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-Information-RL-SetupRqstTDD
CRITICALITY notify

EXTENSION 
UL-DPCH-LCR-Information-RL-SetupRqstTDD

PRESENCE optional
},

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional


},

-- This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD.


...

}

UL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ UL-DPCH-InformationIE-RL-SetupRqstTDD }}
UL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE UL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information



UL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ UL-DPCH-LCR-InformationIE-RL-SetupRqstTDD }}
UL-DPCH-LCR-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD

PRESENCE optional
}
}
UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-TimeslotLCR-Information



UL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
**** Partly omitted *****
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject

TYPE
NodeB-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-TDD-DCHs-to-Modify





CRITICALITY

reject

TYPE
TDD-DCHs-to-Modify





PRESENCE
optional

} |


{ ID
id-DCHs-to-Add-TDD






CRITICALITY

reject

TYPE
DCH-TDD-Information





PRESENCE
optional

} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-DSCHs-to-Add-TDD


CRITICALITY

reject

TYPE 
DSCH-TDD-Information


PRESENCE 
optional

} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-Add


CRITICALITY

reject

TYPE
USCH-Information


PRESENCE 
optional

} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-RL-Information-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
RL-Information-RL-ReconfPrepTDD





PRESENCE 
optional

},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,

punctureLimit







PunctureLimit,


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {



{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

EXTENSION UL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE OPTIONAL },

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional


},

-- This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD.


...
}

UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information



UL-Timeslot-Information,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-LCR-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-LCR-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-Timeslot-InformationLCR,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCHLCR--InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS













OPTIONAL,


tFCI-Coding








TFCI-Coding












OPTIONAL,


punctureLimit







PunctureLimit 











OPTIONAL,


ul-DPCH-InformationAddList




UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD

OPTIONAL,


ul-DPCH-InformationModifyList



UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {



{ ID id-UL-DPCH-LCR-InformationModify-AddList
 CRITICALITY reject

EXTENSION
 UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional


},

-- This IE shall be applicable for 1.28Mcps TDD only.


...
}

UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information



UL-Timeslot-Information,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD   
CRITICALITY reject

EXTENSION 
UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional }
}

UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-LCR-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-LCR-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-Timeslot-InformationLCR,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod
OPTIONAL,


repetitionLength





RepetitionLength
OPTIONAL,


tdd-DPCHOffset






TDD-DPCHOffset

OPTIONAL,


uL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD



UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

**** Partly omitted *****
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

**** Partly omitted *****
id-UL-DPCH-LCR-Information-RL-SetupRqstTDD                   

ProtocolIE-ID ::= 470
id-UL-DPCH-LCR-InformationList-RL-SetupRqstTDD                   
ProtocolIE-ID ::= 471

id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD




ProtocolIE-ID ::= 472

id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD




ProtocolIE-ID ::= 473

id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD



ProtocolIE-ID ::= 474

id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD




ProtocolIE-ID ::= 475

id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD



ProtocolIE-ID ::= 476

id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD


ProtocolIE-ID ::= 477

id-DL-DPCH-LCR-InformationModify-AddListIE-RL-ReconfPrepTDD


ProtocolIE-ID ::= 478

id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD
ProtocolIE-ID ::= 479

id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD






ProtocolIE-ID ::= 480

id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD




ProtocolIE-ID ::= 481

id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD



ProtocolIE-ID ::= 482

id-UL-DPCH-LCR-InformationModify-AddList






ProtocolIE-ID ::= 483

id-UL-DPCH-LCR-InformationModify-AddListIE-RL-ReconfPrepTDD


ProtocolIE-ID ::= 484

id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD





ProtocolIE-ID ::= 485

id-UL-SIRTarget













ProtocolIE-ID ::= 510
id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst






ProtocolIE-ID ::= 486

id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst



ProtocolIE-ID ::= 487

id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst





ProtocolIE-ID ::= 488

id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst


ProtocolIE-ID ::= 489

id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst






ProtocolIE-ID ::= 490

id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst



ProtocolIE-ID ::= 491

id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst





ProtocolIE-ID ::= 492

id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst


ProtocolIE-ID ::= 493
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