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Reason for change:
(

For the SFN-SFN measurement for UE Positioning purpose, the SRNC identifies the neighbouring TDD cells to be measured with UARFCN and Cell Parameter ID. By the Cell Parameter ID the Scrambling Code, basic midamble and some other parameters are defined. However, since the SFN-SFN measurement can be performed on each individual slot, the Midamble Shift and Burst Type has to be added.




Summary of change:
(

Midamble Shift and Burst Type IE added to Neighbouring TDD Cell Measurement Information.




Consequences if 
(

not approved:
If this CR is not approved, the UE Positioning function in the UTRAN will not be able to perform properly.

Backward compatibility:

The changes are backward compatible to R99.
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9.2.1.41H, 9.3.4
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Other comments:
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This CR is the updated version of R3-011158 from RAN#20. This CR was agreed with following changes:

* Modify backward compatibility statement to state backward compatible for R99
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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9.2.1.41H
Neighbouring TDD Cell Measurement Information

This IE provides information on the TDD neighbouring cells used for the purpose of Measurements.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

UTRAN Cell Identifier
M

9.2.1.71


UARFCN
M

9.2.1.66


Cell Parameter ID
M

9.2.1.8


Time slot
O

9.2.1.56


Midamble shift and burst type
O

9.2.3.4


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

**** UNCHANGED TEXT IS OMITTED ****
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

**** UNCHANGED TEXT IS OMITTED ****
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